
RAN Working Group 3 meeting #59                  
R3(08)0134
Sorrento, Italy, 11th – 15th February 2008
Agenda Item:
10.2.1
Source:
NEC
Title:
Description of Mobility Management in 36.401
Document for:
discussion
1. Introduction

This contribution propose the description for the mobility management in the chapter 8.1 of the 36.401.
2. discussion

The description of the signalling connection of the mobility management in chapter 8.1 of 36.401 have been put to FFS as shown in the following. This is for further checking if can avoid duplicated description in different specs.

Note:
FFS if the description of the dedicated signalling connection of a UE in here is needed in addition to 36.412/36.422.

It has been later detected that this chapter in 36.401 is to describe the characteristic of the signalling connection for a UE, while 36.412/36.422 are to describe the characteristic of the signalling connection for nodes. It is therefore recognised that it is actually no duplication between this chapter in 36.401 and 36.412/36.422.
It is proposed to have the description as show below:

8.1
Signalling connection

The UE may either have or not have a signalling connection:

1)
When a dedicated signalling connection exists the EPC can reach the UE by the dedicated connection on the EPC side, and the E-UTRAN has a context with the UE and EPC for this particular connection. This context is erased when the connection is released. The dedicated connection can be initiated from the UE only.

2)
When a dedicated connection does not exist, the EPC must reach the UE via the common procedure. The message sent to the UE can be a request to the UE to establish a dedicated connection. The UE is addressed with a user/terminal identity and a "geographical area".
3. Proposal

It is proposed to agree the description text as shown above. The proposed CR is in R3-080135.
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