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1
Introduction
This contribution describe one potential problem related to HS-DSCH MAC-d PDU Size Format IE and some Rel7 parameters for the features use the Flexible RLC PDU size scheme.  
2 Proposal
It has been agreed that DL L2 improvement feature must be applied for the following Rel7 features. 

· MIMO

· 64QAM

Because the old RLC could not support the data rate that MIMO and 64QAM could provide

· Enhanced DL in Cell_FACH

Because sole schemet is applied for the feature.  

However, in current spec, this agreement has not been implemented so that the wrong parameter setting may be allowed, e.g. Node B is requested to activate MIMO but new RLC PDU schemet is not used etc. 
Thus, it is proposed to introduce the abnormal conditions which the Node B/DRNC should reject the procedure when it receives the wrong parameter configuration. 
Regarding the Enhanced DL in Cell_FACH, the parameter for them are configured in Physical Shared Channel Reconfiguration procedure which does not contain the HS-DSCH MAC-d PDU Size Format IE so that there are no need to introduce the abnormal conditions for them. 

Regarding the MIMO and 64QAM, the related parameters are transmisitted with the HS-DSCH MAC-d PDU Size Format IE so the abnormal condition is required. 

The proposed abnormal condition is as below.

RL Setup: 

[FDD - If the RADIO LINK SETUP REQUEST message contains the MIMO Activation Indicator IE and/or Sixtyfour QAM Usage Allowed Indicator IE set to "Allowed", but does not contain the HS-DSCH MAC-d PDU Size Format IE set to “Flexible MAC-d PDU Size”, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
RL Addition: 

[FDD - If the RADIO LINK ADDITION REQUEST message contains the MIMO Activation Indicator IE and/or Sixtyfour QAM Usage Allowed Indicator IE set to "Allowed", but does not contain the HS-DSCH MAC-d PDU Size Format IE set to “Flexible MAC-d PDU Size”, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
RL Reconfiguration: 
[FDD - If the concerned Node B Communication Context is configured to apply MIMO or allowed to apply 64QAM but is not configured to use flexible MAC-d PDU Size, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
3 Conclusion
It is proposed to discuss and agree the proposal in section 2. 
And it is proposed to agree the corresnponding CRs implements the proposal in [1, 2]. 
[1] R3-08149, Abnormal Condition on DL L2 Improvement, TS25.423 CR 
[2] R3-08150, Abnormal Condition on DL L2 Improvement, TS25.433 CR 






