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FIRST PROPOSED CHANGE

8.1
List of S1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUIRED
	HANDOVER COMMAND
	HANDOVER PREPARATION FAILURE

	Handover Resource Allocation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER FAILURE

	Path Switch Request
	PATH SWITCH REQUEST
	PATH SWITCH REQUEST ACKNOWLEDGE
	PATH SWITCH REQUEST FAILURE

	Handover Cancellation
	HANDOVER CANCEL
	HANDOVER CANCEL ACKNOWLEDGE
	

	SAE Bearer Setup
	SAE BEARER SETUP REQUEST
	SAE BEARER SETUP RESPONSE
	

	SAE Bearer Modify
	SAE BEARER MODIFY REQUEST
	SAE BEARER MODIFY RESPONSE
	

	SAE Bearer Release
	SAE BEARER RELEASE COMMAND
	SAE BEARER RELEASE COMPLETE
	

	Initial Context Setup
	INITIAL CONTEXT SETUP REQUEST
	INITIAL CONTEXT SETUP RESPONSE
	INITIAL CONTEXT SETUP FAILURE

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	S1 Setup
	S1 SETUP REQUEST
	S1 SETUP RESPONSE
	S1 SETUP FAILURE

	UE Context Modification
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE


Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Handover Notification
	HANDOVER NOTIFY

	SAE Bearer Release Request
	SAE BEARER RELEASE REQUEST

	Paging
	PAGING

	Initial UE Message
	INITIAL UE MESSAGE

	Downlink NAS Transport
	DOWNLINK NAS TRANSPORT

	Uplink NAS Transport
	UPLINK NAS TRANSPORT

	NAS non delivery indication
	NAS NON DELIVERY INDICATION

	Error Indication
	ERROR INDICATION

	UE Context Release Request
	UE CONTEXT RELEASE REQUEST


The following applies concerning interference between Elementary Procedures:

-
The Reset procedure takes precedence over all other EPs.
NEXT PROPOSED CHANGE

8.3.4
UE Context Modification
8.3.4.1

General
The purpose of the UE Context modification procedure is to modify the established UE Context partly (e.g. security information only, handover restrictions only or both). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation.
The CONTEXT MODIFICATION REQUEST message may contain

- 
the security information IE (includes the AS security key)
· the Handover restriction List IE 
Upon receipt of the CONTEXT MODIFICATION REQUEST the eNB shall
· store the received security information IE and take it into use. 
· store the Handover Restriction List IE in the UE context. 
The eNB shall report, in the CONTEXT MODIFICATION RESPONSE message to the MME, the successful updates of the UE context:

After sending the CONTEXT MODIFICATION RESPONSE message, the procedure is terminated in the eNB.
NEXT PROPOSED CHANGE

9.1.4.x
UE CONTEXT MODIFICATION REQUEST
This message is sent by the MME to provide security information and/or handover restrictions changes to the eNB.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Security Information
	O
	
	9.2.1.x
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22


	
	YES
	ignore


9.1.4.x
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the eNB to confirm the performed UE context updates. 
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject


NEXT PROPOSED CHANGE

9.2.1.x
Security Information
The purpose of the Security Information IE is to indicate the AS security key.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	>AS security key
	M
	
	BIT STRING (128)
	


NEXT PROPOSED CHANGE

9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

S1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Descriptions (0)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM S1AP-CommonDataTypes


HandoverRequired,


HandoverCommand,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverFailure,


HandoverNotify,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,



SAEBearerSetupRequest,


SAEBearerSetupResponse,


SAEBearerModifyRequest,


SAEBearerModifyResponse,


SAEBearerReleaseCommand,


SAEBearerReleaseComplete,


SAEBearerReleaseRequest,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialContextSetupFailure,


Paging,


DownlinkNASTransport,


InitialUEMessage,


UplinkNASTransport,


HandoverCancel,


HandoverCancelAcknowledge,


Reset,


ResetAcknowledge,


ErrorIndication,


NASNonDeliveryIndication,


S1SetupRequest,


S1SetupResponse,


S1SetupFailure,


UEContextReleaseRequest,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextModificationFailure
FROM S1AP-PDU-Contents


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-HandoverNotification,


id-PathSwitchRequest,


id-SAEBearerSetup,


id-SAEBearerModify,


id-SAEBearerRelease,


id-SAEBearerReleaseRequest,


id-InitialContextSetup,


id-Paging,


id-downlinkNASTransport,


id-initialUEMessage,


id-uplinkNASTransport,


id-HandoverCancel,


id-Reset,


id-ErrorIndication,


id-NASNonDeliveryIndication,


id-S1Setup,


id-UEContextReleaseRequest,

id-UEContextModification
FROM S1AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

S1AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURES S1AP-ELEMENTARY-PROCEDURE ::= {


S1AP-ELEMENTARY-PROCEDURES-CLASS-1

|


S1AP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-1 S1AP-ELEMENTARY-PROCEDURE ::= {

handoverPreparation



|


handoverResourceAllocation

|


pathSwitchRequest 



|


sAEbearerSetup




|


sAEbearerModify




|


sAEbearerRelease



|


initialContextSetup



|


handoverCancel




|


reset






|


s1Setup






|


uEContextModification


,


...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-2 S1AP-ELEMENTARY-PROCEDURE ::= {



handoverNotification


|


sAEbearerReleaseRequest


|


paging 






|


downlinkNASTransport





|


initialUEMessage






|


uplinkNASTransport



|


errorIndication




|

nASNonDeliveryIndication

|


uEContextReleaseRequest


,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures
--

-- **************************************************************


NEXT PROPOSED CHANGE

s1Setup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

S1SetupRequest


SUCCESSFUL OUTCOME

S1SetupResponse


UNSUCCESSFUL OUTCOME 
S1SetupFailure

PROCEDURE CODE


id-S1Setup


CRITICALITY



reject
}

END

uEContextModification S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextModificationRequest

SUCCESSFUL OUTCOME

UEContextModificationResponse

UNSUCCESSFUL OUTCOME 
UEContextModificationFailure

PROCEDURE CODE

id-UEContextModification

CRITICALITY

ignore

}

NEXT PROPOSED CHANGE

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AggregateMaximumBitrate,

MME-UE-S1AP-ID,


ENB-UE-S1AP-ID,


HandoverType,


Cause,


SourceID,


TargetID,


SourceeNodeB-ToTargeteNodeB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


TargeteNodeB-ToSourceeNodeB-TransparentContainer,


TargetRNC-ToSourceRNC-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



SAE-Bearer-ID,


TransportLayerAddress,


GTP-TEID,


SAE-BearerLevelQoSParameters,

SAEBearerList,

Cause,

TraceActivation,


NAS-PDU,


UserDataType,


SecurityInformation,


S-TMSI,


PagingDRX,


PagingCause,


TAId,


CriticalityDiagnostics,

ENB-ID,


ENBname,


MMEname,


NRIs,


ServedPLMNs,


SupportedTAIs,


TimeToWait,


HandoverRestrictionList,


PLMNidentity,

SecurityInfo
FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-aggregateMaximumBitrate,


id-Cause,


id-CriticalityDiagnostics,


id-ENB-ID,


id-eNBname,

id-eNB-UE-S1AP-ID, 

id-GERANtoLTEHOInformationReq,


id-GERANtoLTEHOInformationRes,


id-HandoverRestrictionList,

id-HandoverType,


id-InitialContextSetup,


id-Intra-LTEHOInformationReq,


id-Intra-LTEHOInformationRes,


id-LTEtoGERANHOInformationReq,

id-LTEtoGERANHOInformationRes,


id-LTEtoUTRANHOInformationReq,


id-LTEtoUTRANHOInformationRes,


id-MMEname,


id-MME-UE-S1AP-ID,

id-NAS-PDU,


id-NRIs,


id-pagingCause,


id-pagingDRX,


id-ServingPLMN,


id-SAEBearerAdmittedItem,


id-SAEBearerAdmittedList,


id-SAEBearerDataForwardingItem,


id-SAEBearerFailedToModifyList,


id-SAEBearerFailedToReleaseList,


id-SAEBearerFailedtoSetupItemHOReqAck,


id-SAEBearerFailedToSetupListBearerSURes,


id-SAEBearerFailedToSetupListCtxtSURes,


id-SAEBearerFailedToSetupListHOReqAck,


id-SAEBearerModify,


id-SAEBearerModifyItemBearerModRes,


id-SAEBearerModifyListBearerModRes,


id-SAEBearerRelease,


id-SAEBearerReleaseItemBearerRelComp,


id-SAEBearerReleaseItemHOCmd,


id-SAEBearerReleaseListBearerRelComp,


id-SAEBearerReleaseRequest,


id-SAEBearerSetup,


id-SAEBearerSetupItemBearerSURes,


id-SAEBearerSetupItemCtxtSURes,

id-SAEBearerSetupListBearerSURes,

id-SAEBearerSetupListCtxtSURes,


id-SAEBearerSubjecttoDataForwardingList,


id-SAEBearerToBeModifiedItemBearerModReq,


id-SAEBearerToBeModifiedListBearerModReq,


id-SAEBearerToBeReleasedList,


id-SAEBearerToBeSetupItemBearerSUReq,


id-SAEBearerToBeSetupItemCtxtSUReq,

id-SAEBearerToBeSetupItemHOReq,

id-SAEBearerToBeSetupListBearerSUReq,


id-SAEBearerToBeSetupListCtxtSUReq,


id-SAEBearerToBeSetupListHOReq,


id-SAEBearerToBeSwitchedDLItem,


id-SAEBearerToBeSwitchedDLList,

id-SAEBearertoReleaseListHOCmd,


id-Security-Information,


id-ServedPLMNs,

id-SourceID,

id-s-TMSI,


id-SupportedTAIs,


id-TAId,

id-TAIdItem,


id-TAIdList,


id-TargetID,


id-TimeToWait,


id-TraceActivation,

id-UTRANtoLTEHOInformationReq,


id-UTRANtoLTEHOInformationRes,

SecurityInfo,

maxnoofTAI,

maxNrOfErrors,


maxNrOfSAEBs

FROM S1AP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

SAEB-IE-ContainerList                  { S1AP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfSAEBs,   {IEsSetParam} }

SAEB-IE-ContainerPairList              { S1AP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfSAEBs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { S1AP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfSAEBs,   {IEsSetParam} }

-- **************************************************************

--

-- UE Context Modification
--

-- **************************************************************

-- **************************************************************

--

-- UE Context Modification Request
--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory
} |



{ ID id-SecurityInfo




CRITICALITY reject
TYPE SecurityInfo

 


PRESENCE optional
} |


{ ID id-HandoverRestrictionList



CRITICALITY ignore
TYPE HandoverRestrictionList



PRESENCE optional
} ,


...

}
-- **************************************************************

--

-- UE Context Modification Response
--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory
},


...

}
NEXT PROPOSED CHANGE

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerItem,


maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofNRIs,


maxnoofPLMNsPerMME,


maxnoofTAIs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTAIs
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;

-- S
SecurityInfo ::= SEQUENCE {


aSSecurityKey

BIT STRING (size(128)),


iE-Extensions


ProtocolExtensionContainer { { SecurityInfo-ExtIEs} } OPTIONAL

}

SecurityInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

NEXT PROPOSED CHANGE

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation 



INTEGER ::= 0

id-HandoverResourceAllocation 

INTEGER ::= 1

id-HandoverNotification 


INTEGER ::= 2

id-PathSwitchRequest 



INTEGER ::= 3

id-HandoverCancel 




INTEGER ::= 4

id-SAEBearerSetup





INTEGER ::= 5

id-SAEBearerModify 




INTEGER ::= 6

id-SAEBearerRelease




INTEGER ::= 7

id-SAEBearerReleaseRequest



INTEGER ::= 8

id-InitialContextSetup





INTEGER ::= 9

id-Paging






INTEGER ::= 10
id-downlinkNASTransport



INTEGER ::= 11
id-initialUEMessage




INTEGER ::= 12
id-uplinkNASTransport



INTEGER ::= 13

id-Reset






INTEGER ::= 14
id-ErrorIndication




INTEGER ::= 15

id-NASNonDeliveryIndication


INTEGER ::= 16
id-S1Setup






INTEGER ::= 17

id-UEContextReleaseRequest


INTEGER ::= 18
id-UEContextModification


INTEGER ::= 22
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfSAEBs






INTEGER ::= 256

maxNrOfInterfaces





INTEGER ::= 3   --FFS

maxnoofTAI







INTEGER ::= 256 --FFS

maxNrOfErrors






INTEGER ::= 256
maxnoofBPLMNs






INTEGER ::= 6

maxnoofNRIs







INTEGER ::= 512 -- FFS

maxnoofPLMNsPerMME





INTEGER ::= 32 -- FFS
maxnoofTAIs







INTEGER ::= 256  -- FFS 

maxnoofEPLMNs






INTEGER ::= 15
maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 256

-- FFS Value to be checked

maxnoofForbTAIs






INTEGER ::= 256

-- FFS Value to be checked
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








INTEGER ::= 0

id-HandoverType








INTEGER ::= 1

id-Cause









INTEGER ::= 2

id-SourceID









INTEGER ::= 3

id-TargetID









INTEGER ::= 4

id-Intra-LTEHOInformationReq




INTEGER ::= 5

id-LTEtoUTRANHOInformationReq




INTEGER ::= 6

id-LTEtoGERANHOInformationReq




INTEGER ::= 7
id-eNB-UE-S1AP-ID







INTEGER ::= 8

id-Intra-LTEHOInformationRes




INTEGER ::= 9
id-LTEtoUTRANHOInformationRes




INTEGER ::= 10
id-LTEtoGERANHOInformationRes




INTEGER ::= 11

id-SAEBearerSubjecttoDataForwardingList

INTEGER ::= 12

id-SAEBearertoReleaseListHOCmd



INTEGER ::= 13

id-SAEBearerDataForwardingItem



INTEGER ::= 14

id-SAEBearerReleaseItemBearerRelComp


INTEGER ::= 15

id-SAEBearerToBeSetupListBearerSUReq


INTEGER ::= 16

id-SAEBearerToBeSetupItemBearerSUReq


INTEGER ::= 17

id-SAEBearerAdmittedList





INTEGER ::= 18

id-SAEBearerFailedToSetupListHOReqAck

INTEGER ::= 19

id-SAEBearerAdmittedItem





INTEGER ::= 20

id-SAEBearerFailedtoSetupItemHOReqAck



INTEGER ::= 21

id-SAEBearerToBeSwitchedDLList




INTEGER ::= 22

id-SAEBearerToBeSwitchedDLItem



INTEGER ::= 23

id-SAEBearerToBeSetupListCtxtSUReq



INTEGER::= 24

id-TraceActivation







INTEGER::= 25

id-NAS-PDU







INTEGER ::= 26

id-SAEBearerToBeSetupItemHOReq





INTEGER ::= 27

id-SAEBearerSetupListBearerSURes




INTEGER ::= 28

id-SAEBearerFailedToSetupListBearerSURes


INTEGER ::= 29
id-SAEBearerToBeModifiedListBearerModReq


INTEGER ::= 30
id-SAEBearerModifyListBearerModRes




INTEGER ::= 31
id-SAEBearerFailedToModifyList





INTEGER ::= 32
id-SAEBearerToBeReleasedList





INTEGER ::= 33
id-SAEBearerReleaseListBearerRelComp



INTEGER ::= 33
id-SAEBearerFailedToReleaseList




INTEGER ::= 34

id-SAEBearerItem








INTEGER ::= 35

id-SAEBearerToBeModifiedItemBearerModReq

INTEGER ::= 36

id-SAEBearerModifyItemBearerModRes



INTEGER ::= 37

id-SAEBearerReleaseItem






INTEGER ::= 38

id-SAEBearerSetupItemBearerSURes




INTEGER ::= 39

id-Security-Information






INTEGER ::= 40

id-HandoverRestrictionList





INTEGER ::= 41

id-s-TMSI 









INTEGER ::= 43

id-pagingDRX 








INTEGER ::= 44

id-pagingCause








INTEGER ::= 45

id-TAIdList









INTEGER ::= 46

id-TAIdItem









INTEGER ::= 47

id-SAEBearerFailedToSetupListCtxtSURes


INTEGER ::= 48

id-SAEBearerReleaseItemHOCmd




INTEGER ::= 49

id-SAEBearerSetupItemCtxtSURes




INTEGER ::= 50

id-SAEBearerSetupListCtxtSURes




INTEGER ::= 51

id-SAEBearerToBeSetupItemCtxtSUReq



INTEGER ::= 52

id-SAEBearerToBeSetupListHOReq



INTEGER ::= 53

id-GERANtoLTEHOInformationReq



INTEGER ::= 54

id-GERANtoLTEHOInformationRes



INTEGER ::= 55

id-UTRANtoLTEHOInformationReq



INTEGER ::= 56

id-UTRANtoLTEHOInformationRes



INTEGER ::= 57

id-CriticalityDiagnostics 




INTEGER ::= 58

id-ENB-ID








INTEGER ::= 59

id-eNBname








INTEGER ::= 60

id-MMEname








INTEGER ::= 61

id-NRIs









INTEGER ::= 62

id-ServedPLMNs







INTEGER ::= 63
id-SupportedTAIs






INTEGER ::= 64

id-TimeToWait







INTEGER ::= 65

id-aggregateMaximumBitrate




INTEGER ::= 66

id-TAId









INTEGER ::= 67

id-ServingPLMN







INTEGER ::= 68
id-SecurityInfo







INTEGER ::= xx
END































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1263285405.doc


MME







UE CONTEXT MODIFICATION RESPONSE







UE CONTEXT MODIFICATION REQUEST







eNB












