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Introduction

This document discusses different aspects of the Reset Resource Procedure introduction.
Discussion
During last RAN3 Meeting the benefits of the Reset and Reset Resource were highlighted and the Reset function where introduced into the S1AP [2]. We attempt to merge the Reset and Reset resource procedure with some inconsistency and finally RAN3 decided to postpone the decision on Reset Resource procedure. 
We propose to clarify, improve some aspect of the Reset Resource procedure and introduce it as a dedicated procedure for the following reasons:
1. Avoid the merge with Reset, which generated some confusion in previous meeting [1]
2. Specification consistency, like RANAP, we see no concrete reason to diverge from a robust specification and to introduce potential confusion and IOT issues [3]
3. Provide a clear specification which distinguishes the Reset of all resource than the Reset Resource which reset only a part of connections already have the handling in place
4. Provide the list of both identifier of the UE-associated logical S1/X2-connection (MME UE S1AP ID and eNB UE S1AP ID) during the Reset Resource procedure in case of lost of one in a node assuming that the unknown connection identifiers shall be reported as released
5. Study the possibility to improve the efficiency of the reset resource with ASN.1 concatenation of ID list (see contribution [6])
For all theses reasons we proposes to RAN3 to introduce a dedicated Reset Resource procedure

We propose also to open the following contributions to discuss its now or in the relative agenda part:

· Reset Resource for S1 [4]
· Reset Resource for X2 [5]
· ASN.1 Compacted List IE [6]
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