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RAN3 thanks RAN2 and SA2 for the provided information regarding subscriber type concept in R2-075458, S2-080965 and R2-080605. 

In R2-075458 RAN2 asked RAN3 to: 
· consider the inclusion of a “Subscriber Type IE” in the appropriate message for the idle – active transition.

In R2-080605 RAN2 asked RAN3 to: 

· evaluate the provision of a “subscriber type indication” across the Iu interface to Rel. 8 RNC in order to also allow UTRAN to support the functionality already agreed in RAN2 for E-UTRAN ( UTRAN interworking. 
NOTE: depending the outcome of the discussion in GERAN this should also cover the UTRAN ( GERAN interworking.

Action to RAN2, GERAN2 and SA2:
Following discussion of the above LSs, RAN3 require more information and therefore kindly ask RAN2 and SA2 to provide additional information described in the questions below:
Question 1:  
· if the proposed concept of the subscriber type IE is intended to be used for providing to the UE certain “camping priorities”, does this apply in Idle mode only (as stated in R2-075458) or, can it also be used for RRM proposes during active mode (e.g. HO to other RAT) as described in S2-080718:
 “The RFSP may also be used by the E‑UTRAN to decide on redirecting active mode UEs to different frequency layers or RATs.”.

Question 2:
· In case the subscriber type concept is also going to be used for RRM purposes for UEs in Active Mode, RAN3 would like to ask RAN2 and SA2 if the currently specified Service Handover IE within RAB Assignment request and Relocation Request (TS 25.413) was considered (i.e. could it be reused or something similar) and furthermore, what is the opinion of RAN2, SA2 and GERAN2 as to how the proposed Subscriber Type IE and Service HO IE can co-exist. 
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