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1. Overall Description:

During the meeting RAN2#61bis, the Enhanced Uplink for CELL_FACH state was further discussed. After the discussion, RAN2 has concluded in the following aspects:

Location of MAC-is entity for CCCH
It is concluded in RAN2 that the MAC-is entity should be located in CRNC.
Iur mobility 

The network behaviour was discussed for the case of DRNC with E-DCH enhanced random access capacity, while its SRNC is without this capability. Two possible solutions have been discussed: 
The absence of an E-RNTI in the Cell Update Confirm Message could be implicitly used to indicate to the UE the SRNC’s lacking E-DCH enhanced random access capability. 
However, it was also argued that the scenario is quite rare and in order to be in line with R7 Enhanced CELL_FACH downlink conclusion where a similar Iur mobility issue is handled, it is concluded in RAN2 that the RRC connection should be released in this case by an RRC connection release message sent by the DRNC to the UE. 

Iub support for Enhanced Uplink for CELL_FACH

During the discussion in RAN2, it was agreed that the typical transition from CELL_FACH using E-DCH resources would be RB Control message with activation time “now”. The release of the common E-DCH resource used in CELL_FACH state is implicitly learned by the NodeB when detecting the UE on the dedicated E-DCH resources used in CELL_DCH state. 
This solution requires that the NodeB is able to link the new RL to the common E-DCH resource used by the UE e.g. by signalling the E-RNTI used by the UE in CELL_FACH state from the SRNC to the Node B in the Radio Link Setup Request message.

2. Actions:

To RAN3
ACTION: 

1. RAN2 kindly asks RAN3 to take above information into account.

2. RAN2 kindly ask RAN3 to take into account RAN2 preference on the Iur mobility and possibly update the Iur specification accordingly.
3. RAN2 kindly ask RAN3 to take into account RAN2 decision on state transition from CELL_FACH using E-DCH to CELL_DCH and possibly update the Iub specification accordingly. 
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