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1. Overall Description:

SA5 thanks RAN2 for the LS on the RACH Optimization Use Case and answers the question as follows:

Q: 
RAN2 asks SA5 to inform the current assumptions on the OAM/SON architecture and interface for LTE/SAE, 
and support the necessary procedures and containers to report the agreed measurements to the OAM/SON 
entity.
A:
SA5 would like to provide to RAN2 and RAN3 an overview on its work on the 

OAM/SON Architecture (Reference Model).

After extensive discussion of several different OAM/SON Architectures (Reference Model), 
SA5 has reached the following conclusions:

1. There is not a (single) common SON Reference Model supporting all SON use cases.

2. Instead, different SON use case are supported by different Reference Models in the most appropriate way, in other words, there are Use Case Specific Reference Models.

3. The overall SON Reference Model is the combination of these Use Case Specific Reference Models.

SA5 has also specified a procedure allowing identifying the Use Case Specific Reference Models. 
This procedure is a three-step approach based on a functional decomposition of each use case:

Functional decomposition of each use case:

The high level business use cases are decomposed into smaller (atomic) functions or steps. 
For each (atomic) function only the WHAT but not the HOW shall be described. This step shall hence not mention anything about specific implementation details or the location of the (atomic) functions.

Definition of the Logical Architecture for each use case:

In the next step logical functions or functional blocks are identified. Each block supports one or more atomic functions. All functional blocks represent the logical architecture. The logical architecture does not specify where the functions are located. The logical architecture specifies the interactions and relationships between the functional blocks as well.
Definition of the Use Case Specific Reference Model for each use case

After the logical architecture has been agreed in terms of logical functions it has to be decided where these functions should be located in the existing Management Reference Model (NE, EM NM) or if a new entity should be defined. Note that the different logical functions do not need to be located all at the same place.

Additionally, please note that SA5 has agreed to study the RACH optimization use case described in LS R2-075464. 
2. Actions:

None. This is for information only.
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