
3GPP TSG RAN WG3 Meeting #59bis
R3-080798
Shenzen, China, 31 March - 03 April 2008

Title:
[Draft] Reply LS to HS-DPCCH usage with Enhanced Uplink in Cell_FACH 
Source:
Nokia Siemens Networks
To:
TSG-RAN WG2
CC:
TSG-RAN WG1
WI:
Enhanced Uplink in CELL_FACH State in FDD
Attachment: 
R3-080797

Contact Person:


Name:
Masatoshi Nakamata
Phone:

  +81 80 3460 0746
E-mail Address:
masatoshi.nakamata@nsn.com
RAN3 thanks RAN2 for their LS on HS-DPCCH usage with Enhanced Uplink in Cell_FACH with request on following Action to RAN3. 
Action for RAN3:
RAN3 is kindly asked to provide feedback on how complex the mapping of contexts for HS-DSCH and E-DCH operation in CELL_FACH would be.

RAN3 had discussion based on enclosed document and identified there were the following two potential solutions which enabled the Node B to link the H-RNTI and E-RNTI are allocated to same UE. 

1) Same values are allocated to both H-RNTI and E-RNTI 
2) CRNC contains the E-RNTI for the UE in Iub: HS-DSCH DATA FRANE carries the data for the UE with the H-RNTI
RAN3 could not conclude to have a preference but conclude that both of them are feasible and there were no complexity from RAN3 point of view.
Actions:
To RAN2: RAN3 would like to kindly ask RAN2 to take into account the information above.
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