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8.2.8
Common Measurement Initiation

8.2.8.1
General

This procedure is used by a CRNC to request the initiation of measurements on common resources in a Node B.

8.2.8.2
Successful Operation
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Figure 11: Common Measurement Initiation procedure, Successful Operation
The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.
[TDD - If the [3.84Mcps TDD and 7.68Mcps TDD - Time Slot IE] [1.28Mcps TDD - Time Slot LCR IE] is present in the COMMON MEASUREMENT INITIATION REQUEST message, the measurement request shall apply to the requested time slot individually.]

[1.28Mcps TDD - If the UpPCH Position LCR IE is present in the COMMON MEASUREMENT INITIATION REQUEST message, and the Common Measurement Type IE is set to "UpPCH interference", the measurement request shall apply to the requested UpPCH position individually.]
If the Common Measurement Type IE is not set to "SFN-SFN Observed Time Difference" and the SFN Reporting Indicator IE is set to "FN Reporting Required", the SFN IE shall be included in the COMMON MEASUREMENT REPORT message or in the COMMON MEASUREMENT RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand". The reported SFN shall be the SFN at the time when the measurement value was reported by the layer 3 filter, referred to as point C in the measurement model [25]. If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", the SFN Reporting Indicator IE shall be ignored.

[FDD - If the Common Measurement Type IE is set to "Received Scheduled E-DCH Power Share" and the RTWP* Reporting Indicator IE is set to "RTWP* Reporting Required", the RTWP* Value IE shall be included in the COMMON MEASUREMENT REPORT message or in the COMMON MEASUREMENT RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand". This is the received total wideband power (RTWP) determined for the same time period during which RSEPS is determined.]

[FDD - If the Common Measurement Type IE is set to "Received Scheduled E-DCH Power Share for Cell Portion" and the RTWP*for Cell Portion Reporting Indicator IE is set to "RTWP* Reporting Required", the RTWP* Value IE shall be included in the COMMON MEASUREMENT REPORT message or in the COMMON MEASUREMENT RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand".]

[1.28Mcps TDD - For a multi-frequency cell, if Common Measurement Type IE is set to "HS-DSCH Provided Bit Rate", and the UARFCN IE is included in the COMMON MEASUREMENT INITIATION REQUEST message, the measurement request shall apply to the indicated frequency, if Common Measurement Type IE is set to "HS-DSCH Provided Bit Rate", and the UARFCN IE is not included in the COMMON MEASUREMENT INITIATION REQUEST message, the measurement request shall apply to the whole cell.]
Common measurement type:

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", then the Node B shall initiate the SFN-SFN Observed Time Difference measurements between the reference cell identified by C-ID IE and the neighbouring cells identified by the UTRAN Cell Identifier(UC-Id) IE in the Neighbouring Cell Measurement Information IE.

[FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion", "Transmitted Carrier Power for Cell Portion", "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion", "HS-DSCH Required Power for Cell Portion", "HS-DSCH Provided Bit Rate for Cell Portion" or "Received Scheduled E-DCH Power Share for Cell Portion" or  "E-FACH Transmitted Carrier Power for Cell Portion ", the Node B shall initiate the corresponding measurements for all the cell portions which are configured under the cell indicated by C-ID IE in the COMMON MEASUREMENT INITIATION REQUEST message.]
Report characteristics:
The Report Characteristics IE indicates how the reporting of the measurement shall be performed. See also Annex B.

If the Report Characteristics IE is set to "On Demand" and if the SFN IE is not provided, the Node B shall return the result of the requested measurement immediately. If the SFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Periodic", the Node B shall periodically initiate a Common Measurement Reporting procedure for this measurement, with the requested report frequency. If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", all the available measurement results shall be reported in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE in the SFN-SFN Measurement Value Information IE and the Node B shall indicate in the Unsuccessful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE all the remaining neighbouring cells with no measurement result available in the Common Measurement Reporting procedure. If the SFN IE is provided, it indicates the frame for which the first measurement value of a periodic reporting shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Event A", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. [FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "HS-DSCH Required Power for Cell Portion" or "Received Scheduled E-DCH Power Share for Cell Portion", the measurement entity to be considered is the corresponding measurement for each cell portion.]

If the Report Characteristics IE is set to "Event B", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. [FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "HS-DSCH Required Power for Cell Portion" or "Received Scheduled E-DCH Power Share for Cell Portion", the measurement entity to be considered is the corresponding measurement for each cell portion.]

If the Report Characteristics IE is set to "Event C", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity rises by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next C event reporting for the same measurement cannot be initiated before the rising time specified by the Measurement Change Time IE has elapsed since the previous event reporting. [FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion"or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "Received Scheduled E-DCH Power Share for Cell Portion", the measurement entity to be considered is the corresponding measurement for each cell portion.]

If the Report Characteristics IE is set to "Event D", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity falls by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next D event reporting for the same measurement cannot be initiated before the falling time specified by the Measurement Change Time IE has elapsed since the previous event reporting.
[FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "Received Scheduled E-DCH Power Share for Cell Portion", the measurement entity to be considered is the corresponding measurement for each cell portion.]

If the Report Characteristics IE is set to "Event E", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the Node B shall initiate the Common Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Common Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. [FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "HS-DSCH Required Power for Cell Portion" or     "Received Scheduled E-DCH Power Share for Cell Portion", the measurement entity to be considered is the corresponding measurement for each cell portion.]

If the Report Characteristics IE is set to "Event F", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided the Node B shall also initiate the Common Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Common Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. [FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "HS-DSCH Required Power for Cell Portion" or "Received Scheduled E-DCH Power Share for Cell Portion", the measurement entity to be considered is the corresponding measurement for each cell portion.]

If the Report Characteristics IE is set to "On Modification" and if the SFN IE is not provided, the Node B shall report the result of the requested measurement immediately. If the SFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25]. Then, the Node B shall initiate the Common Measurement Reporting procedure in accordance to the following conditions:

1.
If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning":

-
If the TUTRAN-GPS Change Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], calculate the change of TUTRAN-GPS value (Fn). The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when the absolute value of Fn rises above the threshold indicated by the TUTRAN-GPS Change Limit IE. The change of TUTRAN-GPS value (Fn) is calculated according to the following:

Fn=0 for n=0

Fn = (Mn – Mn-1) mod 37158912000000 – ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Fn-1


for n>0
Fn is the change of the TUTRAN-GPS value expressed in unit [1/16 chip] when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received after point C in the measurement model [25], measured at SFNn.
Mn-1 is the previous measurement result received after point C in the measurement model [25], measured at SFNn-1.

M1 is the first measurement result received after point C in the measurement model [25], after the first Common Measurement Reporting at initiation or after the last event was triggered.

M0 is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common Measurement Reporting when the event was triggered.

-
If the Predicted TUTRAN-GPS Deviation Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], update the Pn and Fn  The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when Fn rises above the threshold indicated by the Predicted TUTRAN-GPS Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b for n=0

Pn = ((a/16) * ((SFNn – SFNn-1) mod 4096)/100 +((SFNn – SFNn-1) mod 4096)*10*3.84*10^3*16 + Pn-1 ) mod 37158912000000

for n>0

Fn = min((Mn - Pn) mod 37158912000000, (Pn - Mn) mod 37158912000000)

for n>0

Pn is the predicted TUTRAN-GPS value when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported TUTRAN-GPS Drift Rate value.

b is the last reported TUTRAN-GPS value.

Fn is the deviation of the last measurement result from the predicted TUTRAN-GPS value (Pn ) when n measurements have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received after point C in the measurement model [25], measured at SFNn.
M1 is the first measurement result received after point C in the measurement model [25], after the first Common Measurement Reporting at initiation or after the last event was triggered.

The TUTRAN-GPS Drift Rate is determined by the Node B in an implementation-dependent way after point B in the measurement model [25].

2.
If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference":

-
If the SFN-SFN Change Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], calculate the change of SFN-SFN value (Fn). The Node B shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when Fn rises above the threshold indicated by the SFN-SFN Change Limit IE. The change of the SFN-SFN value is calculated according to the following:

Fn=0

for n=0

[FDD - Fn = (Mn – a) mod 614400

for n>0]
[TDD - Fn = (Mn – a) mod 40960

for n>0]
Fn is the change of the SFN-SFN value expressed in unit [1/16 chip] when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN.

Mn is the latest measurement result received after point C in the measurement model [25], measured at SFNn.

M1 is the first measurement result received after point C in the measurement model [25] after the first Common Measurement Reporting at initiation or after the last event was triggered.

-
If the Predicted SFN-SFN Deviation Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], update the Pn and Fn The Node B shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when the Fn rises above the threshold indicated by the Predicted SFN-SFN Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b for n=0

[FDD - Pn = ((a/16) * ((SFNn – SFNn-1) mod 4096)/100 + Pn-1 ) mod 614400

for n>0]
[FDD - Fn = min((Mn - Pn) mod 614400, (Pn - Mn) mod 614400)

for n>0]

[TDD - Pn = ((a/16) * (15*(SFNn – SFNn-1)mod 4096 + (TSn – TSn-1))/1500 + Pn-1 ) mod 40960

for n>0]
[TDD - Fn = min((Mn - Pn) mod 40960, (Pn - Mn) mod 40960)

for n>0]
Pn is the predicted SFN-SFN value when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN Drift Rate value.

b is the last reported SFN-SFN value.

abs denotes the absolute value.

Fn is the deviation of the last measurement result from the predicted SFN-SFN value (Pn ) when n measurements have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received after point C in the measurement model [25], measured at [TDD - the Time Slot TSn of] the Frame SFNn.
M1 is the first measurement result received after point C in the measurement model [25] after the first Common Measurement Reporting at initiation or after the last event was triggered.

The SFN-SFN Drift Rate is determined by the Node B in an implementation-dependent way after point B in the measurement model [25].

3.
If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning":

-
If the TUTRAN-GANSS Change Limit IE is included in the TUTRAN-GANSS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], calculate the change of TUTRAN-GANSS value (Fn). The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when the absolute value of Fn rises above the threshold indicated by the TUTRAN-GANSS Change Limit IE. The change of TUTRAN-GANSS value (Fn) is calculated according to the following:

Fn=0 for n=0

Fn = (GAMn – GAMn-1) mod 5308416000000 – ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Fn-1


for n>0
Fn is the change of the TUTRAN-GANSS value expressed in unit [1/16 chip] when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

GAMn is the latest GANSS measurement result received after point C in the GANSS measurement model, measured at SFNn.
GAMn-1 is the previous GANSS measurement result received after point C in the GANSS measurement model, measured at SFNn-1.

GAM1 is the first GANSS measurement result received after point C in the GANSS measurement model, after the first Common Measurement Reporting at initiation or after the last event was triggered.

GAM0 is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common Measurement Reporting when the event was triggered.

GANSS measurement model is the timing between cell j and GANSS Time Of Day. TUE-GANSSj is defined as the time of occurrence of a specified UTRAN event according to GANSS time. The specified UTRAN event is the beginning of a particular frame (identified through its SFN) in the first detected path (in time) of the cell j CPICH, where cell j is a cell chosen by the UE. The reference point for TUE-GANSSj shall be the antenna connector of the UE. 

-
If the Predicted TUTRAN-GANSS Deviation Limit IE is included in the TUTRAN-GANSS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], update the Pn and Fn. The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when Fn rises above the threshold indicated by the Predicted TUTRAN-GANSS Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b for n=0

Pn = ((a/16) * ((SFNn – SFNn-1) mod 4096)/100 +((SFNn – SFNn-1) mod 4096)*10*3.84*10^3*16 + Pn-1 ) mod 5308416000000

for n>0

Fn = min((GAMn - Pn) mod 5308416000000, (Pn - GAMn) mod 5308416000000)

for n>0

Pn is the predicted TUTRAN-GANSS value when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported TUTRAN-GANSS Drift Rate value.

b is the last reported TUTRAN-GANSS value.

Fn is the deviation of the last measurement result from the predicted TUTRAN-GANSS value (Pn ) when n measurements have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

GAMn is the latest GANSS measurement result received after point C in the GANSS measurement model, measured at SFNn.

GAM1 is the first GANSS measurement result received after point C in the GANSS measurement model, after the first Common Measurement Reporting at initiation or after the last event was triggered.

The TUTRAN-GANSS Drift Rate is determined by the Node B in an implementation-dependent way after point B in the measurement model [25].
If the Report Characteristics IE is not set to "On Demand", the Node B is required to perform reporting for a common measurement object, in accordance with the conditions provided in the COMMON MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no common measurement object(s) for which a measurement is defined exists anymore, the Node B shall terminate the measurement locally, i.e. without reporting this to the CRNC.
If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate the Common Measurement Reporting procedure immediately, and then continue with the measurements as specified in the COMMON MEASUREMENT INITIATION REQUEST message.

Higher layer filtering:
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows:

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements, the unit used for Mn is the same unit as the reported unit in the COMMON MEASUREMENT INITIATION RESPONSE, COMMON MEASUREMENT REPORT messages or the unit used in the event evaluation (i.e. same unit as for Fn)

a = 1/2(k/2) , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering)

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

Common measurement accuracy:

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning", then the Node B shall use the UTRAN GPS Timing Measurement Accuracy Class IE included in the Common Measurement Accuracy IE according to the following:

-
If the UTRAN GPS Timing Measurement Accuracy Class IE indicates "Class A", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes A, B and C. 

-
If the UTRAN GPS Timing Measurement Accuracy Class IE indicates "Class B", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes B and C.

-
If the UTRAN GPS Timing Measurement Accuracy Class IE indicates "Class C", then the Node B shall perform the measurements with the accuracy according to class C.

If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning", then the Node B shall use the TUTRAN-GANSS Measurement Accuracy Class IE included in the Common Measurement Accuracy IE according to the following: 

-
If the TUTRAN- GANSS Measurement Accuracy Class IE indicates "Class A", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes A, B and C. 

-
If the TUTRAN- GANSS Measurement Accuracy Class IE indicates "Class B", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes B and C.

-
If the TUTRAN- GANSS Measurement Accuracy Class IE indicates "Class C", then the Node B shall perform the measurements with the accuracy according to class C.

Measurement Recovery Behavior:
If the Measurement Recovery Behavior IE is included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall, if Measurement Recovery Behavior is supported, include the Measurement Recovery Support Indicator IE in the COMMON MEASUREMENT INITIATION RESPONSE message and perform the Measurement Recovery Behavior as described in subclause 8.2.9.2.

[FDD - Noise Floor Reporting:]
[FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power" and if the Reference Received Total Wide Band Power Reporting IE is included in the same COMMON MEASUREMENT INITIATION REQUEST message, the Node B may include the Reference Received Total Wide Band Power IE in the message used to report the common measurement.]

[FDD - If the Reference Received Total Wide Band Power Reporting IE is included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall if supported, include the Reference Received Total Wide Band Power Support Indicator IE or the Reference Received Total Wide Band Power IE in the COMMON MEASUREMENT INITIATION RESPONSE.]
Response message:
If the Node B was able to initiate the measurement requested by the CRNC, it shall respond with the COMMON MEASUREMENT INITIATION RESPONSE message sent over the Node B Control Port. The message shall include the same Measurement ID that was used in the measurement request. Only in the case where the Report Characteristics IE is set to "On Demand" or "On Modification", the COMMON MEASUREMENT INITIATION RESPONSE message shall include the measurement result and also the Common Measurement Achieved Accuracy IE if the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning" or "UTRAN GANSS Timing of Cell Frames for UE positioning".

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference" and the Report Characteristics IE is set to "On Demand" or "On Modification", all the available measurement results shall be reported in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE in the SFN-SFN Measurement Value Information IE and the Node B shall indicate in the Unsuccessful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE all the remaining neighbouring cells with no measurement result available in the COMMON MEASUREMENT INITIATION RESPONSE message. For all available measurement results, the Node B shall include in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE the SFN-SFN Quality IE and the SFN-SFN Drift Rate Quality IE, if available.

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning" and the Report Characteristics IE is set to "On Demand" or "On Modification", the Node B shall include in the TUTRAN-GPS Measurement Value Information IE the TUTRAN-GPS Quality IE and the TUTRAN-GPS Drift Rate Quality IE, if available.

[FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion", "Transmitted Carrier Power for Cell Portion", "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion", "HS-DSCH Required Power for Cell Portion" or "HS-DSCH Provided Bit Rate for Cell Portion" or  "E-FACH Transmitted Carrier Power for Cell Portion "and the Report Characteristics IE is set to "On Demand", all the available measurement results for each cell portion shall be included in the COMMON MEASUREMENT INITIATION RESPONSE message.]

If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning" and the Report Characteristics IE is set to "On Demand" or "On Modification", the Node B shall include in the TUTRAN-GANSS Measurement Value Information IE, the TUTRAN-GANSS Quality IE and the TUTRAN-GANSS Drift Rate Quality IE, if available.

8.2.8.3
Unsuccessful Operation
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Figure 12: Common Measurement Initiation procedure, Unsuccessful Operation
If the requested measurement cannot be initiated, the Node B shall send a COMMON MEASUREMENT INITIATION FAILURE message over the Node B Control Port. The message shall include the same Measurement ID that was used in the COMMON MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.

Typical cause values are as follows:

Radio Network Layer Cause:

-
Measurement not supported for the object.

-
Measurement Temporarily not Available

8.2.8.4
Abnormal Conditions

The allowed combinations of the Common Measurement Type received in the Common Measurement Type IE and the Common Measurement Object Type received in the COMMON MEASUREMENT INITIATION REQUEST message are shown in the table below. For not allowed combinations, the Node B shall regard the Common Measurement Initiation procedure as failed.

Table 3a: Allowed Common Measurement Type and Common Measurement Object Type combinations

	Common Measurement Type
	Common Measurement Object Type

	
	Cell
	RACH
	Power Local Cell Group

	Received Total Wide Band Power 
	X
	
	

	Transmitted Carrier Power
	X
	
	

	Acknowledged PRACH Preambles
	
	X
	

	UL Timeslot ISCP
	X
	
	

	UTRAN GPS Timing of Cell Frames for UE Positioning
	X
	
	

	SFN-SFN Observed Time Difference
	X
	
	

	[TDD - Transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission]
[FDD - Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission]
	X
	
	

	HS-DSCH Required Power
	X
	
	

	HS-DSCH Provided Bit Rate
	X
	
	

	Received Total Wide Band Power for Cell Portion
	FDD only
	
	

	Transmitted Carrier Power for Cell Portion
	FDD only
	
	

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion
	FDD only
	
	

	UpPCH interference
	1.28 Mcps TDD only
	
	

	DL Transmission Branch Load
	FDD only
	
	FDD only

	HS-DSCH Required Power for Cell Portion
	FDD only
	
	

	HS-DSCH Provided Bit Rate for Cell Portion
	FDD only
	
	

	E-DCH Provided Bit Rate
	X
	
	

	E-DCH Non-serving Relative Grant Down Commands
	FDD only
	
	

	Received Scheduled E-DCH Power Share
	FDD only
	
	

	Received Scheduled E-DCH Power Share for Cell Portion
	FDD only
	
	

	UTRAN GANSS Timing of Cell Frames for UE Positioning
	X
	
	

	E-FACH Transmitted Carrier Power 
	X
	
	

	E-FACH Transmitted Carrier Power for Cell Portion 
	FDD only
	
	


[TDD - If the Common Measurement Type requires the Time Slot Information but the [3.84Mcps TDD and 7.68Mcps TDD - Time Slot IE] [1.28Mcps TDD - Time Slot LCR IE] is not present in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed.]

If the COMMON MEASUREMENT INITIATION REQUEST message contains the SFN-SFN Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the Node B shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the COMMON MEASUREMENT INITIATION REQUEST message contains the TUTRAN-GPS Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the Node B shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", but the Neighbouring Cell Measurement Information IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed.

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning", but the TUTRAN-GPS Measurement Accuracy Class IE in the Common Measurement Accuracy IE is not included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed. 

If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning", but the TUTRAN-GANSS Measurement Accuracy Class IE in the Common Measurement Accuracy IE is not included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed. 

[FDD - If the COMMON MEASUREMENT INITIATION REQUEST message contains the Reference Received Total Wide Band Power Reporting IE and it does not contain the Common Measurement Type IE set to "Received Total Wide Band Power", the Node B shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.]
The allowed combinations of the Common Measurement Type and Report Characteristics Type are shown in the table below marked with "X". For not allowed combinations, the Node B shall regard the Common Measurement Initiation procedure as failed.

Table 4: Allowed Common Measurement Type and Report Characteristics Type combinations

	Common Measurement Type
	Report Characteristics Type



	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	Received Total Wide Band Power 
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Carrier Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	Acknowledged PRACH Preambles
	X
	X
	X
	X
	X
	X
	X
	X
	

	UL Timeslot ISCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	UTRAN GPS Timing of Cell Frames for UE Positioning
	X
	X
	
	
	
	
	
	
	X

	SFN-SFN Observed Time Difference
	X
	X
	
	
	
	
	
	
	X

	[TDD - Transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission]

[FDD - Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission]
	X
	X
	X
	X
	X
	X
	X
	X
	

	HS-DSCH Required Power
	X
	X
	X
	X
	
	
	X
	X
	

	HS-DSCH Provided Bit Rate
	X
	X
	
	
	
	
	
	
	

	[FDD - Received Total Wide Band Power for Cell Portion]
	X
	X
	X
	X
	X
	X
	X
	X
	

	[FDD - Transmitted Carrier Power for Cell Portion]
	X
	X
	X
	X
	X
	X
	X
	X
	

	[FDD - Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion]
	X
	X
	X
	X
	X
	X
	X
	X
	

	UpPTS interference
	X
	X
	X
	X
	X
	X
	X
	X
	

	DL Transmission Branch Load
	X
	X
	X
	X
	
	
	X
	X
	

	[FDD - HS-DSCH Required Power for Cell Portion]
	X
	X
	X
	X
	
	
	X
	X
	

	[FDD - HS-DSCH Provided Bit Rate for Cell Portion]
	X
	X
	
	
	
	
	
	
	

	E-DCH Provided Bit Rate
	X
	X
	
	
	
	
	
	
	

	E-DCH Non-serving Relative Grant Down Commands
	X
	X
	X
	X
	
	
	X
	X
	

	Received Scheduled E-DCH Power Share
	X
	X
	X
	X
	X
	X
	X
	X
	

	[FDD - Received Scheduled E-DCH Power Share for Cell Portion]
	X
	X
	X
	X
	X
	X
	X
	X
	

	UTRAN GANSS Timing of Cell Frames for UE Positioning
	X
	X
	
	
	
	
	
	
	X

	E-FACH Transmitted Carrier Power 
	X
	X
	
	
	
	
	
	
	

	[FDD-E-FACH Transmitted Carrier Power for Cell Portion ]
	X
	X
	
	
	
	
	
	
	


If the SFN IE is included in the COMMON MEASUREMENT INITIATION REQUEST message and the Report Characteristics IE is other than "Periodic", "On Demand" or "On Modification", the Node B shall regard the Common Measurement Initiation procedure as failed.

/Partialy omitted/
8.2.9
Common Measurement Reporting
8.2.9.1
General

This procedure is used by the Node B to report the result of measurements requested by the CRNC with the Common Measurement Initiation procedure.

8.2.9.2
Successful Operation
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Figure 13: Common Measurement Reporting procedure, Successful Operation
If the requested measurement reporting criteria are met, the Node B shall initiate the Common Measurement Reporting procedure. The COMMON MEASUREMENT REPORT message shall use the Node B Control Port.

The Measurement ID IE shall be set to the Measurement ID provided by the CRNC when initiating the measurement with the Common Measurement Initiation procedure.

If the achieved measurement accuracy does not fulfil the given accuracy requirement (see ref.[22] and [23]) or the measurement is temporarily not available in case Measurement Recovery Behavior is supported, the Common Measurement Value Information IE shall indicate Measurement not Available. If the Node B was configured to perform the Measurement Recovery Behavior, the Node B shall indicate Measurement Available to the CRNC when the achieved measurement accuracy again fulfils the given accuracy requirement (see ref. [22] and [23]) and include the Measurement Recovery Report Indicator IE in the COMMON MEASUREMENT REPORT message if the requested measurement reporting criteria are not met.

For measurements included in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE, the Node B shall include the SFN-SFN Quality IE and the SFN-SFN Drift Rate Quality IE if available.

If the Common Measurement Type provided by RNC when initiating the measurement with the Common Measurement Initiation procedure was "UTRAN GPS Timing of Cell Frames for UE Positioning", then the Node B shall include in the TUTRAN-GPS Measurement Value Information IE the TUTRAN-GPS Quality IE and the TUTRAN-GPS Drift Rate Quality IE, if available.

If the Common Measurement Type provided by RNC when initiating the measurement with the Common Measurement Initiation procedure was "UTRAN GANSS Timing of Cell Frames for UE Positioning", then the Node B shall include in the TUTRAN-GANSS Measurement Value Information IE the TUTRAN-GANSS Quality IE and the TUTRAN-GANSS Drift Rate Quality IE, if available.

[FDD - For Received Total Wide Band Power for Cell Portion, Transmitted Carrier Power for Cell Portion, Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion, HS-DSCH Required Power for Cell Portion, HS-DSCH Provided Bit Rate for Cell Portion, Received Scheduled E-DCH Power Share for Cell Portion measurements, E-FACH Transmitted Carrier Power for Cell Portion ,all the available measurement results for each cell portion shall be included in the COMMON MEASUREMENT REPORT message.]
/Partialy omitted/
9.2.1
Common parameters

/Partialy omitted/
9.2.1.11
Common Measurement Type

The Common Measurement Type identifies which measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common Measurement Type
	
	
	ENUMERATED (

Received Total Wide Band Power, 

Transmitted Carrier Power, 

Acknowledged PRACH Preambles, 
UL Timeslot ISCP, 
NotUsed-1, 
NotUsed-2, 
…, 

UTRAN GPS Timing of Cell Frames for UE Positioning, 

SFN-SFN Observed Time Difference, Transmitted carrier power of all codes not used for HS transmission, HS-DSCH Required Power, 

HS-DSCH Provided Bit Rate, Received Total Wide Band Power for Cell Portion, Transmitted Carrier Power for Cell Portion, Transmitted carrier power of all codes not used for HS-PDSCH  HS-SCCH E-AGCH E-RGCH or E-HICH transmission for Cell Portion, UpPCH Interference, DL Transmission Branch Load,

HS-DSCH Required Power for Cell Portion, HS-DSCH Provided Bit Rate for Cell Portion, E-DCH Provided Bit Rate,

E-DCH Non-serving Relative Grant Down Commands,

Received Scheduled E-DCH Power Share, Received Scheduled E-DCH Power Share for Cell Portion, UTRAN GANSS Timing of Cell Frames for UE Positioning, E-FACH Transmitted Carrier Power, E-FACH Transmitted Carrier Power for Cell Portion)
	"UL Timeslot ISCP" is used by TDD only, 
"Acknowledged PRACH Preambles", ”DL Transmission Branch Load” are used by FDD only,

“UpPCH interference” is used by 1.28Mcps TDD only.

This IE shall never be set to the values that are prefixed "NotUsed-".

[TDD - The IE Type "Transmitted carrier power of all codes not used for HS transmission" corresponds to the measurement "Transmitted carrier power of all codes not used for HS-PDSCH [TDD  - E-AGCH, E-HICH] or HS-SCCH transmission" in [5] and [23].]

[FDD - The IE Type "Transmitted carrier power of all codes not used for HS transmission" corresponds to the measurement "Transmitted carrier power of all codes not used for HS-PDSCH HS-SCCH E-AGCH E-RGCH or E-HICH transmission" in [4] and [22].]




9.2.1.12
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Common Measurement Value
	M
	
	
	
	–
	

	>Transmitted Carrier Power
	
	
	
	
	
	

	>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [22] and [23]
	–
	

	>Received Total Wide Band Power
	
	
	
	
	
	

	>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [22] and [23]
	–
	

	>Acknowledged PRACH Preambles 
	
	
	
	FDD Only
	
	

	>>Acknowledged PRACH Preamble Value
	M
	
	INTEGER (0..240,…) 
	According to mapping in [22]
	–
	

	>UL Timeslot ISCP
	
	
	
	TDD Only
	
	

	>>UL Timeslot ISCP
	M
	
	INTEGER (0..127)
	According to mapping in [23]
	–
	

	>Not used 1 
	
	
	NULL
	This choice shall not be used. Ignore if received. 
	
	

	>Not Used 2 
	
	
	NULL
	This choice shall not be used. Ignore if received. 
	
	

	>Additional Common Measurement Values
	
	
	
	See Note 1
	
	

	>>UTRAN GPS Timing Of Cell Frames for UE Positioning
	
	
	
	
	
	

	>>>TUTRAN-GPS Measurement Value Information
	M
	
	9.2.1.64A
	
	YES
	ignore

	>>SFN-SFN Observed Time Difference
	
	
	
	
	
	

	>>>SFN-SFN Measurement Value Information
	M
	
	9.2.1.53E
	
	YES
	ignore

	>>Transmitted Carrier Power Of All Codes Not Used For HSTransmission
	
	
	
	
	
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HSTransmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [22], measurement "Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICHTransmission" and mapping in [23], measurement "Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH Or HS-SCCH Transmission"
	YES
	ignore

	>>HS-DSCH Required Power
	
	
	
	
	
	

	>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	YES
	ignore

	>>HS-DSCH Provided Bit Rate
	
	
	
	
	
	

	>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	YES
	ignore

	>>Transmitted Carrier Power For Cell Portion
	
	
	
	FDD Only
	
	

	>>>Transmitted Carrier Power For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [22] 
	–
	

	>>Received Total Wide Band Power For Cell Portion
	
	
	
	FDD Only
	
	

	>>>Received Total Wide Band Power For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [22]
	–
	

	>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission For Cell Portion
	
	
	
	FDD Only
	
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH,  HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [22]
	–
	

	>>UpPCH interference
	
	
	
	1.28Mcps TDD Only
	
	

	>>>UpPCH interference Value
	M
	
	INTEGER (0..127,…)
	According to mapping in [23]
	YES
	ignore

	>>DL Transmission Branch Load
	
	
	
	FDD Only
	
	

	>>>Node B DL Transmission Branch Load Values
	M
	
	INTEGER (0..101,…)
	According to mapping in [22]
	YES
	ignore

	>>HS-DSCH Required Power For Cell Portion
	
	
	
	FDD Only
	
	

	>>>HS-DSCH Required Power  For Cell Portion  Information
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	–
	

	>>HS-DSCH Provided Bit Rate For Cell Portion
	
	
	
	FDD Only
	
	

	>>>HS-DSCH Provided Bit Rate For Cell Portion Information
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	–
	

	>>E-DCH Provided Bit Rate
	
	
	
	
	
	

	>>>E-DCH Provided Bit Rate Value Information
	M
	
	9.2.1.78
	
	YES
	ignore

	>>E-DCH Non-serving Relative Grant Down Commands
	
	
	
	FDD Only
	
	

	>>>E-DCH Non-serving Relative Grant Down Commands Value Information
	M
	
	INTEGER (0..100,…)
	Down Commands per second
	YES
	ignore

	>>Received Scheduled E-DCH Power Share 
	
	
	
	FDD Only

According to definition in [4]
	
	

	>>>Received Scheduled E-DCH Power Share 
	
	1
	
	
	YES
	ignore

	>>>>RSEPS Value 
	M
	
	INTEGER (0..151)
	According to mapping in [22]
	–
	

	>>>>RTWP* Value 
	O
	
	INTEGER (0..621)
	According to mapping of RTWP in [22]
	–
	

	>>Received Scheduled E-DCH Power Share for Cell Portion 
	
	
	
	FDD only

According to definition in [4]
	
	

	>>>Received Scheduled E-DCH Power Share For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>RSEPS for Cell Portion Value
	M
	
	INTEGER (0..151)
	According to mapping in [22].
	–
	

	>>>>RTWP* for Cell Portion Value
	O
	
	INTEGER (0..621)
	According to mapping of RTWP in [22]
	–
	

	>>UTRAN GANSS Timing Of Cell Frames for UE Positioning
	
	
	
	
	
	

	>>>TUTRAN-GANSS Measurement Value Information
	M
	
	9.2.1.100
	
	YES
	ignore

	>>E-FACH Transmitted Carrier Power 
	M
	
	
	
	
	

	>>>E-FACH Transmitted Carrier Power Value information
	
	
	9.2.1.xx
	FDD only 
	YES
	ignore

	>>E-FACH Transmitted Carrier Power for Cell Portion
	
	1..<maxNrOfCellPortions>
	
	
	
	

	>>>E-FACH Transmitted Carrier Power  for Cell Portion Value
	M
	
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	
	
	–
	

	>>>>E-FACH Transmitted Carrier Power Value information
	M
	
	9.2.1.xx
	
	–
	


/Partialy omitted/
9.2.1.xx
E-FACH Transmitted Carrier Power Value information

The E-FACH Transmitted Carrier Power Value information IE reports the transmitted power for all the established HS-DSCH connections belonging to E-FACH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-FACH Transmitted Carrier Power Value information
	
	1..<maxNoofPriorityClasses>
	
	

	>>E-FACH Transmitted Carrier Power Value1
	M
	
	INTEGER (0..100)
	The transmitted power for control channels ,such as(BCCH,PCCH ,CCCH,DCCH,SRB#1)

	>>E-FACH Transmitted Carrier Power Value2
	M
	
	INTEGER (0..100)
	The transmitted power for dedicated traffic channels
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