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8.2.1
Handover Preparation

Unchanged text omitted

8.2.1.4
Abnormal Conditions

If the target eNB receives a HANDOVER REQUEST message containing a SAE Bearer Level QoS Parameters IE which contains a QCI IE indicating a GBR bearer (as defined in [x2]), and which does not contain either the SAE Bearer Guaranteed Bit Rate Downlink IE or the SAE Bearer Guaranteed Bit Rate Uplink IE or the SAE Bearer Maximum Bit Rate Downlink IE or the SAE Bearer Maximum Bit Rate Uplink IE, the target eNB shall not admit the corresponding SAE bearer.  

9.2.11
SAE Bearer Level QoS Parameters
This IE defines the QoS to be applied to a SAE bearer.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SAE Bearer Level QoS Parameters
	
	
	
	

	>QCI
	M
	
	INTEGER (1..256)
	QoS Class Identifier defined in [x1].

Logical range and coding specified in [x2].



	>Allocation and Retention Priority
	M 
	
	INTEGER (0..15) 
	Priority of Allocation and Retention defined in [x1].
Value 15 means “no priority”.

Values between 1 and 14 are ordered in decreasing order of priority, i.e. 1 is the highest and 14 the lowest.

Value 0 shall be treated as a logical error if received.


	
	
	
	
	

	>SAE Bearer Maximum Bit Rate Downlink
	O
	
	Bit Rate

9.2.13
	Maximum Bit Rate in DL (i.e. from EPC to E-UTRAN) for the bearer.

Details in [x1].

This IE applies to GBR bearers only and shall be ignored otherwise.

	>SAE Bearer Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.2.13
	Maximum Bit Rate in UL (i.e. from E-UTRAN to EPC) for the bearer.

Details in [x1].

This IE applies to GBR bearers only and shall be ignored otherwise.

	>SAE Bearer Guaranteed Bit Rate Downlink
	O
	
	Bit Rate 9.2.13
	Guaranteed Bit Rate (provided that there is data to deliver) in DL (i.e. from EPC to E-UTRAN) for the bearer.
Details in [x1].
This IE applies to GBR bearers only and shall be ignored otherwise.

	>SAE Bearer Guaranteed Bit Rate Uplink
	O
	
	Bit Rate 9.2.13
	Guaranteed Bit Rate (provided that there is data to deliver) in UL (i.e. from E-UTRAN to EPC) for the bearer.

Details in [x1].
This IE applies to GBR bearers only and shall be ignored otherwise.


9.2.12 
Void
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	

	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


9.2.13 
Bit Rate
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bit Rate
	M
	
	INTEGER (0..10,000,000,000)
	This IE indicates a number of bits delivered by E-UTRAN or to E-UTRAN within a period of time, divided by the duration of the period.

The unit is: bit/s 


9.2.14
Aggregate Maximum Bit Rate
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregate Maximum Bit Rate
	
	
	
	Applicable for non-GBR SAE Bearers, provided at initial context setup

	>Aggregate Maximum Bit Rate Downlink
	M
	
	Bit Rate

9.2.13
	UE-AMBR defined in [x1] 

	>Aggregate Maximum Bit Rate Uplink
	M
	
	Bit Rate

9.2.13
	UE-AMBR defined in [x1]


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

Unchanged text omitted
-- A

AggregateMaximumBitRate ::= SEQUENCE {


aggregateMaximumBitRateDownlink

BitRate,


aggregateMaximumBitRateUplink

BitRate,


...

}
AllocationAndRetentionPriority ::= INTEGER (0..15)
-- B
Bearer-ID ::= BIT STRING (SIZE (8))  -- To be checked, FFS

BitRate ::= INTEGER (0..210000000000)
BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity

Unchanged text omitted

-- S


SAE-BearerLevel-QoS-Parameters ::= SEQUENCE {


qCI








QCI,


allocationAndRetentionPriority

AllocationAndRetentionPriority,

sAE-Bearer-MaximumBitrateDL


BitRate







OPTIONAL,


sAE-Bearer-MaximumBitrateUL


BitRate







OPTIONAL,


sAE-Bearer-GuaranteedBitrateDL

BitRate







OPTIONAL,


sAE-Bearer-GuaranteedBitrateUL

BitRate







OPTIONAL,



...

}





























ServedCells

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ServedCell-Information
ServedCell-Information ::= SEQUENCE {


phyCID



PhyCID,


cellId



CGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


frequency


Frequency,


iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,

...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
Unchanged text omitted
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