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Text Proposal
6.1.2
Signalling Flows
#Partially Omitted
Data Forwarding:

· As in R99 Relocation, only DL Data forwarding is applied. 
· The DL Data Forwarding is applied for both PS and CS RAB.
· As in LTE X2 HO, the source RNC selects the RAB to be data forwarded and Target RNC informs the Source RNC the TLA and Iur Association in Relocation Request ACK+. 
· PS Data Forwarding: 
· As in R99 Relocation, GTP Sequence Number is used for the DL re-ordering at GTP-u layer in the Target RNC.
· As in R99 Relocation, the RNSAP: Relocation Commit is used for carrying SN information for forwarding.
· 
· CS Data forwarding:
· Iu UP Protocol is used over the Iur for data forwarding for CS RAB. (The Iu UP Protocol is not used for data forwarding for PS RAB). And the Iu UP Protocol is terminated in Source RNC for Iu and it is terminated in Target RNC for Iur.  
· Iu UP related information is exchanged via the RANAP Enhanced Relocation Information procedure, which PDUs are passed within RNSAP Relocation Request+/Response+
· The Source RNC execute the mapping between header part of a received Iu UP FRAME from MSC and the one passed of to the Target RNC in way that the target RNC is able to select between packets arriving from the source RNC and from the CN in an appropriate manner. The Source RNC executes frame number handling.
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Figure xx: Enhanced Relocation with CS Data Forwarding
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