3GPP TSG-RAN WG3 #61 bis
R3-082833
September 30th – October 3rd, 2008

Prague, Czech Republic
Agenda item: 
10.2.8b
Source: 
QUALCOMM Europe

Title: 
RAN3 Impact of Enhanced Serving Cell Change
Document for:
Discussion, Decision
1
Introduction
In this contribution, we present an impact analysis of Enhanced Serving Cell Change to RAN3 specs.
2 
Impact Analysis
The Enhanced Serving Cell Change work is close to completion in RAN1 and RAN2. To allow support of this feature, RNC needs to be able to indicate to Node B to perform the Enhanced Serving Cell Change (SCC) procedure. In general, the Enhanced SCC procedure can be either synchronized or unsynchronized, and both of these need to be supported in 25.423/25.433.
For the unsynchronized procedure, the procedure that needs to be updated is the Unsynchronized Radio Link Reconfiguration procedure. The message “RADIO LINK RECONFIGURATION REQUEST” contains the IE “HS-DSCH Information To Modify Unsynchronised”, which is updated with a new IE “Unsynchronized Enhanced Serving Cell Change”. The NodeB behaviour in response to the reception of this new IE is also added.
For the synchronized procedure, the procedure that needs to be updated is the Synchronized Radio Link Reconfiguration procedure. The message “RADIO LINK RECONFIGURATION COMMIT” is updated with the IE “Synchronized Enhanced Serving Cell Change”. The NodeB behaviour in response to the reception of this new IEs is also added.

Based on the above discussion, the necessary changes to 25.433 are shown in the appendix below. 
3
Conclusions

We discussed the changes required to RAN3 specs to support Enhanced SCC. Based on this discussion, we provide in the appendix below the changes to 25.433.
Appendix

8.3.3
Synchronised Radio Link Reconfiguration Commit

8.3.3.1
General

This procedure is used to order the Node B to switch to the new configuration for the Radio Link(s) within the Node B, previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure.
The message shall use the Communication Control Port assigned for this Node B Communication Context.

8.3.3.2
Successful Operation
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Figure 32: Synchronised Radio Link Reconfiguration Commit procedure, Successful Operation

The Node B shall switch to the new configuration previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure
-
[TDD - at the next coming CFN with a value equal to the value requested by the CRNC in the CFN IE (see ref.[17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the CRNC.]

-
[FDD - if the Fast Reconfiguration IE is not included in the RADIO LINK RECONFIGURATION COMMIT message at the next coming CFN with a value equal to the value requested by the CRNC in the CFN IE (see ref.[17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the CRNC.]
-
[FDD - if the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message as soon as the Node B detects that the UE uses the new configuration in the uplink (e.g. the Node B detects that the UE uses the new scrambling code used for the uplink by sending the RADIO LINK RESTORATION message). In order to limit the period for the detection in the Node B the CFN in the RADIO LINK RECONFIGURATION COMMIT message indicates the earliest possible time instant at which the UE might use the new configuration.]
[FDD - If the Active Pattern Sequence Information IE is included in the RADIO LINK RECONFIGURATION COMMIT message, the CM Configuration Change CFN IE in the Active Pattern Sequence Information IE shall be ignored by the Node B.]
[FDD - If the Synchronized Enhanced Serving Change IE is included with value set to TRUE, then the Node B shall send HS-SCCH orders to trigger Serving Cell Change, and shall become the HS-DSCH serving cell at the Activation Time provided by the CFN IE.]
[FDD - If the Active Pattern Sequence Information IE is not included in the RADIO LINK RECONFIGURATION COMMIT message and a new Compressed Mode Configuration exists in the prepared configuration, the Node B shall behave as if an Active Pattern Sequence Information IE with an empty Transmission Gap Pattern Sequence Status IE was included.]
When this procedure has been completed the Prepared Reconfiguration does not exist any more, see subclause 3.1.

In the case of a Transport Channel or MAC-d flow modification for which a new transport bearer was requested and established, the switch to the new transport bearer shall also take place at the configuration switching point (defined above). The detailed frame protocol handling during transport bearer replacement is described in [16], subclause 5.10.1 and in [24], subclauses 5.8.2 and 5.8.3.

In the case of a signalling bearer re-arrangement, the new Communication Control Port shall be used once the Node B has received the RADIO LINK RECONFIGURATION COMMIT message via the old Communication Control Port.
[FDD - If the RADIO LINK RECONFIGURATION COMMIT includes the Active Pattern Sequence Information IE, the Node B shall deactivate all the ongoing Transmission Gap Pattern Sequences at the configuration switching point (defined above). From that moment on, all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions shall be started when the indicated TGCFN IE elapses. The CFN IE and TGCFN IE for each sequence refer to the next coming CFN with that value. If the values of the CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CFN IE.]
[FDD - If the RADIO LINK RECONFIGURATION COMMIT message includes the Active Pattern Sequence Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall ignore, when activating the Transmission Gap Pattern Sequence(s), the downlink compressed mode method information, if existing, for the concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode Configuration.]

8.3.3.3
Abnormal Conditions

If a new transport bearer is required for the new reconfiguration and it is not available at the configuration switching point (defined above), the Node B shall initiate the Radio Link Failure procedure.
[FDD - If the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message and the Node B did not include the Fast ReconfigurationPermission IE in the RADIO LINK RECONFIGURATION READY message, the Node B shall initiate the Radio Link Failure procedure.]
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.
The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation


[image: image2.wmf]C

RNC

Node B

RADIO LINK RECONFIGURATION REQUEST

RADIO LINK RECONFIGURATION RESPONSE


Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs To Modify IE then the Node B shall treat them each as follows:
-
If the DCHs To Modify IE includes the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the DCHs To Modify IE includes the TNL QoS IE for a DCH or a set of co-ordinated DCHs to be modified and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.
-
If the DCHs To Modify IE includes the Transport Format Set IE for the UL, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.
-
If the DCHs To Modify IE includes the Transport Format Set IE for the DL, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Allocation/Retention Priority IE for a DCH, the Node B shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to Annex A.
-
If the DCHs To Modify IE includes multiple DCH Specific Info IEs, then the Node B shall treat the DCHs in the DCHs To Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.]
-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.]

-
If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
If the DCHs To Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
If the DCHs To Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Downlink of this DCH in the new configuration.]

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH To Add IE, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCHs in the new configuration. In particular:
· If a DCHs To Add IE includes multiple DCH Specific Info IEs for a DCH to be added, the Node B shall treat the DCHs in the DCHs To Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
· If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

· If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.

· [FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Node B shall use the Transport channel BER from that DCHas the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]
· For a set of co-ordinated DCHs, the Node B shall use the Transport channel BER from the DCH with the QE-Selector IE set to "selected" as the QE in the UL data frames [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If all DCHs have the QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE [16].]
· The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

· If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.
· The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the DL of a DCH to be added, the Node B shall apply the new CCTrCH ID in the downlink of this DCH in the new configuration.]
· [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the UL of a DCH to be added, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]
DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

[FDD - Physical Channel Modification]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]
· [FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the Node B shall apply the new TFCS in the Uplink of the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes a DL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]
· [FDD - If the DL DPCH Information IE includes on the TFCS IE for the DL, the Node B shall apply the new TFCS in the Downlink of the new configuration.]
· [FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the Node B shall use the information when building TFCIs in the new configuration.

· [FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]
· [FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:] 

·  [FDD -  The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]
· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:] 
· [FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [10] .]
· [FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration.]
· [FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link for Continuous Packet Connectivity HS-SCCH less operation in the new configuration according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE, then the Node B shall deactivate the Continuous Packet Connectivity HS-SCCH less operation for the HS-DSCH Radio Link.]
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION REQUEST message.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 2-Index-Step IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 3-Index-Step IE, the Node B shall use the value when the new configuration is being used.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the HARQ Info for E-DCH  IE, the Node B shall use the value when the new configuration is being used.]

[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH To Modify IE or DL CCTrCH To Modify IE in the Radio Link(s), the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message.]
[TDD - If the UL CCTrCH To Modify IE or DL CCTrCH To Modify IE includes TFCS IE and/or Puncture Limit IE, the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.]

[1.28Mcps TDD - If the UL CCTrCH To Modify IE includes UL SIR Target IE, the Node B shall apply this value as the new configuration and use it for the UL inner loop power control according [19] and [21].]
[TDD - UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH To Delete IE or DL CCTrCH To Delete IE, the Node B shall not include this CCTrCH in the new configuration.]

DL Power Control:

-
[FDD - If the Radio Link Information IE includes the DL Reference Power IE and the power balancing is active, the Node B shall update the reference power of the power balancing in the indicated RL(s), if updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is supported, using the DL Reference Power IE in the RADIO LINK RECONFIGURATION REQUEST message. The updated reference power shall be used from the next adjustment period.]

[FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Updated Indicator IE in the RL Information Response IE for each affected RL in the RADIO LINK RECONFIGURATION RESPONSE message.]
RL Information:

If the RADIO LINK RECONFIGURATION REQUEST message includes the RL Information IE, the Node B shall treat it as follows:
-
[FDD - If the RL Information IE includes the Maximum DL Power IE, the Node B shall apply this value to the new configuration and not transmit with a higher power on any Downlink DPCH or on the F-DPCH of the Radio Link once the new configuration is being used. During compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]
-
[FDD - If the RL Information IE includes the Minimum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a lower power on any Downlink Channelisation Code or on the F‑DPCH of the Radio Link once the new configuration is being used.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - If the CCTrCH Maximum DL Transmission Power IE and/or the CCTrCH Minimum DL Transmission Power IE are included, the Node B shall apply the values in the new configuration for this DCH type CCTrCH, if the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for all other DCH type CCTrCHs.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - The maximum power and minimum power for a DSCH type CCTrCH to be modified, shall be determined as follows:

-
If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum and maximum power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.

-
If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum power, however, is subject to control by the CRNC via the frame protocol].

-
[1.28 Mcps TDD - If Maximum DL Power IE and/or Minimum DL Power IE are included within DL Timeslot Information LCR IE, the Node B shall apply the values in the new configuration for this timeslot within a DCH type CCTrCH, if the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for all other timeslots.]

-
[1.28 Mcps TDD - If the CCTrCH Maximum DL Transmission Power IE and/or the CCTrCH Minimum DL Transmission Power IE are included, the Node B shall apply the values in the new configuration for this DSCH type CCTrCH, if the RL Information IE includes the Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for other timeslots.]
-
[FDD - If the concerned Node B Communication Context is configured to use DPCH in the downlink and if the RL Information IE contains the Transmission Gap Pattern Sequence Code Information IE in the DL Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated whenever the downlink compressed mode method SF/2 is active in the new configuration.]

-
[1.28Mcps TDD - If the RL Information IE contains the Uplink Synchronisation Parameters LCR IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

-
[FDD - If the RL Information IE contains the F-DPCH Slot Format IE and if the Node B Communication Context is configured to use F-DPCH in the downlink, then the Node B shall use this information to configure the F-DPCH slot format of each RL according to [7].]

Signalling Bearer Re-arrangement:

If the RADIO LINK RECONFIGURATION REQUEST message includes the Signalling Bearer Request Indicator IE, the Node B shall allocate a new Communication Control Port for the control of the Node B Communication Context and include the Target Communication Control Port ID IE in the RADIO LINK RECONFIGURATION RESPONSE message.

HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The Node B shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD - The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue. 
-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being established, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK RECONFIGURATION REQUESTmessage includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Measurement Power Offset IE in the HS-DSCH Information IE, then the Node B shall use the measurement power offset as described in ref [10], subclause 6A.2.]
-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the Node B shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
 [1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SICH SIR Target IE in the HS-DSCH Information IE, the Node B shall use this value to determine the HS-SICH  SIR Target. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the Node B shall use the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32]. 

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio)  according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION REQUEST message includes the Number of Supported Carriers IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information to allocate HSDPA resources over multiple frequencies for UE.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH over multiple frequencies and include the HS-SCCH Specific Information Response LCR per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B shall include the HARQ Memory Partitioning per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B may indicate the number of multiple frequencies actually used by the UE and include the Multi-Carrier number IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
Intra-Node B Serving HS-DSCH Radio Link Change:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:

-
The Node B shall release the HS-PDSCH resources on the old Serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new Serving HS-DSCH Radio Link.

-
The Node B may include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD - The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
If a reset of the MAC-hs is not required the Node B shall include the MAC-hs Reset Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message.

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To ModifyUnsynchronised IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE for every HS-DSCH MAC-d flow being modified for which  the establishment of one or several new Priority Queues was requested, if the Node B allows the CRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer for the Priority Queue of Node B Communication Context.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use the indicated ACK Power Offset, the NACK Power Offset or the CQI Power Offset  in the new configuration.]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]
-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B shall use the indicated power offset in the new configuration.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SICH SIR Target IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this value to the SIR Target in the new configuration. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SICH TPC step size IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this value to the HS-SICH TPC step size in the new configuration.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use the indicated HARQ Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this information in the new configuration and may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]
-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

[FDD - If the Unsynchronized Enhanced Serving Change IE is included in the HS-DSCH Information To Modify Unsynchronised IE with value set to TRUE, then the Node B shall send HS-SCCH orders to trigger Serving Cell Change, and shall become the HS-DSCH serving cell after sufficient number of HS-SCCH orders have been sent to the UE.]
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs and if the Serving HS-DSCH Radio Link is in the Node B, then the Node B shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION REQUEST message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the HS-DSCH configuration from the Node B Communication Context and release any existing HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d Flows To Add IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being added, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION REQUEST message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]
[FDD - E-DCH Setup:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH MAC-d Flows Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH  Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE:]

-
[FDD - the Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]
-
[FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the HS-DSCH Configured Indicator IE and/or the Maximum Set of E-DPDCHs IE, and/or the Puncture Limit IE and/or the E-TTI IE, the Node B shall use and apply the value(s) in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]
-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]
[FDD - E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE in the RL Information IE:]

-
[FDD - The Node B shall setup the E-DCH resources, as requested or as configured in the Node B communication context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
-
[FDD - The Node B shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication set to "Non E-DCH".]

-
[FDD - For each RL for which the E-DCH RL Indication IE is set to "E-DCH", and which has or can have a common generation of E-RGCH information with another RL (current or future) when the Node B would contain the E-DCH serving RL, the Node B shall include the E-DCH RL Set ID IE in the RADIO LINK RECONFIGURATION RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the RNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]
[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[FDD - If the old Serving E-DCH RL is in this Node B, the Node B shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.]

-
[FDD - If the New Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION RESPONSE message for the new serving E-DCH RL.]
-
[FDD - The Node B may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release Indicator IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every E-DCH Radio Links in the Node B.]

[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information To Modify IE, then:]

-
[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[FDD - If  the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the Node B shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow  the Node B shall use this information for the related resource allocation operation.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the E-DCH Grant Type and it is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Grant Type and it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]
-
[FDD - If the RADIO LINK RECONFIGURATION RE
QUEST message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]
-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the E-DCH serving RL is in this Node B, the Node B may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Power Offsetfor Scheduling Info  IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the SixteenQAM UL Operation Indicator IE in the E-DCH FDD Information To Modify IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]
-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]
[FDD - E-DCH MAC-d Flow Addition/Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, then:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]

[TDD - Intra-Node B Serving E-DCH Radio Link Change:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Serving RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[TDD - In the new configuration the Node B shall de-allocate the E-DCH resources of the old Serving E-DCH Radio Link and allocate the E-DCH resources for the new Serving E-DCH Radio Link.]

-
[TDD - The Node B shall allocate E-AGCH parameters [1.28Mcps TDD - and E-HICH parameter] corresponding to the E-DCH and include the E-AGCH Specific Information Response TDD IE [1.28Mcps TDD - and E-HICH Specific Information Response TDD IE]in the E-DCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

[TDD - E-PUCH Handling]:

[3.84Mcps TDD and 7.68Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-PUCH Information IE, the Node B shall apply the parameters to the new configuration.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-PUCH Information LCR IE, the Node B shall apply the parameters to the new configuration.]
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-TFCS Information TDD IE, the Node B shall apply the beta parameters to the new configuration.]
[3.84Mcps TDD - E-DCH Setup]:

[3.84Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information IE and E-DCH Non-scheduled Grant Information TDD IE if there are to be non-scheduled grants.]
[1.28Mcps TDD - E-DCH Setup]:

[1.28Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information LCR IE and E-DCH Non-scheduled Grant Information LCR TDD IE if there are to be non-scheduled grants.]
[7.68Mcps TDD - E-DCH Setup]:

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information 7.68Mcps IE and E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE if there are to be non-scheduled grants.]

[TDD - E-DCH MAC-d Flow Addition/Deletion:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.] 
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining non-scheduled E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the non-scheduled E-DCH configuration from the Node B Communication Context and release the non-scheduled E-DCH resources [1.28 Mcps TDD - and the related Signature Sequence of the Non-scheduled E-HICH].]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, then if the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]
[3.84Mcps TDD - E-DCH Non-scheduled allocations:]

[3.84Mcps TDD - If the E-DCH Non-scheduled Grant Information TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[1.28Mcps TDD - E-DCH Non-scheduled allocations:]

[1.28Mcps TDD - If the E-DCH Non-scheduled Grant Information LCR TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[7.68Mcps TDD - E-DCH Non-scheduled allocations:]

[7.68Mcps TDD - If the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[TDD - E-DCH Modification:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the [3.84Mcps TDD - E-DCH TDD Information  IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then:]

-
[3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68McpsIE]includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD - If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]
-
[TDD - If the E-DCH TDD Information To Modify IE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE message includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the Node B shall use this information to set the retransmissions timer.]
-
[TDD - If  the E-DCH TDD Information To Modify IE message includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the Node B shall use this new power offset value.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]
-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Grant Type IE, the Node B shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE in the E-DCH TDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure Indication.]
General

If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Layer Address IE and Binding ID IEs in the HS-DSCH Information IE, HS-DSCH Information To Modify Unsynchronised IE, HS-DSCH MAC-d Flows To Add IE, [FDD -RL Specific E-DCH Information IE] [TDD - E-DCH MAC-d Flows to Add IE, E-DCH TDD Information to Modify IE] or in the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

If the requested modifications are allowed by the Node B, the Node B has successfully allocated the required resources, and changed to the new configuration, it shall respond to the CRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address IE and the Binding ID IE for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included], or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included], being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE. The detailed frame protocol handling during transport bearer replacement is described in [16], subclause 5.10.1 and in [24], subclause 5.8.3.
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH or an E-DCH MAC-d flow being added, then the Node B shall not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH or an E-DCH MAC-d flow being added and:]
-
[FDD - if the Node B establishes a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH or E-DCH MAC-d flow being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION RESPONSE message.]
In the case of a set of co-ordinated DCHs requiring a new transport bearer on the Iub interface, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCH [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] in the set of coordinated DCHs.

In the case of a Radio Link being combined with another Radio Link within the Node B, the Transport Layer Address IE and the Binding ID IE [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] in the DCH Information Response IE shall be included only for one of the combined Radio Links.
[FDD - In the case of an E-DCH RL being combined with another E-DCH RL within the Node B, the E-DCH FDD Information Response IE shall be included only for one of the combined E-DCH RLs.]
In the case of a signalling bearer re-arrangement, the new Communication Control Port shall be used once the Node B has sent the RADIO LINK RECONFIGURATION RESPONSE message via the old Communication Control Port.

9.1.45
RADIO LINK RECONFIGURATION COMMIT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	ignore

	CFN
	M
	
	9.2.1.7
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	FDD only
	YES
	ignore

	Fast Reconfiguration Mode
	O
	
	9.2.2.62
	FDD only
	YES
	reject

	Synchronized Enhanced Serving Cell Change
	O
	
	BOOLEAN
	FDD only

TRUE means Synchronized Enhanced Serving Cell Change
	YES
	ignore


9.2.1.31HA
HS-DSCH Information To Modify Unsynchronised
The HS-DSCH Information To Modify Unsynchronised IE is used for modification of HS-DSCH information in a Node B Communication Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	For FDD only
	YES
	ignore

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	UE Capabilities Information
	
	0..1
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	
	YES
	ignore

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	Ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ...)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier(s) the UE can support at the same time, where ”x-y carrier” means x for the uplink, and y for the downlink.
	YES
	Reject

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	Ignore

	MIMO Mode Indicator
	O
	
	9.2.2.72
	For FDD only
	YES
	Reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For FDD only
	YES
	Ignore

	Unsynchronized Enhanced Serving Cell Change
	O
	
	BOOLEAN
	FDD only

TRUE means Unsynchronized Enhanced Serving Cell Change
	YES
	ignore


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofPrioQueues
	Maximum number of Priority Queues
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