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10.6
Handling of AP ID

Note:
The “first message” and the “first returned message” as shown below correspond to the message for a UE-associated logical connection. The “first message” has a new AP ID from the sending node and the “first returned message” is the first response message, which have a new APID from the node sending the “first returned message”. Thereafter the two APIDs are included in all messages over the UE-associated logical connection.
If a message is to be sent subsequently to the first message, but before receiving a first returned message from the peer node, the subsequent message shall include the previously sent AP ID (sending note identifier). If the subsequent message must include a remote node identifier, then a randomly chosen value shall be used. The node which receives such a subsequent message shall not initiate an Error Indication procedure. If such subsequent message is the last message for this UE-associated logical connection, the node which receives such a subsequent message initiates a local release of any established UE-associated logical connection having the received AP ID as remote node identifier. 
If a node detects a first message that includes an AP ID which is erroneous e.g. an AP ID for the same peer node which have been stored previously for another UE-associated logical connection, the receiving node shall return an ERROR INDICATION message with inclusion of only the previously received AP ID from the peer node and an appropriate cause value. In this case, both nodes shall initiate a local release of any established UE-associated logical connection having the erroneous AP ID as local or remote identifier. 

If a node receives a message other than the first message that include an AP ID which is unknown to the node, the node shall initiate an Error Indication procedure with inclusion of only the previously received AP ID from the peer node and an appropriate cause value. The peer node shall initiate a local release of any established UE-associated logical connection having the AP ID as identifier.

If a node receives an unrecognized message the node shall initiate an Error Indication procedure with inclusion of only the previously received AP ID from the peer node and an appropriate cause value.

Editor’s Note: How to retrieve the APID of the peer node from the unrecognized message is FFS
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