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	Reason for change:
(

	It has been clarified in TS 32.422 (S5-081867) that “The TRACE START, INITIAL CONTEXT SETUP REQUEST or HANDOVER REQUEST message that is received from the MME contains the following information: Trace Reference (including Trace Recording Session Reference)…”, the Trace Reference being “MCC+MNC+Trace ID, where the Trace ID is a 3 byte Octet String” (according to the CR in S5-081879) and the Trace Recording Session Reference being “a 2 byte Octet String”. 

Assuming that TS 32.423 will be updated in Rel-8 and applicable to the E-UTRAN and assuming that the eNB will still have to distinguish the Trace Reference from the Trace Recording Session Reference to be able to build the XML trace file parameter defined in TS 32.423, some information is missing to define how the TS 32.422 Trace Reference + Trace Recording Session Reference parameters are mapped into the X2AP Trace Reference IE octet string.

	
	

	Summary of change:
(

	It is proposed to specify the mapping between TS 32.422 Trace Reference + Trace Recording Session Reference parameters and the X2AP Trace Reference IE.

	
	

	Consequences if 
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not approved:
	Lack or specification. Risk of IOT issues.
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	 Test specifications
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	Other comments:
(

	It is understood that how the TS 32.422 MCC+MNC+Trace ID are mapped to the TS 32.422 Trace Reference may need to be defined, but not in X2AP. 


First section affected
9.2.2
Trace Activation
Defines parameters related to trace activation. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Trace Reference 
	M
	
	OCTET STRING (8)
	The 5 leftmost octets of the Trace Reference IE value contains the Trace Reference defined in [6].

The 2 rightmost octets of the Trace Reference IE correspond to the Trace Recording Session Reference defined in [6].
	–
	–

	Interfaces To Trace
	
	1 to <maxInterfaces>
	
	
	EACH
	ignore

	>Trace Interface
	M
	
	ENUMERATED (s1, x2 Uu, ...)
	
	–
	–

	>Trace Depth
	M
	
	ENUMERATED(

minimum, medium, maximum, 

vendorMinimum, vendorMedium, vendorMaximum, ...)
	Defined in [7]
	–
	–


	Range bound
	Explanation

	maxInterfaces
	Maximum no. of Interface. Value is FFS.


end
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