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============= Start of 1st Change =============
9.1.11.2
TRACE FAILURE INDICATION
This message is sent by the eNB to indicate that a Trace Start procedure or a Deactivate Trace procedure has failed for a UE.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID 
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID 
	M
	
	9.2.3.4
	
	YES
	reject

	Trace Reference 
	M
	
	OCTET STRING (6)
	
	YES
	ignore

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore


============= End of 1st Change =============
============= Start of 2nd  Change =============
9.1.11.3
DEACTIVATE TRACE

This message is sent by the MME to deactivate trace.

Direction: MME ( eNB

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID 
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID 
	M
	
	9.2.3.4
	
	YES
	reject

	Trace Reference
	M
	
	OCTET STRING (6)
	
	YES
	ignore


============= End of 2nd  Change =============
============= Start of 3rd  Change =============
9.2.1.4
Trace activation
Defines parameters related to a trace activation. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Trace Reference 
	M
	
	OCTET STRING (6)
	
	
	

	Interfaces To Trace
	O
	
	BIT STRING (8)
	Each position in the bitmap represents a eNB interface

.
Bit1=S1-MME

.
Bit2=X2

.
Bit3=Uu

.
Bit4 to Bit8 for future use. 
for which 
.
Value ‘1’ indicates ‘should be traced’
.
Value ‘0’ indicates ‘should not be traced’
	
	

	
	
	
	
	
	
	

	Trace depth 
	M
	
	ENUMERATED(

minimum, medium, maximum, MinimumWithoutVendorSpecificExtension,
MediumWithoutVendorSpecificExtension,

MaximumWithoutVendorSpecificExtension,...)
	Defined in [10]
	
	

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.2.2.1
	Defined in [7]
	
	


	
	

	
	


============= End of 3rd Change =============
============= Start of 4th Change =============
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerInformationListItem,


id-SAEBearerItem,


id-Bearers-SubjectToStatusTransfer-Item,

maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofTACs
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;

-- A

AllocationRetentionPriority ::= SEQUENCE {


priorityLevel


PriorityLevel, 


iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationRetentionPriority-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

AggregateMaximumBitrate ::= SEQUENCE {


aggregateMaximumBitRateDL



SAE-Bearer-BitRate,


aggregateMaximumBitRateUL



SAE-Bearer-BitRate,


iE-Extensions






ProtocolExtensionContainer { {Aggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

Aggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- B

Bearers-SubjectToStatusTransferList ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { { Bearers-SubjectToStatusTransfer-ItemIEs } }

Bearers-SubjectToStatusTransfer-ItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Bearers-SubjectToStatusTransfer-Item
CRITICALITY ignore
TYPE Bearers-SubjectToStatusTransfer-Item 
PRESENCE mandatory
},

...

}

Bearers-SubjectToStatusTransfer-Item ::= SEQUENCE {


sAE-Bearer-ID







SAE-Bearer-ID,

uL-COUNTvalue







COUNTvalue,

dL-COUNTvalue







COUNTvalue,

iE-Extensions






ProtocolExtensionContainer { {Bearers-SubjectToStatusTransfer-ItemExtIEs} } OPTIONAL,


...

}

Bearers-SubjectToStatusTransfer-ItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

BPLMNs ::= SEQUENCE (SIZE(1.. maxnoofBPLMNs)) OF PLMNidentity

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


nas




CauseNas,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,

not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,

unspecified,


unknown-PLMN,
...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,

abstract-syntax-error-falsely-constructed-message,


unspecified,

...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,

handover-triggered,


tx2relocoverall-expiry,

successful-handover,


release-due-to-eutran-generated-reason,


handover-cancelled,


partial-handover,


ho-failure-in-target-EPC-eNB-or-target-system,


ho-target-not-allowed,


tS1relocoverall-expiry,

tS1relocprep-expiry,


cell-not-available,


unknown-targetID,


no-radio-resources-available-in-target-cell,


unknown-mme-ue-s1ap-id,


unknown-enb-ue-s1ap-id,


unknown-pair-ue-s1ap-id,


...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}
CauseNas ::= ENUMERATED {


normal-release,


authentication-failure,


detach,


unspecified,


...

}
Cdma2000PDU
::= OCTET STRING

Cdma2000RATType ::= ENUMERATED {


hRPD,

onexRTT,


...

}
Cdma2000SectorID ::= OCTET STRING

Cdma2000HOStatus ::= ENUMERATED {


hOSuccess,

hOFailure,


...

}
Cdma2000HORequiredIndication ::= ENUMERATED {


true,


...

}
Cdma2000OneXMEID ::= OCTET STRING

Cdma2000OneXRAND ::= OCTET STRING
CGI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


cI



CI


}

CI




::= OCTET STRING (SIZE (2))

COUNTvalue ::= SEQUENCE {


pDCP-SN


PDCP-SN,


hFN



HFN,


...

}
CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}} OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= 
SEQUENCE {


iECriticality


Criticality,


iE-ID




ProtocolIE-ID,


typeOfError 


TypeOfError



OPTIONAL,


iE-Extensions


ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}} OPTIONAL,


...

}

CriticalityDiagnostics-IE-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
-- D

DL-Forwarding ::= ENUMERATED {


dL-Forwarding-proposed,


...

}

Direct-Forwarding-Path-Availability ::= ENUMERATED {


directPathAvailable,


...

}

-- E

ENB-StatusTransfer-TransparentContainer

::= SEQUENCE {

bearers-SubjectToStatusTransferList

Bearers-SubjectToStatusTransferList

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {ENB-StatusTransfer-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

ENB-StatusTransfer-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-UE-S1AP-ID



::= INTEGER (0..16777215)
ENB-Global-ID






::= INTEGER (0..65535)

ENBname ::= OCTET STRING

EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNidentity
EventType
::= ENUMERATED {


direct,

change-of-serve-cell,


stop-change-of-serve-cell,

...

}
EUTRAN-CGI-ID ::= OCTET STRING
ExtendedRNC-ID




::= INTEGER (4096..65535)

-- F

ForbiddenInterRATs ::= ENUMERATED {


all,

geran,


utran,


...

}

ForbiddenTAs ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenTAs-Item

ForbiddenTAs-Item ::= SEQUENCE {


pLMN-Identity

PLMNidentity,


forbiddenTACs

ForbiddenTACs

}

ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC
ForbiddenLAs ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF ForbiddenLAs-Item

ForbiddenLAs-Item ::= SEQUENCE {


pLMN-Identity

PLMNidentity,


forbiddenLACs

ForbiddenLACs

}

ForbiddenLACs ::= SEQUENCE (SIZE(1..maxnoofForbLACs)) OF LAC
-- G

GTP-TEID




::= OCTET STRING (SIZE (4))

GUMMEI


::= SEQUENCE {


pLMN-Identity

PLMNidentity,

mME-Group-ID

MME-Group-ID,

mME-Code


MME-Code,

iE-Extensions




ProtocolExtensionContainer { {GUMMEI-ExtIEs} } OPTIONAL,


...

}

GUMMEI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- H

HandoverRestrictionList ::= SEQUENCE {


servingPLMN




PLMNidentity,


equivalentPLMNs



EPLMNs




OPTIONAL,


forbiddenTAs



ForbiddenTAs


OPTIONAL,


forbiddenLAs



ForbiddenLAs


OPTIONAL,


forbiddenInterRATs



ForbiddenInterRATs


OPTIONAL, 

iE-Extensions



ProtocolExtensionContainer { {HandoverRestrictionList-ExtIEs} } OPTIONAL,

...

}

HandoverRestrictionList-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HandoverType ::= ENUMERATED {


intralte,


ltetoutran,


ltetogeran,


utrantolte,


gerantolte,


...

}

HFN ::= INTEGER (0..1048575)

-- I

IMSI
::=
OCTET STRING (SIZE (3..8))

InterfacesToTrace ::= BIT STRING {SIZE (8)}















-- J

-- K

-- L

ASN.1 not affected
-- T

TAC ::= OCTET STRING

TAI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC





TAC,


iE-Extensions


ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL

}
TAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
TBCD-STRING ::= OCTET STRING (SIZE (3))
TargetID ::= CHOICE {


targeteNB-ID


TargeteNB-ID,


targetRNC-ID


TargetRNC-ID,


cGI



CGI,


...

}

TargeteNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-Global-ID



ENB-Global-ID -- FFS
}

TargetRNC-ID ::= SEQUENCE {


lAI



LAI,


rAC



RAC 

OPTIONAL,


rNC-ID



RNC-ID


}

TargeteNodeB-ToSourceeNodeB-TransparentContainer

::= SEQUENCE {


rRC-Container




RRC-Container,


iE-Extensions


ProtocolExtensionContainer { {TargeteNodeB-ToSourceeNodeB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargeteNodeB-ToSourceeNodeB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

TimeToWait ::= OCTET STRING

TransportLayerAddress

::= OCTET STRING

TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTrace


InterfacesToTrace,
traceDepth                      TraceDepth,
traceCollectionEntityIPAddress  TraceCollectionEntityIPAddress,

iE-Extensions




ProtocolExtensionContainer { { TraceActivation-ExtIEs} }

OPTIONAL

}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


MinimumWithoutVendorSpecificExtension,


MediumWithoutVendorSpecificExtension,


MaximumWithoutVendorSpecificExtension,

...

}
TraceReference ::=  OCTET STRING (SIZE (6))

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U
ASN.1 not affected
============= End of 4th Change =============
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