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/** Unchanged Omitted**/
9.2.28
EARFCN

The E-UTRA Absolute Radio Frequency Channel Number defines the carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	
	
	INTEGER (0..maxEARFCN-1)
	Corresponds to: X Hz.. YMHz
see ref. [16].


	Range bound
	Explanation

	maxEARFCN
	Maximum no. of EARFCNs. Value is 65536.


/** Unchanged Omitted**/
9.3.5
Information Element definitions

/** Unchanged Omitted**/
-- E

EARFCN ::= INTEGER (0..maxEARFCN-1)
/** Unchanged Omitted**/
9.3.7
Constant definitions
/** Unchanged Omitted**/
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65536
maxInterfaces







INTEGER ::= 16

-- FFS Value to be checked

maxCellineNB







INTEGER ::= 256



maxnoofCells







INTEGER ::= 16

-- FFS Value to be checked

maxnoofBearers







INTEGER ::= 256


maxNrOfErrors







INTEGER ::= 256

-- FFS Value to be checked

maxnoofPDCP-SN







INTEGER ::= 16

-- FFS Value to be checked
maxnoofEPLMNs







INTEGER ::= 15



maxnoofEPLMNsPlusOne





INTEGER ::= 16



maxnoofForbLACs







INTEGER ::= 4096



maxnoofForbTACs






    INTEGER ::= 4096


maxnoofBPLMNs







INTEGER ::= 6
maxnoofPRBs








INTEGER ::= 110

-- FFS Value to be checked

maxPools








INTEGER ::= 16

-- FFS Value to be checked
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