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1. Introduction

During the last meeting, MCCH related discussion has carried out. However, there are still some FFS left, e.g. how to configure MCCH. This contribution is to deal with this FFS, and the corresponding proposals are shown.
2. Discussion
In the architecture of MBMS over HSPA+, an MBSFN area may cover more than the area controlled by one RNC or NB+, meaning that UE will receive multiple signals from several NB+s, or multiple NodeBs controlled by different RNCs, then inter-NB+/inter-RNC combining occurs.

In [1], a new procedure, named “MBSFN MCCH Information”, is introduced to resolve the discrepancy of MCCH among RNCs/NB+s within one MBSFN area. However, there are some questions on the solution of MCCH configuration information transmission.
In one MBSFN area, all the information shall be synchronized, including control plane signalling (MCCH message) and MBMS traffic. It means that there shall be the same MCCH configuration within one MBSFN area.
In [1], a solution is proposed as follows:


MBSFN MCCH INFORMATION message contains the MCCH configuration information of the MRNC.

In our viewpoint, the proposal mentioned above is unnecessary, since this kind of configuration information is contained in SIB5/5bis, which is configured by O&M. no matter in what case, dynamic case or static case, O&M has the ability of doing configuration job.
The following annex shows the abstracted content from 25.331-840, which includes MCCH configuration information in Secondary CCPCH system information in SIB5/5bis.
3. Proposal
It is proposed that 
MCCH configuration information shall not be transmitted via Iur.
SIB5/5bis deals with MCCH configuration information in the case of MBMS over HSPA+.
4. Reference
[1] R3-082558, Enable to dynamically control the MBMS services in MBSFN, Huawei
5. ANNEX
Abstracted from 25.331-840

10.2.48.8.8
System Information Block type 5 and 5bis
The system information block type 5 contains parameters for the configuration of the common physical channels in the cell. System information block type 5bis uses the same structure as System information block type 5. System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB6 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB6 is broadcast in the cell.
	

	PhyCH information elements
	
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	This AICH Power offset also indicates the power offset for AP-AICH and for CD/CA-ICH.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	>TDD
	
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	>>PUSCH system information VHCR
	OP
	
	PUSCH system information VHCR 10.3.6.66a
	Only for 7.68 Mcps TDD

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-7

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1
	

	PRACH system information list
	MP
	
	PRACH system information list 10.3.6.55
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	Common E-DCH system info
	OP
	
	Common E-DCH system info 10.3.6.9a
	
	REL-8

	Secondary CCPCH system information
	MP
	
	Secondary CCPCH system information 10.3.6.72
	Note 2

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	CBS DRX Level 1 information
	CV-CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	
	

	Frequency band indicator
	OP
	
	Frequency band indicator

10.3.6.35b
	
	REL-6

	Frequency band indicator 2
	OP
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-6

	HSDPA cell Indicator
	MD
	
	Enumerated (HSDPA Capable Cell)
	Default is ’HSDPA capability not indicated’.

’HSDPA Capable Cell’ means that the UE may consider this cell as part of the HSDPA coverage area for display indication only.

This indication shall not be used for any other purpose.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	REL-6

	E-DCH cell Indicator
	MD
	
	Enumerated (E-DCH Capable Cell)
	Default is ’E-DCH capability not indicated’.

’E-DCH Capable Cell’ means that the UE may consider this cell as part of the E-DCH coverage area for display indication only.

This indication shall not be used for any other purpose.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	REL-6

	Secondary CCPCH system information MBMS
	OP
	
	Secondary CCPCH system information MBMS 10.3.6.72a
	Included if MCCH is on an S-CCPCH used only for MBMS. Note 2
	REL-6

	CHOICE mode 
	OP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>HS-DSCH common system information
	MP
	
	HS-DSCH common system information 10.3.6.36c
	Included if cell supports HS-DSCH reception in CELL_FACH and during IDLE to RRC Connection state transition. 
	REL-7

	>>HS-DSCH paging system information
	OP
	
	HS-DSCH paging system information 10.3.6.36d
	Included if cell supports for UEs in RRC Connected state paging message reception on HS-DSCH. 
	REL-7

	>TDD
	
	
	
	(no data)
	REL-7

	TDD MBSFN information
	OP
	
	TDD MBSFN Information 10.3.6.78b
	TDD only: included only if some timeslots are designated to MBSFN.
	REL-7

	HS-DSCH DRX in CELL_FACH Information
	OP
	
	HS-DSCH DRX in CELL_FACH Information 10.3.6.36g
	
	REL-8


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

NOTE 2:
There is only one MCCH in a cell, which may either be mapped on to an S-CCPCH also used for non- MBMS purposes or to an S-CCPCH dedicated to MBMS. In the first case the MCCH configuration is specified within the IE "Secondary CCPCH system information", in the latter case the MCCH configuration is provided within the IE "Secondary CCPCH system information MBMS".

	Condition
	Explanation

	CTCH
	The IE is mandatory present if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed in the message


10.3.6.72
Secondary CCPCH system information
	Information element
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary CCPCH system information list
	MP
	1 to <maxSCCPCH>
	
	
	

	>Secondary CCPCH info
	MP
	
	Secondary CCPCH info 10.3.6.71
	Note 1
	

	>TFCS
	MD
	
	Transport format combination set 10.3.5.20
	For FACHs and PCH

Default value is the value of "TFCS" for the previous SCCPCH in the list.

NOTE:
The first occurrence is then MP.
	

	>FACH/PCH information list
	MD
	1 to <maxFACHPCH>
	
	Default value is the value of "FACH/PCH" for the previous SCCPCH in the list.

NOTE:
The first occurrence is then MP.
	

	>>TFS
	MP
	
	Transport format set 10.3.5.23
	For each FACH and PCH

Note 2
	

	>>Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	>>CTCH indicator
	MP
	
	Boolean
	The value TRUE indicates that a CTCH is mapped on the FACH, and FALSE that no CTCH is mapped.
	

	>PICH info
	OP
	
	PICH info 10.3.6.49
	PICH info is present only when PCH is multiplexed on Secondary CCPCH
	

	MCCH configuration information
	CV-SIB type 5
	
	MCCH configuration information

10.3.9a.13
	Included if MCCH is on an S-CCPCH used also for Non- MBMS

Note 3
	REL-6


NOTE 1:
The secondary CCPCHs carrying a PCH shall be listed first.

NOTE 2:
TFS for PCH shall be the first "FACH/PCH information" in the list if a PCH exists for the respective secondary CCPCH.

NOTE 3:
If the IE "MCCH configuration information is included", it applies to the last S-CCPCH in the IE "Secondary CCPCH system information list" and to the last FACH included in the IE "FACH/PCH information list".

	Condition
	Explanation

	SIB type 5
	The IE is optional if the IE " Secondary CCPCH system information" is included in the SIB type 5 or 5bis, otherwise the IE is not needed in the message


10.3.6.72a
Secondary CCPCH system information MBMS
	Information element
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary CCPCH system information
	MP
	
	
	An S-CCPCH carrying MCCH and possibly also MTCH and MSCH
	REL-6

	>Secondary CCPCH info MBMS
	MP
	
	Secondary CCPCH info MBMS 10.3.6.71a
	
	REL-6

	>TFCS
	MP
	
	Transport format combination set 10.3.5.20
	
	REL-6

	>FACH carrying MCCH
	MP
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport format set 10.3.5.23
	
	REL-6

	>>MCCH configuration information
	MP
	
	MCCH configuration information

10.3.9a.13
	
	REL-6

	>FACH carrying MTCH list
	OP
	1 to <maxFACHPCH>
	
	
	REL-6

	>>TFS
	MP
	
	Transport format set 10.3.5.23
	
	REL-6

	>Scheduling information
	OP
	
	
	
	REL-6

	>>FACH carrying MSCH
	MP
	
	Transport format set 10.3.5.23
	Transport channel carrying MSCH
	REL-6
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