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<<<<<<<<<<<<<<<<<       Next Change      >>>>>>>>>>>>>>>
8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an eNB for an incoming handover.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation
The source eNB initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. When the source eNB sends the HANDOVER REQUEST message, it shall start the timer TRELOCprep 

The target eNB shall receive Security Information IE by the HANDOVER REQUEST message. The Security Information IE contains security information that is not transferred by RRC Context IE. The target eNB shall use the information to derive security keys for user plane traffic and RRC signalling messages as described in [18].

If at least one of the requested SAE bearers is admitted to the cell, the target eNB shall reserve necessary resources, and send the HANDOVER REQUEST ACKNOWLEDGE message back to the source eNB. The target eNB shall include the SAE Bearers for which resources have been prepared at the target cell in the SAE Bearers Admitted List IE. The target eNB shall include the SAE bearers that have not been admitted in the SAE Bearers Not Admitted List IE with an appropriate cause value.
For each bearer for which the source eNB proposes to do forwarding of downlink data, the source eNB shall include the DLForwarding IE within the SAE Bearer Info IE of the HANDOVER REQUEST message. For each bearer that it has decided to admit, the target eNB may include the DL GTP Tunnel Endpoint IE within the SAE Bearer Info IE of the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. This GTP tunnel endpoint may be different from the corresponding GTP TEID IE in the SAE Bearer To Be Switched in Downlink List of the PATH SWITCH REQUEST message (see [4]) depending on implementation choice.

For each bearer in the SAE Bearers Admitted List IE, the target eNB may include the UL GTP Tunnel Endpoint IE if it requests data forwarding of uplink packets to be performed for that bearer.

Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message the source eNB shall stop the timer TRELOCprep,  start the timer TX2RELOCOverall and  terminate the Handover Preparation procedure. The source eNB is then defined to have a Prepared Handover for that X2 UE-associated signalling.

If the Trace Activation IE is included in the HANDOVER REQUEST message then the target eNB should initiate the requested trace function as described in [6]. 

If the Handover Restriction List IE is
-
contained in the HANDOVER REQUEST message, the target eNB shall store this information and the target eNB should use the information in Handover Restriction List IE to determine a target cell for subsequent handover attempts. 
-
not contained in the HANDOVER REQUEST message, the target eNB shall consider that no access restriction applies to the UE.

If the Location Reporting Information IE is included in the HANDOVER REQUEST message then the eNB shall initiate the requested location reporting procedure as defined in [4].
The HANDOVER REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE, if available.

If the Subscriber Profile ID for RAT/Frequency priority IE is 

· contained in the HANDOVER REQUEST message, the target eNB shall store this information and the target eNB should use the information as defined in [15]. 
Editor’s Note: The reporting of Cell ID with regard to cell change caused by X2 handover is FFS.
<<<<<<<<<<<<<<<<<       Next Change      >>>>>>>>>>>>>>>
9.1.1.1
HANDOVER REQUEST

This message is sent by the source eNB to the target eNB to request the preparation of resources for a handover.

Direction: source eNB (  target eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.26
	Allocated at the source eNB


	YES
	reject

	Cause
	M
	
	9.2.8
	
	YES
	ignore

	Target Cell ID
	M
	
	ECGI 

9.2.16
	
	YES
	reject

	GUMMEI
	M
	
	9.2.18
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	> MME UE S1AP ID
	M
	
	INTEGER (0..232 -1)
	MME UE S1AP ID allocated at the MME


	–
	–

	> Aggregate Maximum Bit Rate
	O
	
	9.2.14
	
	–
	–

	> Security Information
	M
	
	9.2.x
	
	–
	–

	> Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.27
	
	–
	–

	>SAE Bearers To Be Setup List
	
	1
	
	
	–
	–

	>>SAE Bearer Info
	
	1 to <maxnoof Bearers>
	
	
	EACH
	ignore

	>>> SAE Bearer ID
	M
	
	9.2.25
	
	–
	–

	>>> SAE Bearer Level QoS Parameters
	M
	
	9.2.11
	Inlcudes necessary QoS parameters 
	–
	–

	>>> DL Forwarding 
	O
	
	9.2.7
	
	–
	–

	>>> UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW tunnel endpoint. For delivery of UL PDUs
	–
	–

	> RRC Context
	M
	
	OCTET STRING
	to transfer UE RAN context, see subclause 10.2.3 in [9]. 
	–
	–

	>Handover Restriction List
	O
	
	9.2.5
	
	–
	–

	>Location Reporting Information  
	O
	
	9.2.23
	Includes the necessary parameters for location reporting
	–
	–

	UE History Information
	O
	
	9.2.3
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore


Editors Note: The details of required IEs to transfer security information, roaming restriction information, potentially some user plane related context, etc., are left FFS.

	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearers. Value is 256


<<<<<<<<<<<<<<<<<       Next Change      >>>>>>>>>>>>>>>
9.2.x


Security Information
The purpose of the Security Information IE is to provide security parameters to eNB which are used to derive security keys for user plane traffic and RRC signalling messages.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	KeNB*
	M
	
	9.2.y

Security Key
	KeNB* is used to provide for next hop security.

	Next Hop Chaining Count
	M
	
	INTEGER
	The Next Hop Chaining Count is used to keep track on the Next Hop Parameter generation.


9.2.y
Security key

The security key IE is used to apply security in the eNB for different scenarios as defined in [18].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Security Key
	M
	
	BIT STRING (SIZE (256))
	The KeNB is used to apply security in the eNB.


<<<<<<<<<<<<<<<<<       Next Change      >>>>>>>>>>>>>>>
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Bearer-ID,

Cause,


COUNTvalue,


CriticalityDiagnostics,

DL-Forwarding,


ECGI,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverRestrictionList,


LocationReportingInformation,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,

RelativeNarrowbandTxPower,


ResourceStatus,

RRC-Context,


SAE-BearerLevel-QoS-Parameters,

SecurityInformation,

ServedCell-Information,


ServedCells,


SubscriberProfileIDforRFP,

TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TraceReference,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-S1AP-ID,


UE-X2AP-ID,


UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication
FROM X2AP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-Container{},

ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-Bearers-Admitted-Item,

id-Bearers-Admitted-List,


id-Bearers-NotAdmitted-Item,


id-Bearers-NotAdmitted-List,


id-Bearers-SubjectToStatusTransfer-List,


id-Bearers-SubjectToStatusTransfer-Item,


id-Bearers-ToBeSetup-Item,
id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,

id-CellToReport,


id-CellToReport-Item,

id-CriticalityDiagnostics,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDListToAdd,


id-GUGroupIDListToDelete,

id-GUMMEI-ID,



id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,

id-ServedCells,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,

id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,

id-UE-X2AP-ID,


maxCellineNB,



maxnoofBearers,


maxnoofPDCP-SN
FROM X2AP-Constants;

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{HandoverRequest-IEs}},


...

}

HandoverRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID 



PRESENCE mandatory } |


{ ID id-Cause






CRITICALITY ignore
TYPE Cause 





PRESENCE mandatory } |

{ ID id-TargetCell-ID




CRITICALITY reject
TYPE ECGI 





PRESENCE mandatory } |


{ ID id-GUMMEI-ID





CRITICALITY reject
TYPE GUMMEI  




PRESENCE mandatory } |


{ ID id-UE-ContextInformation


CRITICALITY reject
TYPE UE-ContextInformation 

PRESENCE mandatory } |


{ ID id-UE-HistoryInformation


CRITICALITY ignore
TYPE UE-HistoryInformation 

PRESENCE optional } |


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation 


PRESENCE optional } ,

...

}

UE-ContextInformation ::= SEQUENCE {


mME-UE-S1AP-ID





UE-S1AP-ID,


uEaggregateMaximumBitRate


UEAggregateMaximumBitRate,

securityInformation




SecurityInformation,

subscriberProfileIDforRFP


SubscriberProfileIDforRFP

OPTIONAL,

bearers-ToBeSetup-List



Bearers-ToBeSetup-List,


rRC-Context






RRC-Context, 



handoverRestrictionList



HandoverRestrictionList

OPTIONAL,


locationReportingInformation

LocationReportingInformation
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {UE-ContextInformation-ExtIEs} } OPTIONAL,


...

}

UE-ContextInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

Bearers-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-ToBeSetup-ItemIEs} }

Bearers-ToBeSetup-ItemIEs 
X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-ToBeSetup-Item
 CRITICALITY ignore 
TYPE Bearers-ToBeSetup-Item 
PRESENCE mandatory },


...

}

Bearers-ToBeSetup-Item ::= SEQUENCE {


sAE-Bearer-ID




Bearer-ID,


sAE-BearerLevel-QoS-Parameters

SAE-BearerLevel-QoS-Parameters,

dL-Forwarding




DL-Forwarding












OPTIONAL,

uL-GTPtunnelEndpoint


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {Bearers-ToBeSetup-ItemExtIEs} } OPTIONAL,


...

}

Bearers-ToBeSetup-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HANDOVER REQUEST ACKNOWLEDGE

--

-- **************************************************************

<<<<<<<<<<<<<<<<<       Skipping unchanged text of 9.3.4      >>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<      Next Change      >>>>>>>>>>>>>>>
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-InterfacesToTrace-Item,


maxCellineNB,


maxEARFCN,

maxInterfaces,


maxnoofCells,


maxnoofBPLMNs,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofPRBs,


maxNrOfErrors,

maxPools

FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},

X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES
FROM X2AP-Containers;

-- A

AllocationAndRetentionPriority ::= INTEGER (0..15)

-- B

Bearer-ID ::= INTEGER (0..15, ...)  

BitRate ::= INTEGER (0..10000000000)

BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


handover-desirable-for-radio-reasons,


time-critical-handover,


resource-optimisation-handover,


reduce-load-in-serving-cell,


partial-handover,


unknown-new-eNB-UE-X2AP-ID, 


unknown-old-eNB-UE-X2AP-ID, 


unknown-pair-of-UE-X2AP-ID,


ho-target-not-allowed,


tx2relocoverall-expiry,

trelocprep-expiry,


cell-not-available,


no-radio-resources-available-in-target-cell,


invalid-MME-GroupID,


unknown-MME-Code,


unspecified,

...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}

CellType ::= ENUMERATED{ 


macro, 


micro, 


pico, 


femto,


...

}

Cell-Transmission-Bandwidth ::= ENUMERATED {



bw6,


 
bw15,



bw25,


 
bw50,



bw75,



bw100,



...

}

COUNTvalue ::= SEQUENCE {


pDCP-SN




PDCP-SN,


hFN





HFN,


iE-Extensions


ProtocolExtensionContainer { { COUNTvalue-ExtIEs} } OPTIONAL,


...

}

COUNTvalue-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...

}

CriticalityDiagnostics-IE-List-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- D

DL-Forwarding ::= ENUMERATED {


dL-forwardingProposed,


...

}
-- E

EARFCN ::= INTEGER (0..maxEARFCN)
ECGI ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


eUTRANcellIdentifier

EUTRANCellIdentifier,


iE-Extensions



ProtocolExtensionContainer { {ECGI-ExtIEs} } OPTIONAL,


...

}

ECGI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ENB-ID ::= CHOICE {


macro-eNB-ID
BIT STRING (SIZE (20)),


home-eNB-ID

BIT STRING (SIZE (28)),


...

}

EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMN-Identity

EventType ::= ENUMERATED{


change-of-serving-cell,


...

}
EUTRANCellIdentifier ::= BIT STRING (SIZE (28))

-- F

ForbiddenInterRATs ::= ENUMERATED {


all,

geran,


utran,


...

}

ForbiddenTAs ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenTAs-Item

ForbiddenTAs-Item ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


forbiddenTACs

ForbiddenTACs

}

ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC
ForbiddenLAs ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF ForbiddenLAs-Item

ForbiddenLAs-Item ::= SEQUENCE {



pLMN-Identity

PLMN-Identity,


forbiddenLACs

ForbiddenLACs

}

ForbiddenLACs ::= SEQUENCE (SIZE(1..maxnoofForbLACs)) OF LAC

-- G

GBR-QosInformation ::= SEQUENCE {


sAE-Bearer-MaximumBitrateDL


BitRate,


sAE-Bearer-MaximumBitrateUL


BitRate,


sAE-Bearer-GuaranteedBitrateDL

BitRate,


sAE-Bearer-GuaranteedBitrateUL

BitRate,


iE-Extensions





ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

GlobalENB-ID ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


eNB-ID




ENB-ID,


iE-Extensions


ProtocolExtensionContainer { {GlobalENB-ID-ExtIEs} } OPTIONAL,


...

}

GlobalENB-ID-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

GTPtunnelEndpoint ::= SEQUENCE {


transportLayerAddress


TransportLayerAddress,


gTP-TEID





GTP-TEI,

iE-Extensions




ProtocolExtensionContainer { {GTPtunnelEndpoint-ExtIEs} } OPTIONAL,


...

}

GTPtunnelEndpoint-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

GTP-TEI




::= OCTET STRING (SIZE (4))

GUGroupIDList

::= SEQUENCE (SIZE (1..maxPools)) OF GU-Group-ID

GU-Group-ID


::= SEQUENCE {


pLMN-Identity

PLMN-Identity,

mME-Group-ID

MME-Group-ID,

iE-Extensions

ProtocolExtensionContainer { {GU-Group-ID-ExtIEs} } OPTIONAL,


...

}

GU-Group-ID-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

GUMMEI


::= SEQUENCE {


gU-Group-ID

GU-Group-ID,

mMME-Code


MME-Code,

iE-Extensions




ProtocolExtensionContainer { {GUMMEI-ExtIEs} } OPTIONAL,


...

}

GUMMEI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- H

HandoverRestrictionList ::= SEQUENCE {


servingPLMN




PLMN-Identity,


equivalentPLMNs



EPLMNs




OPTIONAL,


forbiddenTAs



ForbiddenTAs


OPTIONAL,


forbiddenLAs



ForbiddenLAs


OPTIONAL,


forbiddenInterRATs


ForbiddenInterRATs

OPTIONAL, 

iE-Extensions



ProtocolExtensionContainer { {HandoverRestrictionList-ExtIEs} } OPTIONAL,

...

}

HandoverRestrictionList-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

HFN ::= INTEGER (0..1048575)

-- I

InterfacesToTrace ::= SEQUENCE (SIZE(1..maxInterfaces)) OF ProtocolIE-Single-Container {{InterfacesToTrace-ItemIEs} }

InterfacesToTrace-ItemIEs X2AP-PROTOCOL-IES ::= {

{ ID id-InterfacesToTrace-Item
CRITICALITY ignore
TYPE InterfacesToTrace-Item 
PRESENCE mandatory
}
}

InterfacesToTrace-Item ::= SEQUENCE {


traceInterface




TraceInterface,


traceDepth





TraceDepth,


iE-Extensions




ProtocolExtensionContainer { {InterfacesToTrace-Item-ExtIEs} } OPTIONAL,


...

}

InterfacesToTrace-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= SEQUENCE {


global-Cell-ID




ECGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {LastVisitedCell-Item-ExtIEs} } OPTIONAL,


...

}

LastVisitedCell-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

LocationReportingInformation ::= SEQUENCE {


eventType

EventType,


reportArea

ReportArea,


iE-Extensions

ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,

...

}

LocationReportingInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::={


...

}

-- M

MME-Group-ID
::= OCTET STRING (SIZE (2))
MME-Code

::= OCTET STRING (SIZE (1))

-- N

-- O

-- P

PDCP-SN ::= INTEGER (0..4095)  

PhyCID ::= INTEGER (1..504, ...)
PLMN-Identity ::= OCTET STRING (SIZE(3))
-- Q

QCI ::= INTEGER (1..256)

-- R

ReceiveStatusofULPDCPSDUs ::= BIT STRING (SIZE(4096))
Registration-Request
::= ENUMERATED {


start,


stop,


...

}

RelativeNarrowbandTxPower ::= SEQUENCE {


rNTP-PerPRB






BIT STRING (SIZE(6..110, ...)),


rNTP-Threshold





RNTP-Threshold,


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


p-B








INTEGER (0..3,...),


pDCCH-InterferenceImpact


INTEGER (0..4,...),


iE-Extensions





ProtocolExtensionContainer { { RelativeNarrowbandTxPower-ExtIEs} } OPTIONAL,

...

}

RelativeNarrowbandTxPower-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ReportArea ::= ENUMERATED{


ecgi,

...

}

RNTP-Threshold ::= ENUMERATED {


minusInfinity,


minusEleven,


minusTen,


minusNine,


minusEight,


minusSeven,


minusSix,


minusFive,


minusFour,


minusThree,


minusTwo,


minusOne,


zero,


one,


two,


three,


...

}
RRC-Context ::= OCTET STRING

ResourceStatus


::= INTEGER
-- S

SAE-BearerLevel-QoS-Parameters ::= SEQUENCE {


qCI



QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,


gbrQosInformation



GBR-QosInformation


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SAE-BearerLevel-QoS-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-BearerLevel-QoS-Parameters-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SecurityKey ::= BIT STRING (SIZE(256))

SecurityInformation ::= SEQUENCE {


keNBx



SecurityKey,


next-HopChainingCount
INTEGER,


iE-Extensions

ProtocolExtensionContainer { {Security-Information-ExtIEs} } OPTIONAL,


...

}

Security-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ServedCells

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ServedCell-Information

ServedCell-Information ::= SEQUENCE {


phyCID



PhyCID,


cellId



ECGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


uL-EARFCN


EARFCN,


dL-EARFCN


EARFCN,


cell-Transmission-Bandwidth

Cell-Transmission-Bandwidth,

iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,


...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SubscriberProfileIDforRFP ::= INTEGER (1..256) 
-- T

TAC ::= OCTET STRING 
-- FFS

TargeteNBtoSource-eNBTransparentContainer
::= OCTET STRING
Time-UE-StayedInCell ::= INTEGER

TimeToWait ::= OCTET STRING
TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTrace



InterfacesToTrace,


iE-Extensions




ProtocolExtensionContainer { {TraceActivation-ExtIEs} } OPTIONAL,


...

}

TraceActivation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth 

::= ENUMERATED { 


minimum,


medium,


maximum,


vendorMinimum,


vendorMedium,


vendorMaximum,


...

}
TraceInterface

::= ENUMERATED { 


s1,


x2, 


uu,

...

}
TraceReference




::= OCTET STRING (SIZE (8))

TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U

UE-HistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCells)) OF LastVisitedCell-Item
UE-S1AP-ID




::= INTEGER (0.. 4294967295)

UE-X2AP-ID




::= INTEGER (0..4095) -- Value FFS

UEAggregateMaximumBitRate ::= SEQUENCE {


uEaggregateMaximumBitRateDownlink
BitRate,


uEaggregateMaximumBitRateUplink

BitRate,


iE-Extensions





ProtocolExtensionContainer { {UEAggregate-MaximumBitrate-ExtIEs} } OPTIONAL,


...

}

UEAggregate-MaximumBitrate-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

UL-InterferenceOverloadIndication ::= SEQUENCE (SIZE(1..maxnoofPRBs)) OF UL-InterferenceOverloadIndication-Item

UL-InterferenceOverloadIndication-Item ::= ENUMERATED {


high-interference,


medium-interference,


low-interference,


...

}

UL-HighInterferenceIndicationInfo ::= SEQUENCE (SIZE(1..maxCellineNB)) OF UL-HighInterferenceIndicationInfo-Item

UL-HighInterferenceIndicationInfo-Item ::= SEQUENCE {


ul-interferenceindication

UL-HighInterferenceIndication,


target-Cell-ID




ECGI,


iE-Extensions




ProtocolExtensionContainer { { UL-HighInterferenceIndicationInfo-Item-ExtIEs} } OPTIONAL,


...

}

UL-HighInterferenceIndicationInfo-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

UL-HighInterferenceIndication ::= BIT STRING (SIZE(1..110, ...))
-- V

-- W

-- X

-- Y

-- Z

END
<<<<<<<<<<<<<<<<<       End of Changes      >>>>>>>>>>>>>>>
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