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3
Definitions, Symbols and Abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Elementary Procedure: RNSAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between two RNCs. An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success or failure);

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful

-
A signalling message explicitly indicates that the elementary procedure has been successfully completed with the receipt of the response.

Unsuccessful

-
A signalling message explicitly indicates that the EP failed.

Class 2 EPs are considered always successful.

Prepared Reconfiguration: A Prepared Reconfiguration exists when the Synchronised Radio Link Reconfiguration Preparation procedure has been completed successfully. The Prepared Reconfiguration does not exist anymore only after either of the procedures Synchronised Radio Link Reconfiguration Commit or Synchronised Radio Link Reconfiguration Cancellation has been completed. In particular, the Prepared Reconfiguration still exists if the object (e.g. Radio Link) concerned by the Synchronised Radio Link Reconfiguration (e.g. in the case of an HS-DSCH Setup) is removed, but the UE Context still exists.

UE Context: The UE Context contains the necessary information for the DRNC/DBSS to communicate with a specific UE. The UE Context is created by the Radio Link Setup procedure or by the Uplink Signalling Transfer procedure when the UE makes its first access in a cell controlled by the DRNS/DBSS or by Enhanced Relocation procedure when the procedure is the first dedicated RNSAP procedure for the UE. The UE Context is deleted by the Radio Link Deletion procedure, by the Common Transport Channel Resources Release procedure, or by the Downlink Signalling Transfer procedure when neither any Radio Links nor any common transport channels are established towards the concerned UE. The UE Context is identified by the SCCP Connection for messages using connection oriented mode of the signalling bearer and the D-RNTI for messages using connectionless mode of the signalling bearer, unless specified otherwise in the procedure text.

Distant RNC Context: The Distant RNC context is created by the first Common Measurement Initiation Procedure or Information Exchange Initiation Procedure initiated by one RNC/BSS and requested from another RNC/BSS. The Distant RNC Context is deleted after the Common Measurement Termination, the Common Measurement Failure, the Information Exchange Termination or the Information Exchange Failure procedure when there is no more Common Measurement and no more Information to be provided by the requested RNC/BSS to the requesting RNC/BSS. The Distant RNC Context is identified by an SCCP connection as, for common measurements and information exchange, only the connection oriented mode of the signalling bearer is used.

Signalling radio bearer 2: The signalling radio bearer 2 is used by the UE to access a GERAN cell in order to perform RRC procedures [36].

UE Link: see definition in [50].

URA Link: see definition in [50].

MBMS Bearer Service: see defintion in [51].

MBMS session: see defintion in [50].

MBMS session start: see defintion in [50].

MBMS session stop: see defintion in [50].
MBMS Selected Services: see defintion in [50].
3.2
Symbols

Void.

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

A-GPS
Assisted-GPS

ALCAP
Access Link Control Application Part

APN
Access Point Name

ASN.1
Abstract Syntax Notation One

BER
Bit Error Rate

BLER
Block Error Rate

BSS
Base Station Subsystem

CBSS
Controlling BSS

CCCH
Common Control Channel

CCPCH
Common Control Physical Channel

CCTrCH
Coded Composite Transport Channel

CFN
Connection Frame Number

C-ID
Cell Identifier

CM

Compressed Mode

CN
Core Network

CPICH
Common Pilot Channel

CRNC
Controlling RNC

DBSS
Drift BSS

C-RNTI
Cell Radio Network Temporary Identifier

CS
Circuit Switched

CTFC
Calculated Transport Format Combination DCH
Dedicated Channel

DGPS
Differential GPS

DL
Downlink

DPC
Downlink Power Control

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DRNC
Drift RNC

DRNS
Drift RNS

D-RNTI
Drift Radio Network Temporary Identifier

DRX
Discontinuous Reception

DSCH
Downlink Shared Channel

Ec
Energy in single Code
E-AGCH
E-DCH Absolute Grant Channel
E-DCH
Enhanced UL DCH
E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)
E-TFCI
E-DCH Transport Format Combination Indicator

E-UCCH
E-DCH Uplink Control Channel (TDD only)
E-UTRA 
Evolved UTRA
EDSCHPC
Enhanced Downlink Shared Channel Power Control

EP
Elementary Procedure

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

FN
Frame Number

FP
Frame Protocol

GANSS
Galileo and Additional Navigation Satellite Systems

GERAN
GSM EDGE Radio Access Network

GA
Geographical Area

GAI
Geographical Area Identifier

GNSS
Global Navigation Satellite System

GPS
Global Positioning System

GRA
GERAN Registration Area

GSM
Global System Mobile

GWCN
Gateway Core Network
HSDPA
High Speed Downlink Packet Access

HW
Hardware

IB
Information Block

ID
Identity or Identifier

IE
Information Element

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

IPDL
Idle Period DownLink

ISCP
Interference Signal Code Power

LAC
Location Area Code

LCR
Low Chip Rate (1.28 Mcps)

LCS
Location Services
MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MOCN
Multi-Operator Core Network
MS
Mobile Station

NACC
Network Assissted Cell Change

NAS
Non Access Stratum

No
Reference Noise

NRT
Non Real Time

O&M
Operation and Maintenance

P(-)CCPCH
Primary CCPCH

PCH
Paging Channel

OTD
Observed Time Difference

P(-)CPICH
Primary CPICH
PCS
Personal Communication Services

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PhCH
Physical Channel

PICH
Paging Indication Channel

PLCCH
Physical Layer Common Control Channel
Pos
Position or Positioning

PRACH
Physical Random Access Channel
PTP
Point To Point

PTM
Point To Multipoint

PS
Packet Switched

QE
Quality Estimate

RAC
Routing Area Code

RACH
Random Access Channel

RAN
Radio Access Network

RANAP
Radio Access Network Application Part

RB
Radio Bearer

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RM
Rate Matching

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RT
Real Time

RSCP
Received Signal Code Power

SBSS
Serving BSS

Rx
Receive or Reception

Sat
Satellite

SCCP
Signalling Connection Control Part

S(-)CCPCH
Secondary CCPCH
SCH
Synchronisation Channel

SCTD
Space Code Transmit Diversity

SDU
Service Data Unit

SF
System Frame

SFN
System Frame Number

SHCCH
Shared Control Channel

SIR
Signal-to-Interference Ratio

SNA
Shared Network Area
SRB2
Signalling radio bearer 2
SRNC
Serving RNC

SRNS
Serving RNS

S-RNTI
Serving Radio Network Temporary Identifier

STTD
Space Time Transmit Diversity
TDD
Time Division Duplex

TF
Transport Format

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TGCFN
Transmission Gap Connection Frame Number
TMGI
Temporary Mobile Group Identity
ToAWE
Time of Arrival Window Endpoint

ToAWS
Time of Arrival Window Startpoint

TPC
Transmit Power Control

TrCH
Transport Channel

TS
Time Slot

TSG
Technical Specification Group

TSTD
Time Switched Transmit Diversity
TTI
Transmission Time Interval

TX
Transmit or Transmission

UARFCN
UTRA Absolute Radio Frequency Channel Number

UDP
User Datagram Protocol

UC-ID
UTRAN Cell Identifier

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System

URA
UTRAN Registration Area

U-RNTI
UTRAN Radio Network Temporary Identifier

USCH
Uplink Shared Channel
UTRA
Universal Terrestrial Radio Access
UTRAN
Universal Terrestrial Radio Access Network

#PartiallyOmitted
8.3
Dedicated Procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation

#PartiallyOmitted
Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE, the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE for the set to "Case1", the DRNC shall include the Time Slot For SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes Sync Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
If the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE 
-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b.
-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise the Restriction State Indicator IE may be absent. The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of the concerned neighbouring cells in the Multiple PLMN List IE in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE.

If there are GSM neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring GSM Cell Information IE for each of the GSM neighbouring cells. If available the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.

When receiving the SNA Information IE in the RADIO LINK SETUP RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.
If there are E-UTRA neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring E-UTRA Cell Information IE for each of the E-UTRA neighbouring cells. 
[1.28Mcps TDD - Uplink Synchronisation Parameters LCR:]

#PartiallyOmitted
8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2 Successful Operation
#PartiallyOmitted
Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE and the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to "Case1", the DRNC shall include the Time SlotFor SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK ADDITION RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
[FDD - The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE if this information is available.]
-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE, Cell Capability Container 7.68Mcps TDD IE and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b.
-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK ADDITION RESPONSE message the restriction state of those cells, otherwise Restriction State Indicator IE may be absent. The DRNC shall include the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of concerned neighbouring cells in the Multiple PLMN List IE in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE.

If there are GSM neighbouring cells to the cell(s) in which a radio link is established, the DRNC shall include the Neighbouring GSM Cell Information IE in the RADIO LINK ADDITION RESPONSE message for each of the GSM neighbouring cells. If available the DRNC shall include the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.
When receiving the SNA Information IE in the RADIO LINK ADDITION RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.
If there are E-UTRA neighbouring cells to the cell(s) in which a radio link is established, the DRNC shall include the Neighbouring E-UTRA Cell Information IE in the RADIO LINK ADDITION RESPONSE message for each of the E-UTRA neighbouring cells.
[1.28Mcps TDD - Uplink Synchronisation Parameters LCR:]

#PartiallyOmitted
9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>Frame Offset
	O
	
	9.2.1.30
	
	YES
	ignore

	>Chip Offset
	O
	
	9.2.2.1
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.4.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD , not applicable to 1.28Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >Sync Case
	O
	
	9.2.1.54
	
	–
	

	   >SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	YES
	ignore

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Time Slot for SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	YES
	ignore

	>DL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response LCR
	
	0 .. <maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	M
	
	9.2.3.13K
	
	YES
	ignore

	>PowerControl GAP
	O
	
	INTEGER (1..255)
	Unit: umber of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	DSCH-RNTI
	O
	
	9.2.3.3ah
	
	YES
	ignore

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	RL Information Response 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD , not applicable to 1.28Mcps TDD or 3.84Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	>Sync Case
	O
	
	9.2.1.54
	
	–
	

	>SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	>SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info 7.68Mcps TDD
	O
	
	9.2.3.22
	
	–
	

	>UL CCTrCH Information 7.68 Mcps
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.26
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	–
	

	>DL CCTrCH Information 7.68 Mcps
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.28
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response 7.68 Mcps
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response 7.68 Mcps
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	–
	

	>Time Slot for SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	–
	

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.41
	3.84Mcps TDD only
	YES
	ignore

	E-DCH Information Response 7.68Mcps
	O
	
	E-DCH TDD Information Response 7.68Mcps 9.2.3.52
	7.68Mcps TDD only
	YES
	ignore

	E-DCH Information Response 1.28Mcps
	O
	
	E-DCH TDD Information Response 1.28Mcps 9.2.3.41a
	1.28Mcps TDD only
	YES
	ignore


	Condition
	Explanation

	Case2
	The IE shall be present if Sync Case IE is equal to "Case2”.

	Case1
	This IE shall be present if Sync Case IE is equal to "Case1".


	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofCCTrCHs
	Maximum number of CCTrCH for one UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	maxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	maxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>>Max UE DTX Cycle
	C-DTX-CycleNotAvailable
	
	9.2.2.87
	
	YES
	ignore

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>>>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>>>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	>>HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Condition
	Explanation

	DTX-CycleNotAvailable
	The IE shall be present if the Cause IE is set to Continuous Packet Connectivity UE DTX Cycle not Available ".


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


#PartiallyOmitted
9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	   >PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	   >SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	   >Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	   >Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	   >DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment
9.2.2.9.A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.7.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD, not applicable to 1.28Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	    >Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	    >DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response LCR
	
	0 .. <maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	            >>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	    >Cell GA Additional 

    Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	M
	
	9.2.3.13K
	
	YES
	ignore

	>UARFCN
	O
	
	9.2.1.66
	Applicable to 1.28Mcps TDD only. Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt （3GPP TS 25.105）.
	YES
	ignore

	>PowerControl GAP
	O
	
	INTEGER (1..255)
	Unit: umber of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	RL Information Response 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD, not applicable to 1.28Mcps  TDD or 3.84Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info 7.68Mcps TDD
	O
	
	9.2.3.22
	
	–
	

	>UL CCTrCH Information 7.68 Mcps
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information 7.68 Mcps
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.26
	
	–
	

	>DL CCTrCH Information 7.68 Mcps
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information 7.68 Mcps
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.28
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response 7.68 Mcps
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response 7.68 Mcps
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	–
	

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response 9.2.3.3ab
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.41
	3.84Mcps TDD only
	YES
	ignore

	E-DCH Information Response 7.68Mcps
	O
	
	E-DCH TDD Information Response 7.68Mcps 9.2.3.52
	7.68Mcps TDD only
	YES
	ignore

	E-DCH Information Response 1.28Mcps
	O
	
	E-DCH TDD Information Response 1.28Mcps 9.2.3.41a
	1.28Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD.

	maxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for one UE for 3.84Mcps TDD.

	maxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	maxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	maxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	 >>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	         >>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	         >>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment
9.2.2.9.A
	
	YES
	ignore

	>>>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.x
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	Ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	Ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


#PartiallyOmitted

9.2.1.41B
Neighbouring FDD Cell Information

The Neighbouring FDD Cell Information IE provides information for FDD cells that are neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring FDD Cell Information
	
	1..<maxnoofFDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	>Primary CPICH Power
	O
	
	9.2.1.44
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>Tx Diversity Indicator
	M
	
	9.2.2.50
	
	
	

	>STTD Support Indicator
	O
	
	9.2.2.45
	
	–
	

	>Closed Loop Mode1 Support Indicator
	O
	
	9.2.2.2
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container FDD
	O
	
	9.2.2.D
	
	YES
	ignore

	>SNA Information
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Frequency Band Indicator
	O
	
	9.2.2.59
	
	YES
	ignore

	>Max UE DTX Cycle
	C-CPC-DTX-DRXCapable
	
	9.2.2.87
	
	YES
	ignore

	>Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofFDDneighbours
	Maximum number of neighbouring FDD cell for one cell.


	Condition
	Explanation

	CPC-DTX-DRXCapable
	The IE shall be present if the the fifteenth bit Continuous Packet Connectivity DTX-DRX Support Indicator in the Cell Capability Container FDD IE is set to the value “1”.


9.2.1.41C
Neighbouring GSM Cell Information

The Neighbouring GSM Cell Information IE provides information for all GSM Cells that are a neighbouring cell to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring GSM Cell Information
	
	1..<maxnoofGSMneighbours>
	
	
	GLOBAL
	ignore

	>CGI
	
	1
	
	Cell Global Identity as defined in ref. [1].
	–
	

	>>LAI
	
	1
	
	
	–
	

	>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed
	–
	

	>>CI
	M
	
	OCTET STRING (2)
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	The Cell Individual Offset to be used for UEs using DCHs. If the Extended GSM Cell Individual Offset IE is present, the Cell Individual Offset IE shall be set to 

a) –10dB if the Extended GSM Cell Individual Offset IE is < ‑10dB 

and

b) 10dB if the Extended GSM Cell Individual Offset IE is > 10dB.
	–
	

	>BSIC
	
	1
	
	Base Station Identity Code as defined in ref. [1].
	–
	

	>>NCC
	M
	
	BIT STRING(3)
	Network Colour Code.
	–
	

	>>BCC
	M
	
	BIT STRING(3)
	Base Station Colour Code.
	–
	

	>Band Indicator
	M
	
	ENUMERATED(DCS 1800 band, PCS 1900 band, …)
	Indicates whether or not the BCCH ARFCN belongs to the 1800 band or 1900 band of GSM frequencies.
	–
	

	>BCCH ARFCN
	M
	
	INTEGER(0..1023)
	BCCH Frequency as defined in ref. [29].
	–
	

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	> SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>GERAN Cell Capability
	O
	
	9.2.1.30Fa
	
	YES
	ignore

	>GERAN Classmark
	O
	
	9.2.1.30Fb
	
	YES
	ignore

	>Extended GSM Cell Individual Offset
	O
	
	9.2.1.26Bb
	The Extended GSM Cell Individual Offset to be used for UEs using DCHs, for values that exceed the range of the Cell Individual Offset IE.
	YES
	ignore


	Range bound
	Explanation

	maxnoofGSMneighbours
	Maximum number of neighbouring GSM cells for one cell.


9.2.1.41D
Neighbouring TDD Cell Information

The Neighbouring TDD Cell Information IE provides information for 3.84Mcps TDD or 7.68Mcps TDD cells that are neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring TDD Cell Information
	
	1..<maxnoofTDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Cell Parameter ID
	M
	
	9.2.1.8
	
	–
	

	>Sync Case
	M
	
	9.2.1.54
	
	–
	

	>Time Slot For SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	–
	

	>SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	>SCTD Indicator
	M
	
	9.2.1.78
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>DPCH Constant Value
	O
	
	9.2.1.23
	
	–
	

	>PCCPCH Power
	O
	
	9.2.1.43
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container TDD
	O
	
	9.2.3.1a
	
	YES
	ignore

	>Cell Capability Container 7.68Mcps TDD
	O
	
	9.2.3.31
	
	YES
	ignore

	> SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore


	Condition
	Explanation

	Case1
	The IE shall be present if the Sync Case IE is set to "Case1".

	Case2
	The IE shall be present if the Sync Case IE is set to "Case2".


	Range bound
	Explanation

	maxnoofTDDneighbours
	Maximum number of neighbouring 3.84Mcps TDD or 7.68Mcps TDD cell for one cell.


9.2.1.41Dd
Neighbouring TDD Cell Measurement Information LCR

This IE provides information on the 1.28Mcps TDD neighbouring cells used for the purpose of Measurements. Since the measurement can be performed on every time slot and midamble shift, the Time slot LCR IE and Midamble shift LCR IE shall be included if available.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UTRAN Cell Identifier
	M
	
	9.2.1.71
	

	UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt [15]

	Cell Parameter ID
	M
	
	9.2.1.8
	

	Time Slot LCR
	O
	
	9.2.3.12a
	

	Midamble shift LCR
	O
	
	9.2.3.4C
	


9.2.1.x
Neighbouring E-UTRA Cell Information

The Neighbouring E-UTRA Cell Information IE provides information for all E-UTRA Cells that are a neighbouring cell to a cell in the DRNC.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring E-UTRA Cell Information
	
	1..<maxnoofEUTRAneighbours>
	
	
	GLOBAL
	ignore

	>ECGI
	
	1
	
	EUTRAN Cell Global Identity as defined in ref. [x1].
	–
	

	>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	>>E-UTRAN Cell Identifier
	M
	
	BIT STRING (28)
	The leftmost bits of the E-UTRAN Cell Identifier IE value correspond to the value of the eNB ID.
	–
	

	>CHOICE EARFCN Information
	M
	
	
	
	–
	

	>>FDD
	
	
	
	
	
	

	>>>EARFCN-FDD
	
	1
	
	
	
	

	>>>UL EARFCN
	M
	
	9.2.1.x2

EARFCN
	Corresponds to NuL in [x2]
	–
	

	>>>DL EARFCN
	M
	
	9.2.1.x2

EARFCN
	Corresponds to NdL in [x2]
	–
	

	>>TDD
	
	
	
	
	
	

	>>> EARFCN
	M
	
	9.2.1.x2

EARFCN
	Corresponds to NdL in [x2]
	–
	


	Range bound
	Explanation

	maxnoofLTEneighbours
	Maximum number of neighbouring LTE cells for one cell.


9.2.1.x2
EARFCN
The EARFCN (E-UTRA Absolute Radio Frequency Channel Number) defines the carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	
	
	INTEGER (0..maxEARFCN)
	Defined in [x2].


#PartiallyOmitted

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,

AlphaValue,

AlternativeFormatReportingIndicator,

AntennaColocationIndicator,

BLER,


SCTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


CGI,


ClosedLoopMode1-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellCapabilityContainer-FDD,


CellCapabilityContainer-TDD,


CellCapabilityContainer-TDD-LCR,


CellCapabilityContainer-TDD768,


CellParameterID,


CellPortionID,

ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,

CommonTransportChannelResourcesInitialisationNotRequired,

Common-EDCH-MAC-d-Flow-Specific-InformationFDD,

Common-EDCH-Support-Indicator,

CongestionCause,

Continuous-Packet-Connectivity-DTX-DRX-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

CPC-Information,

CoverageIndicator,

CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DPCH-ID768,

DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,


DL-PowerBalancing-UpdatedIndicator,


DL-ReferencePowerInformation,


DL-ScramblingCode,


DL-Timeslot-Information,


DL-Timeslot-Information768,


DL-TimeslotLCR-Information,

DL-TimeSlot-ISCP-Info,

DL-TimeSlot-ISCP-LCR-Information,

DPC-Mode,

DPC-Mode-Change-SupportIndicator,

DPCH-ID,


DL-DPCH-TimingAdjustment,

DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

DSCH-RNTI,


EDCH-FDD-Information,


EDCH-FDD-InformationResponse,


EDCH-FDD-Information-To-Modify,

EDCH-FDD-DL-ControlChannelInformation,

EDCH-DDI-Value,

EDCH-MACdFlow-ID,

EDCH-MACdFlow-Specific-InfoList,

EDCH-MACdFlows-To-Delete,


EDCH-MACdFlows-Information,

EDCH-RL-Indication,

EDCH-Serving-RL,

E-DCH-Serving-cell-change-informationResponse,


EDPCH-Information-FDD,


EDPCH-Information-RLReconfPrepare-FDD,

EDPCH-Information-RLReconfRequest-FDD,


E-DCH-FDD-Update-Information,

E-DPCCH-PO,


E-RGCH-2-IndexStepThreshold,


E-RGCH-3-IndexStepThreshold,

E-RNTI,

E-TFCS-Information,


E-TTI,

Enhanced-FACH-Support-Indicator,

Enhanced-FACH-Information-ResponseFDD,


Enhanced-PCH-Capability,


ExtendedPropagationDelay,

Extended-RNC-ID,


SchedulingPriorityIndicator,

Enhanced-PrimaryCPICH-EcNo,

F-DPCH-SlotFormat,


F-DPCH-SlotFormatSupportRequest,


FACH-FlowControlInformation,


Fast-Reconfiguration-Mode,


Fast-Reconfiguration-Permission,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,

FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,


HARQ-Info-for-E-DCH,

HCS-Prio,


HSDSCH-Configured-Indicator,

HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,

HSDSCH-FDD-Update-Information,

HSDSCH-TDD-Update-Information,

HSDSCH-Information-to-Modify,


HSDSCH-Information-to-Modify-Unsynchronised,


HSDSCH-MACdFlow-ID,


HSDSCH-MACdFlows-Information,


HSDSCH-MACdFlows-to-Delete,

HSDSCH-RNTI,


HS-DSCH-serving-cell-change-information,


HS-DSCH-serving-cell-change-informationResponse,

HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


HS-SICH-ID,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,

Inter-Frequency-Cell-List,

L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrDLPhysicalchannels768,


MaxNrDLPhysicalchannelsTS768,


MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,


MACes-Guaranteed-Bitrate,

MaxNr-Retransmissions-EDCH,

Max-Set-E-DPDCHs,


Max-UE-DTX-Cycle,


MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,


MBMS-Bearer-Service-List,


MidambleAllocationMode,

MidambleShiftAndBurstType,


MidambleShiftAndBurstType768,


MidambleShiftLCR,

MinimumSpreadingFactor,


MinimumSpreadingFactor768,

MinUL-ChannelisationCodeLength,


Multiple-PLMN-List,


MultiplexingPosition,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NeighbouringTDDCellMeasurementInformation768,

Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NeighbouringTDDCellMeasurementInformationLCR,

Neighbouring-E-UTRA-CellInformation,

NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PartialReportingIndicator,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PC-Preamble,

Permanent-NAS-UE-Identity,


Phase-Reference-Update-Indicator,


PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


Primary-CPICH-Usage-For-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,

ProvidedInformation,

PunctureLimit,


QE-Selector,

RANAP-EnhancedRelocationInformation,

RANAP-EnhancedRelocationInformationResponse,


RANAP-RelocationInformation,


RB-Info,

Released-CN-Domain,

RL-ID,


RL-Set-ID,

RL-Specific-EDCH-Information,

RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RequestedDataValue,


RequestedDataValueInformation,

RL-Specific-DCH-Info,

RxTimingDeviationForTA,

RxTimingDeviationForTA768,

S-RNTI,


S-RNTI-Group,


SCH-TimeSlot,

SAI,


SFN,

Secondary-CCPCH-Info-TDD,

Secondary-CCPCH-Info-TDD768,


Secondary-CPICH-Information,

Secondary-CPICH-Information-Change,


Secondary-LCR-CCPCH-Info-TDD,

SNA-Information,

SpecialBurstScheduling,

SSDT-SupportIndicator,


STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SRB-Delay,


Support-8PSK,


SyncCase,


SynchronisationConfiguration,


SixtyfourQAM-DL-SupportIndicator,

TDD-ChannelisationCode,


TDD-ChannelisationCode768,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,


TDD-DL-Code-Information768,

TDD-UL-Code-Information,


TDD-UL-Code-LCR-Information,


TDD-UL-Code-Information768,


TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimeSlotLCR,

TimingAdvanceApplied,


TMGI,


TnlQos,

ToAWE,


ToAWS,


TraceDepth,


TraceRecordingSessionReference,


TraceReference,


TrafficClass,

TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TSTD-Indicator,


TSTD-Support-Indicator,

UARFCN,


UC-ID,


UEIdentity,


UEMeasurementType,

UEMeasurementTimeslotInfoHCR,

UEMeasurementTimeslotInfoLCR,


UEMeasurementTimeslotInfo768,

UEMeasurementReportCharacteristics,

UEMeasurementParameterModAllow,


UEMeasurementValueInformation,

UE-State,


UL-DPCCH-SlotFormat,

UL-DPDCHIndicatorEDCH,

UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-Timeslot-Information768,

UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information,


UL-Synchronisation-Parameters-LCR,


TDD-DL-DPCH-TimeSlotFormat-LCR,


TDD-UL-DPCH-TimeSlotFormat-LCR,


MAChs-ResetIndicator,


UL-TimingAdvanceCtrl-LCR,


TDD-TPC-UplinkStepSize-LCR,


PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator,


Support-PLCCH,


PLCCHinformation,


RxTimingDeviationForTAext,


E-DCH-Information,


E-DCH-Information-Reconfig,

E-DCH-Information-Response,


E-DCH-768-Information,


E-DCH-768-Information-Reconfig,

E-DCH-768-Information-Response,


E-DCH-LCR-Information,


E-DCH-LCR-Information-Reconfig,

E-DCH-LCR-Information-Response,


ControlGAP,

HS-SICH-ID-Extension,

TSN-Length,


UPPCHPositionLCR
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfDPCHs768,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHs768PerRL-1,


maxNrOfInterfaces,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLSets-1,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxResetContext,


maxResetContextGroup,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfLCRTDDNeighboursPerRNC,

maxNrOfMeasNCell,

maxNrOfMACdFlows,

maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfActiveMBMSServices,


maxNrOfMBMSServices,

maxNrofSigSeqERGHICH-1,


id-Active-MBMS-Bearer-ServiceFDD,

id-Active-MBMS-Bearer-ServiceFDD-PFL,

id-Active-MBMS-Bearer-ServiceTDD,

id-Active-MBMS-Bearer-ServiceTDD-PFL,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,


id-AllowedQueuingTime,


id-AlternativeFormatReportingIndicator,

id-AntennaColocationIndicator,

id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-CellPortionID,

id-ChipOffset,

id-ClosedLoopMode1-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,

id-CommonTransportChannelResourcesInitialisationNotRequired,

id-Common-EDCH-MAC-d-Flow-Specific-InformationFDD,

id-Common-EDCH-Support-Indicator,

id-CongestionCause,

id-Continuous-Packet-Connectivity-DTX-DRX-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CPC-Information,

id-CoverageIndicator,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,

id-DCH-Indicator-For-E-DCH-HSDPA-Operation,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-DPCH-TimingAdjustment,

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD,


id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,


id-DL-PowerBalancing-UpdatedIndicator,


id-DL-ReferencePowerInformation,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Fail,


id-DedicatedMeasurementObjectType-DM-Fail-Ind,

id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DPC-Mode,

id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-RNTI,

id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-EDPCH-Information,


id-EDCH-RL-Indication,


id-EDCH-FDD-Information,


id-Serving-EDCHRL-Id,


id-EDCH-FDD-DL-ControlChannelInformation,

id-EDCH-FDD-InformationResponse,


id-E-DCH-FDD-Update-Information,


id-EDCH-MACdFlows-To-Add,


id-EDCH-FDD-Information-To-Modify,


id-EDCH-MACdFlows-To-Delete,


id-EDPCH-Information-RLReconfRequest-FDD,


id-EDPCH-Information-RLAdditionReq-FDD,

id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd,

id-Enhanced-FACH-Support-Indicator,

id-Enhanced-FACH-Information-ResponseFDD,


id-Enhanced-PCH-Capability,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-Serving-cell-change-CFN,


id-E-DCH-Serving-cell-change-informationResponse,

id-Enhanced-PrimaryCPICH-EcNo,


id-E-RNTI,

id-F-DPCH-SlotFormat,


id-F-DPCH-SlotFormatSupportRequest,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-Fast-Reconfiguration-Mode,


id-Fast-Reconfiguration-Permission,

id-FrameOffset,


id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,


id-GA-Cell,

id-GA-CellAdditionalShapes,

id-GSM-Cell-InfEx-Rqst,

id-HCS-Prio,


id-HSDSCH-Configured-Indicator,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,

id-HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-HSDSCHMacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-HSDSCH-RNTI,


id-HS-DSCH-serving-cell-change-information,


id-HS-DSCH-serving-cell-change-informationResponse,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,

id-HSPDSCH-RL-ID,


id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD,


id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD,

id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,

id-HSSICH-Info-DM,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,

id-Initial-DL-DPCH-TimingAdjustment,


id-Initial-DL-DPCH-TimingAdjustment-Allowed,


id-InnerLoopDLPCStatus,

id-InterfacesToTraceItem,

id-Inter-Frequency-Cell-List,

id-L3-Information,

id-AdjustmentPeriod,

id-ListOfInterfacesToTrace,


id-MaxAdjustmentStep,


id-Max-UE-DTX-Cycle,

id-MBMS-Bearer-Service-List,

id-MBMS-Bearer-Service-List-InfEx-Rsp,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MeasurementRecoveryBehavior,


id-MeasurementRecoveryReportingIndicator,


id-MeasurementRecoverySupportIndicator,


id-Multiple-PLMN-List,

id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD,

id-NACC-Related-Data,

id-Neighbouring-E-UTRA-CellInformation,

id-Old-URA-ID,

id-PagingArea-PagingRqst,

id-PartialReportingIndicator,

id-PDSCH-RL-ID,

id-Permanent-NAS-UE-Identity,


id-Phase-Reference-Update-Indicator,

id-FACH-FlowControlInformation,


id-PLCCH-Information-PhyChReconfRqstTDD,

id-PowerAdjustmentType,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,


id-Primary-CPICH-Usage-For-Channel-Estimation,


id-PropagationDelay,

id-ProvidedInformation,

id-RANAP-EnhancedRelocationInformation,

id-RANAP-EnhancedRelocationInformationResponse,

id-RANAP-RelocationInformation,

id-ResetIndicator,

id-Released-CN-Domain,


id-EDCH-RLSet-Id,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-ReconfPrepTDD,

id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-RL-CongestInd,

id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-CongestInd,

id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ParameterUpdateIndicationFDD-RL-Information-Item,


id-RL-ParameterUpdateIndicationFDD-RL-InformationList,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationRequestFDD-RL-InformationList,
    id-RL-ReconfigurationRequestFDD-RL-Information-IEs,


id-RL-ReconfigurationRequestTDD-RL-Information,


id-RL-ReconfigurationResponseTDD-RL-Information,

id-RL-Specific-DCH-Info,


id-RL-Specific-EDCH-Information,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-RL-Set-Successful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind,


id-RL-Successful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail-Ind,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RNC-ID,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-Secondary-CPICH-Information,

id-Secondary-CPICH-Information-Change,


id-SixtyfourQAM-DL-SupportIndicator,

id-SFN,


id-SFNReportingIndicator,


id-SNA-Information,


id-SRNC-ID,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-TDD-maxNrDLPhysicalchannels,


id-TDD-Support-8PSK,


id-TDD-Support-PLCCH,


id-timeSlot-ISCP,

id-TimeSlot-RL-SetupRspTDD,

id-TnlQos,

id-TraceDepth,


id-TraceRecordingSessionReference,


id-TraceReference,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-ContextInfoItem-Reset,


id-ContextGroupInfoItem-Reset,

id-Transmission-Gap-Pattern-Sequence-Information,


id-UEIdentity,


id-UEMeasurementType,

id-UEMeasurementTimeslotInfoHCR,

id-UEMeasurementTimeslotInfoLCR,

id-UEMeasurementReportCharacteristics,

id-UEMeasurementParameterModAllow,


id-UEMeasurementValueInformation,

id-UE-State,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPDCHIndicatorEDCH,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,

id-URA-ID,

id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD,


id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD,

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD,

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD,


id-neighbouringTDDCellMeasurementInformationLCR,


id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD,


id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD,


id-TrafficClass,


id-UL-Synchronisation-Parameters-LCR,
id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-MAChs-ResetIndicator,


id-UL-TimingAdvanceCtrl-LCR,

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-ReconfReadyTDD,


id-CCTrCH-Minimum-DL-Power-RL-ReconfReadyTDD,


id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-Minimum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRspTDD,


id-DL-DPCH-InformationModifyItem-LCR-RL-ReconfRspTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD,

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-PrimaryCCPCH-RSCP-Delta,


id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp,


id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp,


id-SynchronisationIndicator,


id-secondary-LCR-CCPCH-Info-TDD,


id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp,

id-CellCapabilityContainer-TDD768,

id-neighbouringTDDCellMeasurementInformation768,

id-RL-InformationResponse-RL-SetupRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-UL-DPCH-InformationItem-RL-SetupRspTDD768,


id-DL-DPCH-InformationItem-RL-SetupRspTDD768,


id-TDD768-minimumSpreadingFactor-UL,


id-TDD768-minimumSpreadingFactor-DL,


id-TDD768-maxNrDLPhysicalchannels,


id-TDD768-maxNrDLPhysicalchannelsTS,

id-RL-InformationResponse-RL-AdditionRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-UL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-DL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,


id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,

id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,


id-secondary-CCPCH-Info-RL-ReconfReadyTDD768,

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp,

id-UEMeasurementTimeslotInfo768,


id-DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD,

id-DPCH-ID768-DM-Rsp,


id-DPCH-ID768-DM-Rqst,


id-DPCH-ID768-DM-Rprt,


id-RxTimingDeviationForTAext,


id-RxTimingDeviationForTA768,


id-E-DCH-Information,


id-E-DCH-Information-Reconfig,


id-E-DCH-Serving-RL-ID,


id-E-DCH-Information-Response,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-DCH-768-Information-Response,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-DCH-LCR-Information-Response,


id-PowerControlGAP,


id-UARFCNforNt,

id-HS-SICH-ID-Extension,


id-HSSICH-Info-DM-Rqst-Extension,

id-UPPCHPositionLCR
FROM RNSAP-Constants;

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID




CRITICALITY reject
TYPE RNC-ID





PRESENCE mandatory} |

{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE optional
} |


{ ID id-DCH-FDD-Information

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |

{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


not-Used-sSDT-CellIdLength

NULL


OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode



CRITICALITY reject

EXTENSION DPC-Mode



PRESENCE optional }|


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE optional },

...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is equal to any of the values from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



PowerOffsetInformation-RL-SetupRqstFDD,

fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}
PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
}
}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE shall be present if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Enhanced-PrimaryCPICH-EcNo
CRITICALITY ignore
EXTENSION Enhanced-PrimaryCPICH-EcNo
PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info

CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info


PRESENCE optional
}|

{ ID id-DelayedActivation


CRITICALITY reject
EXTENSION DelayedActivation



PRESENCE optional }|


{ ID id-CellPortionID



CRITICALITY ignore
EXTENSION CellPortionID 



PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information


CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 


PRESENCE optional }|


{ ID id-EDCH-RL-Indication





CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay 

PRESENCE optional }|


{ ID id-SynchronisationIndicator



CRITICALITY reject

EXTENSION SynchronisationIndicator



PRESENCE optional},


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity





PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information



CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information




PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID












PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List



CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List





PRESENCE optional }|


{ ID id-EDPCH-Information





CRITICALITY reject

EXTENSION EDPCH-Information-FDD




PRESENCE optional }|


{ ID id-EDCH-FDD-Information




CRITICALITY reject

EXTENSION EDCH-FDD-Information





PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id





CRITICALITY reject

EXTENSION EDCH-Serving-RL














PRESENCE optional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD









PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed






PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation

CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation









PRESENCE optional }|

{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN


















PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-DTX-DRX-Information


CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-DTX-DRX-Information









PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information

CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information









PRESENCE optional }|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

F-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }




OPTIONAL,


...
}
F-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormatSupportRequest

CRITICALITY reject


EXTENSION F-DPCH-SlotFormatSupportRequest

PRESENCE optional
}|


{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}
PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,

--This IE shall be ignored by DRNS

iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID









CRITICALITY reject
TYPE RNC-ID












PRESENCE mandatory} |

{ ID id-S-RNTI









CRITICALITY reject
TYPE S-RNTI 











PRESENCE mandatory} |


{ ID id-D-RNTI









CRITICALITY reject
TYPE D-RNTI












PRESENCE optional
} |


{ ID id-UL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE UL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |


{ ID id-DL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE DL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |

{ ID id-AllowedQueuingTime






CRITICALITY reject
TYPE AllowedQueuingTime 








PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD 
PRESENCE optional
} |


{ ID id-DCH-TDD-Information


CRITICALITY reject
TYPE DCH-TDD-Information 


PRESENCE optional
} |


{ ID id-DSCH-TDD-Information

CRITICALITY reject
TYPE DSCH-TDD-Information


PRESENCE optional
} |


{ ID id-USCH-Information

CRITICALITY reject
TYPE USCH-Information


PRESENCE optional
} |

{ ID id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory},


...

}

UL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-UL



MaxNrTimeslots,


minimumSpreadingFactor-UL

MinimumSpreadingFactor,


maxNrULPhysicalchannels


MaxNrULPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-Support-8PSK

CRITICALITY ignore

EXTENSION Support-8PSK

PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only

{ ID id-TDD768-minimumSpreadingFactor-UL

CRITICALITY ignore


EXTENSION MinimumSpreadingFactor768

PRESENCE optional
},

...

}

DL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-DL



MaxNrTimeslots,


minimumSpreadingFactor-DL

MinimumSpreadingFactor,


maxNrDLPhysicalchannels


MaxNrDLPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-maxNrDLPhysicalchannels



CRITICALITY ignore


EXTENSION MaxNrDLPhysicalchannelsTS


PRESENCE optional
}|

{ ID id-TDD-Support-8PSK





CRITICALITY ignore


EXTENSION Support-8PSK






PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only

{ ID id-TDD-Support-PLCCH





CRITICALITY ignore


EXTENSION Support-PLCCH






PRESENCE optional
}|

{ ID id-TDD768-minimumSpreadingFactor-DL

CRITICALITY ignore


EXTENSION MinimumSpreadingFactor768


PRESENCE optional
}|

{ ID id-TDD768-maxNrDLPhysicalchannels


CRITICALITY ignore


EXTENSION MaxNrDLPhysicalchannels768

PRESENCE optional
}|

{ ID id-TDD768-maxNrDLPhysicalchannelsTS

CRITICALITY ignore


EXTENSION MaxNrDLPhysicalchannelsTS768

PRESENCE optional
},


...

}
UL-CCTrCH-InformationList-RL-SetupRqstTDD


::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-SetupRqstTDD 
PRESENCE mandatory
}
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


ul-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD

CRITICALITY reject

EXTENSION
TDD-TPC-UplinkStepSize-LCR

PRESENCE optional
},

-- Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD

...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD


::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-SetupRqstTDD
PRESENCE mandatory
 }
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


dl-PunctureLimit



PunctureLimit,


tdd-TPC-DownlinkStepSize

TDD-TPC-DownlinkStepSize,

cCTrCH-TPCList




CCTrCH-TPCList-RL-SetupRqstTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID






CCTrCH-ID,


iE-Extensions





ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,

...
}
CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


specialBurstScheduling

SpecialBurstScheduling,

primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


dL-TimeSlot-ISCP



DL-TimeSlot-ISCP-Info
OPTIONAL,


--for 3.84Mcps TDD and 7.68Mcps TDD only

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD
CRITICALITY reject

EXTENSION 
DL-TimeSlot-ISCP-LCR-Information
PRESENCE optional
}|


{ ID id-TSTD-Support-Indicator-RL-SetupRqstTDD



CRITICALITY ignore

EXTENSION 
TSTD-Support-Indicator



PRESENCE optional
}|


--for 1.28Mcps TDD only

{ ID id-RL-Specific-DCH-Info
CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|

{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional }|


{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY
reject

EXTENSION 
UL-Synchronisation-Parameters-LCR

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-PrimaryCCPCH-RSCP-Delta

CRITICALITY
ignore

EXTENSION 
PrimaryCCPCH-RSCP-Delta

PRESENCE 
optional
},

...

}

RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information




CRITICALITY reject


EXTENSION HSDSCH-TDD-Information

PRESENCE optional
}|


{ ID id-HSPDSCH-RL-ID






CRITICALITY reject


EXTENSION RL-ID








PRESENCE conditional
}|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-PDSCH-RL-ID



CRITICALITY ignore


EXTENSION RL-ID

PRESENCE optional }|


{ ID id-MBMS-Bearer-Service-List

CRITICALITY
notify 
EXTENSION MBMS-Bearer-Service-List


PRESENCE optional}|


{ ID id-E-DCH-Information


CRITICALITY reject

EXTENSION E-DCH-Information
PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID


CRITICALITY reject

EXTENSION RL-ID



PRESENCE optional
}|


{ ID id-E-DCH-768-Information


CRITICALITY reject

EXTENSION E-DCH-768-Information
PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information


CRITICALITY reject

EXTENSION E-DCH-LCR-Information
PRESENCE optional
}|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI






CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget




CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,

sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power
Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info


NULL

OPTIONAL,

dl-CodeInformation



FDD-DL-CodeInformation,


diversityIndication



DiversityIndication-RL-SetupRspFDD,


sSDT-SupportIndicator


SSDT-SupportIndicator,


maxUL-SIR





UL-SIR,


minUL-SIR





UL-SIR,


closedlooptimingadjustmentmode
Closedlooptimingadjustmentmode


OPTIONAL,

maximumAllowedULTxPower


MaximumAllowedULTxPower,


maximumDLTxPower



DL-Power,


minimumDLTxPower



DL-Power,

primaryScramblingCode


PrimaryScramblingCode




OPTIONAL,


uL-UARFCN





UARFCN








OPTIONAL,

dL-UARFCN





UARFCN








OPTIONAL,


primaryCPICH-Power



PrimaryCPICH-Power,

not-Used-dSCHInformationResponse
NULL







OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation
OPTIONAL,

pC-Preamble





PC-Preamble,


sRB-Delay





SRB-Delay,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|

{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL
PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat










PRESENCE optional }|


{ ID id-FrameOffset








CRITICALITY ignore
EXTENSION FrameOffset





PRESENCE optional }|


{ ID id-ChipOffset








CRITICALITY ignore
EXTENSION ChipOffset











PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining





Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL


NonCombiningOrFirstRL-RL-SetupRspFDD
}

Combining-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombiningOrFirstRL-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions



ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-EDCH-FDD-InformationResponse

CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional},


...

}
RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

CRITICALITY ignore

EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

PRESENCE optional }|


{ ID id-SixtyfourQAM-DL-SupportIndicator
CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-SupportIndicator

PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE optional
} |

--Mandatory for 3.84Mcps TDD only


{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information

OPTIONAL,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info

UL-TimeSlot-ISCP-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

uARFCNforNt




UARFCN



OPTIONAL,


cellParameterID



CellParameterID

OPTIONAL,


syncCase




SyncCase


OPTIONAL,


sCH-TimeSlot



SCH-TimeSlot

OPTIONAL,

-- This IE shall be present if Sync Case IE is equal to "Case2". --

sCTD-Indicator



SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

timingAdvanceApplied

TimingAdvanceApplied,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD


Secondary-CCPCH-Info-TDD
OPTIONAL,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|


{ ID id-HCS-Prio


CRITICALITY
ignore
EXTENSION
HCS-Prio

PRESENCE optional }|

{ ID id-TimeSlot-RL-SetupRspTDD

CRITICALITY ignore
EXTENSION
TimeSlot
PRESENCE conditional
},

-- This IE shall be present if Sync Case IE is Case1. --

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

UL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD
UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION UL-SIR

PRESENCE optional},

...

}

UL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information


UL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION  DL-Power    PRESENCE optional
}| -- this is a DCH type CCTrCH power

{ ID id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION  DL-Power    PRESENCE optional
}, -- this is a DCH type CCTrCH power

...

}

DL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information


DL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DCH-InformationResponseListIEs-RL-SetupRspTDD}}
DCH-InformationResponseListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse  PRESENCE mandatory }
}
DSCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-InformationList-RL-SetupRspTDD}}

DSCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCHInformationItem-RL-SetupRspTDD

DSCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-InformationList-RL-SetupRspTDD}}

USCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCHInformationItem-RL-SetupRspTDD 

USCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID
OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
EXTENSION 
RL-LCR-InformationResponse-RL-SetupRspTDD

PRESENCE optional}|


--Mandatory for 1.28Mcps TDD only

{ ID id-HSDSCH-RNTI








CRITICALITY ignore

EXTENSION HSDSCH-RNTI










PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response



CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response




PRESENCE optional }|

{ ID id-DSCH-RNTI








CRITICALITY ignore

EXTENSION DSCH-RNTI











PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceTDD-PFL


CRITICALITY
ignore

EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL

PRESENCE optional }|

{ ID id-RL-InformationResponse-RL-SetupRspTDD768
CRITICALITY ignore

EXTENSION RL-InformationResponse-RL-SetupRspTDD768

PRESENCE optional }|

{ ID id-E-DCH-Information-Response




CRITICALITY ignore

EXTENSION E-DCH-Information-Response





PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Response



CRITICALITY ignore

EXTENSION E-DCH-768-Information-Response




PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Response



CRITICALITY ignore

EXTENSION E-DCH-LCR-Information-Response




PRESENCE optional
},


...

}

RL-LCR-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-LCR-Info
UL-TimeSlot-ISCP-LCR-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,


uARFCNforNt




UARFCN




OPTIONAL,


cellParameterID



CellParameterID


OPTIONAL,

sCTD-Indicator

SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration


SynchronisationConfiguration,

secondary-LCR-CCPCH-Info-TDD


Secondary-LCR-CCPCH-Info-TDD




OPTIONAL,

ul-LCR-CCTrCHInformation



UL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-LCR-CCTrCHInformation



DL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse




DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-LCR-InformationResponse


DSCH-LCR-InformationResponse-RL-SetupRspTDD

OPTIONAL,


usch-LCR-InformationResponse


USCH-LCR-InformationResponse-RL-SetupRspTDD     OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation               OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


... 
}

RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes



PRESENCE optional }|

{ ID id-HCS-Prio







CRITICALITY
ignore
EXTENSION
HCS-Prio








PRESENCE optional }|

{ ID id-UL-TimingAdvanceCtrl-LCR



CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR



PRESENCE optional }|

--Mandatory for 1.28Mcps TDD only

{ ID id-PowerControlGAP






CRITICALITY ignore
EXTENSION
ControlGAP



PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only

{ ID id-SixtyfourQAM-DL-SupportIndicator

CRITICALITY ignore
EXTENSION
SixtyfourQAM-DL-SupportIndicator
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

UL-LCR-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-LCR-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-LCR-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD
UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-LCR-Information

UL-DPCH-LCR-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION UL-SIR

PRESENCE optional},

...

}

UL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-LCR-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-TimeslotLCR-Information

UL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-LCR-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD

DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-LCR-Information

DL-DPCH-LCR-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-LCR-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-LCR-Information

DL-TimeslotLCR-Information,

tSTD-Indicator




TSTD-Indicator,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-LCR-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-LCR-InformationList-RL-SetupRspTDD}}

DSCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-LCR-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-LCR-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHsLCR)) OF DSCH-LCR-InformationItem-RL-SetupRspTDD

DSCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-LCR-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-LCR-InformationList-RL-SetupRspTDD}}

USCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-LCR-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-LCR-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-LCR-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHsLCR)) OF USCH-LCR-InformationItem-RL-SetupRspTDD 

USCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID
OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationResponse-RL-SetupRspTDD768 ::= SEQUENCE {

rL-ID





RL-ID,


uRA-Information



URA-Information

OPTIONAL,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info

UL-TimeSlot-ISCP-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

uARFCNforNt




UARFCN



OPTIONAL,


cellParameterID



CellParameterID

OPTIONAL,


syncCase




SyncCase


OPTIONAL,


sCH-TimeSlot



SCH-TimeSlot

OPTIONAL,

-- This IE shall be present if Sync Case IE is equal to "Case2". --

sCTD-Indicator



SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

timingAdvanceApplied

TimingAdvanceApplied,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD768


Secondary-CCPCH-Info-TDD768

OPTIONAL,

ul-CCTrCHInformation768



UL-CCTrCHInformationList-RL-SetupRspTDD768

OPTIONAL,


dl-CCTrCHInformation768



DL-CCTrCHInformationList-RL-SetupRspTDD768

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation OPTIONAL,


gA-CellAdditionalShapes





GA-CellAdditionalShapes

OPTIONAL,

hCS-Prio






HCS-Prio

OPTIONAL,

timeSlot-RL-SetupRspTDD



TimeSlot
OPTIONAL,

-- This IE shall be present if Sync Case IE is Case1. --

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

UL-CCTrCHInformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD768}}
UL-CCTrCHInformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD768

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-SetupRspTDD768 ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD768
UL-CCTrCHInformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information768



UL-DPCH-InformationList-RL-SetupRspTDD768

OPTIONAL,


uL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD768

UL-SIR

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-SetupRspTDD768} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD768

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD768  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information768


UL-Timeslot-Information768,

iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD768}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD768  PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-SetupRspTDD768 ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD768

DL-CCTrCHInformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information768



DL-DPCH-InformationList-RL-SetupRspTDD768

OPTIONAL,


cCTrCH-Maximum-DL-Power



DL-Power

OPTIONAL, -- this is a DCH type CCTrCH power

cCTrCH-Minimum-DL-Power



DL-Power

OPTIONAL, -- this is a DCH type CCTrCH power

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-SetupRspTDD768} }
DL-DPCH-InformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD768

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD768  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information768

DL-Timeslot-Information768,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CauseLevel-RL-SetupFailureFDD



CRITICALITY
ignore 
   TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE mandatory }|

{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureFDD,


...

}

GeneralCauseList-RL-SetupFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-SetupFailureFDD

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


successful-RL-InformationRespList-RL-SetupFailureFDD

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

CRITICALITY ignore

EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

PRESENCE optional }|


{ ID id-SixtyfourQAM-DL-SupportIndicator
CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-SupportIndicator

PRESENCE optional },

...

}
UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Max-UE-DTX-Cycle

CRITICALITY ignore

EXTENSION Max-UE-DTX-Cycle



PRESENCE conditional },


-- This IE shall be present if the Cause IE is set to "Continuous Packet Connectivity UE DTX Cycle not Available".

...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID








RL-ID,


rL-Set-ID







RL-Set-ID,


uRA-Information






URA-Information





OPTIONAL,

sAI









SAI,


gA-Cell








GA-Cell

OPTIONAL,


gA-AccessPointPosition




GA-AccessPointPosition



OPTIONAL,

received-total-wide-band-power


Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info




NULL



OPTIONAL,

dl-CodeInformation





FDD-DL-CodeInformation,


diversityIndication





DiversityIndication-RL-SetupFailureFDD, 


sSDT-SupportIndicator




SSDT-SupportIndicator,


maxUL-SIR







UL-SIR,


minUL-SIR







UL-SIR,


closedlooptimingadjustmentmode


Closedlooptimingadjustmentmode

OPTIONAL,

maximumAllowedULTxPower




MaximumAllowedULTxPower,


maximumDLTxPower





DL-Power,


minimumDLTxPower





DL-Power,

primaryCPICH-Power





PrimaryCPICH-Power,

primaryScramblingCode




PrimaryScramblingCode



OPTIONAL,


uL-UARFCN







UARFCN







OPTIONAL,

dL-UARFCN







UARFCN







OPTIONAL,

not-Used-dSCH-InformationResponse-RL-SetupFailureFDD
NULL



OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation
OPTIONAL,

pC-Preamble







PC-Preamble,


sRB-Delay







SRB-Delay,

iE-Extensions






ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}
DiversityIndication-RL-SetupFailureFDD ::= CHOICE {


combining





Combining-RL-SetupFailureFDD,


nonCombiningOrFirstRL

NonCombiningOrFirstRL-RL-SetupFailureFDD
}

Combining-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombiningOrFirstRL-RL-SetupFailureFDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions






ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...

}
RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-SetupFailureTDD
CRITICALITY ignore
TYPE CauseLevel-RL-SetupFailureTDD

PRESENCE mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureTDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureTDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureTDD,


...

}

GeneralCauseList-RL-SetupFailureTDD ::= SEQUENCE {


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureTDD ::= SEQUENCE {


unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD
Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD,


iE-Extensions










ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-SixtyfourQAM-DL-SupportIndicator
CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-SupportIndicator

PRESENCE optional },

...

}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD ::= ProtocolIE-Single-Container { {Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD} }

Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD RNSAP-PROTOCOL-IES ::= {


{ ID
id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

CRITICALITY
ignore 

TYPE 
UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

PRESENCE
mandatory
}

}
UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-SIRTarget



CRITICALITY reject
TYPE UL-SIR




PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD
PRESENCE mandatory
}|


{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RL-InformationList-RL-AdditionRqstFDD


::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {RL-Information-RL-AdditionRqstFDD-IEs} }

RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-Information-RL-AdditionRqstFDD

PRESENCE mandatory
}
}

RL-Information-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


chipOffset





ChipOffset,


diversityControlField


DiversityControlField,


primaryCPICH-EcNo



PrimaryCPICH-EcNo

OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower
CRITICALITY ignore

EXTENSION
DL-Power

PRESENCE optional}|


{ ID id-Enhanced-PrimaryCPICH-EcNo



CRITICALITY ignore


EXTENSION Enhanced-PrimaryCPICH-EcNo

PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info

CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|

{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information


CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 


PRESENCE optional }|


{ ID id-EDCH-RL-Indication





CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional }|


{ ID id-SynchronisationIndicator



CRITICALITY ignore

EXTENSION SynchronisationIndicator



PRESENCE optional},


...

}

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode








CRITICALITY reject
EXTENSION DPC-Mode












PRESENCE optional }|

{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity






PRESENCE optional }|



{ ID id-Serving-EDCHRL-Id





CRITICALITY reject
EXTENSION EDCH-Serving-RL









PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed

PRESENCE optional }|


{ ID id-HS-DSCH-serving-cell-change-information

CRITICALITY reject
EXTENSION HS-DSCH-serving-cell-change-information

PRESENCE optional }|


{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN













PRESENCE optional }|


{ ID id-EDPCH-Information






CRITICALITY reject
EXTENSION EDPCH-Information-RLAdditionReq-FDD



PRESENCE optional }|


{ ID id-EDCH-FDD-Information





CRITICALITY reject
EXTENSION EDCH-FDD-Information








PRESENCE optional },

-- This IE shall be present if E-DPCH Information is present


...

}

EDPCH-Information-RLAdditionReq-FDD::= SEQUENCE {


maxSet-E-DPDCHs







Max-Set-E-DPDCHs,

ul-PunctureLimit






PunctureLimit,


e-TFCS-Information






E-TFCS-Information,


e-TTI









E-TTI,


e-DPCCH-PO








E-DPCCH-PO,

e-RGCH-2-IndexStepThreshold




E-RGCH-2-IndexStepThreshold,


e-RGCH-3-IndexStepThreshold




E-RGCH-3-IndexStepThreshold,

hARQ-Info-for-E-DCH






HARQ-Info-for-E-DCH,

iE-Extensions







ProtocolExtensionContainer { { EDPCH-Information-RLAdditionReq-FDD-ExtIEs} }

OPTIONAL,


...
}

EDPCH-Information-RLAdditionReq-FDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-HSDSCH-Configured-Indicator

CRITICALITY
reject
EXTENSION
HSDSCH-Configured-Indicator

PRESENCE mandatory},
-- This shall be present for EDPCH configuration with HSDCH

...

}
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstTDD
CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


diversityControlField


DiversityControlField,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


dL-TimeSlot-ISCP-Info


DL-TimeSlot-ISCP-Info
OPTIONAL,

--for 3.84Mcps TDD only

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD
CRITICALITY reject

EXTENSION 
DL-TimeSlot-ISCP-LCR-Information

PRESENCE optional
}|


--for 1.28Mcps TDD only
    { ID id-RL-Specific-DCH-Info

CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|

{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional }|


{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY
reject

EXTENSION 
UL-Synchronisation-Parameters-LCR

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-PrimaryCCPCH-RSCP-Delta

CRITICALITY
ignore

EXTENSION 
PrimaryCCPCH-RSCP-Delta

PRESENCE 
optional
},

...

}

RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
}|


{ ID id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY notify
EXTENSION UL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY notify
EXTENSION DL-CCTrCH-InformationList-RL-AdditionRqstTDD 
PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information






CRITICALITY reject

EXTENSION HSDSCH-TDD-Information


PRESENCE optional
}|


{ ID id-HSPDSCH-RL-ID








CRITICALITY reject

EXTENSION RL-ID








PRESENCE optional
}|


{ ID id-E-DCH-Information







CRITICALITY reject

EXTENSION E-DCH-Information



PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID







CRITICALITY reject

EXTENSION RL-ID



PRESENCE optional
}|

{ ID id-E-DCH-768-Information






CRITICALITY reject

EXTENSION E-DCH-768-Information



PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information






CRITICALITY reject

EXTENSION E-DCH-LCR-Information



PRESENCE optional
},


...

}

UL-CCTrCH-InformationList-RL-AdditionRqstTDD
::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-InformationItemIEs-RL-AdditionRqstTDD} }

UL-CCTrCH-InformationItemIEs-RL-AdditionRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-AdditionRqstTDD 
PRESENCE optional},

...
}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


uplinkStepSizeLCR


TDD-TPC-UplinkStepSize-LCR    OPTIONAL, 

-- Applicable to 1.28Mcps TDD only

iE-Extensions



ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-AdditionRqstTDD
::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-InformationItemIEs-RL-AdditionRqstTDD} }

DL-CCTrCH-InformationItemIEs-RL-AdditionRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-AdditionRqstTDD
PRESENCE optional},

...
}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


downlinkStepSize


TDD-TPC-DownlinkStepSize   OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************
RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-AdditionRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-AdditionRspFDD 

PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-AdditionRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-AdditionRspFDD} }

RL-InformationResponseItemIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-AdditionRspFDD

CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-AdditionRspFDD 
PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,

sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition
OPTIONAL,

received-total-wide-band-power
Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info


NULL

OPTIONAL,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionRspFDD,

diversityIndication



DiversityIndication-RL-AdditionRspFDD, 


sSDT-SupportIndicator



SSDT-SupportIndicator,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,


closedlooptimingadjustmentmode

Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

pC-Preamble






PC-Preamble,


sRB-Delay






SRB-Delay,

primaryCPICH-Power




PrimaryCPICH-Power,

iE-Extensions





ProtocolExtensionContainer { {RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes






PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator
CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional}|


{ ID id-HCS-Prio







CRITICALITY ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL


CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id






CRITICALITY ignore EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation
CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment

CRITICALITY ignore EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|

{ ID id-F-DPCH-SlotFormat





CRITICALITY ignore EXTENSION F-DPCH-SlotFormat








PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

DL-CodeInformationList-RL-AdditionRspFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-AdditionRspFDD }}

DL-CodeInformationListIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DiversityIndication-RL-AdditionRspFDD ::= CHOICE {


combining





Combining-RL-AdditionRspFDD,


nonCombining




NonCombining-RL-AdditionRspFDD
}

Combining-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombining-RL-AdditionRspFDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...

}
RadioLinkAdditionResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-DSCH-serving-cell-change-informationResponse
CRITICALITY ignore
EXTENSION HS-DSCH-serving-cell-change-informationResponse


PRESENCE optional}|

{ ID id-E-DCH-Serving-cell-change-informationResponse
CRITICALITY ignore
EXTENSION E-DCH-Serving-cell-change-informationResponse



PRESENCE optional}|


{ ID id-MAChs-ResetIndicator






CRITICALITY ignore
EXTENSION MAChs-ResetIndicator











PRESENCE optional},

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-AdditionRspTDD

CRITICALITY ignore
TYPE RL-InformationResponse-RL-AdditionRspTDD 
PRESENCE optional
} |


--Mandatory for 3.84Mcps TDD only

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID







RL-ID,

uRA-Information





URA-Information

OPTIONAL,

sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info



UL-TimeSlot-ISCP-Info,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,


maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

pCCPCH-Power





PCCPCH-Power,

timingAdvanceApplied



TimingAdvanceApplied,

alphaValue






AlphaValue,

ul-PhysCH-SF-Variation



UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD


Secondary-CCPCH-Info-TDD





OPTIONAL,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-AdditionRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-AdditionRspTDD

OPTIONAL,


dCH-Information





DCH-Information-RL-AdditionRspTDD



OPTIONAL,

dSCH-InformationResponse


DSCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,


uSCH-InformationResponse


USCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation 
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|


{ ID id-HCS-Prio


CRITICALITY
ignore
EXTENSION
HCS-Prio

PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

UL-CCTrCHInformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-AdditionRspTDD}}
UL-CCTrCHInformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-AdditionRspTDD

UL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-AdditionRspTDD} }

UL-DPCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information


UL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-AdditionRspTDD}}
DL-CCTrCHInformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-AdditionRspTDD

DL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD

CRITICALITY ignore

EXTENSION  DL-Power    PRESENCE optional
}| -- this is a DCH type CCTrCH power

{ ID id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD

CRITICALITY ignore

EXTENSION  DL-Power    PRESENCE optional
}, -- this is a DCH type CCTrCH power

...

}

DL-DPCH-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-AdditionRspTDD} }

DL-DPCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information


DL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-Information-RL-AdditionRspTDD ::= SEQUENCE {


diversityIndication




DiversityIndication-RL-AdditionRspTDD,

iE-Extensions




ProtocolExtensionContainer { { DCH-Information-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-Information-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-AdditionRspTDD ::= CHOICE {


combining

Combining-RL-AdditionRspTDD,


nonCombining
NonCombining-RL-AdditionRspTDD
}

Combining-RL-AdditionRspTDD
::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
},


...
}

NonCombining-RL-AdditionRspTDD
::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions




ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DSCH-InformationListIEs-RL-AdditionRspTDD}}
DSCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationListIE-RL-AdditionRspTDD
CRITICALITY ignore
TYPE DSCH-InformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
DSCH-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCHInformationItem-RL-AdditionRspTDD 

DSCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


transportFormatManagement
TransportFormatManagement,

dSCH-FlowControlInformation

DSCH-FlowControlInformation,


diversityIndication

DiversityIndication-RL-AdditionRspTDD2 OPTIONAL,


-- diversityIndication present, if CHOICE = nonCombining

iE-Extensions


ProtocolExtensionContainer { {DSCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionRspTDD2 ::= SEQUENCE {


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {DiversityIndication-RL-AdditionRspTDD2-ExtIEs} } OPTIONAL,


...

}

DiversityIndication-RL-AdditionRspTDD2-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{USCH-InformationListIEs-RL-AdditionRspTDD}}
USCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationListIE-RL-AdditionRspTDD
CRITICALITY ignore
TYPE USCH-InformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
USCH-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCHInformationItem-RL-AdditionRspTDD 

USCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


uSCH-ID




USCH-ID,


transportFormatManagement
TransportFormatManagement,

diversityIndication

DiversityIndication-RL-AdditionRspTDD2 OPTIONAL,


-- diversityIndication present, if CHOICE = nonCombining

iE-Extensions


ProtocolExtensionContainer { {USCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

USCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-AdditionRspTDD
CRITICALITY ignore

EXTENSION 
RL-LCR-InformationResponse-RL-AdditionRspTDD

PRESENCE optional
}|


--Mandatory for 1.28Mcps TDD only

{ ID id-Active-MBMS-Bearer-ServiceTDD-PFL



CRITICALITY ignore

EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL





PRESENCE optional}|


{ ID id-HSDSCH-TDD-Information-Response




CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response






PRESENCE optional }|

{ ID id-DSCH-RNTI









CRITICALITY ignore

EXTENSION DSCH-RNTI














PRESENCE optional }|


{ ID id-RL-InformationResponse-RL-AdditionRspTDD768

CRITICALITY ignore

EXTENSION RL-InformationResponse-RL-AdditionRspTDD768




PRESENCE optional}|


{ ID id-E-DCH-Information-Response





CRITICALITY ignore

EXTENSION E-DCH-Information-Response








PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Response




CRITICALITY ignore

EXTENSION E-DCH-768-Information-Response







PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Response




CRITICALITY ignore

EXTENSION E-DCH-LCR-Information-Response







PRESENCE optional
},

...

}

RL-LCR-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE { 

rL-ID





RL-ID,


uRA-Information



URA-Information,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-LCR-Info
UL-TimeSlot-ISCP-LCR-Info,


maxUL-SIR




UL-SIR,

minUL-SIR




UL-SIR,


pCCPCH-Power



PCCPCH-Power,

maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,


alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-LCR-CCPCH-Info-TDD

Secondary-LCR-CCPCH-Info-TDD





OPTIONAL,

ul-CCTrCH-LCR-Information


UL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


dl-CCTrCH-LCR-Information


DL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-AdditionRspTDD
OPTIONAL,


dsch-LCR-InformationResponse

DSCH-LCR-InformationResponse-RL-AdditionRspTDD     OPTIONAL,


usch-LCR-InformationResponse


USCH-LCR-InformationResponse-RL-AdditionRspTDD     OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation               OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation


 OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RL-LCR-InformationResponseList-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-LCR-InformationResponseList-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes

CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes


PRESENCE optional }|


{ ID id-HCS-Prio




CRITICALITY
ignore
EXTENSION
HCS-Prio





PRESENCE optional }|

{ ID id-UL-TimingAdvanceCtrl-LCR
CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional }|

--Mandatory for 1.28Mcps TDD only

{ ID id-PowerControlGAP



CRITICALITY ignore
EXTENSION ControlGAP




PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only

{ ID id-UARFCNforNt




CRITICALITY ignore
EXTENSION UARFCN





PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

UL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD }}
UL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD
UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-LCR-Information



UL-DPCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD} }

UL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-TimeslotLCR-Information

UL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD}}

DL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD  PRESENCE mandatory }
}
DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD

DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-LCR-Information

DL-DPCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD} }
DL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-TimeslotLCR-Information

DL-TimeslotLCR-Information,

tSTD-Indicator




TSTD-Indicator,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DCH-InformationResponseListIEs-RL-AdditionRspTDD}}
DCH-InformationResponseListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse  PRESENCE mandatory }
}

DSCH-LCR-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DSCH-LCR-InformationList-RL-AdditionRspTDD}}

DSCH-LCR-InformationList-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DSCH-LCR-InformationListIEs-RL-AdditionRspTDD PRESENCE mandatory }
}
DSCH-LCR-InformationListIEs-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHsLCR)) OF DSCH-LCR-InformationItem-RL-AdditionRspTDD

DSCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-LCR-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{USCH-LCR-InformationList-RL-AdditionRspTDD}}

USCH-LCR-InformationList-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD

CRITICALITY ignore
TYPE USCH-LCR-InformationListIEs-RL-AdditionRspTDD PRESENCE mandatory }
}
USCH-LCR-InformationListIEs-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHsLCR)) OF USCH-LCR-InformationItem-RL-AdditionRspTDD 

USCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


transportFormatManagement
TransportFormatManagement,


diversityIndication


DiversityIndication-RL-AdditionRspTDD2

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {USCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

USCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationResponse-RL-AdditionRspTDD768 ::= SEQUENCE { 

rL-ID







RL-ID,

uRA-Information





URA-Information

OPTIONAL,

sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info



UL-TimeSlot-ISCP-Info,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,


maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

pCCPCH-Power





PCCPCH-Power,

timingAdvanceApplied



TimingAdvanceApplied,

alphaValue






AlphaValue,

ul-PhysCH-SF-Variation



UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD768


Secondary-CCPCH-Info-TDD768





OPTIONAL,

ul-CCTrCHInformation768



UL-CCTrCHInformationList-RL-AdditionRspTDD768

OPTIONAL,


dl-CCTrCHInformation768



DL-CCTrCHInformationList-RL-AdditionRspTDD768

OPTIONAL,


dCH-Information





DCH-Information-RL-AdditionRspTDD



OPTIONAL,

dSCH-InformationResponse


DSCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,


uSCH-InformationResponse


USCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation 
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

gA-CellAdditionalShapes



GA-CellAdditionalShapes


OPTIONAL,


hCS-Prio






HCS-Prio





OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {RL-InformationResponse-RL-AdditionRspTDD768-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

UL-CCTrCHInformationList-RL-AdditionRspTDD768 ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-AdditionRspTDD768}}
UL-CCTrCHInformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-AdditionRspTDD768

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-AdditionRspTDD768 ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-AdditionRspTDD768

UL-CCTrCHInformationItem-RL-AdditionRspTDD768 ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information768



UL-DPCH-InformationList-RL-AdditionRspTDD768

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-AdditionRspTDD768 ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-AdditionRspTDD768} }

UL-DPCH-InformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-AdditionRspTDD768  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-AdditionRspTDD768 ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information768


UL-Timeslot-Information768,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-AdditionRspTDD768-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-AdditionRspTDD768 ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-AdditionRspTDD768}}
DL-CCTrCHInformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-AdditionRspTDD768

PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-AdditionRspTDD768 ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-AdditionRspTDD768

DL-CCTrCHInformationItem-RL-AdditionRspTDD768 ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information768



DL-DPCH-InformationList-RL-AdditionRspTDD768

OPTIONAL,


cCTrCH-Maximum-DL-Power



DL-Power    OPTIONAL,-- this is a DCH type CCTrCH power

cCTrCH-Minimum-DL-Power



DL-Power    OPTIONAL, -- this is a DCH type CCTrCH power

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-AdditionRspTDD768 ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-AdditionRspTDD768} }

DL-DPCH-InformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-AdditionRspTDD768

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-AdditionRspTDD768  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-AdditionRspTDD768 ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information768

DL-Timeslot-Information768,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-AdditionRspTDD768-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-AdditionFailureFDD




CRITICALITY

ignore



TYPE CauseLevel-RL-AdditionFailureFDD






PRESENCE
mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-AdditionFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-AdditionFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-AdditionFailureFDD,


...

}

GeneralCauseList-RL-AdditionFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-AdditionFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD

UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


successful-RL-InformationRespList-RL-AdditionFailureFDD


SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD  OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD
CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID






RL-ID,


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-2)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID







RL-ID,


rL-Set-ID






RL-Set-ID,


uRA-Information





URA-Information

OPTIONAL,

sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power

Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info



NULL

OPTIONAL,

dl-CodeInformation




DL-CodeInformationList-RL-AdditionFailureFDD,


diversityIndication




DiversityIndication-RL-AdditionFailureFDD, 

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator



SSDT-SupportIndicator,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,

closedlooptimingadjustmentmode

Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

primaryCPICH-Power




PrimaryCPICH-Power,

pC-Preamble






PC-Preamble,


sRB-Delay






SRB-Delay,

iE-Extensions





ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY
ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY
ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL


PRESENCE optional }|

{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation

PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation




CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation











PRESENCE optional },

...

}

DL-CodeInformationList-RL-AdditionFailureFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-AdditionFailureFDD }}

DL-CodeInformationListIEs-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DiversityIndication-RL-AdditionFailureFDD ::= CHOICE {


combining





Combining-RL-AdditionFailureFDD,


nonCombining




NonCombining-RL-AdditionFailureFDD
}

Combining-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|

{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombining-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...

}
RadioLinkAdditionFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-DSCH-serving-cell-change-informationResponse
CRITICALITY ignore
EXTENSION HS-DSCH-serving-cell-change-informationResponse


PRESENCE optional}|

{ ID id-E-DCH-Serving-cell-change-informationResponse
CRITICALITY ignore
EXTENSION E-DCH-Serving-cell-change-informationResponse



PRESENCE optional},

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE TDD

--

-- **************************************************************

#PartiallyOmitted

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,

maxNrOfFACHs,

maxIBSEG,

maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHs768,


maxNrOfDPCHsLCR,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,

maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,

maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxNrOfSCCPCHs768,


maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,

maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,

maxNoOfLogicalChannels,

maxNrOfRefBetas,


maxNrOfEAGCHCodes,

maxNrOfHS-DSCHTBSs,

maxNrOfHS-DSCHTBSs-HS-SCCHless,

maxHS-PDSCHCodeNrComp-1,

maxNrOfEHICHCodes,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxNrOfBroadcastPLMNs,

maxHSDPAFrequency,


maxHSDPAFrequency-1,

maxFrequencyinCell,


maxFrequencyinCell-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,

maxNrOfEDCHRLs,

maxNrOfEUTRANeighboursPerRNC,

maxEARFCN,

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,

id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-GERAN-Cell-Capability,


id-GERAN-Classmark,

id-Guaranteed-Rate-Information,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-HCS-Prio,


id-Inter-Frequency-Cell-Information,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-Neighbouring-E-UTRA-CellInformationIEs,

id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

id-MessageStructure,

id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,

id-MBMS-Bearer-Service-Full-Address,

id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,

id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-User-Plane-Congestion-Fields-Inclusion,


id-FrequencyBandIndicator,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-CellCapabilityContainer-TDD768,

id-hSSCCH-TDD-Specific-InfoList-Response768,


id-hSPDSCH-TDD-Specific-InfoList-Response768,


id-Rx-Timing-Deviation-Value-768,


id-UEMeasurementValueTransmittedPowerList768,


id-UEMeasurementValueTimeslotISCPList768,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Rx-Timing-Deviation-Value-ext,


id-TrCH-SrcStatisticsDescr,


id-eDCH-MACdFlow-Retransmission-Timer-LCR,


id-MIMO-ActivationIndicator,


id-MIMO-InformationResponse,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-SixteenQAM-UL-Operation-Indicator,

id-E-AGCH-Table-Choice,

id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,


id-HSDSCH-MACdPDUSizeFormat,

id-MaximumMACdPDU-SizeExtended,

id-GANSS-Common-Data,


id-GANSS-Information,


id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,

id-TUTRANGANSSMeasurementValueInformation,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-Multiple-PLMN-List,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,


id-UARFCNforNt,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-number-Of-Supported-Carriers,


id-HSSICH-SIRTarget,


id-HSSICH-TPC-StepSize,


id-tSN-Length,

id-HS-SICH-ID-Extension,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-multicarrier-number,


id-UpPCH-InformationList-LCRTDD,


id-UpPCH-InformationItem-LCRTDD,


id-Max-UE-DTX-Cycle,

id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-UE-Capabilities-Info,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Deactivate-Indicator,


id-E-DCH-MACdPDUSizeFormat,

id-E-PUCH-PowerControlGAP,

id-MaximumNumber-Of-Retransmission-For-SchedulingInfo-LCRTDD,


id-E-DCH-RetransmissionTimer-For-SchedulingInfo-LCRTDD,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-without-HS-SCCH-constraint-indicator

FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

#PartiallyOmitted
-- E

EARFCN ::= INTEGER (0..maxEARFCN)
EARFCN-Information ::= CHOICE {


fDD

EARFCN-FDD,


tDD

EARFCN,


...

}

EARFCN-FDD ::= SEQUENCE {

uL-EARFCN

EARFCN,

dL-EARFCN

EARFCN
}

E-AGCH-Table-Choice ::= ENUMERATED{table16B, table16B-12, ...}
ECGI ::= SEQUENCE {

pLMN-Identity


PLMN-Identity,


e-UTRAN-Cell-ID


BIT STRING (SIZE (28)),


iE-Extensions


ProtocolExtensionContainer { {ECGI-ExtIEs} } OPTIONAL,


...

}
EDCH-DDI-Value ::= INTEGER (0..62)

EDCH-FDD-DL-ControlChannelInformation ::= SEQUENCE {


eAGCH-ERGCH-EHICH-FDD-ScramblingCode



DL-ScramblingCode




OPTIONAL,


eAGCH-ChannelisationCode






FDD-DL-ChannelisationCodeNumber

OPTIONAL,


primary-e-RNTI









E-RNTI







OPTIONAL,


secondary-e-RNTI








E-RNTI







OPTIONAL,


eRGCH-EHICH-ChannelisationCode





FDD-DL-ChannelisationCodeNumber,


eRGCH-SignatureSequence







ERGCH-SignatureSequence



OPTIONAL,

eHICH-SignatureSequence







EHICH-SignatureSequence



OPTIONAL,

serving-Grant-Value








E-Serving-Grant-Value



OPTIONAL,

primary-Secondary-Grant-Selector




E-Primary-Secondary-Grant-Selector
OPTIONAL,


e-RGCH-Release-Indicator






E-RGCH-Release-Indicator


OPTIONAL,

iE-Extensions









ProtocolExtensionContainer { { EDCH-FDD-DL-ControlChannelInformation-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-DL-ControlChannelInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator
CRITICALITY ignore
EXTENSION E-RGCH-E-HICH-ChannelisationCodeValidityIndicator


PRESENCE optional }|

{ ID id-Default-Serving-Grant-in-DTX-Cycle2




CRITICALITY ignore
EXTENSION E-Serving-Grant-Value










PRESENCE optional },

...

}

E-RGCH-E-HICH-ChannelisationCodeValidityIndicator ::= ENUMERATED {


e-RGCH-E-HICH-Channelisation-Code-response-not-valid
}

EDCH-FDD-Information ::= SEQUENCE {


eDCH-MACdFlows-Information





EDCH-MACdFlows-Information,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH











OPTIONAL,

e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate








OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level






OPTIONAL,

e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset






OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { EDCH-FDD-Information-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-PowerOffset-for-SchedulingInfo

CRITICALITY ignore
EXTENSION
E-DCH-PowerOffset-for-SchedulingInfo
PRESENCE  optional}|

{ ID id-SixteenQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION
SixteenQAM-UL-Operation-Indicator

PRESENCE  optional}|

{ ID id-E-AGCH-Table-Choice






CRITICALITY ignore
EXTENSION
E-AGCH-Table-Choice

PRESENCE conditional},

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”--

...

}
EDCH-FDD-InformationResponse ::= SEQUENCE {


eDCH-MACdFlow-Specific-InformationResponse



EDCH-MACdFlow-Specific-InformationResponse,


hARQ-Process-Allocation-Scheduled-2ms-EDCH



HARQ-Process-Allocation-2ms-EDCH














OPTIONAL,

iE-Extensions










ProtocolExtensionContainer { { EDCH-FDD-InformationResponse-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-InformationResponse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}
EDCH-MACdFlow-Specific-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF EDCH-MACdFlow-Specific-InformationResponseItem

EDCH-MACdFlow-Specific-InformationResponseItem ::= SEQUENCE {


eDCH-MACdFlow-ID







EDCH-MACdFlow-ID,


bindingID









BindingID

















OPTIONAL,


transportLayerAddress






TransportLayerAddress














OPTIONAL,


hARQ-Process-Allocation-NonSched-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH











OPTIONAL,

iE-Extensions

 

ProtocolExtensionContainer { {EDCH-MACdFlow-Specific-InformationResponseItem-ExtIEs} } OPTIONAL,


...

}

EDCH-MACdFlow-Specific-InformationResponseItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-TransportBearerNotSetupIndicator
CRITICALITY ignore
EXTENSION TransportBearerNotSetupIndicator

PRESENCE optional
}, -- FDD only

...
}

EDCH-FDD-Information-To-Modify ::= SEQUENCE {


eDCH-MACdFlow-Specific-Information



EDCH-MACdFlow-Specific-InfoToModifyList,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH














OPTIONAL,

e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate











OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level









OPTIONAL,

e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset









OPTIONAL,

mACeReset-Indicator







MACeReset-Indicator








#PartiallyOmitted 
-- N

NACC-Related-Data ::= SEQUENCE {


gERAN-SI-Type



GERAN-SI-Type,


iE-Extensions



ProtocolExtensionContainer { {NACC-Related-Data-ExtIEs} }

OPTIONAL,


...


}

NACC-Related-Data-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Nack-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [21] subclause 4.2.1
NCC ::= BIT STRING (SIZE (3))
Neighbouring-UMTS-CellInformation ::= SEQUENCE (SIZE (1..maxNrOfNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}

Neighbouring-UMTS-CellInformationItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-UMTS-CellInformationItem
CRITICALITY ignore
TYPE
Neighbouring-UMTS-CellInformationItem
PRESENCE
mandatory }
}
Neighbouring-UMTS-CellInformationItem ::= SEQUENCE {


rNC-ID








RNC-ID,


cN-PS-DomainIdentifier




CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier




CN-CS-DomainIdentifier

OPTIONAL,


neighbouring-FDD-CellInformation

Neighbouring-FDD-CellInformation
OPTIONAL,


neighbouring-TDD-CellInformation

Neighbouring-TDD-CellInformation
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {Neighbouring-UMTS-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-UMTS-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-neighbouring-LCR-TDD-CellInformation


CRITICALITY  ignore

EXTENSION
Neighbouring-LCR-TDD-CellInformation


PRESENCE optional }|

{ ID id-Extended-RNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

Neighbouring-FDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfFDDNeighboursPerRNC,...)) OF Neighbouring-FDD-CellInformationItem

Neighbouring-FDD-CellInformationItem ::= SEQUENCE {


c-ID







C-ID,


uARFCNforNu






UARFCN,

uARFCNforNd






UARFCN,

frameOffset






FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power




PrimaryCPICH-Power

OPTIONAL,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,


txDiversityIndicator 



TxDiversityIndicator,


sTTD-SupportIndicator



STTD-SupportIndicator
OPTIONAL,


closedLoopMode1-SupportIndicator
ClosedLoopMode1-SupportIndicator
OPTIONAL,


not-used-closedLoopMode2-SupportIndicator
NULL
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-FDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-FDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY
ignore

EXTENSION
DPC-Mode-Change-SupportIndicator

PRESENCE optional }|


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator




PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator

PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio







PRESENCE optional
}|


{ ID id-CellCapabilityContainer-FDD

CRITICALITY ignore


EXTENSION
CellCapabilityContainer-FDD



PRESENCE optional }|

{ ID id-SNA-Information




CRITICALITY ignore


EXTENSION SNA-Information


PRESENCE optional }|

{ ID id-FrequencyBandIndicator


CRITICALITY ignore


EXTENSION FrequencyBandIndicator


PRESENCE optional }|


{ ID id-Max-UE-DTX-Cycle



CRITICALITY ignore


EXTENSION  Max-UE-DTX-Cycle




PRESENCE conditional }|

-- This IE shall be present if the the fifteenth bit Continuous Packet Connectivity DTX-DRX Support Indicator in the Cell Capability Container FDD IE is set to the value "1".

{ ID id-Multiple-PLMN-List



CRITICALITY ignore


EXTENSION Multiple-PLMN-List




PRESENCE optional },

...

}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-GSM-CellInformation ::= ProtocolIE-Single-Container {{ Neighbouring-GSM-CellInformationIE }}

Neighbouring-GSM-CellInformationIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-GSM-CellInformation
CRITICALITY ignore
TYPE
Neighbouring-GSM-CellInformationIEs
PRESENCE
mandatory }
}
Neighbouring-GSM-CellInformationIEs ::= SEQUENCE ( SIZE (1..maxNrOfGSMNeighboursPerRNC,...)) OF Neighbouring-GSM-CellInformationItem

Neighbouring-GSM-CellInformationItem ::= SEQUENCE {


cGI








CGI,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,

bSIC







BSIC,


band-Indicator 





Band-Indicator,

bCCH-ARFCN






BCCH-ARFCN,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-GSM-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-GSM-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator





PRESENCE optional
} |


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator


PRESENCE optional
} |


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio








PRESENCE optional
} |

{ ID id-SNA-Information




CRITICALITY ignore


EXTENSION SNA-Information






PRESENCE optional
} |

{ ID id-GERAN-Cell-Capability


CRITICALITY ignore


EXTENSION GERAN-Cell-Capability




PRESENCE optional
} |


{ ID id-GERAN-Classmark




CRITICALITY ignore


EXTENSION GERAN-Classmark






PRESENCE optional
} |


{ ID id-ExtendedGSMCellIndividualOffset
CRITICALITY ignore


EXTENSION ExtendedGSMCellIndividualOffset
PRESENCE optional
},

...

}
Neighbouring-TDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfTDDNeighboursPerRNC,...)) OF Neighbouring-TDD-CellInformationItem

Neighbouring-TDD-CellInformationItem ::= SEQUENCE {


c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase





SyncCase,


timeSlot





TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case1 -- ,


sCH-TimeSlot




SCH-TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case2 -- ,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator




PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator

PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio







PRESENCE optional
}|


{ ID id-CellCapabilityContainer-TDD



CRITICALITY
ignore
EXTENSION
CellCapabilityContainer-TDD


PRESENCE optional }|

{ ID id-SNA-Information






CRITICALITY ignore
EXTENSION SNA-Information





PRESENCE optional
}|

{ ID id-CellCapabilityContainer-TDD768



CRITICALITY
ignore
EXTENSION
CellCapabilityContainer-TDD768


PRESENCE optional }|

{ ID id-Multiple-PLMN-List



CRITICALITY ignore


EXTENSION Multiple-PLMN-List




PRESENCE optional },

...

}
NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformationLCR ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlotLCR






TimeSlotLCR




OPTIONAL,


midambleShiftLCR




MidambleShiftLCR


OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformation768 ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType768

MidambleShiftAndBurstType768
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem768-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-LCR-TDD-CellInformation ::= SEQUENCE (SIZE (1.. maxNrOfLCRTDDNeighboursPerRNC,...)) OF Neighbouring-LCR-TDD-CellInformationItem

Neighbouring-LCR-TDD-CellInformationItem ::= SEQUENCE {

c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

restrictionStateIndicator

RestrictionStateIndicator

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-LCR-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-LCR-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CoverageIndicator



CRITICALITY ignore

EXTENSION
CoverageIndicator






PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore

EXTENSION
AntennaColocationIndicator



PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore

EXTENSION
HCS-Prio








PRESENCE optional
}|

{ ID id-CellCapabilityContainer-TDD-LCR
CRITICALITY
ignore

EXTENSION
CellCapabilityContainer-TDD-LCR

PRESENCE optional }|

{ ID id-SNA-Information




CRITICALITY ignore

EXTENSION
SNA-Information







PRESENCE optional }|

{ ID id-Multiple-PLMN-List



CRITICALITY ignore

EXTENSION
Multiple-PLMN-List





PRESENCE optional },


...

}
Neighbouring-E-UTRA-CellInformation ::= ProtocolIE-Single-Container {{ Neighbouring-E-UTRA-CellInformationItemIE }}

Neighbouring-E-UTRA-CellInformationItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-E-UTRA-CellInformationIEs
CRITICALITY ignore
TYPE
Neighbouring-E-UTRA-CellInformationIEs PRESENCE 
mandatory }
}
Neighbouring-E-UTRA-CellInformationIEs ::= SEQUENCE ( SIZE (1..maxNrOfEUTRANeighboursPerRNC,...)) OF Neighbouring-E-UTRA-CellInformationItem

Neighbouring-E-UTRA-CellInformationItem ::= SEQUENCE {


eCGI







ECGI,

eARFCN-Information




EARFCN-Information,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-E-UTRA-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-E-UTRA-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NotProvidedCellList
::= SEQUENCE (SIZE (1..maxNrOfCells)) OF MBMSChannelTypeCellList

NrOfDLchannelisationcodes
::= INTEGER (1..8)
NrOfTransportBlocks


::= INTEGER (0..512)

NRT-Load-Information-Value-IncrDecrThres ::= INTEGER(0..3) 

NRT-Load-Information-Value ::= INTEGER(0..3)
NRTLoadInformationValue ::= SEQUENCE {



uplinkNRTLoadInformationValue

INTEGER(0..3),



downlinkNRTLoadInformationValue

INTEGER(0..3)

}
N-E-UCCH ::= INTEGER (1..12)
N-E-UCCH-LCR ::= INTEGER (1..8)

Number-Of-Supported-Carriers  ::= ENUMERATED {


one-one-carrier,


one-three-carrier,


three-three-carrier,


one-six-carrier,

three-six-carrier,

six-six-carrier,

...
}
-- O

#PartiallyOmitted
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4
id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

id-dedicatedMeasurementFailure







ProcedureCode ::= 7

id-dedicatedMeasurementInitiation






ProcedureCode ::= 8

id-dedicatedMeasurementReporting






ProcedureCode ::= 9

id-dedicatedMeasurementTermination






ProcedureCode ::= 10

id-paging












ProcedureCode ::= 11

id-physicalChannelReconfiguration






ProcedureCode ::= 12

id-privateMessage










ProcedureCode ::= 13

id-radioLinkAddition









ProcedureCode ::= 14

id-radioLinkCongestion









ProcedureCode ::= 34
id-radioLinkDeletion









ProcedureCode ::= 15

id-radioLinkFailure










ProcedureCode ::= 16

id-radioLinkPreemption









ProcedureCode ::= 17
id-radioLinkRestoration









ProcedureCode ::= 18

id-radioLinkSetup










ProcedureCode ::= 19

id-relocationCommit










ProcedureCode ::= 20

id-synchronisedRadioLinkReconfigurationCancellation


ProcedureCode ::= 21

id-synchronisedRadioLinkReconfigurationCommit



ProcedureCode ::= 22

id-synchronisedRadioLinkReconfigurationPreparation


ProcedureCode ::= 23

id-unSynchronisedRadioLinkReconfiguration




ProcedureCode ::= 24

id-uplinkSignallingTransfer








ProcedureCode ::= 25

id-commonMeasurementFailure








ProcedureCode ::= 26

id-commonMeasurementInitiation







ProcedureCode ::= 27

id-commonMeasurementReporting







ProcedureCode ::= 28

id-commonMeasurementTermination







ProcedureCode ::= 29
id-informationExchangeFailure







ProcedureCode ::= 30

id-informationExchangeInitiation






ProcedureCode ::= 31

id-informationReporting









ProcedureCode ::= 32

id-informationExchangeTermination






ProcedureCode ::= 33
id-reset












ProcedureCode ::= 35
id-radioLinkActivation 









ProcedureCode ::= 36

id-gERANuplinkSignallingTransfer






ProcedureCode ::= 37
id-radioLinkParameterUpdate








ProcedureCode ::= 38
id-uEMeasurementFailure









ProcedureCode ::= 39

id-uEMeasurementInitiation








ProcedureCode ::= 40
id-uEMeasurementReporting








ProcedureCode ::= 41
id-uEMeasurementTermination








ProcedureCode ::= 42
id-iurDeactivateTrace









ProcedureCode ::= 43
id-iurInvokeTrace










ProcedureCode ::= 44
id-mBMSAttach











ProcedureCode ::= 45

id-mBMSDetach











ProcedureCode ::= 46

id-directInformationTransfer







ProcedureCode ::= 48
id-enhancedRelocation









ProcedureCode ::= 49

id-enhancedRelocationCancel








ProcedureCode ::= 50
id-enhancedRelocationSignallingTransfer





ProcedureCode ::= 51
id-enhancedRelocationRelease







ProcedureCode ::= 52
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCellSIB11OrSIB12





INTEGER ::= 32

maxCellsMeas






INTEGER ::= 8

maxRateMatching






INTEGER ::= 256

maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10
maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoOfUSCHsLCR






INTEGER ::= 10
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfCCTrCHsLCR





INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240
maxNrOfDPCHsPerRL-1





INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTs-1
maxNrOfDPCHsLCR






INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1




INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTsLCR-1
maxNrOfDPCHs768






INTEGER ::= 480
maxNrOfDPCHs768PerRL-1




INTEGER ::= 479
maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16
maxNrOfMBMSServices





INTEGER ::= 128
maxNrOfActiveMBMSServices



INTEGER ::= 256
maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLSets-1





INTEGER ::= 15
-- maxNrOfRLSets - 1

maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfUEs







INTEGER ::= 4096
maxNrOfULTs







INTEGER ::= 15
maxNrOfULTsLCR






INTEGER ::= 6
maxNrOfDLTs







INTEGER ::= 15
maxNrOfDLTsLCR






INTEGER ::= 6
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfFACHs






INTEGER
::=
8
maxNrOfLCRTDDNeighboursPerRNC


INTEGER ::= 256

maxIBSEG







INTEGER ::= 16

maxNrOfSCCPCHs






INTEGER
::=
8

maxNrOfSCCPCHs768





INTEGER
::=
16
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfLevels






INTEGER ::= 256
maxNrOfTsLCR






INTEGER ::= 6
maxNoSat







INTEGER ::= 16

maxNoGPSTypes






INTEGER ::= 8
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell-1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

maxResetContext






INTEGER ::= 250

maxResetContextGroup




INTEGER ::= 32
maxNrOfHARQProc






INTEGER ::= 8

maxNrOfHSSCCHCodes





INTEGER ::= 4
maxNrOfHSSICHs






INTEGER ::= 4
maxNrOfHSSICHs-1





INTEGER ::= 3
maxNrOfMACdFlows





INTEGER ::= 8

maxNrOfMACdFlows-1





INTEGER ::= 7
-- maxNrOfMACdFlows – 1

maxNrOfMACdPDUSize





INTEGER ::= 32

maxNrOfPDUIndexes





INTEGER ::= 8

maxNrOfPDUIndexes-1





INTEGER ::= 7
-- maxNrOfPDUIndexes - 1

maxNrOfPrioQueues





INTEGER ::= 8

maxNrOfPrioQueues-1





INTEGER ::= 7
-- maxNrOfPrioQueues - 1

maxNrOfSNAs







INTEGER ::= 65536

maxNrOfSatAlmanac-maxNoSat



INTEGER ::= 16
maxNrOfGERANSI 






INTEGER ::= 8
maxNrOfInterfaces





INTEGER ::= 16
maxNrofSigSeqERGHICH-1




INTEGER ::= 39
maxNrOfCells






INTEGER ::= 65536
maxNrOfAddFreq






INTEGER ::= 8
maxNrOfCellsPerFreq





INTEGER ::= 65536
maxNrOfEDCHMACdFlows-1




INTEGER ::= 7
maxNrOfEDCH-HARQ-PO-QUANTSTEPs


INTEGER ::= 6
maxNrOfEDPCCH-PO-QUANTSTEPs



INTEGER ::= 8
maxNrOfEDCHHARQProcesses2msEDCH


INTEGER ::= 8
maxNrOfBits-MACe-PDU-non-scheduled

INTEGER ::= 19982
maxNrOfRefETFCIs





INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs


INTEGER ::= 29
maxNrOfEDCHMACdFlows




INTEGER ::= 8
maxNoOfLogicalChannels




INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfRefBetas






INTEGER ::= 8
maxNrOfEAGCHCodes





INTEGER ::= 4
maxNrOfHS-DSCHTBSs





INTEGER ::= 90

maxNrOfHS-DSCHTBSs-HS-SCCHless


INTEGER ::= 4
maxHS-PDSCHCodeNrComp-1




INTEGER ::= 15
maxNrOfEHICHCodes





INTEGER ::= 4
maxGANSSSat







INTEGER ::= 64

maxNoGANSS







INTEGER ::= 8
maxSgnType







INTEGER ::= 8
maxNrOfBroadcastPLMNs




INTEGER ::= 5
maxHSDPAFrequency





INTEGER ::= 8

maxHSDPAFrequency-1





INTEGER ::= 7

maxFrequencyinCell





INTEGER ::= 12

maxFrequencyinCell-1




INTEGER ::= 11
maxGANSSSatAlmanac





INTEGER ::= 36

maxGANSSClockMod





INTEGER ::= 4
maxNrOfEDCHRLs






INTEGER ::= 4
maxEARFCN







INTEGER ::= 65535
maxNrOfEUTRANeighboursPerRNC


INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

#PartiallyOmitted
id-SixteenQAM-UL-Operation-Indicator









ProtocolIE-ID ::= 732
id-E-TFCI-Boost-Information












ProtocolIE-ID ::= 733
id-SixtyfourQAM-UsageAllowedIndicator









ProtocolIE-ID ::= 734
id-SixtyfourQAM-DL-UsageIndicator










ProtocolIE-ID ::= 735
id-Default-Serving-Grant-in-DTX-Cycle2









ProtocolIE-ID ::= 736
id-E-DPDCH-PowerInterpolation











ProtocolIE-ID ::= 737
id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory







ProtocolIE-ID ::= 738
id-E-DCH-MACdPDUSizeFormat












ProtocolIE-ID ::= 739
id-Continuous-Packet-Connectivity-HS-SCCH-Less-Deactivate-Indicator


ProtocolIE-ID ::= 740

id-E-DCH-DL-Control-Channel-Change-Information







ProtocolIE-ID ::= 741
id-E-DCH-DL-Control-Channel-Grant-Information







ProtocolIE-ID ::= 742
id-MaximumNumber-Of-Retransmission-For-SchedulingInfo-LCRTDD



ProtocolIE-ID ::= 743
id-E-DCH-RetransmissionTimer-For-SchedulingInfo-LCRTDD





ProtocolIE-ID ::= 744
id-E-PUCH-PowerControlGAP












ProtocolIE-ID ::= 745
id-HSDSCH-TBSizeTableIndicator











ProtocolIE-ID ::= 746
id-UE-without-HS-SCCH-constraint-indicator








ProtocolIE-ID ::= 747
id-DGANSS-Corrections-Req












ProtocolIE-ID ::= 748
id-E-AGCH-Table-Choice




 








ProtocolIE-ID ::= 749
id-RANAP-EnhancedRelocationInformation









ProtocolIE-ID ::= 750
id-RANAP-EnhancedRelocationInformationResponse







ProtocolIE-ID ::= 751
id-Common-EDCH-MAC-d-Flow-Specific-InformationFDD






ProtocolIE-ID ::= 752
id-Common-EDCH-Support-Indicator










ProtocolIE-ID ::= 753
id-E-RNTI
















ProtocolIE-ID ::= 754
id-Released-CN-Domain













ProtocolIE-ID ::= 755
id-Neighbouring-E-UTRA-CellInformation









ProtocolIE-ID ::= 767
id-Neighbouring-E-UTRA-CellInformationIEs








ProtocolIE-ID ::= 768
END
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