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First section affected
9.2.10
Served Cell Information
This IE contains cell configuration information of a cell that a neighbour eNB may need for the X2 AP interface. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PhyCID
	M
	
	INTEGER (1..504, …)

	Physical Cell ID
	–
	–

	Cell ID
	M
	
	ECGI

9.2.16
	
	–
	–

	TAC
	M
	
	OCTET STRING
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs 
	–
	–

	>PLMN Identity
	M
	
	9.2.6
	
	–
	–

	UL EARFCN
	M
	
	EARFCN

9.2.28


	Corresponds to NUL in ref. [16]
	–
	–

	DL EARFCN
	M
	
	EARFCN

9.2.28
	Corresponds to NDL in ref. [16]
	–
	–

	Cell Transmission Bandwidth
	M
	
	9.2 29
	
	–
	–


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is FFS.


Unchanged sections omitted

9.2.28
EARFCN

The E-UTRA Absolute Radio Frequency Channel Number defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	
	
	INTEGER (0..maxEARFCN)
	The relation between EARFCN and carrier frequency (in MHz) are defined in [16].


	Range bound
	Explanation

	maxEARFCN
	Maximum no. of EARFCNs. Value is 32767 (FFS).
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