Page 1



3GPP TSG-RAN3 Meeting #62 
(
R3-083513

Prague, Czech Republic, 10th – 14th November 2008

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.413
	CR
	0323
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	x


	

	Title:
(

	Corrections to handling of AP ID 

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	LTE Interfaces
	
	Date: (

	13/11/08

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Current text for handling of AP ID is not clear

	
	

	Summary of change:
(

	Text is added to clarify behaviour on receipt of message other than the first message.

Other editorial changes.

Deletion of text related to handling of unrecognized messages and associated FFS.

	
	

	Consequences if 
(

not approved:
	The section may be interpreted in ways that conflict with the rest of the specification.

	
	

	Clauses affected:
(

	10.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


10.6
Handling of AP ID

Note:
The “first message” and the “first returned message” as shown below correspond to the message for a UE-associated logical connection. The “first message” has a new AP ID from the sending node and the “first returned message” is the first response message, which has a new APID from the node sending the “first returned message”. Thereafter the two APIDs are included in all messages over the UE-associated logical connection unless otherwise allowed by the specification.

If a node detects a first message that includes an AP ID which is erroneous e.g. an AP ID which has been stored previously for another UE-associated logical connection for the same peer node, the receiving node shall return an ERROR INDICATION message with inclusion of only the previously received AP ID from the peer node and an appropriate cause value. In this case, both nodes shall initiate a local release of any established UE-associated logical connection having the erroneous AP ID as local or remote identifier. 

If a node receives a message other than the first message that includes an AP ID pair which is unknown to the node (for the same S1 interface):
-
if this message is not the last one for this UE-associated logical connection, the node shall initiate an Error Indication procedure with inclusion of the received AP IDs from the peer node and an appropriate cause value.  Both nodes shall initiate a local release of any established UE-associated logical connection (for the same S1 interface) having the erroneous AP IDs as local or remote identifier.
-
if this message is the last one for this UE-associated logical connection, the receiving node shall initiate a local release of any established UE-associated logical connection (for the same S1 interface) that have either the local or remote AP IDs as identifiers.
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