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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

--------------------------------------
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Radio Link Handling:

Diversity Combination Control:

[FDD - The Diversity Control Field IE indicates for each RL except for the first RL whether the DRNS shall combine the RL with any of the other RLs or not.]
-
[FDD - If the Diversity Control Field IE is set to "May" (be combined with another RL), the DRNS shall decide for any of the alternatives.]
-
[FDD - If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the other RL.]
-
[FDD - If the Diversity Control Field IE is set to "Must not", the DRNS shall not combine the RL with any other existing RL.]
[FDD - When an RL is to be combined, the DRNS shall choose which RL(s) to combine it with.]
[FDD - The Diversity Control Field IE is only applicable for DCHs, in case of E-DCH it shall always be assumed to be set to "May".]
[FDD - In the RADIO LINK SETUP RESPONSE message, the DRNC shall indicate for each RL with the Diversity Indication in the RL Information Response IE whether the RL is combined or not.]

-
[FDD - In case of not combining with a RL previously listed in the RADIO LINK SETUP RESPONSE message or for the first RL in the RADIO LINK SETUP RESPONSE message, the DRNC shall]
-
[FDD - in case of requested DCHs, include in the DCH Information Response IE in the RADIO LINK SETUP RESPONSE message for which the Transport Bearer Not Requested Indicator IE was not included the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]
-
[FDD - in case of requested DCHs, include in the RADIO LINK SETUP RESPONSE message the Transport Bearer Not Setup Indicator IE for every DCH for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK SETUP REQUEST message.]

-
[FDD - in case of a requested E-DCH, include in the E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE for which the Transport Bearer Not Requested Indicator IE was not included message the Binding ID IE and the Transport Layer Address IE for the establishment of transport bearers for every E-DCH MAC-d flow being established.]

-
[FDD - in case of a requested E-DCH, include in the RADIO LINK SETUP RESPONSE message the Transport Bearer Not Setup Indicator IE for every E-DCH MAC-d flow for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK SETUP REQUEST message.]

-
[FDD - Otherwise in case of combining, the RL ID IE indicates (one of) the RL(s) previously listed in this RADIO LINK SETUP RESPONSE message with which the concerned RL is combined and if the ALCAP is not used and the transport bearer for the DCH is already established, the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL in the RADIO LINK SETUP REQUEST message, shall not be used. In case of combining an E-DCH RL, one of the RLs previously listed in this RADIO LINK SETUP RESPONSE message including the E-DCH FDD Information Response IE shall be regarded as the RL with which the concerned E-DCH RL is combined and if the ALCAP is not used, the Transport Layer Address IE and the Binding ID IE in the RL SpecificE- DCH Information IE included in the RL Information IE for a specific RL in the RADIO LINK SETUP REQUEST message, shall not be used.]

[TDD - The DRNC shall always include in the RADIO LINK SETUP RESPONSE message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH, DSCH and USCH of the RL.]

In the case of a set of co-ordinated DCHs requiring a new transport bearer the Binding ID IE and the Transport Layer Address IE shall be included in the RADIO LINK SETUP RESPONSE message for only one of the DCHs in the set of co-ordinated DCHs [FDD - where the Transport Bearer Not Requested Indicator IE was not included].

[FDD - Transmit Diversity:]

[FDD - If the cell in which the RL is being set up is capable to provide Close loop Tx diversity, the DRNC shall include the Closed Loop Timing Adjustment Mode IE in the RADIO LINK SETUP RESPONSE message indicating the configured Closed loop timing adjustment mode of the cell.]

[FDD - When the Diversity Mode IE is set to "STTD", or "Closed loop mode1", the DRNC shall activate/deactivate the Transmit Diversity for each Radio Link in accordance with the Transmit Diversity Indicator IE.]

DL Power Control:

[FDD - If both the Initial DL TX Power IE and Uplink SIR Target IE are included in the message, the DRNS shall use the indicated DL TX Power and Uplink SIR Target as initial value. If the value of the Initial DL TX Power IE is outside the configured DL TX power range, the DRNS shall apply these constraints when setting the initial DL TX power. The DRNS shall also include the configured DL TX power range defined by Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK SETUP RESPONSE message. The DRNS shall not transmit with a power higher than indicated by the Maximum DL TX Power IE or lower than indicated by the Minimum DL TX Power IE on any DL DPCH or on the F-DPCH of the RL except, if the UE Context is configured to use DPCH in the downlink, during compressed mode, when the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

[FDD - If both the Initial DL TX Power and the Uplink SIR Target IEs are not included in the RADIO LINK SETUP REQUEST message, then DRNC shall determine the initial Uplink SIR Target and include it in the Uplink SIR Target IE in the RADIO LINK SETUP RESPONSE message.]

[TDD - The DRNC shall use the Uplink SIR Target CCTrCH IEs in the RADIO LINK SETUP RESPONSE message to indicate for any UL CCTrCH an Uplink SIR Target value in case this is deviating from the value included in the Uplink SIR Target IE specified for the Radio Link. If in any [3.84Mcps TDD - UL CCTrCH Information IE] [1.28Mcps TDD - UL CCTrCH Information LCR IE] [7.68Mcps TDD - UL CCTrCH Information 7.68 Mcps IE] the Uplink SIR Target CCTrCH IE is not included, the value of the Uplink SIR Target IE shall apply to the respective UL CCTrCH.]
[FDD - If the Primary CPICH Ec/No IE is present, the DRNC should use the indicated value when deciding the Initial DL TX Power. If the Enhanced Primary CPICH Ec/No IE is present, the DRNC should use the indicated value when deciding the Initial DL Tx Power.]

[TDD - If [3.84Mcps TDD and 7.68 Mcps TDD - the DL Time Slot ISCP Info IE] [1.28Mcps TDD - the DL Time Slot ISCP Info LCR IE] is present, the DRNSshould use the indicated value when deciding the Initial DL TX Power for the Radio Link. The DRNS shall use the indicated DL Timeslot ISCP when determining the initial DL power per timeslot as specified in [22], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged.]

[TDD - If the Primary CCPCH RSCP Delta IE is included, the DRNS should assume that the reported value for Primary CCPCH RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH RSCP Delta IE. If the Primary CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is included, the DRNS should assume that the reported value is in the non-negative range as per [24], and the value is equal to the Primary CCPCH RSCP IE. The DRNS should use the indicated value when deciding the Initial DL TX Power for the Radio Link.]

[3.84 Mcps TDD and 7.68 Mcps TDD - The DL TX power upper and lower limit is configured in the following way: The DRNC shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK SETUP RESPONSE message. If the maximum or minimum power needs to be different for particular DCH type CCTrCHs, the DRNC shall include the value(s) for that CCTrCH in the CCTrCH Maximum DL TX Power IE and CCTrCH Minimum DL TX Power IE. The DRNS shall not transmit with a higher power than indicated by the appropriate Maximum DL TX Power IE/CCTrCH Maximum DL TX Power IE or lower than indicated by the appropriate Minimum DL TX Power IE/CCTrCH Minimum DL TX Power IE on any DL DPCH within each CCTrCH of the RL.]

[1.28 Mcps TDD - The DL TX power upper and lower limit is configured in the following way: The DRNC shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK SETUP RESPONSE message. If the maximum or minimum power needs to be different for particular timeslots within a DCH type CCTrCH, the DRNC shall include the value(s) for that timeslot in the Maximum DL TX Power IE and Minimum DL TX Power IE within the DL Timeslot Information LCR IE. The DRNS shall not transmit with a higher power than indicated by the appropriate Maximum DL TX Power IE or lower than indicated by the appropriate Minimum DL TX Power IE on any DL DPCH within each timeslot of the RL.]

[1.28McpsTDD - If the TSTD Support Indicator IE is present, the DRNS shall apply this information when configuring the transmit diversity for the new radio link.]

[FDD - The DRNS shall start any DL transmission using the indicated DL TX power level (if received) or the decided DL TX power level on each DL channelisation code or on the F-DPCH of a RL until UL synchronisation is achieved on the Uu interface for the concerned RLS or Power Balancing is activated. No inner loop power control or power balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10] subclause 5.2.1.2) and the power control procedure (see 8.3.15).]

[TDD - The DRNS shall start any DL transmission using the decided DL TX power level on each DL channelisation code and on each Time Slot of a RL until UL synchronisation is achieved on the Uu interface for the concerned RL. No inner loop power control shall be performed during this period. Then after UL synchronisation, the DL power shall vary according to the inner loop power control (see ref. [22] subclause 4.2.3.3).]

[FDD - If the received Inner Loop DL PC Status IE is set to "Active", the DRNS shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the DRNS shall deactivate the inner loop DL power control for all RLs according to ref. [10].]

[FDD - If the DPC Mode IE is present in the RADIO LINK SETUP REQUEST message, the DRNC shall apply the DPC mode indicated in the message, and be prepared that the DPC mode may be changed during the lifetime of the RL. If the DPC Mode IE is not present in the RADIO LINK SETUP REQUEST message, DPC mode 0 shall be applied (see ref. [10]).]

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL Power Balancing Information IE and the Power Adjustment Type IE is set to "Common" or "Individual", the DRNS shall activate the power balancing, if activation of power balancing by the RADIO LINK SETUP REQUEST message is supported, according to subclause 8.3.15, using the DL Power Balancing Information IE. If the DRNS starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing i.e. Pinit shall be set to the power level indicated by the Initial DL TX Power IE (if received) or the decided DL TX power level on each DL channelisation code of a RL based on the Primary CPICH Ec/No IE or the Enhanced Primary CPICH Ec/No IE.]

[FDD - If activation of power balancing by the RADIO LINK SETUP REQUEST message is supported by the DRNS, the DRNC shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message.]

Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE, the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE for the set to "Case1", the DRNC shall include the Time Slot For SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes Sync Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
If the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE 

-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b.

-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise the Restriction State Indicator IE may be absent. The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.
-
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of the concerned neighbouring cells in the Multiple PLMN List IE in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.
-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE.
If there are GSM neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring GSM Cell Information IE for each of the GSM neighbouring cells. If available the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.

When receiving the SNA Information IE in the RADIO LINK SETUP RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.

[1.28Mcps TDD - Uplink Synchronisation Parameters LCR:]

[1.28Mcps TDD - If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the indicated values of Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when evaluating the timing of the UL synchronisation.]

[1.28Mcps TDD - Uplink Timing Advance Control LCR:]

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK SETUP RESPONSE message.]

[1.28Mcps TDD - PowerControl GAP:]

[1.28Mcps TDD - If applied in the DRNS, the DRNC shall include the PowerControl GAP IE in the RADIO LINK SETUP RESPONSE message.]

MBMS Handling:

If the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message, the DRNC shall perform the UE Linking as specified in [50], section 5.1.6. If the UE Link is currently stored in the UE Context or the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message and if an MBMS session for some MBMS bearer services contained in the UE Link is ongoing in some of the cells identified by the C-ID IEs in the RADIO LINK SETUP REQUEST message, the DRNC shall include for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Transmission Mode IE in the concerned RL Information Response IEs in the RADIO LINK SETUP RESPONSE message.
If the UE Link is currently stored in the UE Context or the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message and if an MBMS preferred frequency layer for some active MBMS bearer services contained in the UE Link is set in some of the cells identified by the C-ID IEs in the RADIO LINK SETUP REQUEST message, the DRNC shall include for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Preferred Frequency Layer IE in the concerned RL Information Response IEs in the RADIO LINK SETUP RESPONSE message.
 [FDD – HS-SCCH Preconfiguration]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup  IE in the RL Information IE:

The DRNC shall preconfigure sets of HS-SCCH codes on the primary cell, as well as on the secondary cells. The primary cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message.

The number of HS-SCCH codes to preconfigure for each cell shall be optionally specified:

- by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary cell

- by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary cells.

The total number of HS-SCCH Codes to be allocated has to satisfy any limitations in [10]. 

The DRNC shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per-cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message.
The DRNC shall use the first in the numbered list of the primary cell’s HS-SCCH codes sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18].]
The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH setup and:
- if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE
- if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE 
- if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell
- if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE  the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]
[Note: to be completed with resopnse IE Continuous Packet Connectivity HS-SCCH less Information Response and IEs UE without HS-SCCH constraint indicator,  Continuous Packet Connectivity HS-SCCH less Information ]

The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:  
- The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.
-
The DRNS may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL.]
General:
If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs [FDD - for every DCH being established for which the Transport Bearer Not Requested Indicator IE was not included].
--------------------------------------
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8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.
--------------------------------------
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Radio Link Handling:

Diversity Combination Control:
The Diversity Control Field IE indicates for each RL whether the DRNS shall combine the new RL with existing RL(s) or not on the Iur.

-
If the Diversity Control Field IE is set to "May" (be combined with another RL), the DRNS shall decide for any of the alternatives. 

-
If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the other RL. When a new RL is to be combined the DRNS shall choose which RL(s) to combine it with. 

-
If the Diversity Control Field IE is set to "Must not", the DRNS shall not combine the RL with any other existing RL.
[FDD - The Diversity Control Field IE is only applicable for DCHs, in case of E-DCH it shall always be assumed to be set to "May".]
In the case of not combining a RL with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or a RL previously listed in the RADIO LINK ADDITION RESPONSE message, the DRNC shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that no combining is done. In this case the DRNC shall:

-
include in the DCH Information Response IE both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message [FDD - for which the Transport Bearer Not Requested Indicator IE was not included].
-
[FDD - include in the RADIO LINK ADDITION RESPONSE the Transport Bearer Not Setup Indicator IE for every DCH or set of co-ordinated DCHs for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK ADDITION REQUEST message.]

[FDD - In case of not combining E-DCH, the E-DCH FDD Information Response IE shall be included in the RADIO LINK ADDITION RESPONSE message containing the Binding ID IE and the Transport Layer Address IE for the establishment of transport bearers for every E-DCH MAC-d flow being established for which the Transport Bearer Not Requested Indicator IE was not included.]
[FDD - In case of not combining E-DCH, the DRNC shall include in the RADIO LINK ADDITION RESPONSE the Transport Bearer Not Setup Indicator IE for every E-DCH MAC-d flow for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK ADDITION REQUEST message.]

In the case of combining with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE message, the DRNC shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that the RL is combined. In this case, the RL ID IE indicates (one of) the previously established RL(s) or a RL previously listed in this RADIO LINK ADDITION RESPONSE message with which the new RL is combined and if the ALCAP is not used [FDD - and the transport bearer for this DCH is already established], the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL in the RADIO LINK ADDITION REQUEST message, shall not be used.
[FDD - In the case of combining with an E-DCH RL established with a previous Radio Link Setup or Radio Link Addition Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE message, one of the previously established RLs or a RL previously listed in this RADIO LINK ADDITION RESPONSE message including the E-DCH FDD Information Response IE shall be regarded as the RL with which the concerned E-DCH RL is combined and if the ALCAP is not used, the Transport Layer Address IE and the Binding ID IE in the RL Specific E-DCH Information IE included in the RL Information IE for a specific RL in the RADIO LINK ADDITION REQUEST message, shall not be used. In case E-DCH RL is established for  the first time, the DRNC shall include E-DCH FDD Information Response IE instead of using the Diversity Indication of DCH RL in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message. It shall include in the E-DCH FDD Information Response IE the Binding ID IE and Transport Layer Address IE for the transport bearers to be established for each E-DCH MAC-d flow of this E-DCH RL for which the Transport Bearer Not Requested Indicator IE was not included.]
[TDD - The DRNC shall always include in the RADIO LINK ADDITION RESPONSE message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DSCH and USCH of the RL.]

In the case of a set of co-ordinated DCHs, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and the Transport Layer Address IE for only one of the DCHs in the set of co-ordinated DCHs [FDD - for which the Transport Bearer Not Requested Indicator IE was not included].

If the DRNS needs to limit the user rate in the uplink of a DCH due to congestion caused by the UL UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Allowed UL Rate IE in the DCH Information Response IE for this Radio Link.

If the DRNS needs to limit the user rate in the downlink of a DCH due to congestion caused by the DL UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Allowed DL Rate IE in the DCH Information Response IE for this Radio Link.

[FDD - Transmit Diversity:]

[FDD - The DRNS shall activate any feedback mode diversity according to the received settings.]
[FDD - If the cell in which the RL is being added is capable to provide Close loop Tx diversity, the DRNC shall indicate the Closed loop timing adjustment mode of the cell by including the Closed Loop Timing Adjustment Mode IE in the RADIO LINK ADDITION RESPONSE message.]

[FDD - When the Transmit Diversity Indicator IE is present the DRNS shall activate/deactivate the Transmit Diversity for each new Radio Link in accordance with the Transmit Diversity Indicator IE using the diversity mode of the existing Radio Link(s).]

DL Power Control:
[FDD - If the Primary CPICH Ec/No IE or the Primary CPICH Ec/No IE and the Enhanced Primary CPICH Ec/No IE measured by the UE are included for an RL in the RADIO LINK ADDITION REQUEST message, the DRNS shall use this in the calculation of the Initial DL TX Power for this RL. If the Primary CPICH Ec/No IE is not present, the DRNS shall set the Initial DL TX Power based on the power relative to the Primary CPICH power used by the existing RLs.]

[TDD - If [3.84Mcps TDD and 7.68 Mcps TDD - the DL Time Slot ISCP Info IE] [1.28Mcps TDD - the DL Time Slot ISCP Info LCR IE] is included in the RADIO LINK ADDITION REQUEST message, the DRNS shall use it in the calculation of the Initial DL TX Power.]

[TDD - If the Primary CCPCH RSCP Delta IE is included, the DRNS shall assume that the reported value for Primary CCPCH RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH RSCP Delta IE. If the Primary CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is included, the DRNS shall assume that the reported value is in the non-negative range as per [24], and the value is equal to the Primary CCPCH RSCP IE. The DRNS shall use it in the calculation of the Initial DL TX Power.]

[TDD - If the Primary CCPCH RSCP IE, Primary CCPCH RSCP Delta IE, [3.84Mcps TDD and 7.68 Mcps TDD - and the DL Time Slot ISCP Info IE] [1.28Mcps TDD - and the DL Time Slot ISCP Info LCR IE] are not present, the DRNS shall set the Initial DL TX Power based on the power relative to the Primary CCPCH power used by the existing RL.]

[FDD - The Initial DL TX Power shall be applied until UL synchronisation is achieved on the Uu interface for that RLS or Power Balancing is activated. No inner loop power control or power balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref. [10] subclause 5.2.1.2) and the power control procedure (see 8.3.7).]

[TDD - The Initial DL TX Power shall be applied until UL synchronisation is achieved on the Uu interface for that RL. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref. [22] subclause 4.2.3.3).]

[3.84 Mcps TDD and 7.68 Mcps TDD - The DL TX power upper and lower limit is configured in the following way: The DRNC shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK ADDITION RESPONSE message. If the maximum or minimum power needs to be different for particular DCH type CCTrCHs, the DRNC shall include the value(s) for that CCTrCH in the CCTrCH Maximum DL TX Power IE and CCTrCH Minimum DL TX Power. The DRNS shall not transmit with a higher power than indicated by the appropriate Maximum DL TX Power IE/CCTrCH Maximum DL TX Power IE or lower than indicated by the appropriate Minimum DL TX Power IE/CCTrCH Minimum DL TX Power IE on any DL DPCH within each CCTrCH of the RL.]

[1.28 Mcps TDD - The DL TX power upper and lower limit is configured in the following way: The DRNC shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK ADDITION RESPONSE message. If the maximum or minimum power needs to be different for particular timeslots within a DCH type CCTrCH, the DRNC shall include the value(s) for that timeslot in the Maximum DL TX Power IE and Minimum DL TX Power within the DL Timeslot Information LCR IE. The DRNS shall not transmit with a higher power than indicated by the appropriate Maximum DL TX Power IE or lower than indicated by the appropriate Minimum DL TX Power IE on any DL DPCH within each timeslot of the RL.]

[FDD - If the DPC Mode IE is present in the RADIO LINK ADDITION REQUEST message, the DRNC shall apply the DPC mode indicated in the message, and be prepared that the DPC mode may be changed during the lifetime of the RL. If the DPC Mode IE is not present in the RADIO LINK ADDITION REQUEST message, DPC mode 0 shall be applied (see ref. [10]).]

The DRNC shall provide the configured Maximum DL TX Power IE and Minimum DL TX Power IE for every new RL to the SRNC in the RADIO LINK ADDITION RESPONSE message. The DRNS shall not transmit with a power higher than indicated by the Maximum DL TX Power IE or lower than indicated by the Minimum DL TX Power IE on any DL DPCH [FDD - or on the F-DPCH] of the RL [FDD - except, if the UE Context is configured to use DPCH in the downlink, during compressed mode, when the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to "Individual" in the existing RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE, the DRNS shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new RL(s), if activation of power balancing by the RADIO LINK ADDITION REQUEST message is supported by the DRNS, according to subclause 8.3.15. In this case, the DRNC shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message. If the DRNS starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level which is calculated based on the Primary CPICH Ec/No IE or the Enhanced Primary CPICH Ec/No IE (if received), or to the power level which is calculated based on the power relative to the Primary CPICH power used by the existing RLs.]

UL Power Control:
The DRNC shall also provide the configured UL Maximum SIR and UL Minimum SIR for every new RL to the SRNC in the RADIO LINK ADDITION RESPONSE message. These values are taken into consideration by DRNS admission control and shall be used by the SRNC as limits for the UL inner-loop power control target.

Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE and the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to "Case1", the DRNC shall include the Time SlotFor SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK ADDITION RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
[FDD - The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE if this information is available.]

-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE, Cell Capability Container 7.68Mcps TDD IE and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b.

-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK ADDITION RESPONSE message the restriction state of those cells, otherwise Restriction State Indicator IE may be absent. The DRNC shall include the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.
-
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of concerned neighbouring cells in the Multiple PLMN List IE in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.
-
If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE.
If there are GSM neighbouring cells to the cell(s) in which a radio link is established, the DRNC shall include the Neighbouring GSM Cell Information IE in the RADIO LINK ADDITION RESPONSE message for each of the GSM neighbouring cells. If available the DRNC shall include the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.
When receiving the SNA Information IE in the RADIO LINK ADDITION RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.

[1.28Mcps TDD - Uplink Synchronisation Parameters LCR:]

[1.28Mcps TDD - If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the indicated values of Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when evaluating the timing of the UL synchronisation.]

[1.28Mcps TDD - Uplink Timing Advance Control LCR:]

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK ADDITION RESPONSE message.]

[1.28Mcps TDD - PowerControl GAP:]

[1.28Mcps TDD - If applied in the DRNS, the DRNC shall include the PowerControl GAP IE in the RADIO LINK ADDITION RESPONSE message.]

MBMS Handling:

If the UE Link is currently stored in the UE Context and an MBMS session for some MBMS bearer services contained in the UE Link is ongoing in some of the cells identified by the C-ID IEs in the RADIO LINK ADDITION REQUEST message, the DRNC shall include for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Transmission Mode IE in the concerned RL Information Response IEs in the RADIO LINK ADDITION RESPONSE message.
If the UE Link is currently stored in the UE Context and an MBMS preferred frequency layer for some active MBMS bearer services contained in the UE Link is set in some of the cells identified by the C-ID IEs in the RADIO LINK ADDITION REQUEST message, the DRNC shall include for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Preferred Frequency Layer IE in the concerned RL Information Response IEs in the RADIO LINK ADDITION RESPONSE message.
[FDD – HS-SCCH Preconfiguration]
[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE:

The DRNC shall preconfigure sets of HS-SCCH codes on the primary cell, as well as on the secondary cells. The primary cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. The list of secondary cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message.
The number of HS-SCCH codes to preconfigure for each cell shall be optionally specified:

- by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary cell

- by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary cells
The total number of HS-SCCH Codes to be allocated has to satisfy any limitations in [10]. 

The DRNC shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per- cell HS-DSCH-RNTI IE  in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message.
The DRNC shall use the first in the numbered list the primary cell’s of HS-SCCH codes sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18].]
The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and:
- if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE

- if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE 
- if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.
- if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE  the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]
[Note: to be completed with resopnse IE Continuous Packet Connectivity HS-SCCH less Information Response and IEs UE without HS-SCCH constraint indicator,  Continuous Packet Connectivity HS-SCCH less Information ]

The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: 


- The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. 
-
The DRNS may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL.]
General:
If the RADIO LINK ADDITION REQUEST message includes the RL Specific DCH Information IE, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs [FDD - for which the Transport Bearer Not Requested Indicator IE was not included].

--------------------------------------

Skip to next changed chapter

---------------------------------------

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

--------------------------------------

Skip unchanged text

---------------------------------------
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs, then the DRNS shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION PREPARE message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the UE Context, then the DRNC shall delete the HS-DSCH configuration from the UE Context and release the HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d Flows To Add IE, then:

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.
· The DRNC shall include the HS-DSH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being added, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If the UE context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION PREPARE message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNC shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

· The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. [FDD – The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

[FDD – Enhanced Serving Cell Change:]
[FDD - If the Enhanced HS Serving CC Abort IE is included in the HS-DSCH Information To Modify IE or the HS-DSCH FDD Information IE then the DRNS shall not execute the synchronized Enhanced HS Serving Cell Change procedure when reconfiguring the Radio Link.]
[FDD - E-DCH Setup:]
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message then:]

--------------------------------------
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8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

--------------------------------------
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---------------------------------------
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs, then the DRNS shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION REQUEST message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the UE Context, then the DRNC shall delete the HS-DSCH configuration from the UE Context and release the HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d Flows To Add IE, then:

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.
· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being added, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If the UE context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION REQUEST message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE

· If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNC shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
[FDD – Enhanced HS Serving Cell Change:]
[FDD - If the Enhanced HS Serving CC Abort IE is included in the HS-DSCH Information To Modify Unsynchronised IE or the HS-DSCH FDD Information IE then the DRNS shall not execute the unsynchronized Enhanced HS Serving Cell Change procedure when reconfiguring the Radio Link. ]
[FDD - If the No of Target Cell HS-SCCH Order is included in the HS-DSCH Information To Modify Unsynchronised IE or the HS-DSCH FDD Information IE then the DRNS shall repeat the Target Cell HS-SCCH Order on the HS-SCCH the number of times as defined. ]
[FDD - E-DCH Setup:]
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message then:]
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9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	>UL DPDCH Indicator for E-DCH operation
	O
	
	9.2.2.52A
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset

9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset

9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –

Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	>Synchronisation Indicator 
	O
	
	9.2.2.45A
	
	YES
	reject

	HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.x3
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.30
	This IE shall be ignored by DRNS.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.
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9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>Frame Offset
	O
	
	9.2.1.30
	
	YES
	ignore

	>Chip Offset
	O
	
	9.2.2.1
	
	YES
	ignore

	> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.x2
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.
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9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>>Max UE DTX Cycle
	C-DTX-CycleNotAvailable
	
	9.2.2.87
	
	YES
	ignore

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>>>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.x2
	
	YES
	ignore

	>>HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	Ignore

	>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	Ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	Ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	Ignore


	Condition
	Explanation

	DTX-CycleNotAvailable
	The IE shall be present if the Cause IE is set to Continuous Packet Connectivity UE DTX Cycle not Available ".


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.
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9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	Reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	Notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH or on F-DPCH
	YES
	Ignore

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	Ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	Ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	Reject

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	Reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	Reject

	>Synchronisation Indicator
	O
	
	9.2.2.45A
	
	YES
	Ignore

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.x3
	
	YES
	Ignore

	Active Pattern Sequence Information
	O
	
	9.2.2A
	Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or none of the transmission gap sequences is activated.
	YES
	Reject

	DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	Serving E-DCH RL
	O
	
	9.2.2.38C
	
	YES
	reject

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.19f
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	YES
	reject

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject


	Condition
	Explanation

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.
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9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	   >PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	   >SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	   >Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	   >Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	   >DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9.A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.x2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.
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9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	 >>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	         >>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	         >>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9.A
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.x2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	Ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	Ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.
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9.2.1.30NA
HS-DSCH Information To Modify Unsynchronised
The HS-DSCH Information To Modify Unsynchronised IE is used for modification of HS-DSCH information in a UE Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>Scheduling Priority

Indicator
	O
	
	9.2.1.51A
	
	–
	

	>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.7I
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.2.77
	For FDD only
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For FDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	ignore

	No of Target Cell HS-SCCH Order  
	O
	
	Integer (1..30)
	
	YES
	ignore
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9.2.1.30Q
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention

Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID 9.2.1.30O
	Shall only refer to a HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	–
	

	>>>T1
	M
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.48D
	
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>Modify Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>>>T1
	O
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>Delete Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback  Cycle k
	O
	
	9.2.2.24a
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.24c
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.30S
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.7I
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	For FDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.30W
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.2.77
	For FDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For FDD only
	YES
	ignore

	UE Capabilities Information
	O
	
	
	For FDD only
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ...)
	This IE indicates the number of carrier that UE can support at the same time,where ” One-three carrier” means the number of supported carrier is one for the uplink,and three for the downlink.
	YES
	reject

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	ignore


	Range bound
	Explanation

	maxnoofMACdFlows
	Maximum number of MAC-d flows.

	maxnoofPrioQueues
	Maximum number of Priority Queues.

	maxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).
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9.2.1.41B
Neighbouring FDD Cell Information

The Neighbouring FDD Cell Information IE provides information for FDD cells that are neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring FDD Cell Information
	
	1..<maxnoofFDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	>Primary CPICH Power
	O
	
	9.2.1.44
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>Tx Diversity Indicator
	M
	
	9.2.2.50
	
	
	

	>STTD Support Indicator
	O
	
	9.2.2.45
	
	–
	

	>Closed Loop Mode1 Support Indicator
	O
	
	9.2.2.2
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container FDD
	O
	
	9.2.2.D
	
	YES
	ignore

	>SNA Information
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Frequency Band Indicator
	O
	
	9.2.2.59
	
	YES
	ignore

	>Max UE DTX Cycle
	C-CPC-DTX-DRXCapable
	
	9.2.2.87
	
	YES
	ignore

	>Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore

	> HS-SCCH Preconfigurable Cell List
	C- Enhanced-SCC-Capable
	
	9.2.2.x1
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofFDDneighbours
	Maximum number of neighbouring FDD cell for one cell.


	Condition
	Explanation

	CPC-DTX-DRXCapable
	The IE shall be present if the the fifteenth bit Continuous Packet Connectivity DTX-DRX Support Indicator in the Cell Capability Container FDD IE is set to the value “1”.

	Enhanced-SCC-Capable
	The IE shall be present if the Enhanced HS Serving Cell Change Support Indicator in the Cell Capability Container FDD IE is set to the value “1”.
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9.2.2.D
Cell Capability Container FDD
The Cell Capability Container FDD indicates which functionalities a cell supports.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container FDD
	
	
	BIT STRING (32)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit:Reserved.

The second bit: Delayed Activation Support Indicator.

The third bit: HS-DSCH Support Indicator.

The fourth bit:Reserved.

The fifth bit: F-DPCH Support Indicator.
The sixth bit: E-DCH Support Indicator.
The seventh bit: E-DCH TTI2ms Support Indicator. 

The eighth bit: E-DCH 2sf2and2sf4 and all inferior SFs Support Indicator.

The ninth bit: E-DCH 2sf2 and all inferior SFs Support Indicator.

The tenth bit: E-DCH 2sf4 and all inferior SFs Support Indicator.

The eleventh bit: E-DCH sf4 and all inferior SFs Support Indicator.

The twelveth bit: E-DCH sf8 and all inferior SFs Support Indicator.
The thirteenth bit: E-DCH HARQ IR Combining Support Indicator.

The fourteenth bit: E-DCH HARQ Chase Combining Support Indicator.
The fifteenth bit: Continuous Packet Connectivity DTX-DRX Support Indicator.

The sixteenth bit: Continuous Packet Connectivity HS-SCCH less Support Indicator.
The seventeenth bit: MIMO Support Indicator.
The eighteenth bit: SixteenQAM UL Support Indicator.
The nineteenth bit:  Flexible MAC-d PDU Size Support Indicator.
The twentieth bit: F-DPCH Slot Format Support Indicator.The twentyfirst bit: SixtyfourQAM DL Support Indicator.

The twentysecond bit: Flexible E-DCH MAC-d PDU Size Support Indicator.
The xxx bit: Enhanced HS Serving Cell Change Support Indicator.
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.
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9.2.2.19a
HS-DSCH FDD Information
The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.30OA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Not to be used.
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ...)
	Not to be used.
	YES
	reject

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback Cycle k
	M
	
	9.2.2.24a
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.24c
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.24b
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.26a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	
	YES
	ignore

	MIMO Activation Indicator
	O
	
	9.2.2.76
	
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	
	YES
	ignore

	UE without HS-SCCH constraint indicator
	O
	
	NULL
	
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	Shall be ignored in Radio Link Setup and Radio Link Addition procedures. 
	YES
	ignore

	No of Target Cell HS-SCCH Order  
	O
	
	Integer (1..30)
	Only used for Unsynchronised enhaced HS cell change.
	YES
	ignore


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback  Cycle k IE is set to a value greater than 0.
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9.2.2.x1
HS-SCCH Preconfigurable Cell List

The HS-SCCH Preconfigurable Cell List identifies the cells that may be a preconfigured target cell for enhanced HS serving cell change, defined in [16],  from the source cell identified by C-ID IE in Neighbouring FDD Cell Information IE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-SCCH Preconfigurable Cell List
	
	0..<maxnoofpreconfiguredcells >
	
	

	>Preconfigurable Cell
	M
	
	C-ID

9.2.1.9
	


	Range bound
	Explanation

	maxnoofpreconfiguredcells
	Maximum number of  HS-SCCH preconfigured cells for one UE.


9.2.2.x2
HS-DSCH Preconfiguration Info
The HS-DSCH Preconfiguration Info IE provides information of the target cell preconfiguration in the DRNC as defined in [18]. 
[Note: To be completer with IE refererence to chapters in 25.423]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Sets of HS-SCCH Codes
	
	1…<maxnoofHSDSCH>
	
	Index 1 refers to the primary cell

Index 2…<maxnoofHSDSCH> refer to secondary cells in the order as listed in 9.2.2.x3 HS-DSCH Preconfiguration Setup

	> HS-SCCH Preconfigured Codes
	
	1..<maxnoofHSSCCHcodes>
	
	

	>> Code Number
	M
	
	INTEGER (0..127)
	

	> HS-DSCH-RNTI
	M
	
	9.2.1.31J
	

	>> SixtyfourQAM DL Usage Indicator
	
	
	
	

	>> HS-DSCH TB Size Table Indicator
	
	
	
	

	> HARQ Memory Partitioning
	M
	
	
	

	> E-DCH FDD DL Control Channel Information
	O
	
	
	

	> HARQ Preamble Mode Activation Indicator
	O
	
	
	

	> MIMO N/M Ratio
	O
	
	
	

	> SixtyfourQAM DL Usage Indicator
	O
	
	
	

	> HS-DSCH TB Size Table Indicator
	O
	
	
	

	>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	
	


	Range bound
	Explanation

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes

	maxnoofHSDSCH
	Maximum number of Secondary Serving HS-DSCH cells for one UE


9.2.2.x3
HS-DSCH Preconfiguration Setup

The HS-DSCH Preconfiguration Setup IE indicates that the DRNS shall preconfigure set(s) of HS-SCCH codes and may contain a list of secondary cells to be preconfigured for Enhanced Service Cell Change. The Cell Change procedure for Dual Cell operation is described in [rr1]
[Note: To be completer with IE refererence to chapters in 25.423]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH Preconfiguration Setup
	M
	
	
	

	
>MAC-hs/ehs reset scheme 
	M
	
	ENUMERATED (Always, Inter NodeB  Change) 
	MAC-hs/ehs reset handling at enhanced HS serving cell change:

"Always" means always reset 

"Inter NodeB Change" means  Only reset at Inter Node B cell change

	
>Secondary Cells 
	
	0…<maxnoofHSDSCH-1>
	
	

	

>> Secondary C-ID
	M
	
	9.2.1.9
	

	

>> Num Secondary HS-SCCH Codes
	O
	
	INTEGER (1.. maxnoofHSSCCHcodes)
	

	>>Sixtyfour QAM Usage Allowed Indicator
	
	
	
	For the secondary serving cell

	
>Num Primary HS-SCCH Codes
	O
	
	INTEGER (1.. maxnoofHSSCCHcodes)
	

	>HARQ Preamble Mode
	O
	
	
	

	>MIMO Activation Indicator
	O
	
	
	

	>HS-DSCH MAC-d PDU Size Format 
	O
	
	
	If not present, "Indexed MAC-d PDU Size" shall be assumed.

	>Sixtyfour QAM Usage Allowed Indicator
	O
	
	
	For the primary serving cell

	> HS-DSCH Physical Layer Category
	M
	
	
	

	> MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	
	

	> UE without HS-SCCH constraint indicator
	O
	
	
	

	> Continuous Packet Connectivity HS-SCCH less Information
	O
	
	
	


	Range bound
	Explanation

	maxnoofHSDSCH
	Maximum number of Secondary Serving HS-DSCH cells for one UE
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