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1. Overall Description:

RAN3 has discussed principles for S1-handover routing based on the agreements in SA2 and RAN3, and has reached conclusion that the MME that is connected to the HeNB via HeNB Gw shall perform the S1-handover routing for HeNB inbound mobility based on the eNB-ID subnet ID. Hence:

1. A HeNB Gw identifies itself towards the MME-s in the MME pool with eNB-ID that has the same length as the eNB-ID used by all the HeNB-s that the HeNB Gw aggregates;
2. HeNB Gw aggregates all the HeNB-s that have the same eNB-ID subnet ID;

3. In case the target eNB-ID in the S1AP Handover Required message has length that corresponds to the HeNB and the MME does not have S1 connection to the HeNB with matching eNB-ID but the MME has S1 connection to a eNB that has matching eNB-ID subnet ID, the MME shall send the S1AP Handover Request to the HeNB that has matching eNB-ID subnet ID;

4. HeNB Gateway performs the routing of S1AP Handover Request based on the Target Cell information in the Source eNodeB to Target eNodeB Transparent Container where the Target Cell information provides the eNB-ID of the target HeNB.
2. Actions:

RAN3 kindly asks SA2 to update TR 23.830 and TS 23.401 according to the RAN3 agreement on S1-handover routing for HeNB-s as described above.
3. Date of Next TSG-RAN WG3 Meetings:
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