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19.2.2
S1 Interface Signalling Procedures

Note:
The following list of S1 procedures reflects the status of agreements in RAN3, might be extended in forthcoming meetings. 

-
E-RAB signalling procedures:

-
E-RAB Setup procedure;
-

E-RAB Modification procedure;
-
E-RAB Release procedure;

-
E-RAB Release Indication procedure.

-
Handover signalling procedures;
-
Handover Preparation procedure;

-
Handover Resource Allocation procedure;

-
Handover Completion procedure;

-
Handover Cancellation procedure.
-
Paging procedures
-
Paging procedure;


-
Paging Cancel procedure.
-
NAS transport procedure:

-
UL direction (Initial UE Message);

-
UL direction (Uplink NAS transport);

-
DL direction (Downlink NAS transport).

-
Error Indication procedure:

-
eNB initiated error indication procedure;

-
MME initiated error indication procedure.

-
Reset procedure:

-
eNB initiated Reset procedure;

-
MME initiated Reset procedure.

-
Initial Context Setup procedure;

-
UE Context Modification procedure;

-
S1 Setup procedure;

-
eNB Configuration Update procedure;

-
MME Configuration Update procedure;

-
Location Reporting procedures:

-
Location Reporting Control procedure;

-
Location Report procedure;

-
Location Report Failure Indication procedure.

-
Overload Start procedure;

-
Overload Stop procedure;
-
Write Replace Warning procedure;

-
Direct Information Transfer procedure;

-
eNB Configuration Transfer procedure;

-
MME Configuration Transfer procedure.
-
S1 CDMA2000 Tunnelling procedure:

-
Downlink S1 CDMA2000 Tunnelling procedure;

-
Uplink S1 CDMA2000 Tunnelling procedure.

19.2.2.1
Paging procedures

19.2.2.1.x        Paging procedure


[image: image1]
Figure 19.2.2.1.x-1: Paging procedure

The MME initiates the paging procedure by sending the PAGING message to each eNB with cells belonging to the tracking area(s) in which the UE is registered. Each eNB can contain cells belonging to different tracking areas, whereas each cell can only belong to one TA.

The paging response back to the MME is initiated on NAS layer and is sent by the eNB based on NAS-level routing information.

19.2.2.1.y      Paging cancel procedure

 
Figure 19.2.2.1.y-1: Paging cancel procedure

The MME initiates the paging cancel procedure by sending the PAGING CANCEL message to one or more eNBs. On reception of the PAGING CANCEL message, the eNB may cancel the pending radio interface transmission, if any, of matching pages requested via a previously received PAGING message.
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