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Start of change
9.2.3
HNB Location Information

HNB Location Information IE is sent from the HNB to HNB-GW to provide information on the location of the HNB.

	IE/GROUP NAME
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HNB Location Information 
	
	
	
	
	-
	-

	 > Macro Coverage Information
	O
	
	9,2,7
	
	-
	-

	 > Geographic Location
	O
	
	9.2.4
	
	-
	-

	 > HNB Internet Information
	O
	
	IP Address
9.2.8
	
	YES
	reject


End of change
9.3.3
PDU Definitions

--H

HNB-Location-Information
::=
SEQUENCE
{


macroCoverageInfo

MacroCoverageInformation
OPTIONAL,


geographicalCoordinates
GeographicalLocation
OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { HNB-Location-Information-ExtIEs } }

OPTIONAL,



...

}

HNB-Location-Information-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {
-- Extension for release-8 to support IP address for location verification --
{ID id-HNB-Internet-Information
CRITICALITY reject
EXTENSION IP-Address
PRESENCE optional
},

...

}

End of change

Start of change

9.3.6 Constant Definitions

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Context-ID








ProtocolIE-ID ::= 4

id-UE-Identity








ProtocolIE-ID ::= 5

id-LAC










ProtocolIE-ID ::= 6

id-RAC










ProtocolIE-ID ::= 7

id-HNB-Location-Information





ProtocolIE-ID ::= 8

id-PLMNidentity








ProtocolIE-ID ::= 9

id-SAC










ProtocolIE-ID ::= 10

id-CellIdentity








ProtocolIE-ID ::= 11

id-Registration-Cause






ProtocolIE-ID ::= 12

id-UE-Capabilities







ProtocolIE-ID ::= 13

id-RNC-ID









ProtocolIE-ID ::= 14

id-CSG-ID









ProtocolIE-ID ::= 15

id-BackoffTimer








ProtocolIE-ID ::= 16

id-HNB-Internet-Information






 ProtocolIE-ID ::= 17
End of change
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