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5.2.2
HNB Registration procedure

//omitted 

4.
The HNB then attempts to register with the serving HNB-GW using a HNB REGISTER REQUEST message. The message contains:

a.
HNB Location Information: The HNB provides location information via use of one or more of the following mechanisms:

i.
detected macro coverage information (e.g. GERAN and/or UTRAN cell information) 

ii.
geographical co-ordinates (e.g. via use of GPS, etc)

iii.
Internet connectivity information (e.g. IP address).

b.
HNB Identity: the HNB has a globally unique and permanent identity. 
c.
HNB Operating Parameters: Such as the selected LAC, RAC, SAC, etc.
5a.
The HNB-GW may use the information from the HNB REGISTER REQUEST message to perform access control of the HNB (e.g. whether a particular HNB is allowed to operate in a given location, etc). If the HNB-GW accepts the registration attempt it shall respond with a HNB REGISTER ACCEPT message. If the HNB-GW is capable of supporting de-multiplexing of RTP packets, then on the HNB REGISTER ACCEPT the HNB-GW may include a local UDP mux port.
//omitted
Start of 1st change
Start of 2nd change
// omitted
7.3
CS user plane multiplexing
If the HNB-GW had signalled on the HNB REGISTER ACCEPT a “MUX port” and if the HNB has capability to support RTP multiplexing, the HNB may send the multiplexed packets to the “MUX port” at the HNB-GW via the secure tunnel. 
The HNB, for the same UE, shall not send voice packets over multiple ports. i.e, once the HNB chooses to multiplex a given UE on the uplink, until the Iuh signalling connection is released for that particular UE, the HNB shall continue to multiplex and send those packets only to the assigned mux port on the HNB-GW. For those UEs not being multiplexed, the HNB shall send uplink voice packets only to the port number assigned via RAB assignment request. 
When the HNB-GW receives this IP packet via the secure tunnel, it shall de-multiplex before sending them to the CN.
// omitted
End of 2nd change
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