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Start of change

9.2.7
Macro Coverage Information

The Macro Coverage Information IE identifies the macro cells detected by the HNB for location. This may be e.g. GERAN Cell IDs and/or UTRAN Cell IDs .

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice Primary Cell Identifier
	
	
	
	
	
	

	>GERAN Cell ID Information
	
	
	
	
	
	

	>>PLMN-ID
	M
	
	9.2.14
	
	-
	

	>>LAC
	M
	
	9.2.11
	0000 and FFFE not allowed.
	-
	

	>>CI
	M
	
	OCTET STRING (2)
	
	-
	

	>UTRAN Cell ID Information
	
	
	
	
	
	

	>>LAC
	M
	
	9.2.11
	
	-
	

	>>RAC
	M
	
	9.2.12
	
	-
	

	>>PLMN-ID
	M
	
	9.2.14
	
	-
	

	>>Cell-ID
	M
	
	9.2.25
	
	-
	

	   > Additional Cell identifiers
	
	0 to <maxnoofAddCells>
	
	
	Yes
	ignore

	>> Choice Cell Identifier
	
	
	
	
	-
	

	>>>GERAN Cell ID Information
	
	
	
	
	
	

	>>>>PLMN-ID
	M
	
	9.2.14
	
	-
	

	>>>>LAC
	M
	
	9.2.11
	0000 and FFFE not allowed.
	-
	

	>>>>CI
	M
	
	OCTET STRING (2)
	
	-
	

	>>>UTRAN Cell ID Information
	
	
	
	
	
	

	>>>>LAC
	M
	
	9.2.11
	
	-
	

	>>>>RAC
	M
	
	9.2.12
	
	-
	

	>>>>PLMN-ID
	M
	
	9.2.14
	
	-
	

	>>>>Cell-ID
	M
	
	9.2.25
	
	-
	


	Range bound
	Explanation

	MaxnoofAddCells
	Maximum no. of additional macro cell identifiers The value for maxnoofAddCells is 5


End of change
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

HNBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxUEs,

maxnoofAddCells,

id-MacroCellIDList

FROM HNBAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM HNBAP-CommonDataTypes


ProtocolExtensionContainer{},


HNBAP-PROTOCOL-EXTENSION

FROM HNBAP-Containers;

<**lots of ASN.1 skipped **>
MacroCoverageInformation
::= SEQUENCE {



cellIdentity

MacroCellID,



iE-Extensions

ProtocolExtensionContainer { { MacroCoverageInformation-ExtIEs } }

OPTIONAL,



...

}

MacroCoverageInformation-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


-- Extension for release-9 to support multiple macro cell location information --

{ID id-MacroCellIDList
CRITICALITY ignore
EXTENSION MacroCellIDList
PRESENCE optional
},

...

}

MacroCellDIList
::=
SEQUENCE (1..maxnoofAddCells) OF MacroCellID

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

HNBAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM HNBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

id-HNBRegister





ProcedureCode ::= 1

id-HNBDe-Register




ProcedureCode ::= 2

id-UERegister





ProcedureCode ::= 3

id-UEDe-Register




ProcedureCode ::= 4

id-ErrorIndication




ProcedureCode ::= 5

id-privateMessage




ProcedureCode ::= 6

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors





INTEGER ::= 256

maxUEs







INTEGER ::= 64

maxnoofAddCells





INTEGER ::= 5
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Context-ID








ProtocolIE-ID ::= 4

id-UE-Identity








ProtocolIE-ID ::= 5

id-LAC










ProtocolIE-ID ::= 6

id-RAC










ProtocolIE-ID ::= 7

id-HNB-Location-Information





ProtocolIE-ID ::= 8

id-PLMNidentity








ProtocolIE-ID ::= 9

id-SAC










ProtocolIE-ID ::= 10

id-CellIdentity








ProtocolIE-ID ::= 11

id-Registration-Cause






ProtocolIE-ID ::= 12

id-UE-Capabilities







ProtocolIE-ID ::= 13

id-RNC-ID









ProtocolIE-ID ::= 14

id-CSG-ID









ProtocolIE-ID ::= 15

id-BackoffTimer








ProtocolIE-ID ::= 16

id-HNB-Internet-Information






 ProtocolIE-ID ::= 17
id-MacroCellIDList









ProtocolIE-ID ::= xx
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