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8.2.7
Audit

8.2.7.1
General

This procedure is executed by the CRNC to perform an audit of the configuration and status of the logical resources in the Node B. A complete audit of a Node B is performed by one or more Audit procedures, together performing an audit sequence. The audit may cause the CRNC to re-synchronise the Node B to the status of logical resources known by the CRNC, that the Node B can support.

8.2.7.2
Successful Operation
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Figure 10: Audit procedure, Successful Operation

The procedure is initiated with an AUDIT REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

If the Start Of Audit Sequence Indicator IE in the AUDIT REQUEST message is set to "start of audit sequence" a new audit sequence is started, any ongoing audit sequence shall be aborted and the Node B shall provide (part of the) audit information. If the Start Of Audit Sequence Indicator IE is set to "not start of audit sequence", the Node B shall provide (part of) the remaining audit information not already provided during this audit sequence. 

If the information provided in the AUDIT RESPONSE message completes the audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "End of Audit Sequence". If not all audit information has been provided yet as part of the ongoing audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "Not End of Audit Sequence".

Information Provided In One Audit Sequence:
The Node B shall include one Local Cell Information IE for each local cell present in the Node B. The Node B shall include the Maximum DL Power Capability IE, the Minimum Spreading Factor IE and the Minimum DL Power Capability IE when any of those values are known by the Node B. The Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for every HSDPA-capable Local Cell. The Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for every E-DCH-capable Local Cell. The Node B shall include the MBMS Capability IE set to "MBMS Capable" for every MBMS-capable Local Cell. [FDD - The Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for every F-DPCH-capable Local Cell.] [FDD - The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" when Continuous Packet Connectivity DTX-DRX is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" when Continuous Packet Connectivity HS-SCCH less is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [FDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [FDD - The Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for every SixteenQAM UL-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for every MBSFN Only Mode-capable Local Cell.] [FDD - The Node B shall include the F-DPCH Slot Format Capability IE set to "F-DPCH Slot Format Capable" for every F-DPCH Slot Format-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for every Common E-DCH capable Local Cell.] The Node B shall include the E-DPCCH Power Boosting Capability IE set to "E-DPCCH Power Boosting Capable " for every E-DPCCH Power Boosting -capable Local Cell. [FDD - The Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for every SixtyfourQAM DL and MIMO Combined-Capable Local Cell.][1.28Mcps TDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.] [FDD - The Node B shall include the Multi Cell Capability Info IE and set the Multi Cell Capability IE value to "Multi Cell Capable" for every Multi Cell operation capable Local Cell, and if the cell can be the serving HS-DSCH then the possible cells to serve multiple adjacent carrier operation[22] (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE. The Node B shall include the Multi Cell E-DCH Capability IE set to "Multi Cell E-DCH Capable" and the Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing Capability IE for every Multi Cell E-DCH-capable Local Cell in the Multi Cell Capability Info IE.] [1.28Mcps TDD - The Node B shall include the Semi-Persistent scheduling Capability LCR IE set to "Semi-Persistent scheduling Capable" for every semi-persistent scheduling Capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Continuous Packet Connectivity DRX Capability LCR IE set to "Continuous Packet Connectivity DRX Capability Capable" for Continuous Packet Connectivity DRX Capability Capable Local Cell.] [1.28Mcps TDD- The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [1.28Mcps TDD- The Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for every SixtyfourQAM DL and MIMO Combined-Capable Local Cell.] [FDD - The Node B shall include the Enhanced UE DRX Capability IE set to " Enhanced UE DRX Capable" for every Enhanced UE DRX capable Local Cell.] [FDD - The Node B shall include the MIMO Power Offset For S-CPICH Capability IE set to "S-CPICH Power Offset Capable " for every MIMO-capable Local Cell able to transmit S-CPICH at a power offset from P-CPICH.] [FDD - The Node B shall include the TX Diversity on DL Control Channels by MIMO UE Capability IE set to "DL Control Channel Tx Diversity for MIMO UE with non-diverse P-CPICH Capable" for every MIMO-capable Local Cell able to support DL control channels in transmit diversity for MIMO UEs when when MIMO is active and P-CPICH is not transmitted in diversity mode [7].] [FDD - The Node B shall include the Single Stream MIMO Capability IE set to "Single Stream MIMO Capable" for every Single Stream MIMO capable Local Cell.] [FDD - The Node B shall include the Dual Band Capability Info IE and set the Dual Band Capability IE value to "Dual Band Capable" for every Dual Band operation capable Local Cell, and if the cell can be the serving HS-DSCH then the possible cells to serve multiple dual band carrier operation[22] (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE. The Node B shall include the Multicell and MIMO Combined Capability IE set to "Multi Cell and MIMO Capable" for every Multi Cell and MIMO-capable Local Cell.]
[TDD - The Node B shall include the Reference Clock Availability IE to indicate the availability of a Reference clock connected to the Local Cell.]

If the Node B internal resources are pooled for a group of cells, the Node B shall include one Local Cell Group Information IE containing the Node B internal resource capacity and the consumption laws per group of cells [FDD - , including also the E-DCH Capacity consumption Law IE, if E-DCH is supported] [TDD - , including also the E-DCH TDD Capacity Consumption Law IE, if E-DCH is supported]. If the UL Capacity Credit IE is not present in the Local Cell Group Information IE, then the internal resource capabilities of the Node B for the Local Cell Group are modelled as shared resources between Uplink and Downlink.

If the Node B internal power resources are pooled for a group of Local Cells, the Node B shall include one Power Local Cell Group Information IE containing the Maximum DL Power Capability for each Power Local Cell Group for which this value is known by the Node B. In this case, the Node B shall also include the Maximum DL Power Capability IE in the Local Cell Information IE for all the Local Cells belonging to a Power Local Cell Group reported in the Power Local Cell Group Information IE. Furthermore, the sum of the Maximum DL Power Capability of all the Local Cells belonging to the same Power Local Cell Group shall not exceed the Maximum DL Power Capability of the concerned Power Local Cell Group.

The Node B shall include, for each local cell present in the Node B, the Node B internal resource capability and consumption laws within the Local Cell Information IE [FDD - , including also the E-DCH CapacityCconsumption Law, if E-DCH is supported] [TDD - , including also the E-DCH TDD Capacity Consumption Law IE, if E-DCH is supported]. If the UL Capacity Credit IE is not present in the Local Cell Information IE, then the internal resource capabilities of the local cell are modelled as shared resources between Uplink and Downlink. If the Local Cell utilises Node B internal resource capabilities that are pooled for several Local Cell(s), the Local Cell Group ID IE shall contain the identity of the used Local Cell Group. If the Local Cell utilises Node B internal power resources that are pooled for several Local Cells, the Power Local Cell Group ID IE shall contain the identity of the concerned Power Local Cell Group.

The Node B shall include one Cell Information IE for each cell in the Node B and information about all common transport channels and all common physical channels for each cell. If a Configuration Generation ID IE for a cell can not be trusted, the Node B shall set this Configuration Generation ID IE = "0". The Node B shall include the HS-DSCH Resources Information IE for every Cell which has been configured with HS-DSCH resources. [FDD - The Node B shall include the E-DCH Resources Information IE for every Cell which has been configured with E-DCH resources.] [TDD - The Node B shall include the E-DCH Resources Information IE and the [3.84Mcps TDD - E-RUCCH Information IE] [7.68Mcps TDD - E-RUCCH Information 7.68Mcps IE]for every cell which has been configured with E-DCH resources.]
[1.28Mcps TDD - The Node B may include the UpPCH Information LCR IE for each frequency on which the UpPCH channel is not configured in the timeslot of UpPTS.]
[1.28Mcps TDD - For a multi-frequency cell, the Node B may include the UARFCN IE in the HS-DSCH Resources Information IE to report the status of  the HS-DSCH resources on the indicated frequency, the Node B may also not include any UARFCN IE in the HS-DSCH Resources Information IE to report the status of  the HS-DSCH resources for  the whole cell.]
[1.28Mcps TDD - For a multi-frequency cell, the Node B may include the UARFCN IE in the E-DCH Resources Information IE to report the status of the E-DCH resources on the indicated frequency, the Node B may also not include any UARFCN IE in the E-DCH Resources Information IE to report the status of the E-DCH resources for the whole cell.]
The Node B shall also include one Communication Control Port Information IE for each Communication Control Port in the Node B.

[1.28Mcps TDD - For a multi-frequency cell, the Node B should report the status of the resources used for each frequency. A reporting method can be found in Annex E.]
8.2.7.3
Unsuccessful Operation
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Figure 10A: Audit procedure, Unsuccessful Operation

If the Node B cannot perform an audit of the configuration and status of the logical resources, it shall send a AUDIT FAILURE message with the Cause IE set to an appropriate value.

8.2.7.4
Abnormal Conditions

If the Node B receives the AUDIT REQUEST message with the Start Of Audit Sequence Indicator IE set to "not start of audit sequence" and there is no ongoing audit sequence, the Node B shall send the AUDIT FAILURE message with the appropriate cause value.

#Partially Omitted
8.2.15
Resource Status Indication

8.2.15.1
General

This procedure is used in the following cases:

1.
When a Local Cell becomes Existing at the Node B.

2.
When a Local Cell is to be deleted in Node B, i.e. becomes Not Existing.

3.
When the capabilities of the Local Cell change at the Node B.

4.
When a cell has changed its capability and/or its resource operational state at the Node B.

5.
When common physical channels and/or common transport channels have changed their capabilities at the Node B.

6.
When a Communication Control Port has changed its resource operational state at the Node B.

7.
When a Local Cell Group has changed its resource capability at the Node B.

8.
[1.28Mcps TDD - For a multi-frequency cell, when a cell has been successfully set up but a secondary frequency failure has occurred within the cell.]
Each of the above cases shall trigger a Resource Status Indication procedure and the RESOURCE STATUS INDICATION message shall contain the logical resources affected for that case and the cause value when applicable.

8.2.15.2
Successful Operation
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Figure 21: Resource Status Indication procedure, Successful Operation

The procedure is initiated with a RESOURCE STATUS INDICATION message sent from the Node B to the CRNC using the Node B Control Port.

Local Cell Becomes Existing:
When a Local Cell becomes Existing at the Node B, the Node B shall make it available to the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set equal to "Add".

When the capacity credits and consumption laws are shared between several Local Cells, the Node B includes the Local Cell Group ID IE for the Local Cell. If the Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include the capacity credits and the consumption laws in the Local Cell Group Information IE [FDD - , including also the E-DCH capacity consumption law, if E-DCH is supported].

If the Local Cell IE contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Local Cell are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Local Cell are modelled as shared resources between Uplink and Downlink. If the Local Cell Group Information IE contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Local Cell Group are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Local Cell Group are modelled as shared resources between Uplink and Downlink.

If the Node B internal power resources are pooled for a group of Local Cells, the Node B shall include the Power Local Cell Group ID IE for the Local Cell. If the Power Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include this IE for the concerned Power Local Cell Group in this message. Furthermore, the sum of the Maximum DL Power Capability of all the Local Cells belonging to the same Power Local Cell Group shall not exceed the Maximum DL Power Capability of the concerned Power Local Cell Group.

If the Local Cell is HSDPA-capable when it becomes Existing, the Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for the Local Cell.
If the Local Cell is E-DCH-capable when it becomes Existing, the Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for the Local Cell.
If the Local Cell is MBMS-capable when it becomes Existing, the Node B shall include the MBMS Capability IE set to "MBMS Capable" for the Local Cell.

[FDD - If the Local Cell is F-DPCH-capable when it becomes Existing, the Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for the Local Cell.]
[FDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" for the Local Cell when Continuous Packet Connectivity DTX-DRX is supported.]
[FDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" for the Local Cell when Continuous Packet Connectivity HS-SCCH less is supported.]

[FDD - If the Local Cell is MIMO-capable when it becomes Existing, then the Node B shall include the MIMO Capability IE set to "MIMO Capable" for the Local Cell.]

[FDD - If the Local Cell is SixtyfourQAM DL-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for the Local Cell.]

[FDD - If the Local Cell is Enhanced FACH-capable when it becomes Existing, the Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for the Local Cell.]

[FDD - If the Local Cell is SixteenQAM UL-capable when it becomes Existing, then the Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for the Local Cell.]

[1.28Mcps TDD - If the Local Cell is MBSFN Only Mode-capable when it becomes Existing, the Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for the Local Cell.]
[FDD - If the Local Cell is F-DPCH Slot Format-capable when it becomes Existing, then the Node B shall include the F-DPCH Slot Format Capability IE set to " F-DPCH Slot Format Capable" for the Local Cell.]

[1.28Mcps TDD - If the Local Cell is SixtyfourQAM DL-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for the Local Cell.]

[FDD - If the Local Cell is Common E-DCH-capable when it becomes Existing, the Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for the Local Cell.]

If the Local Cell is E-DPCCH Power Boosting-capable when it becomes Existing, the Node B shall include the E-DPCCH Power Boosting Capability IE set to " E-DPCCH Power Boosting Capable" for the Local Cell.

[FDD - If the Local Cell is SixtyfourQAM DL and MIMO Combined-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for the Local Cell.]

[1.28Mcps TDD - If the Local Cell is Enhanced FACH-capable when it becomes Existing, the Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for the Local Cell.]

[1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] 

[1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]

[FDD - If the Local Cell is Multi Cell Capable when it becomes Existing, the Node B shall include the Multi Cell Capability Info IE and set the Multi Cell Capability IE value to "Multi Cell Capable" for the Local Cell, and if the cell can be the serving HS-DSCH then the possible cells to serve multicell adjacent carrier operation [22] (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE. If the Local Cell is Multi Cell E-DCH-capable when it becomes Existing, the Node B shall include the MultiCell E-DCH Capability IE set to " Multi Cell E-DCH Capable " and the Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing Capability IE for the Local Cell in the Multi Cell Capability Info IE.]
[1.28Mcps TDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity DRX Capability LCR IE set to " Continuous Packet Connectivity DRX Capable " for the Local Cell when Continuous Packet Connectivity DRX is supported.]
[1.28Mcps TDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Semi-Persistent scheduling Capability LCR IE set to " Semi-Persistent scheduling Capable" for the Local Cell when Semi-Persistent scheduling operation is supported.][1.28Mcps TDD- If the Local Cell is MIMO-capable when it becomes Existing, then the Node B shall include the MIMO Capability IE set to "MIMO Capable" for the Local Cell.]

[1.28Mcps TDD- If the Local Cell is SixtyfourQAM DL and MIMO Combined-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for the Local Cell.]
[FDD - If the Local Cell is Enhanced UE DRX-capable when it becomes Existing, the Node B shall include the Enhanced UE DRX Capability IE set to " Enhanced UE DRX Capable" for the Local Cell.]

[FDD - If the Local Cell is MIMO-capable  and supports the MIMO Power Offset For S-CPICH Capability when it becomes Existing, the Node B shall include the MIMO Power Offset For S-CPICH Capability IE set to " S-CPICH Power Offset Capable " for the Local Cell.]
[FDD - If the Local Cell is MIMO-capable and supports DL control channels in transmit diversity for MIMO UEs (when MIMO is active and P-CPICH is not transmitted in diversity mode [7]) when it becomes Existing, the Node B shall include the TX Diversity on DL Control Channels by MIMO UE Capability IE set to "DL Control Channel Tx Diversity for MIMO UE with non-diverse P-CPICH Capable".]
[FDD - If the Local Cell is Single Stream MIMO-capable when it becomes Existing, then the Node B shall include the Single Stream MIMO Capability IE set to "Single Stream MIMO Capable" for the Local Cell.]
[FDD - If the Local Cell is Dual Band Capable when it becomes Existing, the Node B shall include the Dual Band Capability Info IE and set the Dual Band Capability IE value to "Dual Band Capable" for the Local Cell. If the cell can be the serving HS-DSCH then the possible cells to serve dual band carrier operation [22] (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE.]
[FDD - If the Local Cell is Multi Cell and MIMO-capable  when it becomes Existing, the Node B shall include the Multicell and MIMO Combined Capability IE set to " Multi Cell and MIMO Capable " for the Local Cell.]

Local Cell Deletion:
When a Local Cell is to be deleted in the Node B, i.e. becomes Not Existing, the Node B shall withdraw the Local Cell from the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set to "Delete". The Node B shall not withdraw a previously configured cell at the Node B that the CRNC had configured using the Cell Setup procedure, until the CRNC has deleted that cell at the Node B using the Cell Delete procedure.

Capability Change of a Local Cell:
When the capabilities of a Local Cell change at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Local Cell ID IE.

The Node B shall include the Minimum DL Power Capability IE when it is known by the Node B.

If the maximum DL power capability of the Local Cell has changed, the new capability shall be indicated in the Maximum DL Power Capability IE.

If the DL capability for supporting the minimum spreading factor has changed, the new capability shall be indicated in the Minimum Spreading Factor IE.

[TDD - If the availability of the Reference clock connected to a Local Cell has changed, the new availability condition shall be indicated in the Reference Clock Availability IE.]

The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

If the internal resource capabilities of the Local Cell are affected, it shall be reported in the following way:

-
If the internal resource capabilities of the Local Cell are modelled as shared resources between Uplink and Downlink, the new capacity shall be reported in the DL Or Global Capacity Credit IE.

-
If the internal resource capabilities of the Local Cell are modelled independently in the Uplink and Downlink direction, then the DL Or Global Capacity Credit IE and the UL Capacity Credit IE shall be present in the RESOURCE STATUS INDICATION.

If the Capacity Consumption Law for Common Channels has changed for the Local Cell, the new law shall be reported by the Node B in the Common Channels Capacity Consumption Law IE.

If the Capacity Consumption Law for Dedicated Channels has changed for the Local Cell, the new law shall be reported by the Node B in the Dedicated Channels Capacity Consumption Law IE.

[FDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell, the new law shall be reported by the Node B in the E-DCH Capacity Consumption Law IE.]
[TDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell, the new law shall be reported by the Node B in the E-DCH TDD Capacity Consumption Law IE.]
If the HSDPA capability has changed for the Local Cell, the new capability shall be indicated in the HSDPA Capability IE.
If the HS-DSCH MAC-d PDU Size Capability has changed for the Local Cell, the new capability shall be indicated in the HS-DSCH MAC-d PDU Size Capability IE.
If the E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the E-DCH Capability IE. [FDD - The Node B shall include the E-DCH Capability IE if any of the E-DCH TTI2ms, SF or HARQ Combining capabilities has changed for the E-DCH capable Local Cell.]

If the E-DCH MAC-d PDU Size Capability has changed for the Local Cell, the new capability shall be indicated in the E-DCH MAC-d PDU Size Capability IE.
If the MBMS capability has changed for the Local Cell, the new capability shall be indicated in the MBMS Capability IE.
[FDD - If the F-DPCH capability has changed for the Local Cell, the new capability shall be indicated in the F-DPCH Capability IE.]
[FDD - If the Continuous Packet Connectivity DTX-DRX capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity DTX-DRX Capability IE. The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE if the Max UE DTX Cycle supported by the Continuous Packet Connectivity DTX-DRX capable Local Cell has changed. If the Continuous Packet Connectivity HS-SCCH less capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity HS-SCCH less Capability IE.]

[FDD - If the MIMO capability has changed for the Local Cell, then the new capability shall be indicated in the MIMO Capability IE.]

[FDD - If the SixtyfourQAM DL capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL Capability IE.]
[FDD - If the Enhanced FACH capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced FACH Capability IE. The Node B shall include the Enhanced FACH Capability IE if the Enhanced PCH capability has changed for the Enhanced PCH capable Local Cell.]

[FDD - If the SixteenQAM UL capability has changed for the Local Cell, then the new capability shall be indicated in the SixteenQAM UL Capability IE.]

[1.28Mcps TDD - If the MBSFN Only Mode capability has changed for the Local Cell, the new capability shall be indicated in the MBSFN Only Mode Capability IE.] 

[FDD - If the F-DPCH Slot Format capability has changed for the Local Cell, then the new capability shall be indicated in the F-DPCH Slot Format Capability IE.]

[1.28Mcps TDD - If the SixtyfourQAM DL capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL Capability IE.]

[FDD - If the Common E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the Common E-DCH Capability IE. The Node B shall include the Common E-DCH Capabilitty IE if the E-AI capability has changed for the Common E-DCH capable Local Cell. The Node B shall include the Common E-DCH Capability IE if the HS-DPCCH capability for Common E-DCH has changed for the Common E-DCH capable Local Cell.]
If the Support for E-DPCCH Power Boosting Capability has changed for the Local Cell, the new capability shall be indicated in the E-DPCCH Power Boosting Capability IE.

[FDD – If the SixtyfourQAM DL and MIMO Combined capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL and MIMO Combined Capability IE.]

[1.28Mcps TDD - If the Enhanced FACH capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced FACH Capability IE. The Node B shall include the Enhanced FACH Capability IE if the Enhanced PCH capability has changed for the Enhanced PCH capable Local Cell.]

[1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.]
[1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]

[FDD - If the Multi Cell Capability and/or the list of possible secondary serving cells have changed for the Local Cell, the new capability including the list of possible secondary serving cells shall be indicated in the Multi Cell Capability Info. If the Multi Cell E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the Multi Cell and E-DCH Capability IE in the Multi Cell Capability Info IE. If the Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing capability has changed for the Local Cell, the new capability shall be indicated in the Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing Capability IE in the Multi Cell Capability Info IE.]
[FDD - If the Dual Band Capability and/or the list of possible secondary serving cells have changed for the Local Cell, the new capability including the list of possible secondary serving cells shall be indicated in the Dual Band Capability IE]
[1.28Mcps TDD - If the Continuous Packet Connectivity DRX capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity DRX Capability LCR IE. If the Semi-Persistent scheduling operation capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Semi-Persistent scheduling Capability LCR IE.]

[1.28Mcps TDD- If the MIMO capability has changed for the Local Cell, then the new capability shall be indicated in the MIMO Capability IE.]

[1.28Mcps TDD– If the SixtyfourQAM DL and MIMO Combined capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL and MIMO Combined Capability IE.]

[FDD - If the Enhanced UE DRX capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced UE DRX Capability IE.]

[FDD - If the support for MIMO Power Offset For S-CPICH Capability has changed for the Local Cell, the new capability shall be indicated in the MIMO Power Offset For S-CPICH Capability IE.]
[FDD - If the support for DL control channels in transmit diversity for MIMO UEs (when MIMO is active and P-CPICH is not transmitted in diversity mode [7]) has changed for the Local Cell, the new capability shall be indicated in the TX Diversity on DL Control Channels by MIMO UE Capability IE.]
[FDD - If the Single Stream MIMO capability has changed for the Local Cell, then the new capability shall be indicated in the Single Stream MIMO Capability IE.]
[FDD - If the Multi Cell and MIMO capability has changed for the Local Cell, the new capability shall be indicated in the Multicell and MIMO Combined Capability IE]
Capability Change of a Cell:
When the capabilities and/or resource operational state of a cell changes at the Node B, the Node B shall report the new capability and/or resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication, the Resource Operational State IE and the Availability Status IE. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

Capability Change of a Common Physical Channel and/or Common Transport Channel:
The Node B shall not delete any common or dedicated channels due to the cell being "Disabled". For all affected common and dedicated channels, the Node B shall report the impact to the CRNC with the relevant procedures.

When the capabilities and/or resource operational state of common physical channels and/or common transport channels have changed, the Node B shall report the new capability and/or resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication, the Resource Operational State IE and the Availability Status IE set to appropriate values for the affected channel(s). The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

When a power value for a common physical channel and/or a common transport channel becomes beyond the supported power value range due to a change in capability in the Node B, it shall be reported to the CRNC in the RESOURCE STATUS INDICATION message, with the Resource Operational State IE set to "Enabled", the Availability Status IE set to "Degraded" and the Cause IE set to "Power level not supported". Affected channels shall use the nearest power value that is supported.
[1.28Mcps TDD - Capability Change of a UpPCH channel:]
When the capabilities of UpPCH channels which are not configured in the timeslot of UpPTS on one or multiple frequencies have changed, the Node B may include the UpPCH Information LCR IE in the RESOURCE STATUS INDICATION message.
Capability Change of a Communication Control Port:
When the resource operational state of a Communication Control Port has changed, the Node B shall report the new resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Communication Control Port ID IE. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

Capability Change of HS-DSCH Resources:
When the resource operational state of the HS-DSCH resources has changed, the Node B shall report the new resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

[1.28Mcps TDD - For a multi-frequency cell, the Node B may include the UARFCN IE in the HS-DSCH Resources Information IE to report the status of the HS-DSCH resources on the indicated frequency, the Node B may also not include any UARFCN IE in the HS-DSCH Resources Information IE to report the status of  the HS-DSCH resources for the whole cell.]
Capability Change of E-DCH Resources:
When the resource operational state of the E-DCH resources has changed, the Node B shall report the new resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

[1.28Mcps TDD - For a multi-frequency cell, the Node B may include the UARFCN IE in the E-DCH Resources Information IE to report the status of the E-DCH resources on the indicated frequency, the Node B may also not include any UARFCN IE in the E-DCH Resources Information IE to report the status of the E-DCH resources for the whole cell.]
Capability Change of a Local Cell Group:
When the resource capabilities of a Local Cell Group change at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Local Cell Group Information IE reporting the change. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to an appropriate value. If the RESOURCE STATUS INDICATION message contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Node B are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Node B are modelled as shared resources between Uplink and Downlink.

If the Capacity Consumption Law for Common Channels has changed for the Local Cell Group, the new law shall be reported by the Node B in the Common Channels Capacity Consumption Law IE.

If the Capacity Consumption Law for Dedicated Channels has changed for the Local Cell Group, the new law shall be reported by the Node B in the Dedicated Channels Capacity Consumption Law IE.

[FDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell Group, the new law shall be reported by the Node B in the E-DCH Capacity Consumption Law IE.]
[TDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell Group, the new law shall be reported by the Node B in the E-DCH TDD Capacity Consumption Law IE.]
Capability Change of a Power Local Cell Group:
When the power capability of a Power Local Cell Group changes at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message with the Indication Type IE set equal to "Service Impacting" and the Power Local Cell Group Information IE reporting the change. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to an appropriate value. In this case, the Node B shall also include the Maximum DL Power Capability IE in the Local Cell Information IE for all the Local Cells belonging to the concerned Power Local Cell Group. Furthermore, the sum of the Maximum DL Power Capability of all the Local Cells belonging to the same Power Local Cell Group shall not exceed the Maximum DL Power Capability of the concerned Power Local Cell Group.
[1.28Mcps TDD - For a multi-frequency cell, when a cell has been successfully setup but a secondary frequency failure has occurred, the Node B shall report the status of the secondary frequency indicated by UARFCN IE on which the failure occurred by immediately sending a RESOURCE STATUS INDICATION message with the Indication Type IE set equal to "Service Impacting", the Resource Operational State IE and the Availability Status IE. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to an appropriate value.]

General:
When the RESOURCE STATUS INDICATION message is used to report an error, only one cause value for all reported objects can be sent in one message. When the RESOURCE STATUS INDICATION message is used to clear errors, only all errors for one object can be cleared per message. It is not possible to clear one out of several errors for one object.

[1.28Mcps TDD - For a multi-frequency cell, the Node B should report the status of the resources used for each frequency. A reporting method can be found in Annex E.]
8.2.15.3
Abnormal Conditions

-

#Partially Omitted
8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK SETUP REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE. 
Transport Channels Handling:

DCH(s):

[TDD - If the DCH Information IE is present, the Node B shall configure the new DCH(s) according to the parameters given in the message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, then the Node B shall treat the DCHs in the DCH Information IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.

[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

For a set of co-ordinated DCHs, the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE, ref. [16]].

The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs as the FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The received Frame Handling Priority IE specified for each Transport Channel should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new RL(s) has been activated.

If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

[FDD - The Diversity Control Field IE indicates for each RL (except the first RL in the message) whether the Node B shall combine the concerned RL or not.

-
If the Diversity Control Field IE is set to"May", the Node B shall decide for either of the alternatives.

-
If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other RL.

-
If the Diversity Control Field IE is set to "Must not", the Node B shall not combine the RL with any other existing RL.

The signalled Diversity Control Field IE is applied to Dedicated Transport Channels (DCH) only. In case of E-DCH it shall always be assumed to be set to "Must". When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.]

[FDD - In the RADIO LINK SETUP RESPONSE message, the Node B shall indicate for each RL with the Diversity Indication in the RL Information Response IE whether the RL is combined or not.]

-
[FDD - In case of not combining with a RL previously listed in the RADIO LINK SETUP RESPONSE message or for the first RL in the RADIO LINK SETUP RESPONSE message, and if the DCH Indicator For E-DCH-HSDPA Operation IE is not included in the RADIO LINK SETUP REQUEST message, the Node B shall:]

-
[FDD - include in the DCH Information Response IE in the RADIO LINK SETUP RESPONSE message for which the Transport Bearer Not Requested Indicator IE was not included the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

-
[FDD - include in the RADIO LINK SETUP RESPONSE message the Transport Bearer Not Setup Indicator IE for every DCH for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK SETUP REQUEST message.]
-
[FDD - For the first E-DCH RL in the RADIO LINK SETUP RESPONSE message, the Node B shall:]

-
[FDD - include in the E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each E-DCH MAC-d flow of this RL.]

-
[FDD - include in the RADIO LINK SETUP RESPONSE message the Transport Bearer Not Setup Indicator IE for every E-DCH MAC-d flow for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK SETUP REQUEST message.]

-
[FDD - Otherwise in case of combining, the RL ID IE indicates (one of) the RL(s) previously listed in this RADIO LINK SETUP RESPONSE message with which the concerned RL is combined and if the ALCAP is not used and the transport bearer for the DCH is already established, the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL in the RADIO LINK SETUP REQUEST message, shall not be used. In case of combining an E-DCH RL, one of the RLs previously listed in this RADIO LINK SETUP RESPONSE message including the E-DCH FDD Information Response IE shall be regarded as the RL with which the concerned E-DCH RL is combined.]

[TDD - The Node B shall include in the DCH Information Response IE in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

[TDD - If an E-DCH has been established, the Node B shall include in the E-DCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each E-DCH MAC-d flow of the RL.]

In the case of a set of co-ordinated DCHs, the Binding ID IE and the Transport Layer Address IE shall be specified for only one of the DCHs in the set of co-ordinated DCHs [FDD - where the Transport Bearer Not Requested Indicator IE was not included].

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH, then the Node B shall not establish a transport bearer for the concerned DCH and shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH in the RADIO LINK SETUP RESPONSE message.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH, the Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH in the RADIO LINK SETUP RESPONSE message.]
[TDD - DSCH(s)]:

[TDD - If the DSCH Information IE is present, the Node B shall configure the new DSCH(s) according to the parameters given in the message.]

[TDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the DSCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the DSCH.]

[TDD - The Node B shall include in the DSCH Information Response IE in the RADIO LINK SETUP RESPONSE the Binding ID IE and the Transport Layer Address IE for the transport bearer to be established for each DSCH of this RL.]

[TDD - If the RADIO LINK SETUP REQUEST message includes the TNL QoS IE in the DSCH TDD Information IE and if ALCAP is not used, the Node B may use the TNL QoS IE to determine the transport bearer characteristics to apply in the uplink for the related DSCH.]

[TDD - USCH(s)]:

[TDD - If the USCH Information IE is present, the Node B shall configure the new USCH(s) according to the parameters given in the message.]

[TDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the USCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the USCH.]

[TDD - If the RADIO LINK SETUP REQUEST message includes the TNL QoS IE in the USCH Information IE and if ALCAP is not used, the Node B may use the TNL QoS IE to determine the transport bearer characteristics to apply in the uplink for the related USCH.]

[TDD -If the USCH Information IE is present, the Node B shall include in the USCH Information Response IE in the RADIO LINK SETUP RESPONSE message the Binding ID IE and the Transport Layer Address IE for the transport bearer to be established for each USCH of this RL.]

HS-DSCH:

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The Node B shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message. [FDD - The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD- The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
The Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being established.

-
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow.

-
If the RADIO LINK SETUP REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message for every HS-DSCH MAC-d flow being established, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK SETUP REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended  IE to the values of the corresponding peer received in RADIO LINK SETUP REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Measurement Power Offset IE in the HS-DSCH Information IE, then the Node B shall use the measurement power offset as described in ref [10], subclause 6A.2.]
-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the Node B shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the HS-SICH SIR Target IE in the HS-DSCH Information IE, the Node B shall use this value to determine the HS-SICH  SIR Target. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE [FDD - and/or the HS-DSCH MAC-ehs Format IE] in the HS-DSCH  Information IE, then the Node B shall use the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32]. 
-
If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.

-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the Node B shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use: ]

-
 [FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.

-
[1.28Mcps TDD - If the TSN-Length IE is included in the HS-DSCH TDD Information IE, then the IE is used to indicate the TSN bits applied to the MAC-hs PDU frame.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Number of Supported Carriers IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information to allocate HSDPA resources over multiple carriers for the UE.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK SETUP REQUEST message includes the Multi-carrier HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information together with the HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE to allocate HSDPA resources over multiple carriers for the UE.]
-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH over multiple carriers and include the HS-SCCH Specific Information Response LCR per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B shall include the HARQ Memory Partitioning per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28Mcps TDD - If the Node B allows UE to apply HSDPA resources distributed over multiple carriers, the Node B may indicate the number of carriers actually used by the UE and include the Multi-Carrier number IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B may include the UsedFrequency IE in the HS-SCCH Specific Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B may include the UARFCN IE in the HS-SCCH Specific Information Response LCR per UARFCN IE in the RADIO LINK SETUP RESPONSE message.]


[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then, the Node B shall activate the MIMO mode for the HS-DSCH Radio Link, decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
If the RADIO LINK SETUP REQUEST message includes the DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].
-
If the RADIO LINK SETUP REQUEST message includes the SRB Indicator IE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the NodeB shall, if supported, consider the queue serving as SRB. 
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the Single Stream MIMO mode for the HS-DSCH Radio Link.]
 [FDD - Secondary Serving HS-DSCH:]

[FDD - If the Additional HS Cell Information RL Setup IE is present in the RADIO LINK SETUP REQUEST message, then:]

-
[FDD - The Node B shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - If the HARQ Memory partitioning is cell specific the Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message for each secondary serving HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the Node B shall activate the resources that are allocated for the new secondary serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If Sixtyfour QAM will not be used for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
[FDD - E-DCH]:

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10].]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DPCH Information IE, which contains the Minimum Reduced E-DPDCH Gain Factor IE, then the Node B shall use the value to determine the applicable minimum gain factor (βed,k,reduced,min) defined in [10]. For the case the Minimum Reduced E-DPDCH Gain Factor IE is not available for the Node B Communication Context,  the Node B may use the default value defined in [18]. ]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK SETUP REQUEST message:]

-
[FDD - The Node B shall setup the requested E-DCH resources on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH FDD Information IE for an E-DCH MAC-d flow, then if the Transport Bearer Not Requested Indicator IE is not included for this E-DCH MAC-d flow, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. The Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for every E-DCH MAC-d flow being established for which the Transport Bearer Not Requested Indicator IE was not included.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for an E-DCH MAC-d flow, then the Node B shall not establish a transport bearer for the concerned E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for an E-DCH MAC-d flow and:]
-
[FDD - if the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the E-DCH MAC-d flow being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions for the related reordering queue.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes SRB Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, the NodeB shall, if supported, consider the E-DCH Logical Channel serving as SRB.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" the Node B shall assume scheduled grants being configured for the concerned E-DCH MAC-d flow.]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this Node B]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK SETUP RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK SETUP RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH ReferencePower Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the Serving Cell Change CFN  IE is included in the RADIO LINK SETUP REQUEST message, then the Node B shall activate the resources that are allocated for the new serving E-DCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-RNTI IE in the E-DPCH Information IE, the Node B shall use the information to detect the information related to the E-RNTI which is configured in the Node B when the UE was in Cell_FACH state.]
[FDD – Additional E-DCH Setup:]

[FDD - If the Additional E-DCH Cell Information RL Setup Req IE is present in the RADIO LINK SETUP REQUEST message, then:]

· [FDD - The Node B shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resource on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
· [FDD - If the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE are present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 
· [FDD - If the Secondary UL Frequency Activation State is present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information for xxx.]
· DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE are present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 
· [FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, the F-DPCH Slot Format IE and/or the E-RNTI IE in the Additional E-DCH Secondary RL Specific Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
· [FDD – If the Multicell E-DCH Transport Bearer Mode IE is set to "Separate Iub Transport Bearer Mode", then:]
-
[FDD - If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow the Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
· [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]
· [FDD - If activation of power balancing for the Additional E-DCH RL by the RADIO LINK SETUP REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]
· [FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]

· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.] 
· [FDD – If the Additional Serving E-DCH Radio Link is configured in the Node B, then:]
-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE for the initial grant for the Additional serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]
-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.] 
[FDD - E-DCH - HS-DSCH]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the DCH Indicator For E-DCH-HSDPA Operation IE, then the Node B shall ignore the DCH Information IE in the RADIO LINK SETUP REQUEST message.]

[TDD - E-DCH]:

[TDD - If the [3.84Mcps TDD - E-DCH Information IE] [1.28Mcps TDD - E-DCH Information 1.28Mcps IE][7.68Mcps TDD - E-DCH Information 7.68Mcps IE]is present in the RADIO LINK SETUP REQUEST message:]

-
[TDD - The Node B shall setup the requested E-DCH resources on the Radio Link indicated by the E-DCH Serving RL IE.]

-
[TDD - If the TNL QoS IE is included in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Non-scheduled" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants are configured for that E-DCH MAC-d flow and shall use the information within the [3.84Mcps - E-DCH Non-scheduled Grant Information TDD IE] [1.28Mcps - E-DCH Non-scheduled Grant Information LCR TDD IE] [7.68Mcps - E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE], if included, for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Scheduled" the Node B shall assume that it may issue scheduled grants for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, then the Node B shall use this information to optimise MAC-e scheduling decisions for the related queue.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[3.84Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH TDD Maximum Bitrate IE in the E-DCH TDD Information IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE in the E-DCH TDD Information LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE in the E-DCH TDD Information 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload Level IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE][1.28Mcps TDD - E-DCH TDD Information LCR IE], then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE in the E-DCH TDD Information LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

-
[3.84Mcps TDD and 7.68Mcps TDD - The Node B shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E-AGCH(s), [1.28Mcps - E-HICHs] assigned in the E-DCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]
Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or the Node B Communication Context is deleted.]

[FDD - If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to "SF/2" in the RADIO LINK SETUP REQUEST message, the Node B shall use or not the alternate scrambling code as indicated for each DL Channelisation Code in the Transmission Gap Pattern Sequence Code Information IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the Node B shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN refers to the latest passed CFN with that value The Node B shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the Node B shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the Node B shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the Node B shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing.]

[FDD - DL Code Information]:

[FDD - When more than one DL DPDCH is assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]

[TDD - PDSCH RL ID]:

[TDD - If the PDSCH RL ID IE is included in RADIO LINK SETUP REQUEST message, the Node B shall use the PDSCH RL ID as an identifier for the PDSCH and/or PUSCH in this radio link.]

[FDD - Phase Reference Handling]:
[FDD - If the RADIO LINK SETUP REQUEST message includes the Primary CPICH Usage For Channel Estimation IE and has the value "Primary CPICH shall not be used", the Node B shall assume that the UE is not using the Primary CPICH for channel estimation. If the RADIO LINK SETUP REQUEST message does not include the Primary CPICH Usage For Channel Estimation IE or includes the Primary CPICH Usage For Channel Estimation IE and has the value "Primary CPICH may be used", the Node B shall assume that the UE may use the Primary CPICH for channel estimation.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Secondary CPICH Information IE, the Node B shall assume that the UE may use the Secondary CPICH indicated by the Common Physical Channel ID IE for channel estimation.]

General:

[FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE are included, the Node B may use this information to speed up the detection of L1 synchronisation.]

[FDD - The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control.]

[1.28Mcps TDD - The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control according [19] and [21].]

[FDD - If the received Limited Power Increase IE is set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control.]

[1.28Mcps TDD - If the UL CCTrCH Information IE includes the TDD TPC UL Step Size IE, the Node B shall configure the uplink TPC step size according to the parameters given in the message.]

[1.28 Mcps TDD - The Node B shall configure the HS-SCCH TPC step size to the same value as the TDD TPC DL Step Size IE of the lowest numbered DL CCTrCH whose DL CCTrCH Information IE includes the TDD TPC DL Step Size IE.]
[1.28Mcps TDD - If the UL Timeslot Information LCR  IE includes the PLCCH Information IE, the Node B shall transmit TPC /SS bits on a PLCCH according to the parameters given in the message.]

[FDD - DPCH Handling]:

[FDD - If the UL DPDCH Indicator For E-DCH Operation IE is set to "UL DPDCH not present", the Min UL Channelisation Code Length IE, the Puncture Limit IE and the TFCS IE within the UL DPCH Information IE shall be ignored and no UL DPDCH resources shall be allocated.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL DPCH Information IE, then the Node B shall configure the concerned Node B Communication Context to use DPCH in the downlink, i.e. with a DL DPCCH and a DL DPDCH.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE, then the Node B shall configure the concerned Node B Communication Context to use F-DPCH in the downlink, i.e. with transmission of only the TPC field.]

[FDD - Continuous Packet Connectivity Handling]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]
· [FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for Continuous Packet Connectivity HS-SCCH less operation according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK SETUP RESPONSE message.]

[1.28 Mcps TDD - Continuous Packet Connectivity Handling]:

[1.28 Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28 Mcps TDD – The Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD – The Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - If the E-DCH Semi-Persistent Resource Reservation Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated E-DCH Semi-persistent resource IE in the RADIO LINK SETUP RESPONSE message.]
Radio Link Handling:

[FDD - Transmit Diversity]:

[FDD - When the Diversity Mode IE is set to "STTD"or "Closedloop mode1", the Node B shall activate/deactivate the Transmit Diversity for each Radio Link in accordance with the Transmit Diversity Indication IE]

DL Power Control:

[FDD - The Node B shall start any DL transmission using the initial DL power specified in the message on each DL DPCH or on the F-DPCH of the RL until either UL synchronisation on the Uu interface is achieved for the RLS or Power Balancing is activated. No inner loop power control or balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10], subclause 5.2.1.2) and the power control procedure (see subclause 8.3.7), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message. If the Node B Communication Context is configured to use DPCH in the downlink, during compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

[FDD - If the DPC Mode IE is present in the RADIO LINK SETUP REQUEST message, the Node B shall apply the DPC mode indicated in the message and be prepared that the DPC mode may be changed during the lifetime of the RL. If the DPC Mode IE is not present in the RADIO LINK SETUP REQUEST message, DPC mode 0 shall be applied (see ref. [10]).]

[3.84 Mcps TDD and 7.68Mcps TDD - The Node B shall determine the initial CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Initial DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the initial CCTrCH DL power, otherwise the initial CCTrCH DL power is the Initial DL Transmission Power IE included in the RL Information IE. The Node B shall start any DL transmission on each DCH type CCTrCH using the initial CCTrCH DL power, as determined above, on each DL DPCH and on each Time Slot of the CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 4.2.3.4), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.]

[3.84 Mcps TDD and 7.68Mcps TDD - The Node B shall determine the maximum DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE.]
[3.84 Mcps TDD and 7.68Mcps TDD - The Node B shall determine the minimum DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE.] 

[3.84Mcps TDD and 7.68Mcps TDD - The initial power, maximum power, and minimum power for DSCH type CCTrCH shall be determined as follows:

· If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum, maximum and initial power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.

-
If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum and initial powers, however, are subject to control by the CRNC via the frame protocol].
[1.28 Mcps TDD - The Node B shall determine the initial DL power for each timeslot within the DCH type CCTrCH by the following rule: If the Initial DL Transmission Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the Initial DL Power and ignore the DL Time Slot ISCP info LCR IE, otherwise the initial DL Power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall start any DL transmission on each timeslot within each DCH type CCTrCH using the initial DL power, as determined above, on each DL DPCH and on each timeslot of the CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.] 

[1.28 Mcps TDD - The Node B shall determine the maximum DL power for each timeslot within the DCH type CCTrCH by the following rule: If the Maximum DL Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE.]

[1.28 Mcps TDD - The Node B shall determine the minimum DL power for each timeslot within the DCH type CCTrCH by the following rule: If the Minimum DL Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE.]

[1.28Mcps TDD - The Node B shall determine the initial power for each timeslot within the DSCH type CCTrCH by the following rule: If both the CCTrCH Initial DL Transmission Power IE, included in the DL CCTrCH Information IE, and the DL Time Slot ISCP Info LCR IE, included in the RL Information IE, are included then the Node B shall use that power for the PDSCH and ignore the Initial DL Transmission Power IE included in the RL Information IE, otherwise the initial DL Power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall start any DL transmission on each timeslot within each DSCH type CCTrCH using the initial DL power, as determined above, on each DL PDSCH and on each timeslot of the CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.]

[1.28 Mcps TDD - The Node B shall determine the maximum DL power for each timeslot within the DSCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE.]

[1.28 Mcps TDD - The Node B shall determine the minimum DL power for each timeslot within the DSCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE.]

[3.84Mcps TDD and 7.68Mcps TDD - If the DL Time Slot ISCP Info IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged.]

[FDD - If the received Inner Loop DL PC Status IE is set to "Active", the Node B shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the Node B shall deactivate the inner loop DL power control for all RLs according to ref. [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL Power Balancing Information IE and the Power Adjustment Type IE is set to "Common" or "Individual", the Node B shall activate the power balancing, if activation of power balancing by the RADIO LINK SETUP REQUEST message is supported, according to subclause 8.3.7, using the DL Power Balancing Information IE. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE.]

[FDD - If activation of power balancing by the RADIO LINK SETUP REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message.]

[1.28Mcps TDD - Uplink Synchronisation Parameters LCR]:

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message contains the Uplink Synchronisation Parameters LCR IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

[1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK SETUP REQUEST message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement  according to the [18].

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message. ]

-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH Setup and: ]

-
[FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
[FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in  the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
[FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – - if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]

-
[FDD – - if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]

-
[FDD – if the HS-DSCH MAC-ehs Format IE is included in the in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]
-
[FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:  ]
-
[FDD – - The Node B may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – -The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
-
[FDD –If the RADIO LINK SETUP REQUEST message includes the Additional E-DCH Cell Information RL Setup Req IE, the Node B shall include in the Additional Modified E-DCH RL Information Response IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the Additional E-DCH serving cell according to the rules defined for Serving Additional E-DCH Radio Link Change as follows:  ]
-
[FDD – - The Node B may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving Additional E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – -The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving Additional E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
-
[FDD –If the HARQ Memory partitioning is cell specific the Node B shall include the Cell specific HARQ Memory Partitioning IE set to "True" in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message]

General:

If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs.

The Node B shall start reception on the new RL(s) after the RLs are successfully established.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Synchronisation Indicator IE, set to "Timing Maintained Synchronisation", the Node B shall use synchronisation procedure B according to subclause 4.3.2.4 in [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Initial DL DPCH Timing Adjustment Allowed IE, then the Node B may perform an initial DL DPCH Timing Adjustment (i.e. perform a timing advance or a timing delay with respect to the SFN timing) on a Radio Link. In this case, the Node B shall include, for the concerned Radio Link(s), the Initial DL DPCH Timing Adjustment IE in the Radio Link Information Response IE in the RADIO LINK SETUP RESPONSE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Slot Format IE and if the Node B Communication Context is configured to use F-DPCH in the downlink, then the Node B shall use this information to configure the F-DPCH slot format of each RL according to [7].]

[FDD - Radio Link Set Handling]:

[FDD - The First RLS Indicator IE indicates if the concerned RL shall be considered part of the first RLS established towards this UE. The First RLS Indicator IE shall be used by the Node B together with the value of the DL TPC Pattern 01 Count IE which the Node B has received in the Cell Setup procedure, to determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.]

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. In case of E-DCH, the generation of E-HICH related information for RLs in different RL Sets shall not be common.]

[FDD - For all RLs having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. In case of E-DCH, the generation of E-HICH information for all RLs in a RL Set shall be common.]

[FDD - The UL out-of-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set.]

[FDD - For each E-DCH RL which has or can have a common generation of E-RGCH information with another RL (current or future) when the Node B would contain the E-DCH serving RL, the Node B shall include the E-DCH RL Set ID IE in the RADIO LINK SETUP RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the RNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]

Response Message:

If the RLs are successfully established, the Node B shall and respond with a RADIO LINK SETUP RESPONSE message.

After sending the RADIO LINK SETUP RESPONSE message the Node B shall continuously attempt to obtain UL synchronisation on the Uu interface.

For each RL for which the Delayed Activation IE is not included in the RADIO LINK SETUP REQUEST message, the Node B shall:

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16].]

-
[TDD - start transmission on the new RL immediately as specified in [16].]

For each RL for which the Delayed Activation IE is included in the RADIO LINK SETUP REQUEST message, the Node B shall:

-
if the Delayed Activation IE indicates "Separate Indication":

-
not start any DL transmission for the concerned RL on the Uu interface;

-
if the Delayed Activation IE indicates "CFN":

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16], however never before the CFN indicated in the Activation CFN IE.]

-
[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in [16].]

8.2.17.3
Unsuccessful Operation


[image: image5.wmf]C

RNC

Node B

RADIO LINK SETUP REQUEST

RADIO LINK SETUP FAILURE


Figure 25: Radio Link Setup procedure, Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the Node B shall respond with a RADIO LINK SETUP FAILURE message. The message contains the failure cause in the Cause IE.

[FDD - If some radio links were established successfully, the Node B shall indicate this in the RADIO LINK SETUP FAILURE message in the same way as in the RADIO LINK SETUP RESPONSE message. In this case, the Node B shall include the Communication Control Port Id IE in the RADIO LINK SETUP FAILURE message.]

[FDD - If the RL identified by the HS-PDSCH RL ID IE is a radio link in the Node B and this RL is successfully established, then the Node B shall include the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP FAILURE message.]
[FDD - If the RL identified by the HS-PDSCH RL ID IE in the Additional HS Cell Information RL Setup IE is a radio link in the Node B and this RL is successfully established, then the Node B shall include the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP FAILURE message. If the establishment of the RL identified by the HS-PDSCH RL ID IE in the Additional HS Cell Information RL Setup IE, i.e. secondary serving HS-DSCH Radio Link is unsuccessful but the establishment of the RL identified by the HS-PDSCH RL ID IE for the serving HS-DSCH Radio Link is successful, then the Node B shall indicate the unsuccessful secondary serving HS-DSCH Radio Link in the Unsuccessful RL Information Response IE in the RADIO LINK SETUP FAILURE message by setting the RL ID IE to the same value as the unsuccessful HS-PDSCH RL ID IE in the Additional HS Cell Information RL Setup IE.]
Typical cause values are as follows:

Radio Network Layer Cause:

-
Combining not supported

-
Combining Resources not available

-
Requested Tx Diversity Mode not supported

-
Number of DL codes not supported

-
Number of UL codes not supported
-
UL SF not supported

-
DL SF not supported

-
Dedicated Transport Channel Type not supported

-
Downlink Shared Channel Type not supported

-
Uplink Shared Channel Type not supported

-
CM not supported

-
[FDD - DPC mode change not supported]

-
Delayed Activation not supported

-
F-DPCH not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]

-
[FDD - MIMO not available]

-
E-DCH MAC-d PDU Size Format not available

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]
-
[1.28Mcps TDD- MIMO not available]
-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]

-
[FDD - TX diversity for MIMO UE on DL Control Channels not available]
-
[FDD – Single Stream MIMO not available]
-
[FDD - Multi Cell operation with MIMO not available]
-
[FDD - Multi Cell E-DCH operation not available]
Transport Layer Cause:

-
Transport Resources Unavailable

Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure

8.2.17.4
Abnormal Conditions

[FDD - If the RADIO LINK SETUP REQUEST message contains the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected"], the Node B shall regard the Radio Link Setup procedure as failed and shall respond with a RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, and if the DCHs in the DCH Information IE do not have the same Transmission Time Interval IE in the Semi-static Transport Format Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE or RL Specific E-DCH Information IE included in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "Must" [FDD - or the RL is combined with an E-DCH RL previously listed in the RADIO LINK SETUP RESPONSE message], the Node B shall regard the Radio Link Setup procedure as failed and respond with the RADIO LINK SETUP FAILURE message.

If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "May", the Node B shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.
If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "Must Not", the Node B shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.
If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE for the first RL in the RL Information IE and/or [FDD - in the RL Specific E-DCH Information IE in the RL Information IE for the first E-DCH RL][TDD – in the E-DCH MAC-d Flows Information TDD IE], the Node B shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.
If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE for an HS-DSCH MAC-d Flow in the HS-DSCH MAC-d Flows Information IE, the Node B shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.
[TDD - If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE for a DSCH in the DSCH TDD Information IE and/or for an USCH in the USCH  Information IE, the Node B shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message contains the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes an HS-PDSCH RL-ID IE for a serving HS-DSCH not referring to one of the radio links to be established, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message contains the HS-DSCH Information IE and if the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE has the value  "Indexed MAC-d PDU Size", the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message does not include the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE has the value  "Flexible MAC-d PDU Size", the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If  the RADIO LINK SETUP REQUEST message contains, for at least one logical channel, the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE and there exist a logical channel for which the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE is not present, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[TDD - If the RADIO LINK SETUP REQUEST message contains, for at least one logical channel, the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE, and there exist a logical channel for which the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE is not present, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Synchronisation Indicator IE, set to "Timing Maintained Synchronisation", and if the First RLS indicator IE is set to "not first RLS", the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the HS-DSCH Information IE and if the Measurement Power Offset IE is not present, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the F-DPCH Information IE and the DL DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the  Active Pattern Sequence Information IE, which activates a transmission gap pattern sequence with an SF/2 downlink compressed mode method, and if the concerned NodeB Communication Context is configured to use DPCH in downlink and the Transmission Gap Pattern Sequence Code Information is not available for any Radio Link, the NodeB shall reject the Radio Link Setup procedure using the RADIO LINK SETUP FAILURE message with the cause value “Invalid CM Settings”.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Primary CPICH Usage For Channel Estimation IE set to the value "Primary CPICH shall not be used" and doesn’t include the Secondary CPICH Information IE, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes one of the Not Used IEs, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the E-DCH RL Indication IE set to "E-DCH", but does not contain the E-DCH FDD Information IE, or if the message contains the E-DCH FDD Information IE, but does not contain the E-DCH RL Indication IE set to "E-DCH", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message contains the HS-PDSCH RL ID IE and the Serving E-DCH RL IE but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not configured to be in the same cell then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If the RADIO LINK SETUP REQUEST message contains the HS-PDSCH RL ID IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as “HS-DSCH not configured” then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD - If the RADIO LINK SETUP REQUEST message contains the E-DPCH Information IE but does not contain the UL DPDCH Indicator For E-DCH Operation IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the Serving Cell Change CFN IE, but neither the Serving E-DCH RL IE nor HS-DSCH Information IE is included, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the Transport Bearer Not Requested Indicator IE for a DCH, but does not contain the Unidirectional DCH indicator IE set to "Uplink DCH only" in the DCH Specific Info IE for the DCH, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[1.28Mcps TDD - For a multi-frequency cell, if the UARFCN IE is not included in the RADIO LINK SETUP REQUEST message, the Node B shall reject the procedure by sending the RADIO LINK SETUP FAILURE message.]

[1.28Mcps TDD - For the cell in which only one frequency is configured, if the UARFCN IE is included in the RADIO LINK SETUP REQUEST message, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the UL DPCH Information IE in the RADIO LINK SETUP REQUEST message contains the UL DPCCH Slot Format set to "4" but does not contain the F-DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the UL DPCH Information IE in the RADIO LINK SETUP REQUEST message contains the UL DPCCH Slot Format set to "0" or "2" and the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the UL DPCH Information IE in the RADIO LINK SETUP REQUEST message contains Diversity Mode IE set to "Closed loop mode 1"and UL DPCCH Slot Format not set to "2" or "3", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD - If the RADIO LINK SETUP REQUEST message contains the MIMO Activation Indicator IE, Sixtyfour QAM Usage Allowed Indicator IE set to "Allowed", the Additional HS Cell Information RL Setup IE and/or the HS-DSCH MAC-ehs Format IE in the HS-DSCH Information IE set to "Extended Window Size", but does not contain the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

 [FDD - If the RADIO LINK SETUP REQUEST message contains the MIMO Activation Indicator IE in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Setup IE, but does not contain the HS-DSCH MAC-ehs Format IE in the HS-DSCH Information IE set to "Extended Window Size", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD – If the RADIO LINK SETUP REQUEST message contains the Continuous Packet Connectivity DTX-DRX Information IE but does not contain the F-DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message]

[FDD – If the RADIO LINK SETUP REQUEST message contains the Serving E-DCH RL ID IE but contains the Transport Bearer Not Requested Indicator IE, the Node B shall reject the procedure using the RADIO LINK SETUP  FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE for a DCH for a specific RL and the specific RL is combined with RL which the transport bearer is configured to be established for the DCH, previously listed in the RADIO LINK SETUP RESPONSE message in the Node B, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the Additional HS Cell Information RL Setup IE and if the HS-DSCH Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message includes the DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE set to “Flexible RLC PDU Size”, and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE has the value  "Indexed MAC-d PDU Size", the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message does not include the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, and the DL RLC PDU Size Format  IE in the HS-DSCH  Information IE has the value  "Flexible RLC PDU Size", the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.
[FDD - If the RADIO LINK SETUP REQUEST message contains a MIMO Activation Indicator IE and a Single Stream MIMO Activation Indicator IE in the HS-DSCH FDD Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD - If the RADIO LINK SETUP REQUEST message contains the Additional E-DCH Cell Information RL Setup Req IE and if the E-DPCH Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD - If  the RADIO LINK SETUP REQUEST message contains the Additional E-DCH Cell Information RL Setup Req IE and there exist a logical channel for which the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE is not present, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

#Partially Omitted
8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK ADDITION REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
Physical Channels Handling:

[TDD - If the [3.84Mcps TDD - UL DPCH Information IE] [1.28Mcps TDD - UL DPCH Information LCR IE] [7.68Mcps TDD - UL DPCH Information 7.68Mcps IE] is present, the Node B shall configure the new UL DPCH(s) according to the parameters given in the message.]

[TDD - If the [3.84Mcps TDD - DL DPCH Information IE] [1.28Mcps TDD - DL DPCH Information LCR IE] [7.68Mcps TDD - DL DPCH Information 7.68Mcps IE] is present, the Node B shall configure the new DL DPCH(s) according to the parameters given in the message.]

[1.28Mcps TDD - If the UL Timeslot Information LCR IE includes the PLCCH Information IE, the Node B shall transmit TPC /SS bits on a PLCCH according to the parameters given in the message.]

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Compressed Mode Deactivation Flag IE with value ''Deactivate'', the Node B shall not activate any compressed mode pattern in the new RLs. In all the other cases (Flag set to ''Maintain Active'' or not present), the ongoing compressed mode (if existing) shall be applied also to the added RLs.]

[FDD - If the Node B Communication Context is configured to use DPCH in the downlink and if the RADIO LINK ADDITION REQUEST message contains the Transmission Gap Pattern Sequence Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated for each DL Channelisation Code for which the Transmission Gap Pattern Sequence Code Information IE is set to "Code Change".]

[FDD - DL Code Information]:

[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to ref. [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]

[TDD - CCTrCH Handling]:

[TDD - If the UL CCTrCH Information IE is present, the Node B shall configure the new UL CCTrCH(s) according to the parameters given in the message.]

[1.28Mcps TDD - If the UL CCTrCH Information IE includes the TDD TPC UL Step Size IE, the Node B shall configure the uplink TPC step size according to the parameters given in the message, otherwise it shall use the step size configured in other radio link.]
[TDD - If the DL CCTrCH Information IE is present, the Node B shall configure the new DL CCTrCH(s) according to the parameters given in the message.]

[TDD - If the DL CCTrCH Information IE includes the TDD TPC DL Step Size IE, the Node B shall configure the downlink TPC step size according to the parameters given in the message, otherwise it shall use the step size configured in other radio link.]

[1.28 Mcps TDD - The Node B shall configure the HS-SCCH TPC step size to the same value as the TDD TPC DL Step Size IE of the lowest numbered DL CCTrCH whose DL CCTrCH Information IE includes the TDD TPC DL Step Size IE. If no DL CCTrCH Information IE includes the TDD TPC DL Step Size IE, it shall use the step size configured in other radio link.]
Radio Link Handling:

Diversity Combination Control:

The Diversity Control Field IE indicates for each RL whether the Node B shall combine the new RL with existing RL(s) or not.

-
If the Diversity Control Field IE is set to "May", the Node B shall decide for any of the alternatives.

-
If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other -
RL.

-
If the Diversity Control Field IE is set to "Must not", the Node B shall not combine the RL with any other existing RL.

[FDD - The signalled Diversity Control Field IE is only applicable for DCHs. In case of E-DCH, if any UARFCN(s) of the cells in the added RL(s) is not equal to at least one of the UARFCN(s) of the cells in the existing RL(s) in the Node B Communication Context, the Diversity Control Field, for those RL(s) shall be assumed to be set to "May", otherwise it shall be assumed to be set to "Must".]

When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.

In the case of not combining a RL with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or a RL previously listed in the RADIO LINK ADDITION RESPONSE message, the Node B shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that no combining is done. In this case, the Node B shall:

-
include in the DCH Information Response IE both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message. [FDD - for which the Transport Bearer Not Requested Indicator IE was not included].

-
[FDD - include in the RADIO LINK ADDITION RESPONSE message the Transport Bearer Not Setup Indicator IE for every DCH for which establishment of a transport bearer has not taken place as a result of information in the Transport Bearer Not Requested Indicator IE in the RADIO LINK ADDITION REQUEST message.]

-
[FDD - For E-DCH, include in the E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport bearers to be established for each E-DCH MAC-d flow of this RL for which the Transport Bearer Not Requested Indicator IE was not included.]
In the case of combining with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE message, the Node B shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that the RL is combined and if the ALCAP is not used [FDD - and the transport bearer for this DCH is already established], the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL in the RADIO LINK ADDITION REQUEST message, shall not be used. In this case, the RL ID IE indicates (one of) the previously established RL(s) or a RL previously listed in this RADIO LINK ADDITION RESPONSE message with which the new RL is combined. 

[FDD - In the case of combining with an E-DCH RL established with a previous Radio Link Setup or Radio Link Addition Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE message, one of the previously established RLs or a RL previously listed in this RADIO LINK ADDITION RESPONSE message including the E-DCH FDD Information Response IE shall be regarded as the RL with which the concerned E-DCH RL is combined. In case E-DCH RL is established for  the first time, the Node B shall include  E-DCH FDD Information Response IE instead of using the Diversity Indication of DCH RL in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message. It shall include in the E-DCH FDD Information Response IE the Binding ID IE and Transport Layer Address IE for the transport bearers to be established for each E-DCH MAC-d flow of this E-DCH RL for which the Transport Bearer Not Requested Indicator IE was not included.]

In the case of a set of co-ordinated DCHs, the Binding ID IE and the Transport Layer Address IE shall be included for only one of the DCHs in a set of coordinated DCHs [FDD - for which the Transport Bearer Not Requested Indicator IE was not included].

[TDD - The Node B shall include in the RADIO LINK ADDITION RESPONSE message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DSCH and USCH.]

[FDD - Transmit Diversity]:

[FDD - If the Transmit Diversity Indicator IE is included in the RADIO LINK ADDITION REQUEST message, the Node B shall activate/deactivate the Transmit Diversity for each new Radio Link in accordance with the Transmit Diversity Indicator IE and the already known diversity mode.]

DL Power Control:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall apply the given power to the transmission on each DL DPCH or on the F-DPCH of the RL when starting transmission until either UL synchronisation on the Uu interface is achieved for the RLS or Power Balancing is activated. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing RLs for this Node B Communication Context. No inner loop power control or balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10], subclause 5.2.1.2) with DPC MODE currently configured for the relevant Node B Communication Context and the downlink power control procedure (see subclause 8.3.7).]

[3.84 Mcps TDD and 7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall determine the initial CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Initial DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the initial CCTrCH DL power, otherwise the initial CCTrCH DL power is the Initial DL Transmission Power IE included in the RL Information IE. The Node B shall apply the given power to the transmission on each DL DPCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included (even if CCTrCH Initial DL Transmission Power IEs are included), the Node B shall use any transmission power level currently used on already existing CCTrCHs for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 4.2.3.4).]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall determine the initial DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Initial DL Transmission Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the initial DL power and ignore the DL Time Slot ISCP info LCR, otherwise the initial DL power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specifiedin [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall apply the given power to the transmission on each DL DPCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing RL/timeslots for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4).]
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall store this value and not transmit with a higher power on any DL DPCH or on the F-DPCH of the RL. If no Maximum DL Power IE is included, any Maximum DL power stored for already existing RLs for this Node B Communication Contextshall be applied. If the Node B Communication Context is configured to use DPCH in the downlink, during compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall store this value and never transmit with a lower power on any DL DPCH or on the F-DPCH of the RL. If no Minimum DL Power IE is included, any Minimum DL power stored for already existing RLs for this Node B Communication Context shall be applied.]

[3.84 Mcps TDD and 7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall determine the maximum CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the maximum CCTrCH DL power, otherwise the maximum CCTrCH DL power is the Maximum DL Power IE included in the RL Information IE. If no Maximum DL Power IE is included (even if CCTrCH Maximum DL Transmission Power IEs are included), any maximum DL power stored for already existing DCH type CCTrCHs for this Node B Communication Context shall be applied.]

[3.84 Mcps TDD and 7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall determine the minimum CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the minimum CCTrCH DL power, otherwise the minimum CCTrCH DL power is the Minimum DL Power IE included in the RL Information IE. If no Minimum DL Power IE is included (even if CCTrCH Minimum DL Transmission Power IEs are included), any minimum DL power stored for already existing DCH type CCTrCHs for this Node B Communication Context shall be applied.]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall determine the maximum DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Maximum DL Power IE is included in the DL Timeslot Information LCR IE for that timeslot, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a higher power on any applicable DL DPCH. If no Maximum DL Power IE is included, any maximum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall determine the minimum DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Minimum DL Power IE is included in the DL Timeslot Information LCR IE for that timeslot, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a lower power on any applicable DL DPCH. If no Minimum DL Power IE is included, any minimum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[3.84Mcps TDD and 7.68Mcps TDD - The initial power, maximum power, and minimum power for DSCH type CCTrCH shall be determined as follows:

· If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum, maximum and initial power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.

· If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum and initial powers, however, are subject to control by the CRNC via the frame protocol].

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall determine the initial DL power for each timeslot within a DSCH type CCTrCH by the following rule: If both the CCTrCH Initial DL Transmission Power IE, included in the DL CCTrCH Information IE, and the DL Time Slot ISCP Info LCR IE, included in the RL Information IE, are included then the Node B shall use that power for the PDSCH and ignore the Initial DL Transmission Power IE included in the RL Information IE, otherwise the initial DL Power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall apply the given power to the transmission on each DL PDSCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing RL/timeslots for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4).]
[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall determine the maximum DL power for each timeslot within a DSCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a higher power on any applicable PDSCH. If no Maximum DL Power IE is included, any maximum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall determine the minimum DL power for each timeslot within a DSCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a lower power on any applicable PDSCH. If no Minimum DL Power IE is included, any minimum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[3.84Mcps TDD and 7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the DL Time Slot ISCP Info IE, the Node B shall use the indicated value when deciding the DL TX Power for each timeslot as specified in ref. [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged.]

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Individual" in the existing RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE, the Node B shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new RL(s), if activation of power balancing by the RADIO LINK ADDITION REQUEST message is supported, according to subclause 8.3.7. In this case, the Node B shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE (if received) or the decided DL TX power level on each DL channelisation code of a RL based on power level of existing RLs.]
[1.28Mcps TDD - Uplink Synchronisation Parameters LCR]:

[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message contains the Uplink Synchronisation Parameters LCR  IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

[1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK ADDITION REQUEST message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement according to the [18]. 

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]
[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the Node B shall if supported preconfigure the indicated cells or Enhanced HS Serving Cell Change acoording to [49.]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message. ]
-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and: ]

-
[FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
[FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used for the cell in the preconfigured configuration the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
[FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]

-
[FDD – - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]

-
[FDD – - If the HS-DSCH MAC-ehs Format IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]
-
[FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: ]
-
[FDD – The Node B may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD –-The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD –If the HARQ Memory partitioning is cell specific the Node B shall include the Cell specific HARQ Memory Partitioning IE set to "True" in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message]
-
[FDD –If the RADIO LINK ADDITION REQUEST message includes the Additional E-DCH Cell Information RL Add Req IE, the Node B shall include in the Additional Modified E-DCH RL Information Response IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the Additional E-DCH serving cell according to the rules defined for Serving Additional E-DCH Radio Link Change as follows:  ]
-
[FDD – - The Node B may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving Additional E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – -The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving Additional E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.] 
General:

If the RADIO LINK ADDITION REQUEST message includes the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs [FDD - for which the Transport Bearer Not Requested Indicator IE was not included].

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH, then the Node B shall not establish a transport bearer for the concerned DCH and shall include the Transport Bearer Not Setup Indicator IE for every corresponding DCH in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH, the Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH in the RADIO LINK ADDITION RESPONSE message.]
If the RADIO LINK ADDITION REQUEST message includes the RL Specific E-DCH Information IE, the Node B may use the transport layer addresses and the binding identifiers received from the CRNC when establishing transport bearers for the MAC-d flows of the E-DCHs.

The Node B shall start reception on the new RL(s) after the RLs are successfully established.

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL DPCH Timing Adjustment Allowed IE, then the Node B may perform an initial DL DPCH Timing Adjustment (i.e. perform a timing advance or a timing delay with respect to the SFN timing) on a Radio Link. In this case, the Node B shall include, for the concerned Radio Link(s), the Initial DL DPCH Timing Adjustment IE in the Radio Link Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Synchronisation Indicator IE, set to "Timing Maintained Synchronisation", the Node B shall use synchronisation procedure B according to subclause 4.3.2.4 in [10]. The Node B shall select the TPC pattern as if "first RLS indicator" is set to "first RLS" according to subclause 5.1.2.2.1.2 in [10].]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the F-DPCH Slot Format IE and if the Node B Communication Context is configured to use F-DPCH in the downlink, then the Node B shall use this information to configure the F-DPCH slot format of each RL according to [7].]

[FDD - Radio Link Set Handling]:

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK ADDITION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. In case of E-DCH, the generation of E-HICH related information for RLs in different RL Sets shall not be common.]

[FDD - For all RLs having a common generation of the TPC commands in the DL with another new or existing RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK ADDITION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. In case of E-DCH, the generation of E-HICH information for all RLs in a RL Set shall be common.]

[FDD - After addition of the new RL(s), the UL out-of-sync algorithm defined in [10] shall, for each of the previously existing and newly established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set.]

[FDD - For each E-DCH RL which has or can have a common generation of E-RGCH information with another RL (current or future) when the Node B would contain the E-DCH serving RL, the Node B shall include the E-DCH RL Set ID IE in the RADIO LINK ADDITION RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the RNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]

[FDD - Serving HS-DSCH Radio Link Change]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Serving Cell Change Information IE, then HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall allocate the HS-PDSCH resources for the new Serving HS-PDSCH Radio Link.]

-
[FDD - The Node B may include the HARQ Memory Partitioning IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

[FDD - HS-DSCH Setup at Serving HS-DSCH Radio Link Change:]

[FDD - If the HS-DSCH Information IE is present in the HS-DSCH Serving Cell Change Information IE, then:]

-
[FDD - The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.]

-
[FDD - The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.]

-
[FDD - The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message for every HS-DSCH MAC-d flow being established, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK ADDITION REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK ADDITION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Measurement Power Offset IE in the HS-DSCH Information IE, then the Node B shall use the measurement power offset as described in ref [10], subclause 6A.2.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the Node B shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK ADDITION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE and/or the HS-DSCH MAC-ehs Format IE in the HS-DSCH  Information IE, then the Node B shall use the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32].]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use:]

-
 [FDD - a different HS-SCCH in consecutive TTIs for this UE.]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the SRB Indicator IE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the NodeB shall consider the queue serving as SRB.]
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE in the HS-DSCH Serving Cell Change Information IE, then the Node B shall activate the Single Stream MIMO mode for the HS-DSCH Radio Link.]
-
[FDD - If the Serving Cell Change CFN IE is included into the RADIO LINK ADDITION REQUEST message, then the Node B shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC. In the new configuration the Node B shall, if applicable, de-allocate the HS-PDSCH resources of the old Serving HS-PDSCH Radio Link. The Node B shall deactivate those resources at the next coming CFN with a value equal to the value requested by the RNC.]

· [FDD - If the Serving Cell Change CFN IE is not included then the Node B shall activate immediately the resources that are allocated for the new serving HS-PDSCH Radio Link, and shall keep active the resources that are allocated for the previous serving HS-PDSCH Radio Link.]

· [FDD - If the Serving Cell Change CFN IE is not included into the RADIO LINK ADDITION REQUEST message, then the Node B shall include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow for the serving HS-PDSCH RL into the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

· [FDD - If the HS-DSCH Information IE is present in the HS-DSCH Serving Cell Change Information IE, then the Node B shall include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow for the serving HS-PDSCH RL into the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

· [FDD - If the Node B needs a bearer re-arrangement, then the Node B may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow for the serving HS-PDSCH RL into the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

· [FDD - If a reset of the MAC-hs is not required the Node B shall include the MAC-hs Reset Indicator IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the requested Serving HS-DSCH Radio Link Change was successful or unsucessful, the Node B shall indicate this in the HS-DSCH Serving Cell Change Information Response IE  in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the HS-DSCH Serving Cell Change Information IE includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the new Serving HS-DSCH Radio Link for Continuous Packet Connectivity HS-SCCH less operation according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the HS-DSCH Serving Cell Change Information Response IE.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK ADDITION RESPONSE message.]
[FDD – Secondary Serving HS-DSCH Radio Link Change]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Additional HS Cell Information RL Addition IE, then HS-PDSCH RL ID IE indicates the new secondary serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall allocate the HS-PDSCH resources for the new Secondary Serving HS-PDSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - If the HARQ Memory partitioning is cell specific the Node B may include the HARQ Memory Partitioning IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[FDD - Secondary Serving HS-DSCH Setup at Secondary Serving HS-DSCH Radio Link Change:]

-
[FDD - The Node B shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - If the HARQ Memory partitioning is cell specific the Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for each secondary serving HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If Sixtyfour QAM will not be used for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the Serving Cell Change CFN IE is included into the RADIO LINK ADDITION REQUEST message, then the Node B shall activate the resources that are allocated for the new secondary serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC. In the new configuration the Node B shall, if applicable, de-allocate the HS-PDSCH resources of the old Serving HS-PDSCH Radio Link. The Node B shall deactivate those resources at the next coming CFN with a value equal to the value requested by the RNC.]

-
[FDD - If the Serving Cell Change CFN IE is not included then the Node B shall activate immediately the resources that are allocated for the new serving HS-PDSCH Radio Link, and shall keep active the resources that are allocated for the previous serving HS-PDSCH Radio Link.]

-
[FDD - If the requested Secondary Serving HS-DSCH Radio Link Change was successful or unsucessful, the Node B shall indicate this in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
[FDD - Additional Serving E-DCH Radio Link Change:] 
· [FDD – If the new Additional Serving E-DCH Radio Link is in this Node B, then:]
-
[FDD - The Node B may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Additional Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for the new additional serving E-DCH RL.]
-
[FDD - If the requested Addiional Serving HS-DSCH Radio Link Change was successful or unsucessful, the Node B shall indicate this in the Additional E-DCH Serving Cell Change Information Response IE in the Additional E-DCH Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
[FDD - E-DCH]:

[FDD - If the RADIO LINK ADDITION REQUEST message contains the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE, then for every such RL:]

-
[FDD - The Node B shall setup the E-DCH resources as configured in the Node B Communication Context.]

-
[FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in RL Information Response IE for every RL indicated by the E-DCH RL Indication IE, set to “E-DCH” in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving E-DCH RL IE, then Serving E-DCH RL IE indicates the new Serving E-DCH Radio Link:]

-
[FDD - If the new Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK ADDITION RESPONSE message for the new serving E-DCH RL.]
-
[FDD - The Node B may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release Indicator IE in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for any of the other E-DCH Radio Links in the Node B Communication Context that have not been included in the E-DCH FDD DL Control Channel Information IE in RL Information Response IE.]

-
[FDD - If the Serving Cell Change CFN  IE is included in the RADIO LINK ADDITION REQUEST message, then the Node B shall activate the resources that are allocated for the new serving E-DCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC. In the new configuration the Node B shall, if applicable, de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link. The Node B shall deactivate those resources at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the Serving Cell Change CFN IE is not included then the Node B shall activate immediately the resources that are allocated for the new serving E-DCH Radio Link.]

-
[FDD - If the addition of the requested Serving E-DCH Radio Link was successful but the Serving E-DCH Radio Link change was unsuccessful, the Node B shall indicate this in the E-DCH Serving Cell Change Information Response IE  in the RADIO LINK ADDITION RESPONSE  message.]

[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes an E-DPCH Information IE, the Node B shall use the new parameters for the related resource allocation operations.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10].]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in [10].]

[FDD - If the RADIO LINK ADDITION REQUEST message includes an E-DPCH Information IE, which contains the Minimum Reduced E-DPDCH Gain Factor IE, then the Node B shall use the value to determine the applicable minimum gain factor (βed,k,reduced,min) defined in [10]. For the case the Minimum Reduced E-DPDCH Gain Factor IE is not available for the Node B Communication Context, the Node B may use the default value defined in [18]. ]

[FDD - E-DCH Setup:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK ADDITION REQUEST message:]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH FDD Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes SRB Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, then the NodeB shall, if supported, consider the the E-DCH Logical Channel serving as SRB.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new configuration and include the new configuration in the E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK ADDITION RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for an E-DCH MAC-d flow, then the Node B shall not establish a transport bearer for the concerned E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for an E-DCH MAC-d flow and:]
-
[FDD - if the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the E-DCH MAC-d flow being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK ADDITION RESPONSE message.]
[FDD – Additional E-DCH Setup:]

[FDD - If the Additional E-DCH Cell Information RL Add Req IE is present in the RADIO LINK ADDITION REQUEST message and the choice of Setup Or Addition Of E-DCH On Secondary UL Frequency is "Setup", then:]

· [FDD - The Node B shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resource on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
· [FDD - If the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE are present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
· [FDD - If the Secondary UL Frequency Activation State is present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information for xxx.] 
· [FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, the F-DPCH Slot Format IE and/or the E-RNTI IE in the Additional E-DCH Secondary RL Specific Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

· [FDD – If the Multicell E-DCH Transport Bearer Mode IE is set to "Separate Iub Transport Bearer Mode", then:]

-
[FDD - If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow the Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
·  [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.]

· [FDD - If activation of power balancing for the Additional E-DCH RL by the RADIO LINK ADDITION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.]

· [FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.]

· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.] 
· [FDD – If the Additional Serving E-DCH Radio Link is configured in the Node B, then:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE for the initial grant for the Additional serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.] 
-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.]
[FDD – Additional E-DCH RL Addition:]
[FDD - If the Additional E-DCH Cell Information RL Add Req IE is present in the RADIO LINK ADDITION REQUEST message and the choice of Setup Or Addition Of E-DCH On Secondary UL Frequency is "Addition", then:]

· [FDD - If the Initial DL Transmission Power IE, the Maximum DL Power IE, the Minimum DL Power IE, the DL Reference Power IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE and/or the F-DPCH Slot Format IE in the Additional E-DCH Secondary RL Specific Information To Add IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
· [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.] 
· [FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Individual" in the existing Additional E-DCH RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE, the Node B shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new Additional E-DCH RL(s), if activation of power balancing by the RADIO LINK ADDITION REQUEST message is supported, according to subclause 8.3.7. In this case, the Node B shall include the DL Power Balancing Activation Indicator IE in the E-DCH Additional RL Specific Information Response IE in the RADIO LINK ADDITION RESPONSE message. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE (if received) or the decided DL TX power level on each DL channelisation code of an Additional E-DCH RL based on power level of existing Additional E-DDCH RLs.]
· [FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.] 
· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Change Information Response IE.] 
[TDD - HS-DSCH Setup]:

[TDD - If the HS-DSCH Information IE is present in the RADIO LINK ADDITION REQUEST message, then]:

-
[TDD - The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.]

-
[TDD - The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the Node B shall use the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32].]

-
[TDD - The Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being established.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow. If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].]

-
[TDD - The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message for every HS-DSCH MAC-d flow being established, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK ADDITION REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK ADDITION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[1.28Mcps TDD - If the TSN-Length IE is included in the HS-DSCH TDD Information IE, then the IE is used to indicate the TSN bits applied to the MAC-hs PDU frame.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Number of Supported Carriers IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information to allocate HSDPA resources over multiple carriers for the UE.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK ADDITION REQUEST message includes the Multi-carrier HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information together with the HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE to allocate HSDPA resources over multiple carriers for the UE.]
-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH over multiple carriers and include the HS-SCCH Specific Information Response LCR per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B shall include the HARQ Memory Partitioning per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
 [1.28Mcps TDD - If the Node B allows UE to apply HSDPA resources distributed over multiple carriers, the Node B may indicate the number of carriers actually used by the UE and include the Multi-Carrier number IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B may include the UsedFrequency IE in the HS-SCCH Specific Information Response LCR IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28Mcps TDD - If the Node B allows UE to use HSDPA resources distributed over multiple carriers, the Node B may include the UARFCN IE in the HS-SCCH Specific Information Response LCR per UARFCN IE in the RADIO LINK ADDITION RESPONSE message.]

[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then, the Node B shall activate the MIMO mode for the HS-DSCH Radio Link , decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
[TDD - Intra-Node B Serving HS-DSCH Radio Link Change]:

[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link]:

-
[TDD - The Node B may include the HARQ Memory Partitioning IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[TDD - E-DCH]:

[TDD - If the [3.84Mcps TDD - E-DCH Information IE][1.28Mcps TDD - E-DCH Information 1.28Mcps IE] [7.68Mcps TDD - E-DCH Information 7.68Mcps IE] is present in the RADIO LINK ADDITION REQUEST message:]

-
[TDD - The Node B shall setup the requested E-DCH resources on the Radio Link indicated by the E-DCH Serving RL IE.]

-
[TDD - If the TNL QoS IE is included in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Non-scheduled" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants are configured for that E-DCH MAC-d flow and shall use the information within the [3.84Mcps TDD - E-DCH Non-scheduled Grant Information TDD IE] [1.28Mcps TDD - E-DCH Non-scheduled Grant Information LCR TDD IE] [7.68Mcps TDD - E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE], if included, for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Scheduled" the Node B shall assume that it may issue scheduled grants for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, then the Node B shall use this information to optimise MAC-e scheduling decisions for the related queue.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[3.84Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH TDD Maximum Bitrate IE in the E-DCH TDD Information IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE in the E-DCH TDD Information LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE in the E-DCH TDD Information 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing Overload Level IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE], then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Power Offset for Scheduling Info IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE in the E-DCH TDD Information LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

-
[TDD - The Node B shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E-AGCH(s) assigned in the E-DCH Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[TDD - Intra-Node B Serving E-DCH Radio Link Change]:

[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Serving RL IE, this indicates the new Serving E-DCH Radio Link]:

-
[TDD - The Node B shall allocate E-AGCH parameters [1.28Mcps TDD - E-HICH parameters] corresponding to the E-DCH and include the E-AGCH Specific Information Response TDD IE, [1.28Mcps TDD - E-HICH Specific Information Response 1.28Mcps TDD IE] in the E-DCH Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[1.28 Mcps TDD - Continuous Packet Connectivity Handling]:

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK ADDITION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK ADDITION RESPONSE message.]
-
[1.28 Mcps TDD - The Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - The Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK ADDTION RESPONSE message.]
-
[1.28 Mcps TDD - If the E-DCH Semi-Persistent Resource Reservation Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated E-DCH Semi-persistent resource IE in the RADIO LINK ADDITON RESPONSE message.]
Response Message:

If all requested RLs are successfully added, the Node B shall respond with a RADIO LINK ADDITION RESPONSE message.

After sending the RADIO LINK ADDITION RESPONSE message, the Node B shall continuously attempt to obtain UL synchronisation on the Uu interface.

For each RL for which the Delayed Activation IE is not included in the RADIO LINK ADDITION REQUEST message, the Node B shall:

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16].]

-
[TDD - start transmission on the new RL immediately as specified in [16].]

For each RL for which the Delayed Activation IE is included in the RADIO LINK ADDITION REQUEST message, the Node B shall:

-
if the Delayed Activation IE indicates "Separate Indication":

-
not start any DL transmission for the concerned RL on the Uu interface;

-
if the Delayed Activation IE indicates "CFN":

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16], however never before the CFN indicated in the Activation CFN IE.]

-
[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in [16].]

8.3.1.3
Unsuccessful Operation
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Figure 29: Radio Link Addition procedure: Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the Node B shall respond with a RADIO LINK ADDITION FAILURE message. The message contains the failure cause in the Cause IE.

[FDD - If some RL(s) were established successfully, the Node B shall indicate this in the RADIO LINK ADDITION FAILURE message in the same way as in the RADIO LINK ADDITION RESPONSE message.]

[FDD - If the RADIO LINK ADDITION REQUEST contains a C-ID IE indicating that a Radio Link must be established on a Cell where DPC Mode change is not supported and DPC Mode can be changed for the relevant Node B Communication Context, the Node B shall consider the procedure as failed for the concerned Radio Link and shall respond with a RADIO LINK ADDITION FAILURE with the appropriate cause value ("DPC Mode change not supported").]

[FDD - If the requested Serving HS-DSCH Radio Link Change was successful, or if the addition of the requested serving HS-DSCH Radio Link was successful or existed already but the Serving HS-DSCH Radio Link change was unsucessful, the Node B shall indicate this in the HS-DSCH Serving Cell Change Information Response IE  in the RADIO LINK ADDITION FAILURE message.]

[FDD - If the requested secondary serving HS-DSCH Radio Link Change was successful, or if the addition of the requested secondary serving HS-DSCH Radio Link was successful or existed already but the secondary serving HS-DSCH Radio Link change was unsucessful, the Node B shall indicate this in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION FAILURE message.]

[FDD - If the requested Serving E-DCH Radio Link Change was successful, or if the addition of the requested serving E-DCH Radio Link was successful or existed already but the Serving E-DCH Radio Link change was unsucessful, the Node B shall indicate this in the E-DCH Serving Cell Change Information Response IE  in the RADIO LINK ADDITION FAILURE message.]

Typical cause values are as follows:

Radio Network Layer Cause

-
Combining not supported

-
Combining Resources not available

-
Requested Tx Diversity Mode not supported

-
UL SF not supported

-
DL SF not supported

-
Reconfiguration CFN not elapsed

-
CM not supported

-
[FDD - DPC Mode change not supported]

-
Delayed Activation not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]

-
[FDD - MIMO not available]

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]
-
[1.28Mcps TDD- MIMO not available]

-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - TX diversity for MIMO UE on DL Control Channels not available]
-
[FDD – Single Stream MIMO not available]
-
[FDD - Multi Cell operation with MIMO not available.]
-
[FDD - Multi Cell E-DCH operation not available]
Transport Layer Cause

-
Transport Resources Unavailable
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.1.4
Abnormal conditions

[FDD - If the RADIO LINK ADDITION REQUEST message contains the Compressed Mode Deactivation Flag IE with the value ''Deactivate'' when compressed mode is active for the existing RL(s), and at least one of the new RL is added in a cell that has the same UARFCN (both UL and DL) of at least one cell with an already existing RL, the Node B shall regard the Radio Link Addition procedure as failed and shall respond with a RADIO LINK ADDITION FAILURE message with the cause value "Invalid CM settings".]

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Individual" in the existing RL(s) and if the DL Reference Power IEs are included in the RL Information IE but the DL Reference Power IE is not present for each RL in the RL Information IE, the Node B shall regard the Radio Link Addition procedure as failed and shall respond with a RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IEs in the RL Information IE but the power balancing is not active in the existing RL(s) or the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Common" in the existing RL(s), the Node B shall regard the Radio Link Addition procedure as failed and shall respond with a RADIO LINK ADDITION FAILURE message with the cause value "Power Balancing status not compatible".]

If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE or RL Specific E-DCH Information IE included in the RL Information IE for a specific RL [FDD - and the E-DCH RL is already configured in the Node B] and the Diversity Control Field IE is set to "Must", the Node B shall regard the Radio Link Addition procedure as failed and respond with the RADIO LINK ADDITION FAILURE message.

If ALCAP is not used, if the RADIO LINK ADDITION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "May", the Node B shall reject the Radio Link Addition procedure and respond with the RADIO LINK ADDITION FAILURE message.
If ALCAP is not used, if the RADIO LINK ADDITION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "Must Not", the Node B shall reject the Radio Link Addition procedure and respond with the RADIO LINK ADDITION FAILURE message.
If ALCAP is not used, if the RADIO LINK ADDITION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in [FDD - the RL Specific E-DCH Information IE in the RL Information IE for the first E-DCH RL][TDD – the E-DCH MAC-d Flows Information TDD IE], the Node B shall reject the Radio Link Addition procedure and respond with the RADIO LINK SETUP FAILURE message.
If ALCAP is not used, if the RADIO LINK ADDITION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE for an HS-DSCH MAC-d Flow in the HS-DSCH MAC-d Flows Information IE, the Node B shall reject the Radio Link Addition procedure and respond with the RADIO LINK ADDITION FAILURE message.
If the RADIO LINK ADDITION REQUEST message contains the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.

[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK ADDITION REQUEST message does not include the UARFCN IE, the Node B shall reject the Radio Link Addition procedure and respond with the RADIO LINK ADDITION FAILURE message.]

[1.28Mcps TDD - For a single frequency cell, if the RADIO LINK ADDITION REQUEST message includes the UARFCN IE, the Node B shall reject the Radio Link Addition procedure and respond with the RADIO LINK ADDITION FAILURE message.]

[FDD - If the concerned NodeB Communication Context is configured to use DPCH in downlink and if a transmission gap pattern sequence is active with an SF/2 downlink compressed mode method and the RADIO LINK ADDITION REQUEST message does not contain the transmission gap pattern sequence code information for any new radio link, the NodeB shall reject the Radio Link Addition procedure using the RADIO LINK ADDITION FAILURE message with the cause value "Invalid CM Settings".]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Serving Cell Change Information IE but not the HS-DSCH FDD Information IE and the Node B Communication Context is not configured for HS-DSCH, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

If the RADIO LINK ADDITION REQUEST message includes HS-DSCH Information IE in the HS-DSCH Serving Cell Change Information IE and the HS-DSCH is already configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.
 [FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving E-DCH RL IE but the Node B Communication Context is not configured for E-DCH, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes E-DCH FDD Information IE and the E-DCH is already configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving Cell Change CFN IE but neither the Serving E-DCH RL IE nor HS-DSCH Serving Cell Change Information IE is included into, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK ADDITION REQUEST message, but the E-DPCH Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH RL Indication IE set to "E-DCH", but no E-DCH FDD Information IE, and the Node B Communication Context is not configured for E-DCH, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH FDD Information IE but no E-DCH RL Indication IE set to "E-DCH", then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-PDSCH RL-ID IE not equal to the RL ID IE, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Serving RL IE not equal to the RL ID IE, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[TDD - If the RADIO LINK ADDITION REQUEST message contains the HS-DSCH Information IE and if the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE [FDD - in the HS-DSCH Serving Cell Change Information]  and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE [FDD - in the HS-DSCH Serving Cell Change Information]  has the value  "Indexed MAC-d PDU Size", the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.

If the RADIO LINK ADDITION REQUEST message does not include the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE [FDD - in the HS-DSCH Serving Cell Change Information]  and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE [FDD - in the HS-DSCH Serving Cell Change Information]  has the value  "Flexible MAC-d PDU Size", the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.

[FDD - If the RADIO LINK ADDITION REQUEST message contains, for at least one logical channel, the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE and there exist a logical channel for which the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE is not present, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[TDD - If the RADIO LINK ADDITION REQUEST message contains, for at least one logical channel, the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE, and there exist a logical channel for which the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE is not present, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[TDD - If the RADIO LINK ADDITION REQUEST message contains the Transport Layer Address IE or the Binding ID IE when establishing a transport bearer for HS-DSCH MAC-d flow being added, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[TDD - If the RADIO LINK ADDITION REQUEST message contains the Transport Layer Address IE or the Binding ID IE when establishing a transport bearer for E-DCH MAC-d flow being added, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

If the RADIO LINK ADDITION REQUEST message contains the HS-PDSCH RL ID IE [FDD - in the HS-DSCH Serving Cell Change Information IE] and/or Serving E-DCH RL IE and if both HS-DSCH and E-DCH are configured in the Node B but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.

[FDD - If the RADIO LINK ADDITION REQUEST message contains the HS-DSCH Serving Cell Change Information IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as “HS-DSCH not configured” then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
[FDD - If the RADIO LINK ADDITION REQUEST message contains the Transport Bearer Not Requested Indicator IE for a DCH but the DCH is configured to be included as a part of the downlink CCTrCH, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains the MIMO Activation Indicator IE, Sixtyfour QAM Usage Allowed Indicator IE set to "Allowed", the Additional HS Cell Information RL Addition IE, and/or the HS-DSCH MAC-ehs Format IE in the HS-DSCH Information IE set to "Extended Window Size" but does not contain the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size", then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains the MIMO Activation Indicator IE in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE, but does not contain the HS-DSCH MAC-ehs Format IE in the HS-DSCH Information IE set to "Extended Window Size", then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
[FDD – If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL ID IE but contains the Transport Bearer Not Requested Indicator IE or there is at least one E-DCH MAC-d flow which transport bearer was not configured in the Node B, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE for a DCH for a specific RL and the specific RL is combined with the existing RL which the transport bearer is established for the DCH in Node B, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains the Additional HS Cell Information RL Addition IE and if the HS-DSCH Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE [FDD - in the HS-DSCH Serving Cell Change Information IE] set to “Flexible RLC PDU Size”,  HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE [FDD - in the HS-DSCH Serving Cell Change Information IE]  has the value  "Indexed MAC-d PDU Size", the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.

If the RADIO LINK ADDITION REQUEST message does not include the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE [FDD - in the HS-DSCH Serving Cell Change Information IE]  and the DL RLC PDU Size Format  IE in the HS-DSCH  Information IE [FDD - in the HS-DSCH Serving Cell Change Information IE]  has the value  "Flexible RLC PDU Size", the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.
[FDD - If the RADIO LINK ADDITION REQUEST message contains a MIMO Activation Indicator IE and a Single Stream MIMO Activation Indicator IE in the HS-DSCH FDD Information IE in the HS-DSCH Serving Cell Change Information IE , then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
[FDD - If the RADIO LINK ADDITION REQUEST message contains the Additional E-DCH Cell Information RL Add Req IE and if the E-DPCH Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
[FDD - If the RADIO LINK ADDITION REQUEST message contains the Additional E-DCH Cell Information RL Add Req IE and there exist a logical channel for which the Maximum MAC-d PDU Size Extended IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE is not present, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]
#Partially Omitted
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION PREPARE message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
DCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Modify IE then the Node B shall treat them each as follows:

-
If the DCHs To Modify IE includes the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the UL of a DCH, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the TNL QoS IE for a DCH or a set of co-ordinated DCHs to be modified and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply in the uplink for the related DCH or set of co-ordinated DCHs.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the DL of a DCH, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Allocation/Retention Priority IE for a DCH, the Node B shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to Annex A.

-
If the DCHs To Modify IE includes multiple DCH Specific Info IEs, the Node B shall treat the DCHs in the DCHs to Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Uplink DCH only", the Node BNode B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.]

-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Downlink DCH only", the Node BNode B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.]

-
If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWS IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWE IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - If the DCHs To Modify IE includes the CCTrCH ID IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Downlink of this DCH in the new configuration.]

-
[TDD - If the DCHs To Modify IE includes the CCTrCH ID IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Add IEs then the Node B shall treat them each as follows:

-
If the DCHs To Add IE includes multiple DCH Specific Info IEs, the Node B shall treat the DCHs in the DCHs To Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.

-
[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

-
For a set of co-ordinated DCHs, the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have the QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE, ref. [16].]

-
The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

-
The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - The Node B shall apply the CCTrCH ID IE (for the DL) in the Downlink of this DCH in the new configuration.]

-
[TDD - The Node B shall apply the CCTrCH ID IE (for the UL) in the Uplink of this DCH in the new configuration.]

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Delete IE, the Node B shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the Node B shall apply this Uplink Scrambling Code to the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the Node B shall apply the value in the new configuration. The Node B shall apply the contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL SIR Target IE, the Node B shall use the value for the UL inner loop power control when the new configuration is being used.]

-
[FDD - If the UL DPCH Information IE includes the Puncture Limit IE, the Node B shall apply the value in the uplink of the new configuration.]

-
[FDD - The Node B shall use the TFCS IE for the UL (if present) when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the Uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPCCH Slot Format IE, the Node B shall set the new Uplink DPCCH Structure to the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Diversity Mode IE, the Node B shall apply diversity according to the given value.]

-
[FDD - If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE and it is set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink in the old configuration, the Node B shall configure the concerned Node B Communication Context to use DPCH in the downlink in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Power Information IE, the Node B shall use the information contained in it for the power settings of the DL DPCH. In particular, if the received Inner Loop DL PC Status IE is set to "Active", the Node B shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the Node B shall deactivate the inner loop DL power control for all RLs according to ref. [10].]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE, the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - The Node B shall use the TFCS IE for the DL (if it is present) when reserving resources for the downlink of the new configuration. The Node B shall apply the new TFCS in the Downlink of the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE or the TFCI Presence IE, the Node B shall use the information when building TFCIs in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the DL DPCH Slot Format IE, the Node B shall set the new Downlink DPCH Structure to the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Multiplexing Position IE, the Node B shall apply the indicated multiplexing type in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the F-DPCH Information IE, the Node B shall configure the concerned Node B Communication Context to use F-DPCH in the downlink in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated or once the previous Compressed Mode Configuration has been deactivated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:] 

·  [FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:]

· [FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [10].]
· [FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration. If the choice of DTX Information To Modify IE is "Deactivate", then DRX should be deactived together with DTX.]
· [FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link for Continuous Packet Connectivity HS-SCCH less operation in the new configuration according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION READY message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE, then the Node B shall deactivate the Continuous Packet Connectivity HS-SCCH less operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DRX Information To Modify LCR IE, then:]

· [1.28 Mcps TDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [1.28 Mcps TDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [21].]
· [1.28 Mcps TDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then:]

-
[1.28 Mcps TDD - If the Transport Block Size List IE or/and Repetition Period list IE is/are included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].
-
[1.28 Mcps TDD - If the Buffer Size for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to modify the buffer size for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - If the Number of Processes for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to allocate the number of processes for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent scheduling operation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for HS-DSCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the buffer size for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28 Mcps TDD - If the number of processes for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - If the Repetition Period list IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].

[1.28 Mcps TDD - If the E-DCH Semi-Persistent scheduling Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for E-DCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the Semi-Persistent E-DCH releted E-HICH Information IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall use this information to modify the configuration of Semi-Persistent E-DCH releted E-HICH.]
-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the HS-DSCH Semi-Persistent scheduling operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the E-DCH Semi-Persistent scheduling operation for the E-DCH Radio Link.]
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DPCH Information IE, the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the E-DPCH Information IE includes the Maximum Set of E-DPDCHs IE, the Node B shall apply the contents of the Maximum Set in the new configuration.]

-
[FDD - If the E-DPCH Information IE includes the Puncture Limit IE, the Node B shall apply the value in the uplink of the new configuration]

-
[FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

-
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]

-
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]
-
[FDD - If the E-DPCH Information IE includes the E-TTI IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-RGCH 2-Index-Step IE, the Node B shall use the value when the new configuration is being used.]
-
[FDD - If the E-DPCH Information IE includes the E-RGCH 3-Index-Step IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the HARQ Info for E-DCH  IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the HS-DSCH Configured Indicator IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the Minimum Reduced E-DPDCH Gain Factor IE , then the Node B shall use the value to determine the applicable minimum gain factor (βed,k,reduced,min) defined in [10]. For the case the Minimum Reduced E-DPDCH Gain Factor IE is not available for the Node B Communication Context, the Node B may use the default value defined in [18]. ]

[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH to Modify or DL CCTrCH to Modify IE, then the Node B shall treat them each as follows:]

-
[TDD - If the IE includes any of the TFCS IE, TFCI coding IE or Puncture Limit IE, the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.]

-
[TDD - If the IE includes any UL DPCH To Add IE, UL DPCH To Add LCR IE, UL DPCH To Add 7.68Mcps IE, DL DPCH To Add 7.68Mcps IE, DL DPCH To Add LCR IE, or DL DPCH To Add IE, the Node B shall include this DPCH in the new configuration.]

-
[TDD - If the IE includes any UL DPCH To Delete IE or DL DPCH To Delete IE, the Node B shall remove this DPCH in the new configuration.]

-
[TDD - If the IE includes any UL DPCH To Modify IE or DL DPCH To Modify IE and includes any of the Repetition Period IE, Repetition Length IE or TDD DPCH Offset IE, or the message includes UL/DL Timeslot Information and includes any of the [3.84Mcps TDD - Midamble Shift And Burst Type IE], [1.28Mcps TDD - Midamble Shift LCR IE], [7.68Mcps TDD - Midamble Shift And Burst Type 7.68Mcps IE], or TFCI Presence IE or the message includes UL/DL Code information and includes [3.84Mcps TDD - TDD Channelisation Code IE], [1.28Mcps TDD - TDD Channelisation Code LCR IE] , [7.68Mcps TDD - TDD Channelisation Code 7.68Mcps IE], [1.28Mcps TDD - TDD UL DPCH Time Slot Format LCR IE or TDD DL DPCH Time Slot Format LCR IE], the Node B shall apply these specified information elements as the new values, otherwise the old values specified for this DPCH configuration are still applicable.]

-
[1.28Mcps TDD - If the UL CCTrCH To Modify IE includes the UL SIR Target IE, the Node B shall use the value for the UL inner loop power control according [19] and [21] when the new configuration is being used.]

-
[1.28Mcps TDD - If the UL CCTrCH to Modify IE includes the TDD TPC UL Step Size IE, the Node B shall apply this value to the uplink TPC step size in the new configuration.]

-
[TDD - If the DL CCTrCH to Modify IE includes the TDD TPC DL Step Size IE, the Node B shall apply this value to the downlink TPC step size in the new configuration.]

-
[1.28Mcps TDD - If the DL DPCH To Modify Per RL IE includes the TDD TPC DL Step Size IE and the RL ID IE in the DL DPCH To Modify Per RL IE is same as the HS-PDSCH RL ID IE , the Node B shall apply this value to the HS-SCCH TPC step size in the new configuration.]

-
[1.28Mcps TDD - If the UL Timeslot Information LCR IE includes the PLCCH Information IE, the Node B shall delete / add / modify  the PLCCH assignment according to the content when the new configuration is used.]
[TDD - UL/DL CCTrCH Addition]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH To Add IE or DL CCTrCH To Add IE, the Node B shall include this CCTrCH in the new configuration.]

[TDD - If the UL/DL CCTrCH To Add IE includes any [3.84Mcps TDD - UL/DL DPCH Information IE] [1.28Mcps TDD - UL/DL DPCH Information LCR IE] [7.68Mcps TDD - TDD Channelisation Code 7.68Mcps IE], the Node B shall reserve necessary resources for the new configuration of the UL/DL DPCH(s) according to the parameters given in the message.]
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes TDD TPC DL Step Size IE within a DL CCTrCH To Add IE, the Node B shall set the downlink TPC step size of that CCTrCH to that value, otherwise the Node B shall set the TPC step size of that CCTrCH to the same value as the lowest numbered DL CCTrCH in the current configuration.]

[1.28Mcps TDD - If the UL CCTrCH To Add IE includes the TDD TPC UL Step Size IE, the Node B shall apply the uplink TPC step size in the new configuration.]
[1.28Mcps TDD - The Node B shall use the UL SIR Target IE in the UL CCTrCH To Add IE as the UL SIR value for the inner loop power control for this CCTrCH according [19] and [21] in the new configuration.]

[1.28Mcps TDD - If the DL DPCH To Add Per RL IE includes the TDD TPC DL Step Size IE and the RL ID IE in the DL DPCH To Add Per RL IE is same as the HS-PDSCH RL ID IE , the Node B shall apply this value to the HS-SCCH TPC step size in the new configuration.]

[1.28Mcps TDD - If the UL Timeslot Information LCR IE includes the PLCCH Information IE, the Node B shall add the PLCCH assignment when the new configuration is used.]
[TDD - UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL or DL CCTrCH to be deleted , the Node B shall remove this CCTrCH in the new configuration.]

DL Power Control:

-
[FDD - If the RL Information IE includes the DL Reference Power IEs and the power balancing is active, the Node B shall update the reference power of the power balancing in the indicated RL(s), if updating of power balancing parameters by the RADIO LINK RECONFIGURATION PREPARE message is supported, when the new configuration has been activated, according to subclause 8.3.7, using the DL Reference Power IE. If the CFN modulo the value of the Adjustment Period IE is not equal to 0, the power balancing continues with the old reference power until the end of the current adjustment period, and the updated reference power shall be used from the next adjustment period.]
[FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION PREPARE message is supported by the Node B, the Node B shall include the DL Power Balancing Updated Indicator IE in the RL Information Response IE for each affected RL in the RADIO LINK RECONFIGURATION READY message.]

[TDD - DSCH Addition/Modification/Deletion]:

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH To Add, DSCH To Modify or DSCH To Delete IE, then the Node B shall use this information to add/modify/delete the indicated DSCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.]

[TDD - The Node B shall include in the RADIO LINK RECONFIGURATION READY message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DSCH.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the TNL QoS IE in the DSCH TDD Information IE and if ALCAP is not used, the Node B may use the TNL QoS IE to determine the transport bearer characteristics to apply in the uplink for the related DSCH.]

[TDD - USCH Addition/Modification/Deletion]:

-
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes USCH information for the USCHs to be added/modified/deleted then the Node B shall use this information to add/modify/delete the indicated USCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.]
-
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes USCH information for the USCHs to be added/modified, if the TNL QoS IE is included and if ALCAP is not used, the Node B may use the TNL QoS IE to determine the transport bearer characteristics to apply between the Node B and the CRNC for the related USCHs.]
-
[TDD - The Node B shall include in the RADIO LINK RECONFIGURATION READY message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each USCH.]
RL Information:

If the RADIO LINK RECONFIGURATION PREPARE message includes the RL Information IE, the Node B shall treat it as follows:

-
[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]

-
[FDD - If the RL Information IE includes a DL Code Information IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the RL Information IE contains the Transmission Gap Pattern Sequence Code Information IE in the DL Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated whenever the downlink compressed mode method SF/2 is active in the new configuration.]

-
[FDD - If the RL Information IE includes the Maximum DL Power and/or the Minimum DL Power IEs, the Node B shall apply the values in the new configuration. During compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - If the DL CCTrCH To Add IE is included, the Node B shall determine the maximum CCTrCH DL power for the DCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the maximum CCTrCH DL power, otherwise the maximum CCTrCH DL power is the Maximum Downlink Power IE included in the RL Information IE. If no Maximum Downlink Power IE is included (even if CCTrCH Maximum DL Transmission Power IEs are included), any maximum DL power stored for already existing DCH type CCTrCHs for this Node B Communication Context shall be applied.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - If the DL CCTrCH To Add IE is included, the Node B shall determine the minimum CCTrCH DL power for the DCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the minimum CCTrCH DL power, otherwise the minimum CCTrCH DL power is the Minimum Downlink Power IE included in the RL Information IE. If no Minimum Downlink Power IE is included (even if CCTrCH Minimum DL Transmission Power IEs are included), any minimum DL power stored for already existing DCH type CCTrCHs for this Node B Communication Context shall be applied.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - If the DL CCTrCH To Modify IE is included and Maximum CCTrCH DL Power to Modify IE and/or Minimum CCTrCH DL Power to Modify IE are included, the Node B shall apply the values in the new configuration for this DCH type CCTrCH. If the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values for all other DCH type CCTrCHs of the radio link.]

-
[1.28 Mcps TDD - If the DL CCTrCH To Add IE is included, the Node B shall determine the maximum DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Maximum DL Power IE is included in the DL Timeslot Information LCR IE for that timeslot, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum Downlink Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a higher power on any applicable DL DPCH. If no Maximum Downlink Power IE is included, any maximum DL power stored for already existing timeslots for this Node B Communication Context shall be applied.]

-
[1.28 Mcps TDD - If the DL CCTrCH To Add IE is included, the Node B shall determine the minimum DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Minimum DL Power IE is included in the DL Timeslot Information LCR IE for that timeslot, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum Downlink Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a lower power on any applicable DL DPCH. If no Minimum Downlink Power IE is included, any minimum DL power stored for already existing timeslots for this Node B Communication Context shall be applied.]

-
[1.28 Mcps TDD - If the DL CCTrCH To Modify IE is included and Maximum DL Power to Modify LCR IE and/or Minimum DL Power to Modify LCR IE are included, the Node B shall apply the values in the new configuration for this timeslot, if the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for all other timeslots.]

-
[3.84Mcps TDD and 7.68Mcps TDD - If the RL Information IE includes the Initial DL Transmission Power IE, the Node B shall determine the initial CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Initial DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the initial CCTrCH DL power, otherwise the initial CCTrCH DL power is the Initial DL Transmission Power IE included in the RL Information IE. The Node B shall apply the determined initial CCTrCH DL power to the transmission on each DPCH of the CCTrCH when starting transmission on a new CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included with a new CCTrCH (even if CCTrCH Initial DL Transmission Power IEs are included), the Node B shall use any transmission power level currently used on already existing CCTrCHs when starting transmission for a new CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 4.2.3.4).]

-
[3.84Mcps TDD and 7.68Mcps TDD - The initial power, maximum power, and minimum power for a DSCH type CCTrCH to be added or modified, shall be determined as follows:

-
If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum, maximum and initial power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.
-
If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum and initial powers, however, are subject to control by the CRNC via the frame protocol].
-
[1.28 Mcps TDD - If the RL Information IE includes the Initial DL Transmission Power IE, the Node B shall determine the initial DL power for each timeslot in a DCH type CCTrCH by the following rule: If the Initial DL Transmission Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the initial DL power, otherwise the initial DL power is the Initial DL Transmission Power IE included in the RL Information IE. The Node B shall apply the given power to the transmission on each DL DPCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing timeslots for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4).]

-
[1.28Mcps TDD - If the RL Information IE includes the Initial DL Transmission Power IE, the Node B shall determine the initial DL power for each timeslot within the DSCH type CCTrCH by the following rule: If both the CCTrCH Initial DL Transmission Power IE and the DL Time Slot ISCP Info LCR IE are included then the Node B shall use that power for the PDSCH power, otherwise the PDSCH power is the Initial DL Transmission Power IE included in the RL Information IE. If DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged.  The Node B shall apply the given power to the transmission on each PDSCH and on each timeslot of the CCTrCH when starting transmission on a new CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included with a new CCTrCH (even if CCTrCH Initial DL Transmission Power IEs are included), the Node B shall use any transmission power level currently used on already existing RL/timeslots when starting transmission for a new CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4).]
-
[1.28 Mcps TDD - If the DL CCTrCH To Add IE is included, the Node B shall determine the maximum DL power for each timeslot within a DSCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE is included then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum Downlink Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a higher power on any applicable DL PDSCH. If no Maximum Downlink Power IE is included, any maximum DL power stored for already existing timeslots for this Node B Communication Context shall be applied.]

-
[1.28 Mcps TDD - If the DL CCTrCH To Add IE is included, the Node B shall determine the minimum DL power for each timeslot within a DSCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE is included then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum Downlink Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a lower power on any applicable DL PDSCH. If no Minimum Downlink Power IE is included, any minimum DL power stored for already existing timeslots for this Node B Communication Context shall be applied.]

-
[1.28 Mcps TDD - If the DL CCTrCH To Modify IE is included and the Maximum CCTrCH DL Power to Modify IE and/or the Minimum CCTrCH DL Power to Modify IE are included, the Node B shall apply the values in the new configuration for this DSCH type CCTrCH, if the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for all other timeslots.]
-
[FDD - If the RL Information IE includes the DL DPCH Timing Adjustment IE, the Node B shall adjust the timing of the radio link accordingly in the new configuration.]

-
[1.28Mcps TDD - If the RL Information IE message contains the Uplink Synchronisation Parameters LCR  IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

-
[FDD - If the RL Information IE includes the F-DPCH Slot Format IE and if the Node B Communication Context is configured to use F-DPCH in the downlink, then the Node B shall use this information to configure the F-DPCH slot format of each RL according to [7].]

[TDD - PDSCH RL ID]:

-
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the PDSCH RL ID IE then in the new configuration the Node B shall use the PDSCH and/or PUSCH in this radio link.]
Signalling bearer rearrangement:

If the RADIO LINK RECONFIGURATION PREPARE message includes the Signalling Bearer Request Indicator IE the Node B shall allocate a new Communication Control Port for the control of the Node B Communication Context and include the Target Communication Control Port ID IE in the RADIO LINK RECONFIGURATION READY message.

HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The Node B shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message. [FDD - The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD- The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being established, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK RECONFIGURATION PREPARE message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Measurement Power Offset IE in the HS-DSCH Information IE, then the Node B shall use the measurement power offset as described in ref [10], subclause 6A.2.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the Node B shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SICH SIR Target IE in the HS-DSCH Information IE, the Node B shall use this value to determine the HS-SICH SIR Target. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format  IE [FDD - and/or the HS-DSCH MAC-ehs Format IE] in the HS-DSCH  Information IE, then the Node B shall use the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32].

-
If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use:]

-
 [FDD -  a different HS-SCCH in consecutive TTIs for this UE]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.

-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION PREPARE message includes the Number of Supported Carriers IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information to allocate HSDPA resources over multiple frequencies for UE.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION PREPARE message includes the Multi-carrier HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information together with the HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE to allocate HSDPA resources over multiple carriers for the UE.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH over multiple frequencies and include the HS-SCCH Specific Information Response LCR per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B shall include the HARQ Memory Partitioning per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B may indicate the number of multiple frequencies actually used by the UE and include the Multi-Carrier number IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]


[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then, the Node B shall activate the MIMO mode for the HS-DSCH Radio Link, decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the SRB Indicator IE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the NodeB shall, if supported, consider the queue serving as SRB.
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the Single Stream MIMO mode for the HS-DSCH Radio Link.]
[FDD – Secondary Serving HS-DSCH Setup:]

[FDD – If the C-ID IE is present in the Additional HS Cell Information RL Reconf Prep IE in the RADIO LINK RECONFIGURATION PREPARE message, then:]

-
[FDD – The Node B shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD –If the HARQ Memory partitioning is cell specific the Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message for each secondary serving HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE,, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
Intra-Node B Serving HS-DSCH Radio Link Change:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:

-
In the new configuration the Node B shall de-allocate the HS-PDSCH resources of the old Serving HS-PDSCH Radio Link and allocate the HS-PDSCH resources for the new Serving HS-PDSCH Radio Link.

-
The Node B may include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message. [FDD - The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.] [1.28Mcps TDD- The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.

-
If a reset of the MAC-hs is not required the Node B shall include the MAC-hs Reset Indicator IE in the RADIO LINK RECONFIGURATION READY message.

[FDD – Intra-Node B Secondary Serving HS-DSCH Radio Link Change:]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Additional HS Cell Information RL Reconf Prep IE, then the HS-PDSCH RL ID IE indicates the new secondary serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall de-allocate the HS-PDSCH resources of the old secondary serving HS-PDSCH Radio Link and allocate the HS-PDSCH resources for the new secondary serving HS-PDSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
[FDD - Additional Serving E-DCH Radio Link Change:] 
· [FDD – If the new Additional E-DCH is configured in this Node B, then:]

-
[FDD - The Node B may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Additional Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]
-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE for the initial grant for the Additional serving E-DCH RL.]
-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]
-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.] 
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE for every HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the Node B allows the CRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK RECONFIGURATION PREPARE message includes HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH Information To Modify IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH Information To Modify IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Modify IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To Modify IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH Information To Modify IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Window Size IE or T1 IE in the HS-DSCH Information To Modify IE, then the Node B shall use the indicated values in the new configuration for the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-d PDU Size Index IE in the Modify Priority Queue choice, the Node B shall delete the previous list of MAC-d PDU Size Index values for the related HSDPA Priority Queue and use the MAC-d PDU Size Index values indicated in the MAC-d PDU Size Index IE in the new configuration.

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k IE, the CQI Repetition Factor IE , the ACK-NACK Repetition Factor IE, the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify IE, then the Node B shall use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset  in the new configuration.]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes Measurement Power Offset IE in the HS-DSCH Information IE or the HS-DSCH Information To Modify IE, then the Node B shall use the measurement power offset as described in [10] subclause 6A.2.]
-
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To Modify IE, the Node B shall use the indicated power offset in the new configuration.]

-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SICH SIR Target IE in the HS-DSCH Information To Modify IE, the Node B shall use this value to the SIR Target in the new configuration. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SICH TPC step size IE in the HS-DSCH Information To Modify IE, the Node B shall use this value to the HS-SICH TPC step size in the new configuration.]


[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION PREPARE message includes the Multi-carrier HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE, the Node B shall use this information together with the HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE to allocate HSDPA resources over multiple carriers for the UE.]
-
[FDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the Node B may modify the HS-SCCH codes corresponding to the HS-DSCH. The Node B shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[TDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the Node B may modify the HS-SCCH parameters corresponding to the HS-DSCH. The Node B shall then report the values for the parameters which are used in the new configuration specified in the [3.84Mcps TDD - HS-SCCH Specific Information Response] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps] IEs in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the HS-DSCH Information To Modify IE includes the HS-PDSCH Code Change Grant IE, then the Node B may modify the HS-PDSCH codes corresponding to the HS-DSCH. The Node B shall then report the codes which are used in the new configuration specified in the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the concerned Node B is not in Continuous Packet Connectivity HS-SCCH less mode, the RNC shall not include the HS-PDSCH Code Change Grant IE in the HS-DSCH Information To Modify IE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information To Modify IE, then the Node B shall use the indicated HARQ Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE [FDD - and/or the HS-DSCH MAC-ehs Format IE] in the HS-DSCH Information To Modify IE, then the Node B shall use, in the new configuration, the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32]. 
-
If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify IE, the Node B shall use this information in the new configuration and may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]
-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]

-
[FDD - Any secondary serving HS-DSCH that was applied in the old configuration shall remain in the new configuration unless it is explicitly removed.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, and the Node B allows UE to use HSDPA resources distributed over multiple frequencies, then the Node B may modify the HS-SCCH Codes corresponding to the HS-DSCH over multiple frequencies, the Node B shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Information Response LCR per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [1.28Mcps TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify IE, the Node B shall use this information in the new configuration and may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]
-
[1.28Mcps TDD- If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH Information To Modify IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify IE the Node B may use the supported HSDPA functions for this UE.

-
[FDD - If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then the Node B shall activate/deactivate the Single Stream MIMO mode for the HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]
 [FDD – Secondary Serving HS-DSCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH FDD Secondary Serving Information To Modify IE in the Additional HS Cell Information RL Reconf Prep IE, then:]

· [FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

· [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE or the HS-DSCH FDD Secondary Serving Information To Modify IE, then the Node B shall use the measurement power offset as described in [10] subclause 6A.2.]
· [FDD - If the HS-DSCH FDD Secondary Serving Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the Node B may modify the secondary serving HS-SCCH codes corresponding to the HS-DSCH. The Node B shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IEin the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the Node B shall activate/deactivate the MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the HARQ memory partitioning is cell specific in the new configuration the Node B may include the HARQ memory partitioning IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link , the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
[FDD – Secondary Serving HS-DSCH Removal:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Secondary Serving Remove IE in the Additional HS Cell Information RL Reconf Prep IE, then the indicated secondary serving HS-DSCH Radio Link shall be removed.]
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated HS-DSCH MAC-d flows. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION PREPARE message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the HS-DSCH configuration from the Node B Communication Context and release the HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d Flows To Add IE, then:

· The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being added, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION PREPARE message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

· The Node B may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. [FDD - The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.

· [1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B may include the HARQ Memory Partitioning per UARFCN IE in the RADIO LINK RECONFIGURATION READY message.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH MAC-d Flows To Add IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].
[FDD – Enhanced HS Serving Cell Change:]

[FDD - Upon receipt of the RADIO LINK RECONFIGURATION PREPARE message, if the Enhanced HS Serving Cell Change is preconfigured in the Node B for the Node B Communication Context, the Node B may execute the  Enhanced HS Serving Cell Change procedure according to [49]]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Enhanced HS Serving CC Abort IE in the HS-DSCH Information To Modify IE or the HS-DSCH FDD Information IE then the Node B shall not execute the synchronized Enhanced HS Serving Cell Change procedure when performing the Intra-Node B Serving HS-DSCH Radio Link Change or, at inter Node B radio link change, the HS-DSCH Setup.]

[FDD - E-DCH Setup:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message:]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH FDD Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes SRB Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the NodeB shall, if supported, consider the E-DCH Logical Channel serving as SRB.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION READY message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION READY message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]

[FDD - E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE in the RL Information IE:]

-
[FDD - The Node B shall setup the E-DCH resources, as requested or as configured in the Node B communication context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The Node B shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication set to "Non E-DCH".]

-
[FDD - For each RL for which the E-DCH RL Indication IE is set to "E-DCH", and which has or can have a common generation of E-RGCH information with another RL (current or future) when the Node B would contain the E-DCH serving RL, the Node B shall include the E-DCH RL Set ID IE in the RADIO LINK RECONFIGURATION READY message. The value of the E-DCH RL Set ID IE shall allow the RNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]

[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[FDD - If the old Serving E-DCH RL is in this Node B, the Node B shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link at the activation of the new configuration.]

-
[FDD - If the new Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B may  allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION READY message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION READY message for the new serving E-DCH RL.]
-
[FDD - The Node B may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release Indicator IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message for every E-DCH Radio Links in the Node B.]
[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To Modify IE, then:]

-
[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]
-
[FDD - If  the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the Node B shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the E-DCH Grant Type and it is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information To Modify IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d PDU Size Format IE in the E-DCH FDD Information To Modify IE, then the Node B shall use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]

[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the E-DCH serving RL is in this Node B, the Node B may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-e Reset Indicator IE in the E-DCH FDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure Indication.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SixteenQAM UL Operation Indicator IE in the E-DCH FDD Information To Modify IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH DL Control Channel Grant Information IE in the E-DCH FDD Information To Modify IE, the Node B may modify E-AGCH Channelisation Code, E-RGCH/E-HICH Channelisation Code, E-RGCH Signature Sequence and/or E-HICH Signature Sequence for the E-DCH RL indicated by the E-DCH RL ID IE. The Node B shall then report the modified configuration which is used in the new configuration specified in the E-DCH FDD DL Control Channel Information IE for each E-DCH RL in the RADIO LINK RECONFIGURATION READY message.]
[FDD - E-DCH MAC-d Flow Addition/Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add IE, then:]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]

[FDD – Additional E-DCH Setup:]

[FDD - If the Additional E-DCH Cell Information RL Reconf Prep IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is "Setup", then:]
· [FDD - The Node B shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resource on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
· [FDD - If the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE are present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
· [FDD - If the Secondary UL Frequency Activation State is present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information for xxx.]
· [FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, the F-DPCH Slot Format IE and/or the E-RNTI IE in the Additional E-DCH Secondary RL Specific Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

· [FDD – If the Multicell E-DCH Transport Bearer Mode IE is set to "Separate Iub Transport Bearer Mode", then:]

-
[FDD - If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow the Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
·  [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH CellInformation Response IE.]

· [FDD - If activation of power balancing for the Additional E-DCH RL by the RADIO LINK ADDITION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

· [FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
· [FDD – If the Additional Serving E-DCH Radio Link is configured in the Node B, then:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH CellInformation Response IE.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE for the initial grant for the Additional serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]
[FDD – Additional E-DCH Configuration Change]

[FDD - If the Additional E-DCH Cell Information RL Reconf Prep IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is "Configuration Change", then:]
· [FDD - If the UL Scrambling Code IE and/or the UL SIR Target IE are present in the UL DPCH Information IE in the Additional E-DCH Configuration Change Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
· [FDD - If the Minimum Reduced E-DPDCH Gain Factor IE and/or the F-DPCH Information IE are present in the Additional E-DCH Configuration Change Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 
[FDD – Additional E-DCH RL Addition:]
[FDD - If the Additional E-DCH RL Specific Information To Add IE is present in the Additional E-DCH Configuration Change Information IE, then:]
· [FDD - If the Initial DL Transmission Power IE, the Maximum DL Power IE, the Minimum DL Power IE, the DL Reference Power IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE and/or the F-DPCH Slot Format IE in the Additional E-DCH Secondary RL Specific Information To Add IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 
· [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]
· [FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Individual" in the existing Additional E-DCH RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE, the Node B shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new Additional E-DCH RL(s), if activation of power balancing by the RADIO LINK RECONFIGURATION READY message is supported, according to subclause 8.3.7. In this case, the Node B shall include the DL Power Balancing Activation Indicator IE in the E-DCH Additional RL Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE (if received) or the decided DL TX power level on each DL channelisation code of an Additional E-DCH RL based on power level of existing Additional E-DDCH RLs.]
· [FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
[FDD – Additional E-DCH RL Modification:] 
[FDD - If the Additional E-DCH RL Specific Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

· [FDD - If the Maximum DL Power IE, the Minimum DL Power IE, the DL Reference Power IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information Change IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, the F-DPCH Slot Format IE and/or the E-DCH DL Control Channel Grant IE in the Additional E-DCH Secondary RL Specific Information To Modify IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
· [FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION PREPARE message is supported by the Node B, the Node B shall include the DL Power Balancing Updated Indicator IE in the RL Information Response IE for each affected RL in the RADIO LINK RECONFIGURATION READY message.]
[FDD – Additional E-DCH Modification:] 
[FDD - If the Additional E-DCH FDD Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

· [FDD - If the Transport Layer Address IE and Binding ID IEs are included in the Additional E-DCH MAC-d Flows Specific Information To Modify IE for an E-DCH MAC-d flow, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the E-DCH MAC-d flow being added or E-DCH MAC-d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE in the E-DCH FDD Information to Modify IE.]
· [FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE is included, the Node B shall use this information for the related resource allocation operation.] 
· [FDD - If the E-DCH Processing Overload Level IE is included, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]
[FDD – Additional E-DCH Removal]

[FDD - If the Additional E-DCH Cell Information RL Reconf Prep IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is "Removal", then the additional E-DCH on the secondary uplink frequency shall be removed.]
[TDD - Intra-Node B Serving E-DCH Radio Link Change:]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Serving RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[TDD - In the new configuration the Node B shall de-allocate the E-DCH resources of the old Serving E-DCH Radio Link and allocate the E-DCH resources for the new Serving E-DCH Radio Link.]

-
[TDD - The Node B shall allocate E-AGCH parameters [1.28Mcps TDD - and E-HICH parameters] corresponding to the E-DCH and include the E-AGCH Specific Information Response TDD IE [1.28Mcps TDD - and E-HICH  Specific Information Response TDD IE] in the E-DCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[TDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

[TDD - E-PUCH Handling]:

[3.84Mcps TDD and 7.68Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-PUCH Information IE, the Node B shall apply the parameters to the new configuration.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-PUCH Information LCR IE, the Node B shall apply the parameters to the new configuration.]
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-TFCS Information TDD IE, the Node B shall apply the beta parameters to the new configuration.]

[3.84Mcps TDD - E-DCH Setup]:

[3.84Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information IE and E-DCH Non-scheduled Grant Information TDD IE if there are to be non-scheduled grants.]
[1.28Mcps TDD - E-DCH Setup]:

[1.28Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information LCR IE and E-DCH Non-scheduled Grant Information LCR TDD IE if there are to be non-scheduled grants.]

[7.68Mcps TDD - E-DCH Setup]:

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information 7.68Mcps IE and E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE if there are to be non-scheduled grants.]

[TDD - E-DCH MAC-d Flow Addition/Deletion:]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information TDD IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining non-scheduled E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the non-scheduled E-DCH configuration from the Node B Communication Context and release the non-scheduled E-DCH resources [1.28 Mcps TDD - and the related Signature Sequence of the Non-scheduled E-HICH].]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add IE, then:]

-
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
 [3.84Mcps TDD - E-DCH Non-scheduled allocations:]

[3.84Mcps TDD - If the E-DCH Non-scheduled Grant Information TDD IE is present in the RADIO LINK RECONFIGURATION PREPARE message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[1.28Mcps TDD - E-DCH Non-scheduled allocations:]

[1.28Mcps TDD - If the E-DCH Non-scheduled Grant Information LCR TDD IE is present in the RADIO LINK RECONFIGURATION PREPARE message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[7.68Mcps TDD - E-DCH Non-scheduled allocations:]

[7.68Mcps TDD - If the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE is present in the RADIO LINK RECONFIGURATION PREPARE message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[TDD - E-DCH Modification:]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH TDD Information To Modify IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d PDU Size Format IE in the E-DCH TDD Information To Modify IE, then the Node B shall use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the [3.84Mcps TDD - E-DCH TDD Information  IE][1.28Mcps TDD - E-DCH TDD Information LCR IE][7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then:]

-
[3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR  IE or Extended E-DCH Physical Layer Category LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE]includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD - If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[TDD - If the E-DCH TDD Information To Modify IE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]
-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE message includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the Node B shall use this information to set the retransmission timer.]
-
[TDD - If  the E-DCH TDD Information To Modify IE message includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the Node B shall use this new power offset value.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Grant Type IE, the Node B shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[1.28Mcps TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Maximum Bit Rate LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE in the E-DCH TDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure Indication.]
[FDD - Phase Reference Handling]:
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Primary CPICH Usage For Channel Estimation IE, the Node B shall assume that Primary CPICH usage for channel estimation has been reconfigured.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Secondary CPICH Information Change IE, the Node B shall assume that Secondary CPICH usage for channel estimation has been reconfigured.]

[FDD - Fast Reconfiguration]:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Fast Reconfiguration Mode IE, the Node B shall, if supported, and if it is possible to base the synchronization of the reconfiguration on the detection of the change in the uplink scrambling code for this reconfiguration, include the Fast ReconfigurationPermission IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK RECONFIGURATION PREPARE message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement according to the [18]. 

General

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Layer Address IE and Binding ID IEs in the [TDD - DSCHs To Modify, DSCHs To Add, USCHs To Modify, USCHs To Add], HS-DSCH Information, HS-DSCH Information To Modify, HS-DSCH MAC-d Flows To Add, [TDD - E-DCH MAC-d Flows to Add, E-DCH TDD Information to Modify IE] [FDD - RL Specific E-DCH Information IE] or in the RL Specific DCH Information IEs, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] being added, or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

If the requested modifications are allowed by the Node B and the Node B has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the CRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exists a Prepared Reconfiguration, as defined in subclause 3.1.

The Node B shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address IE and the Binding ID IE for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

In the case of a set of co-ordinated DCHs requiring a new transport bearer on the Iub interface, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included [FDD - if the Transport Bearer Not Requested Indicator IE is not included for this DCH,] only for one of the DCH in the set of co-ordinated DCHs.

[FDD - If the RADIO LINK RECONDIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH or an E-DCH MAC-d flow, then the Node B shall not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION READY message.]  

[FDD - If the RADIO LINK RECONDIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH or an E-DCH MAC-d flow and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include in the RADIO LINK RECONFIGURATION READY message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH or E-DCH MAC-d flow being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION READY message.]
In the case of a Radio Link being combined with another Radio Link within the Node B, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the combined Radio Links [FDD - if the Transport Bearer Not Requested Indicator IE is not included for this DCH].

[FDD - In the case of an E-DCH RL being combined with another E-DCH RL within the Node B, the E-DCH FDD Information Response IE shall be included only for one of the combined E-DCH RLs.]
8.3.2.3
Unsuccessful Operation
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Figure 31: Synchronised Radio Link Reconfiguration Preparation procedure, Unsuccessful Operation

If the Node B cannot reserve the necessary resources for all the new DCHs of one set of co-ordinated DCHs requested to be added, it shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed.

If the requested Synchronised Radio Link Reconfiguration Preparation procedure fails for one or more RLs, the Node B shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC, indicating the reason for failure.

Typical cause values are as follows:

Radio Network Layer Cause

-
UL SF not supported

-
DL SF not supported

-
Downlink Shared Channel Type not supported

-
Uplink Shared Channel Type not supported

-
CM not supported

-
Number of DL codes not supported

-
Number of UL codes not supported

-
RL Timing Adjustment not supported

-
F-DPCH not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]
-
[FDD - MIMO not available]

-
E-DCH MAC-d PDU Size Format not available

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]
-
[1.28Mcps TDD- MIMO not available]

-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - TX diversity for MIMO UE on DL Control Channels not available]
-
[FDD – Single Stream MIMO not available]
-
[FDD - Multi Cell operation with MIMO not available]
-
[FDD - Multi Cell E-DCH operation not available]
Transport Layer Cause

-
Transport Resources Unavailable
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.2.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the Node B shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected"], the Node B shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as failed and shall respond with a RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION PREPARE message includes a DCHs To Modify IE or DCHs To Add IE with multiple DCH Specific Info IEs, and if the DCHs in the DCHs To Modify IE or DCHs To Add IE do not have the same Transmission Time Interval IE in the Semi-Static Transport Format Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the RL Information IE includes the DL Reference Power IE, but the power balancing is not active in the indicated RL(s), the Node B shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and the Node B shall respond with the RADIO LINK RECONFIGURATION FAILURE message with the cause value "Power Balancing status not compatible".]

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Common" in the existing RL(s) but the RADIO LINK RECONFIGURATION PREPARE message IE includes more than one DL Reference Power IE, the Node B shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and the Node B shall respond with the RADIO LINK RECONFIGURATION FAILURE message with the cause value "Power Balancing status not compatible".]

If the RADIO LINK RECONFIGURATION PREPARE message contains the Transport Layer Address IE or the Binding ID IE when establishing a transport bearer for any Transport Channel or HS-DSCH MAC-d flow being added, or any Transport Channel or HS-DSCH MAC-d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message is to modify UE channel estimation information for an existing RL and the modification is not allowed according to [10] subclause 4.3.2.1, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION PREPARE message contains any of the HS-DSCH Information To Modify IE, HS-DSCH MAC-d Flows To Add IE or HS-DSCH MAC-d Flows To Delete IE in addition to the HS-DSCH Information IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION PREPARE message contains any of the HS-DSCH Information To Modify IE, HS-DSCH MAC-d Flows To Add IE, HS-DSCH MAC-d Flows To Delete IE or HS-PDSCH RL ID IE and the Serving HS-DSCH Radio Link is not in the Node B, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information IE and does not include the HS-PDSCH RL-ID IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE deleting the last remaining Priority Queue of an HS-DSCH MAC-d Flow, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL-ID IE indicating a Radio Link not existing in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[TDD - If multiple radio links exist within the Node B Communication Context and the RADIO LINK RECONFIGURATION PREPARE message does not include a RL ID IE within each UL DPCH To Add Per RL IE, DL DPCH To Add Per RL IE, UL DPCH To Modify Per RL IE, and DL DPCH To Modify Per RL IE that is present in the message, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION PREPARE message contains any of the HS-DSCH Information IE, HS-DSCH Information To Modify IE, or HS-DSCH MAC-d Flows To Add IE and if in the new configuration the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use "Indexed MAC-d PDU Size" for an HS-DSCH but there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use Maximum MAC-d PDU Size Extended, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use "Flexible MAC-d PDU Size" for an HS-DSCH but there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use MAC-d PDU Size Index, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
If, in the new configuration, the concerned Node B Communication Context is configured to use "Fixed MAC-d PDU Size" for an E-DCH and there exist a Logical Channel of the MAC-d flows of the E-DCH that is configured to use  Maximum MAC-d PDU Size Extended, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use "Flexible MAC-d PDU Size" for an E-DCH and there exist a Logical Channel of the MAC-d flows of the E-DCH that is configured to use MAC-d PDU Size List, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the HS-DSCH Information IE and if the Measurement Power Offset IE is not present, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION PREPARE message includes HS-DSCH Information IE and the HS-DSCH is already configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the F-DPCH Information IE and the DL DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the concerned the Node B Communication Context is configured to use DPCH in the downlink in the old configuration and the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Power Information IE , then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the concerned Node B Communication Context is configured to use F-DPCH in the downlink in the old configuration and the RADIO LINK RECONFIGURATION PREPARE message includes at least one but not all of the TFCS IE, DL DPCH Slot Format IE, TFCI Signalling Mode IE, Multiplexing Position IE, Limited Power Increase IE and DL DPCH Power Information IE in the DL DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, but the E-DPCH Information IE is not present or if any of the Maximum Set of E-DPDCHs IE, Puncture Limit IE, E-TFCS Information IE, E-TTI IE, E-DPCCH Power Offset IE, E-RGCH 2-Index-Step Threshold IE, E-RGCH 3-Index-Step Threshold IE, HARQ Info for E-DCH IE or HS-DSCH Configured Indicator IE are not present in the E-DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Primary CPICH Usage For Channel Estimation IE and/or Secondary CPICH Information Change IE and if in the new configuration Node B shall assume that the UE is not using the Primary CPICH for channel estimation nor the Secondary CPICH, Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one of the Not Used IEs, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE set to "E-DCH", but no E-DCH FDD Information IE, and the Node B Communication Context is not configured for E-DCH, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information IE but no E-DCH RL Indication IE set to "E-DCH", then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION PREPARE message contains the HS-PDSCH RL ID IE and/or the Serving E-DCH RL IE and if both HS-DSCH and E-DCH are configured in the new configuration but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the HS-PDSCH RL ID IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as “HS-DSCH not configured” then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains any of the E-DCH FDD Information To Modify IE, E-DCH MAC-d Flows To Add IE or E-DCH MAC-d Flows To Delete IE in addition to the E-DCH FDD Information IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains any of the E-DCH FDD Information To Modify IE, E-DCH MAC-d Flows To Add IE, E-DCH MAC-d Flows To Delete IE and the Node B Communication Context is not configured for E-DCH, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To Modify IE deleting the last remaining E-DCH Logical Channel of an E-DCH MAC-d Flow, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes E-DCH FDD Information IE and the E-DCH is already configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[TDD - if the radio link was not previously configured to support E-DCH, then if the RADIO LINK RECONFIGURATION PREPARE message includes one of the following E-DCH information elements then it shall contain all of them otherwise the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.: E-DCH Serving RL IE, [3.84Mcps TDD and 7.68Mcps TDD - E-PUCH Information IE, E-TFCS Information TDD IE], [1.28Mcps TDD - E-PUCH Information LCR IE, E-TFCS Information TDD IE], E-DCH MAC-d Flows to Add IE, and [3.84Mcps TDD - E-DCH TDD Information IE], [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE].]

[FDD - If the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION PREPARE message and the UL Scrambling Code IE does not indicate an uplink scrambling code different from the currently used uplink scrambling code the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE in addition to the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE in addition to the Continuous Packet Connectivity HS-SCCH less Information IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE while the Continuous Packet Connectivity HS-SCCH less configuration isn’t configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE while the Continuous Packet Connectivity DTX-DRX configuration isn’t configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DRX Information To Modify IE in Continuous Packet Connectivity DTX-DRX Information To Modify IE while the Continuous Packet Connectivity DRX configuration isn’t configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH Indicator IE set to "Uplink DCH only" but no Transport Format Set IE for the uplink for this DCH and the Node B had ignored the configuration of Transport Format Set for uplink, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH Indicator IE set to "Downlink DCH only" but no Transport Format Set IE for the downlink for this DCH and the Node B had ignored the configuration of Transport Format Set for downlink, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the Transport Bearer Not Requested Indicator IE for a DCH but does not contain the corresponding DCH ID IE and the Unidirectional DCH indicator IE set to "Uplink DCH only" for the DCH in DCH Information To Add IE, the Node B shall reject the procedure using the the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the concerned Node B Communication Context is configured to apply UL DPCCH Slot Format 4 but is not configured to use F-DPCH, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply UL DPCCH Slot Format 0 or 2 and execute Continuous Packet Connectivity DTX-DRX operation, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply the "Closed loop mode 1" and if the concerned Node B Communication Context is not configured to apply UL DPCCH Slot Format 2 or 3, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply MIMO, allowed to apply 64 QAM, establish the the secondary serving HS-DSCH Radio Link, apply Single Stream MIMO or configured to use Extended Window Size in the new configuration but is not configured to use flexible MAC-d PDU Size, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
 [FDD - If the concerned Node B Communication Context in the new configuration is configured to use MIMO for one or more Secondary Serving Radio links, but the HS-DSCH MAC-ehs Format is not configured to use Extended Window Size in the new configuration, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE for a DCH in the RL Specific DCH Information IE but does not include the DCH ID IE for the DCH in the DCHs to Add IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message contains the Continuous Packet Connectivity DTX-DRX Information IE but does not contain the F-DPCH Information IE and the concerned Node B Communication Context is not previously configured to use F-DPCH, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the concerned Node B Communication Context is configured to have the Serving E-DCH Radio Link but there is at least one E-DCH MAC-d flow which the Transport Bearer is not configured in the Node B, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE for a DCH for a specific RL and the specific RL is combined with existing RL which the transport bearer is established for the DCH in the Node B, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
If ALCAP is not used, if the concerned Node B Communication Context is configured to establish a DCH, an E-DCH  MAC-d flow and/or an HS-DSCH MAC-d flow but the RADIO LINK RECONFIGURATION PREPARE message does not include the Transport Layer Address IE and the Binding ID IE for the DCH, the E-DCH MAC-d flow and/or the HS-DSCH MAC-d flow, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[TDD - If ALCAP is not used, if the concerned Node B Communication Context is configured to establish a DSCH and/or a USCH  but the RADIO LINK RECONFIGURATION PREPARE message does not include the Transport Layer Address IE and the Binding ID IE for the DSCH and/or the USCH, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

 [1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information to Modify LCR IE in addition to the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information to Modify LCR IE in addition to the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
If, in the new configuration, there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use “Flexible RLC PDU Size” for an HS-DSCH but is not configured to use Maximum MAC-d PDU Size Extended, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use  MAC-d PDU Size Index for an HS-DSCH but there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use “Flexible RLC PDU Size”, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains a MIMO Activation Indicator IE and a Single Stream MIMO Activation Indicator IE in the HS-DSCH FDD Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply MIMO and Single Stream MIMO for the HS-DSCH Radio Link, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
FFS(To be added)
8.3.3
Synchronised Radio Link Reconfiguration Commit

8.3.3.1
General

This procedure is used to order the Node B to switch to the new configuration for the Radio Link(s) within the Node B, previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure.

The message shall use the Communication Control Port assigned for this Node B Communication Context.

8.3.3.2
Successful Operation
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Figure 32: Synchronised Radio Link Reconfiguration Commit procedure, Successful Operation

The Node B shall switch to the new configuration previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure

-
[TDD - at the next coming CFN with a value equal to the value requested by the CRNC in the CFN IE (see ref.[17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the CRNC.]

-
[FDD - if the Fast Reconfiguration IE is not included in the RADIO LINK RECONFIGURATION COMMIT message at the next coming CFN with a value equal to the value requested by the CRNC in the CFN IE (see ref.[17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the CRNC.]
-
[FDD - if the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message as soon as the Node B detects that the UE uses the new configuration in the uplink (e.g. the Node B detects that the UE uses the new scrambling code used for the uplink by sending the RADIO LINK RESTORATION message). In order to limit the period for the detection in the Node B the CFN in the RADIO LINK RECONFIGURATION COMMIT message indicates the earliest possible time instant at which the UE might use the new configuration.]

[FDD - If the Active Pattern Sequence Information IE is included in the RADIO LINK RECONFIGURATION COMMIT message, the CM Configuration Change CFN IE in the Active Pattern Sequence Information IE shall be ignored by the Node B.]

[FDD - If the Active Pattern Sequence Information IE is not included in the RADIO LINK RECONFIGURATION COMMIT message and a new Compressed Mode Configuration exists in the prepared configuration, the Node B shall behave as if an Active Pattern Sequence Information IE with an empty Transmission Gap Pattern Sequence Status IE was included.]
When this procedure has been completed the Prepared Reconfiguration does not exist any more, see subclause 3.1.

In the case of a Transport Channel or MAC-d flow modification for which a new transport bearer was requested and established, the switch to the new transport bearer shall also take place at the configuration switching point (defined above). The detailed frame protocol handling during transport bearer replacement is described in [16], subclause 5.10.1 and in [24], subclauses 5.8.2 and 5.8.3.

In the case of a signalling bearer re-arrangement, the new Communication Control Port shall be used once the Node B has received the RADIO LINK RECONFIGURATION COMMIT message via the old Communication Control Port.

[FDD - If the RADIO LINK RECONFIGURATION COMMIT includes the Active Pattern Sequence Information IE, the Node B shall deactivate all the ongoing Transmission Gap Pattern Sequences at the configuration switching point (defined above). From that moment on, all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions shall be started when the indicated TGCFN IE elapses. The CFN IE and TGCFN IE for each sequence refer to the next coming CFN with that value. If the values of the CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CFN IE.]

[FDD - If the RADIO LINK RECONFIGURATION COMMIT message includes the Active Pattern Sequence Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing.]

8.3.3.3
Abnormal Conditions

If a new transport bearer is required for the new reconfiguration and it is not available at the configuration switching point (defined above), the Node B shall initiate the Radio Link Failure procedure.

[FDD - If the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message and the Node B did not include the Fast ReconfigurationPermission IE in the RADIO LINK RECONFIGURATION READY message, the Node B shall initiate the Radio Link Failure procedure.]

[FDD - If the RADIO LINK RECONFIGURATION COMMIT message includes the Active Pattern Sequence Information IE which activates a downlink transmission gap pattern sequence with an SF/2 downlink compressed mode method and if the concerned NodeB Communication Context is configured to use DPCH in downlink and for any Radio Link the transmission gap pattern sequence code information is not available, the NodeB shall trigger the Radio Link Failure procedure with the cause value “Invalid CM Settings”.]

8.3.4
Synchronised Radio Link Reconfiguration Cancellation

8.3.4.1
General

This procedure is used to order the Node B to release the new configuration for the Radio Link(s) within the Node B, previously prepared by the Synchronised Radio Link Preparation Reconfiguration procedure.

The message shall use the Communication Control Port assigned for this Node B Communication Context.

8.3.4.2
Successful Operation


[image: image11.wmf]C

RNC

Node B

RADIO LINK RECONFIGURATION 

CANCEL


Figure 33:Synchronised Radio Link Reconfiguration Cancellation procedure, Successful Operation

When receiving the RADIO LINK RECONFIGURATION CANCEL message from the CRNC, the Node B shall release the new configuration ([FDD - including the new Transmission Gap Pattern Sequence parameters (if existing)]) previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure and continue using the old configuration. When this procedure has been completed the Prepared Reconfiguration does not exist any more, see subclause 3.1.

8.3.4.3
Abnormal Conditions

-

8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs To Modify IE then the Node B shall treat them each as follows:

-
If the DCHs To Modify IE includes the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the DCHs To Modify IE includes the TNL QoS IE for a DCH or a set of co-ordinated DCHs to be modified and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the UL, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the DL, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Allocation/Retention Priority IE for a DCH, the Node B shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to Annex A.

-
If the DCHs To Modify IE includes multiple DCH Specific Info IEs, then the Node B shall treat the DCHs in the DCHs To Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.]
-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.]

-
If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Downlink of this DCH in the new configuration.]

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH To Add IE, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCHs in the new configuration. In particular:

-
If a DCHs To Add IE includes multiple DCH Specific Info IEs for a DCH to be added, the Node B shall treat the DCHs in the DCHs To Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.

-
[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Node B shall use the Transport channel BER from that DCHas the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

-
For a set of co-ordinated DCHs, the Node B shall use the Transport channel BER from the DCH with the QE-Selector IE set to "selected" as the QE in the UL data frames [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If all DCHs have the QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE [16].]

-
The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

-
The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the DL of a DCH to be added, the Node B shall apply the new CCTrCH ID in the downlink of this DCH in the new configuration.]

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the UL of a DCH to be added, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]
DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

[FDD - Physical Channel Modification]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the Node B shall apply the new TFCS in the Uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes a DL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the DL DPCH Information IE includes on the TFCS IE for the DL, the Node B shall apply the new TFCS in the Downlink of the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the Node B shall use the information when building TFCIs in the new configuration.

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:] 

·  [FDD -  The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:] 
· [FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [10] .]
· [FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration. If the choice of DTX Information To Modify IE is "Deactivate", then DRX should be deactived together with DTX.]
· [FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link for Continuous Packet Connectivity HS-SCCH less operation in the new configuration according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE, then the Node B shall deactivate the Continuous Packet Connectivity HS-SCCH less operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DRX Information To Modify LCR IE, then:]

· [1.28 Mcps TDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [1.28 Mcps TDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [21].]
· [1.28 Mcps TDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then:]

-
[1.28 Mcps TDD - If the Transport Block Size List IE or/and Repetition Period list IE is/are included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].
-
[1.28 Mcps TDD - If the Buffer Size for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to modify the buffer size for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - If the Number of Processes for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to allocate the number of processes for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent scheduling operation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for HS-DSCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the buffer size for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[1.28 Mcps TDD - If the number of processes for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - If the Repetition Period list IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].

[1.28 Mcps TDD - If the E-DCH Semi-Persistent scheduling Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for E-DCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the Semi-Persistent E-DCH releted E-HICH Information IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall use this information to modify the configuration of Semi-Persistent E-DCH releted E-HICH.]
-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the HS-DSCH Semi-Persistent scheduling operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the E-DCH Semi-Persistent scheduling operation for the E-DCH Radio Link.]
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION REQUEST message.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 2-Index-Step IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 3-Index-Step IE, the Node B shall use the value when the new configuration is being used.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the HARQ Info for E-DCH  IE, the Node B shall use the value when the new configuration is being used.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the Minimum Reduced E-DPDCH Gain Factor IE, then the Node B shall use the value to determine the applicable minimum gain factor (βed,k,reduced,min) defined in [10]. For the case the Minimum Reduced E-DPDCH Gain Factor IE is not available for the Node B Communication Context, the Node B may use the default value defined in [18]. ]

[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH To Modify IE or DL CCTrCH To Modify IE in the Radio Link(s), the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message.]
[TDD - If the UL CCTrCH To Modify IE or DL CCTrCH To Modify IE includes TFCS IE and/or Puncture Limit IE, the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.]

[1.28Mcps TDD - If the UL CCTrCH To Modify IE includes UL SIR Target IE, the Node B shall apply this value as the new configuration and use it for the UL inner loop power control according [19] and [21].]
[TDD - UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH To Delete IE or DL CCTrCH To Delete IE, the Node B shall not include this CCTrCH in the new configuration.]

DL Power Control:

-
[FDD - If the Radio Link Information IE includes the DL Reference Power IE and the power balancing is active, the Node B shall update the reference power of the power balancing in the indicated RL(s), if updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is supported, using the DL Reference Power IE in the RADIO LINK RECONFIGURATION REQUEST message. The updated reference power shall be used from the next adjustment period.]

[FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Updated Indicator IE in the RL Information Response IE for each affected RL in the RADIO LINK RECONFIGURATION RESPONSE message.]

RL Information:

If the RADIO LINK RECONFIGURATION REQUEST message includes the RL Information IE, the Node B shall treat it as follows:

-
[FDD - If the RL Information IE includes the Maximum DL Power IE, the Node B shall apply this value to the new configuration and not transmit with a higher power on any Downlink DPCH or on the F-DPCH of the Radio Link once the new configuration is being used. During compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

-
[FDD - If the RL Information IE includes the Minimum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a lower power on any Downlink Channelisation Code or on the F‑DPCH of the Radio Link once the new configuration is being used.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - If the CCTrCH Maximum DL Transmission Power IE and/or the CCTrCH Minimum DL Transmission Power IE are included, the Node B shall apply the values in the new configuration for this DCH type CCTrCH, if the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for all other DCH type CCTrCHs.]

-
[3.84 Mcps TDD and 7.68Mcps TDD - The maximum power and minimum power for a DSCH type CCTrCH to be modified, shall be determined as follows:

-
If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum and maximum power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.

-
If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum power, however, is subject to control by the CRNC via the frame protocol].

-
[1.28 Mcps TDD - If Maximum DL Power IE and/or Minimum DL Power IE are included within DL Timeslot Information LCR IE, the Node B shall apply the values in the new configuration for this timeslot within a DCH type CCTrCH, if the RL Information IE includes Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for all other timeslots.]

-
[1.28 Mcps TDD - If the CCTrCH Maximum DL Transmission Power IE and/or the CCTrCH Minimum DL Transmission Power IE are included, the Node B shall apply the values in the new configuration for this DSCH type CCTrCH, if the RL Information IE includes the Maximum Downlink Power and/or the Minimum Downlink Power IEs, the Node B shall apply the values in the new configuration for other timeslots.]

-
[FDD - If the concerned Node B Communication Context is configured to use DPCH in the downlink and if the RL Information IE contains the Transmission Gap Pattern Sequence Code Information IE in the DL Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated whenever the downlink compressed mode method SF/2 is active in the new configuration.]

-
[1.28Mcps TDD - If the RL Information IE contains the Uplink Synchronisation Parameters LCR IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

-
[FDD - If the RL Information IE contains the F-DPCH Slot Format IE and if the Node B Communication Context is configured to use F-DPCH in the downlink, then the Node B shall use this information to configure the F-DPCH slot format of each RL according to [7].]

Signalling Bearer Re-arrangement:

If the RADIO LINK RECONFIGURATION REQUEST message includes the Signalling Bearer Request Indicator IE, the Node B shall allocate a new Communication Control Port for the control of the Node B Communication Context and include the Target Communication Control Port ID IE in the RADIO LINK RECONFIGURATION RESPONSE message.

HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The Node B shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD - The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD- The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue. 
-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being established, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If RADIO LINK RECONFIGURATION REQUESTmessage includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Measurement Power Offset IE in the HS-DSCH Information IE, then the Node B shall use the measurement power offset as described in ref [10], subclause 6A.2.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the Node B shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
 [1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SICH SIR Target IE in the HS-DSCH Information IE, the Node B shall use this value to determine the HS-SICH  SIR Target. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE [FDD - and/or the HS-DSCH MAC-ehs Format IE] in the HS-DSCH  Information IE, then the Node B shall use the indicated format in user plane frame structure for HS-DSCH channels [24] and MAC-hs [32]. 

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio)  according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use:]

-
[FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.

-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION REQUEST message includes the Number of Supported Carriers IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information to allocate HSDPA resources over multiple frequencies for UE.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION REQUEST message includes the Multi-carrier HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information together with the HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information IE to allocate HSDPA resources over multiple carriers for the UE.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH over multiple frequencies and include the HS-SCCH Specific Information Response LCR per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B shall include the HARQ Memory Partitioning per UARFCN IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B may indicate the number of multiple frequencies actually used by the UE and include the Multi-Carrier number IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]


[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then, the Node B shall activate the MIMO mode for the HS-DSCH Radio Link, decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
If the RADIO LINK RECONFIGURATION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the SRB Indicator IE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the NodeB shall, if supported, consider the queue serving as SRB.
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the Single Stream MIMO mode for the HS-DSCH Radio Link.]
[FDD – Secondary Serving HS-DSCH Setup:]

[FDD – If the C-ID IE is present in the Additional HS Cell Information RL Reconf Req IE in the RADIO LINK RECONFIGURATION REQUEST message, then:]

-
[FDD – The Node B shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD – If the HARQ Memory partitioning is cell specific the Node B shall include the HARQ Memory Partitioning IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message for each secondary serving HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
Intra-Node B Serving HS-DSCH Radio Link Change:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:

-
The Node B shall release the HS-PDSCH resources on the old Serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new Serving HS-DSCH Radio Link.

-
The Node B may include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD - The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.] [1.28Mcps TDD- The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
If a reset of the MAC-hs is not required the Node B shall include the MAC-hs Reset Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message.

[FDD – Intra-Node B Secondary Serving HS-DSCH Radio Link Change:]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the Additional HS Cell Information RL Reconf Req IE, then the HS-PDSCH RL ID IE indicates the new secondary serving HS-DSCH Radio Link:]

-
[FDD - The Node B shall release the HS-PDSCH resources on the old secondary serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new secondary serving HS-DSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[FDD - Additional Serving E-DCH Radio Link Change:] 
· [FDD – If the new Additional E-DCH is configured in this Node B, then:]

-
[FDD - The Node B may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Additional Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE for the initial grant for the Additional serving E-DCH RL.]
-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.] 
-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH FDD Information Response IE in the Addiotnal E-DCH Cell Information Response IE.]
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To ModifyUnsynchronised IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE for every HS-DSCH MAC-d flow being modified for which  the establishment of one or several new Priority Queues was requested, if the Node B allows the CRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer for the Priority Queue of Node B Communication Context.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use the indicated ACK Power Offset, the NACK Power Offset or the CQI Power Offset  in the new configuration.]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B shall use the indicated power offset in the new configuration.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SICH SIR Target IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this value to the SIR Target in the new configuration. The HS-SICH SIR Target IE indicates the received UL SIR target of HS-SICH NACK for this UE.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SICH TPC step size IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this value to the HS-SICH TPC step size in the new configuration.]

-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION REQUEST message includes the Multi-carrier HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this information together with the HS-DSCH Physical Layer Category IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify Unsynchronised IE to allocate HSDPA resources over multiple carriers for the UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use the indicated HARQ Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the Node B shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the Node B shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this information in the new configuration and may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - Any secondary serving HS-DSCH that was applied in the old configuration shall remain in the new configuration unless it is explicitly removed.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
[1.28Mcps TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify Unsynchronised IE, the Node B shall use this information in the new configuration and may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[1.28Mcps TDD- If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify Unsynchronised IE the Node B may use the supported HSDPA functions for this UE.

-
[FDD - If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the Single Stream MIMO mode for the HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]
[FDD – Secondary Serving HS-DSCH Modification:]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE in the Additional HS Cell Information RL Reconf Req IE and if the Secondary Serving HS-DSCH Radio Link is in the Node B, then:]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE,then the Node B shall activate/deactivate the MIMO mode for the the secondary serving HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the HARQ memory partitioning is cell specific in the new configuration the Node B may include the HARQ memory partitioning IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE with value set to "not allowed", then the Node B shall not use 64 QAM for the Secondary Serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
[FDD – Secondary Serving HS-DSCH Removal:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Secondary Serving Remove IE in the Additional HS Cell Information RL Reconf Req IE, then the indicated secondary serving HS-DSCH Radio Link shall be removed.]

HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs and if the Serving HS-DSCH Radio Link is in the Node B, then the Node B shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION REQUEST message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the HS-DSCH configuration from the Node B Communication Context and release any existing HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d Flows To Add IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being added, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION REQUEST message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
If the RADIO LINK RECONFIGURATION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH MAC-d Flows To Add IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].
[FDD – Enhanced HS Serving Cell Change:]

[FDD - Upon receipt of the RADIO LINK RECONFIGURATION REQUEST message, if the Enhanced HS Serving Cell Change is preconfigured in the Node B for the Node B Communication Context, the Node B may execute the  Enhanced HS Serving Cell Change procedure according to [49]]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Enhanced HS Serving CC Abort IE in the HS-DSCH Information To Modify Unsynchronised IE or the HS-DSCH FDD Information IE then the Node B shall not execute the unsynchronized Enhanced HS Serving Cell Change procedure when performing the Intra-Node B Serving HS-DSCH Radio Link Change or, at inter Node B radio link change, the HS-DSCH Setup. ]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the No of Target Cell HS-SCCH Order IE then the Node B shall repeat the Target Cell HS-SCCH Order on the HS-SCCH the number of times defined in the IE. ]

[FDD - E-DCH Setup:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH MAC-d Flows Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels [24] and MAC [32].]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH  Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE:]

-
[FDD - the Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the HS-DSCH Configured Indicator IE and/or the Maximum Set of E-DPDCHs IE, and/or the Puncture Limit IE and/or the E-TTI IE, the Node B shall use and apply the value(s) in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes SRB Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, the NodeB shall, if supported, consider the E-DCH Logical Channel serving as SRB.]
 [FDD - E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE in the RL Information IE:]

-
[FDD - The Node B shall setup the E-DCH resources, as requested or as configured in the Node B communication context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The Node B shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication set to "Non E-DCH".]

-
[FDD - For each RL for which the E-DCH RL Indication IE is set to "E-DCH", and which has or can have a common generation of E-RGCH information with another RL (current or future) when the Node B would contain the E-DCH serving RL, the Node B shall include the E-DCH RL Set ID IE in the RADIO LINK RECONFIGURATION RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the RNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]

[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[FDD - If the old Serving E-DCH RL is in this Node B, the Node B shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.]

-
[FDD - If the New Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION RESPONSE message for the new serving E-DCH RL.]
-
[FDD - The Node B may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release Indicator IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every E-DCH Radio Links in the Node B.]

[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information To Modify IE, then:]

-
[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[FDD - If  the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the Node B shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow  the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the E-DCH Grant Type and it is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Grant Type and it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION RE
QUEST message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]
-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the E-DCH serving RL is in this Node B, the Node B may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Power Offsetfor Scheduling Info  IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the SixteenQAM UL Operation Indicator IE in the E-DCH FDD Information To Modify IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [32].]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH DL Control Channel Grant Information IE in the E-DCH FDD Information To Modify IE, the Node B may modify E-AGCH Channelisation Code, E-RGCH/E-HICH Channelisation Code, E-RGCH Signature Sequence and/or E-HICH Signature Sequence for the E-DCH RL indicated by the E-DCH RL ID IE. The Node B shall then report the modified configuration which is used in the new configuration specified in the E-DCH FDD DL Control Channel Information IE for each E-DCH RL in the RADIO LINK RECONFIGURATION RESPONSE message.]
[FDD - E-DCH MAC-d Flow Addition/Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, then:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]

[FDD – Additional E-DCH Setup:]

[FDD - If the Additional E-DCH Cell Information RL Reconf Req IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is "Setup", then:]
· [FDD - The Node B shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resource on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
· [FDD - If the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE are present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

· [FDD - If the Secondary UL Frequency Activation State is present in the Additional E-DCH FDD Setup Information IE, the Node B shall use the information for xxx.]

· [FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, the F-DPCH Slot Format IE and/or the E-RNTI IE in the Additional E-DCH Secondary RL Specific Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

· [FDD – If the Multicell E-DCH Transport Bearer Mode IE is set to "Separate Iub Transport Bearer Mode", then:]

-
[FDD - If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow the Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
·  [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

· [FDD - If activation of power balancing for the Additional E-DCH RL by the RADIO LINK ADDITION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

· [FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
· [FDD – If the Additional Serving E-DCH Radio Link is configured in the Node B, then:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE for the initial grant for the Additional serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]
[FDD – Additional E-DCH Configuration Change]

[FDD - If the Additional E-DCH Cell Information RL Reconf Req IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is "Configuration Change", then:]
· [FDD - If the UL Scrambling Code IE and/or the UL SIR Target IE are present in the UL DPCH Information IE in the Additional E-DCH Configuration Change Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

· [FDD - If the Minimum Reduced E-DPDCH Gain Factor IE and/or the F-DPCH Information IE are present in the Additional E-DCH Configuration Change Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 
[FDD – Additional E-DCH RL Addition:]
[FDD - If the Additional E-DCH RL Specific Information To Add IE is present in the Additional E-DCH Configuration Change Information IE, then:]

· [FDD - If the Initial DL Transmission Power IE, the Maximum DL Power IE, the Minimum DL Power IE, the DL Reference Power IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE and/or the F-DPCH Slot Format IE in the Additional E-DCH Secondary RL Specific Information To Add IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 
· [FDD - The Node B shall include the Received Total Wide Band Power IE for each Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.]

· [FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Individual" in the existing Additional E-DCH RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE, the Node B shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new Additional E-DCH RL(s), if activation of power balancing by the RADIO LINK RECONFIGURATION READY message is supported, according to subclause 8.3.7. In this case, the Node B shall include the DL Power Balancing Activation Indicator IE in the E-DCH Additional RL Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE (if received) or the decided DL TX power level on each DL channelisation code of an Additional E-DCH RL based on power level of existing Additional E-DDCH RLs.][FDD - For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message a value that uniquely identifies the RL Set within the Node B Communication Context. And the generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.] 
· [FDD - For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the Node B shall assign the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. And the generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]
· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the Node B would contain the Additional E-DCH serving RL, the Node B shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
· [FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE.] 
[FDD – Additional E-DCH RL Modification:] 
[FDD - If the Additional E-DCH RL Specific Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

· [FDD - If the Maximum DL Power IE, the Minimum DL Power IE, the DL Reference Power IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information Change IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, the F-DPCH Slot Format IE and/or the E-DCH DL Control Channel Grant IE in the Additional E-DCH Secondary RL Specific Information To Modify IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

· [FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Updated Indicator IE in the RL Information Response IE for each affected RL in the RADIO LINK RECONFIGURATION READY message.]
[FDD – Additional E-DCH Modification:] 
[FDD - If the Additional E-DCH FDD Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

· [FDD - If the Transport Layer Address IE and Binding ID IEs are included in the Additional E-DCH MAC-d Flows Specific Information To Modify IE for an E-DCH MAC-d flow, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the E-DCH MAC-d flow being added or E-DCH MAC-d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE in the E-DCH FDD Information to Modify IE.]

· [FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE is included, the Node B shall use this information for the related resource allocation operation.] 
· [FDD - If the E-DCH Processing Overload Level IE is included, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]
[FDD – Additional E-DCH Removal]

[FDD - If the Additional E-DCH Cell Information RL Reconf Req IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is "Removal", then the additional E-DCH on the secondary uplink frequency shall be removed.]
[TDD - Intra-Node B Serving E-DCH Radio Link Change:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Serving RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[TDD - In the new configuration the Node B shall de-allocate the E-DCH resources of the old Serving E-DCH Radio Link and allocate the E-DCH resources for the new Serving E-DCH Radio Link.]

-
[TDD - The Node B shall allocate E-AGCH parameters [1.28Mcps TDD - and E-HICH parameter] corresponding to the E-DCH and include the E-AGCH Specific Information Response TDD IE [1.28Mcps TDD - and E-HICH Specific Information Response TDD IE]in the E-DCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

[TDD - E-PUCH Handling]:

[3.84Mcps TDD and 7.68Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-PUCH Information IE, the Node B shall apply the parameters to the new configuration.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-PUCH Information LCR IE, the Node B shall apply the parameters to the new configuration.]
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-TFCS Information TDD IE, the Node B shall apply the beta parameters to the new configuration.]

[3.84Mcps TDD - E-DCH Setup]:

[3.84Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information IE and E-DCH Non-scheduled Grant Information TDD IE if there are to be non-scheduled grants.]
[1.28Mcps TDD - E-DCH Setup]:

[1.28Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information LCR IE and E-DCH Non-scheduled Grant Information LCR TDD IE if there are to be non-scheduled grants.]

[7.68Mcps TDD - E-DCH Setup]:

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information 7.68Mcps IE and E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE if there are to be non-scheduled grants.]

[TDD - E-DCH MAC-d Flow Addition/Deletion:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.] 

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining non-scheduled E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the non-scheduled E-DCH configuration from the Node B Communication Context and release the non-scheduled E-DCH resources [1.28 Mcps TDD - and the related Signature Sequence of the Non-scheduled E-HICH].]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, then if the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
[3.84Mcps TDD - E-DCH Non-scheduled allocations:]

[3.84Mcps TDD - If the E-DCH Non-scheduled Grant Information TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[1.28Mcps TDD - E-DCH Non-scheduled allocations:]

[1.28Mcps TDD - If the E-DCH Non-scheduled Grant Information LCR TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[7.68Mcps TDD - E-DCH Non-scheduled allocations:]

[7.68Mcps TDD - If the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[TDD - E-DCH Modification:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the [3.84Mcps TDD - E-DCH TDD Information  IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then:]

-
[3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68McpsIE]includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD - If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[TDD - If the E-DCH TDD Information To Modify IE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE message includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the Node B shall use this information to set the retransmissions timer.]
-
[TDD - If  the E-DCH TDD Information To Modify IE message includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the Node B shall use this new power offset value.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Grant Type IE, the Node B shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[1.28Mcps TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Maximum Bit Rate LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE in the E-DCH TDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure Indication.]

[1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK RECONFIGURATION REQUEST message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement according to the [18].

General

If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Layer Address IE and Binding ID IEs in the HS-DSCH Information IE, HS-DSCH Information To Modify Unsynchronised IE, HS-DSCH MAC-d Flows To Add IE, [FDD -RL Specific E-DCH Information IE] [TDD - E-DCH MAC-d Flows to Add IE, E-DCH TDD Information to Modify IE] or in the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

If the requested modifications are allowed by the Node B, the Node B has successfully allocated the required resources, and changed to the new configuration, it shall respond to the CRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address IE and the Binding ID IE for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included], or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included], being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE. The detailed frame protocol handling during transport bearer replacement is described in [16], subclause 5.10.1 and in [24], subclause 5.8.3.

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH or an E-DCH MAC-d flow being added, then the Node B shall not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH or an E-DCH MAC-d flow being added and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH or E-DCH MAC-d flow being established.]
-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION RESPONSE message.]
In the case of a set of co-ordinated DCHs requiring a new transport bearer on the Iub interface, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCH [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] in the set of coordinated DCHs.

In the case of a Radio Link being combined with another Radio Link within the Node B, the Transport Layer Address IE and the Binding ID IE [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] in the DCH Information Response IE shall be included only for one of the combined Radio Links.
[FDD - In the case of an E-DCH RL being combined with another E-DCH RL within the Node B, the E-DCH FDD Information Response IE shall be included only for one of the combined E-DCH RLs.]
In the case of a signalling bearer re-arrangement, the new Communication Control Port shall be used once the Node B has sent the RADIO LINK RECONFIGURATION RESPONSE message via the old Communication Control Port.

8.3.5.3
Unsuccessful Operation
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Figure 35: Unsynchronised Radio Link Reconfiguration procedure, Unsuccessful Operation

If the Node B cannot allocate the necessary resources for all the new DCHs of one set of co-ordinated DCHs requested to be set-up, it shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed.

If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s), the Node B shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC, indicating the reason for failure.

Typical cause values are as follows:

Radio Network Layer Cause

-
CM not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]

-
[FDD - MIMO not available]

-
E-DCH MAC-d PDU Size Format not available

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]

-
[1.28Mcps TDD - MIMO not available]

-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]

-
[FDD – Single Stream MIMO not available]
-
[FDD - Multi Cell operation with MIMO not available]
-
[FDD - Multi Cell E-DCH operation not available]
Transport Layer Cause

-
Transport Resources Unavailable
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.5.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the Node B shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.

[FDD - If the concerned Node B Communication Context is configured to use DPCH in the downlink and if the RL Information IE contains the DL Code Information IE and this IE includes DL Scrambling Code and FDD DL Channelisation Code Number IEs not matching the DL Channelisation code(s) already allocated to the Radio Link identified by RL ID IE, then the Node B shall consider the Unsynchronised Radio Link Reconfiguration procedure as having failed and it shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.]

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected"], the Node B shall regard the Unsynchronised Radio Link Reconfiguration Preparation procedure as failed and shall respond with a RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION REQUEST message includes a DCHs To Modify IE or DCHs To Add IE with multiple DCH Specific Info IEs, and if the DCHs in the DCHs To Modify IE or DCHs To Add IE do not have the same Transmission Time Interval IE in the Semi-Static Transport Format Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the RL Information IE includes the DL Reference Power IEs, but the power balancing is not active in the indicated RL(s), the Node B shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed and the Node B shall respond the RADIO LINK RECONFIGURATION FAILURE message with the cause value "Power Balancing status not compatible".]

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Common" in the existing RL(s) but the RL Information IE includes more than one DL Reference Power IEs, the Node B shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed and the Node B shall respond the RADIO LINK RECONFIGURATION FAILURE message with the cause value "Power Balancing status not compatible".]

If the RADIO LINK RECONFIGURATION REQUEST message contains the Transport Layer Address IE or the Binding ID IE when establishing a transport bearer for any Transport Channel or HS-DSCH MAC-d flow being added or any Transport Channel or HS-DSCH MAC-d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION REQUEST message contains any of the HS-DSCH Information To Modify IE, HS-DSCH MAC-d Flows To Add IE or HS-DSCH MAC-d Flows To Delete IE in addition to the HS-DSCH Information IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION REQUEST message contains any of the HS-DSCH Information To Modify IE, HS-DSCH MAC-d Flows To Add IE, HS-DSCH MAC-d Flows To Delete IE or HS-PDSCH RL ID IE and the Serving HS-DSCH Radio Link is not in the Node B, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information IE and does not include the HS-PDSCH RL-ID IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL-ID IE indicating a Radio Link not existing in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the RADIO LINK RECONFIGURATION REQUEST message contains any of the HS-DSCH Information IE, HS-DSCH Information To Modify IE, or HS-DSCH MAC-d Flows To Add IE and if in the new configuration the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use "Indexed MAC-d PDU Size" for an HS-DSCH but there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use Maximum MAC-d PDU Size Extended, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use "Flexible MAC-d PDU Size" for an HS-DSCH but there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use MAC-d PDU Size Index, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
If, in the new configuration, the concerned Node B Communication Context is configured to use "Fixed MAC-d PDU Size" for an E-DCH and there exist a Logical Channel of the MAC-d flows of the E-DCH that is configured to use  Maximum MAC-d PDU Size Extended, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use "Flexible MAC-d PDU Size" for an E-DCH and there exist a Logical Channel of the MAC-d flows of the E-DCH that is configured to use MAC-d PDU Size List, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the HS-DSCH Information IE and if the Measurement Power Offset IE is not present, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION REQUEST message includes HS-DSCH Information IE and the HS-DSCH is already configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

[FDD - If the concerned Node B Communication Context is configured to use F-DPCH in the downlink and if the RL Information IE contains the DL Code Information IE, then the Node B shall consider the Unsynchronised Radio Link Reconfiguration procedure as having failed and it shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, but the E-DPCH Information IE is not present, or if any of the Maximum Set of E-DPDCHs IE, Puncture Limit IE, E-TFCS Information IE, E-TTI IE, E-DPCCH Power Offset IE, E-RGCH 2-Index-Step Threshold IE, E-RGCH 3-Index-Step Threshold IE, HARQ Info for E-DCH IE or HS-DSCH Configured Indicator IE are not present in the E-DPCH Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If any the HS-DSCH Configured Indicator IE, of the Maximum Set of E-DPDCHs IE, Puncture Limit IE or E-TTI IE are present in the E-DPCH Information IE and the E-DCH FDD Information IE is not present in the RADIO LINK RECONFIGURATION REQUEST message, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes one of the Not Used IEs, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE set to "E-DCH", but no E-DCH FDD Information IE, and the Node B Communication Context is not configured for E-DCH, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information IE but no E-DCH RL Indication IE set to "E-DCH", then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION REQUEST message contains the HS-PDSCH RL ID IE and/or the Serving E-DCH RL IE and if both HS-DSCH and E-DCH are configured in the new configuration but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the HS-PDSCH RL ID IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as “HS-DSCH not configured” then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains any of the E-DCH FDD Information To Modify IE, E-DCH MAC-d Flows To Add IE or E-DCH MAC-d Flows To Delete IE in addition to the E-DCH FDD Information IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains any of the E-DCH FDD Information To Modify IE, E-DCH MAC-d Flows To Add IE, E-DCH MAC-d Flows To Delete IE and the Node B Communication Context is not configured for E-DCH, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information To Modify IE deleting the last remaining E-DCH Logical Channel of an E-DCH MAC-d Flow, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes E-DCH FDD Information IE and the E-DCH is already configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[TDD - if the radio link was not previously configured to support E-DCH, then if the RADIO LINK RECONFIGURATION REQUEST message includes one of the following E-DCH information elements then it shall contain all of them otherwise the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.: E-DCH Serving RL IE, [3.84Mcps TDD and 7.68Mcps - E-PUCH Information IE, E-TFCS Information TDD IE], [1.28Mcps TDD - E-PUCH Information LCR IE, E-TFCS Information TDD IE], E-DCH MAC-d Flows to Add IE, and [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE].]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE in addition to the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE in addition to the Continuous Packet Connectivity HS-SCCH less Information IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. ]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE while the Continuous Packet Connectivity HS-SCCH less configuration isn’t configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE while the Continuous Packet Connectivity DTX-DRX configuration isn’t configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the DRX Information To Modify IE in Continuous Packet Connectivity DTX-DRX Information To Modify IE while the Continuous Packet Connectivity DRX configuration isn’t configured in the Node B Communication Context, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH Indicator IE set to "Uplink DCH only" but no Transport Format Set IE for the uplink for this DCH and the Node B had ignored the configuration of Transport Format Set for uplink, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH Indicator IE set to "Downlink DCH only" but no Transport Format Set IE for the downlink for this DCH and the Node B had ignored the configuration of Transport Format Set for downlink, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the Transport Bearer Not Requested Indicator IE for a DCH but does not contain the corresponding DCH ID IE and the Unidirectional DCH indicator IE set to "Uplink DCH only" for the DCH in DCH Information To Add IE, the Node B shall reject the procedure using the the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply UL DPCCH Slot Format 0 or 2 and execute Continuous Packet Connectivity DTX-DRX operation, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply MIMO, allowed to apply 64 QAM, establish the the secondary serving HS-DSCH Radio Link, apply Single Stream MIMO or configured to use Extended Window Size in the new configuration but is not configured to use flexible MAC-d PDU Size, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the concerned Node B Communication Context in the new configuration is configured to use MIMO for one or more Secondary Serving Radio links, but the HS-DSCH MAC-ehs Format is not configured to use Extended Window Size in the new configuration, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE for a DCH in the RL Specific DCH Information IE but does not include the DCH ID IE for the DCH in the DCHs to Add IE, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message contains the Continuous Packet Connectivity DTX-DRX Information IE but the concerned Node B Communication Context is not previously configured to use F-DPCH, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to have the Serving E-DCH Radio Link but there is at least one E-DCH MAC-d flow which the Transport Bearer is not configured in the Node B, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE for a DCH for a specific RL and the specific RL is combined with existing RL which the transport bearer is established for the DCH in the Node B, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
If ALCAP is not used, if the concerned Node B Communication Context is configured to establish a DCH, an E-DCH MAC-d flow and/or an HS-DSCH MAC-d flow but the RADIO LINK RECONFIGURATION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE for the DCH, the E-DCH MAC-d flow and/or HS-DSCH MAC-d flow, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
 [1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information to Modify LCR IE in addition to the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information to Modify LCR IE in addition to the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
If, in the new configuration, there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use “Flexible RLC PDU Size” for an HS-DSCH but is not configured to use Maximum MAC-d PDU Size Extended, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.

If, in the new configuration, the concerned Node B Communication Context is configured to use  MAC-d PDU Size Index for an HS-DSCH but there exist a priority queue of the MAC-d flows of the HS-DSCH that is configured to use “Flexible RLC PDU Size”, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains a MIMO Activation Indicator IE and a Single Stream MIMO Activation Indicator IE in the HS-DSCH FDD Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the concerned Node B Communication Context is configured to apply MIMO and Single Stream MIMO for the HS-DSCH Radio Link, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
FFS(To be added)
8.3.6
Radio Link Deletion

8.3.6.1
General

The Radio Link Deletion procedure is used to release the resources in a Node B for one or more established radio links towards a UE.

The Radio Link Deletion procedure may be initiated by the CRNC at any time when the Node B Communication Context exists.

8.3.6.2
Successful Operation
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Figure 36: Radio Link Deletion procedure, Successful Operation

The procedure is initiated with a RADIO LINK DELETION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon receipt of this message, the Node B shall delete the radio link(s) identified by the RL ID IE, Node B Communication Context ID IE and CRNC Communication Context ID IE and release all associated resources and respond to the CRNC with a RADIO LINK DELETION RESPONSE message.

[FDD - After deletion of the RL(s), the UL out-of-sync algorithm defined in ref. [10] shall for each of the remaining RL Set(s) use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set and the UL in-sync algorithm defined in ref. [10] shall for each of the remaining RL Set(s) use the minimum value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL Set.]

[FDD – If the RL indicated by the RL ID IE in the RADIO LINK DELETION REQUEST message is the serving HS-DSCH Radio link and a related secondary serving HS-DSCH Radio Link exists in the Node B, the Node B shall delete the secondary serving HS-DSCH Radio Link.]
8.3.6.3
Unsuccessful Operation

-

8.3.6.4
Abnormal Conditions

If the RL indicated by the RL ID IE, Node B Communication Context ID IE and CRNC Communication Context ID IE does not exist, the Node B shall respond with the RADIO LINK DELETION RESPONSE message and use the CRNC Communication Context ID IE received in the RADIO LINK DELETION REQUEST message.

8.3.7
Downlink Power Control [FDD]

8.3.7.1
General

The purpose of this procedure is to balance the DL transmission powers of one or more Radio Links used for the related UE-UTRAN connection within the Node B. The Downlink Power Control procedure may be initiated by the CRNC at any time when the Node B Communication Context exists, irrespective of other ongoing CRNC initiated dedicated NBAP procedures towards this Node B Communication Context. The only exception occurs when the CRNC has requested the deletion of the last RL via this Node B, in which case the Downlink Power Control procedure shall no longer be initiated.

8.3.7.2
Successful Operation
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Figure 37: Downlink Power Control procedure, Successful Operation

The procedure is initiated by the CRNC sending a DL POWER CONTROL REQUEST message to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

The Power Adjustment Type IE defines the characteristic of the power adjustment.

If the value of the Power Adjustment Type IE is "Common", the Power Balancing Adjustment Type of the Node B Communication Context shall be set to "Common". As long as the Power Balancing Adjustment Type of the Node B Communication Context is set to "Common", the Node B shall perform the power adjustment (see below) for all existing and future radio links associated with the context identified by the Node B Communication Context ID IE and use a common DL reference power level.

If the value of the Power Adjustment Type IE is "Individual", the Power Balancing Adjustment Type of the Node B Communication Context shall be set to "Individual". The Node B shall perform the power adjustment (see below) for all radio links addressed in the message using the given DL Reference Powers per RL. If the Power Balancing Adjustment Type of the Node B Communication Context was set to "Common" before this message was received, power balancing on all radio links not addressed by the DL POWER CONTROL REQUEST message shall remain to be executed in accordance with the existing power balancing parameters which are now considered RL individual parameters. Power balancing will not be started on future radio links without a specific request.

If the value of the Power Adjustment Type IE is "None", the Power Balancing Adjustment Type of the Node B Communication Context shall be set to "None" and the Node B shall suspend on going power adjustments for all radio links for the Node B Communication Context.

If the Inner Loop DL PC Status IE is present and set to "Active", the Node B shall activate inner loop DL power control for all radio links for the Node B Communication Context. If the Inner Loop DL PC Status IE is present and set to "Inactive", the Node B shall deactivate inner loop DL power control for all radio links for the Node B Communication Context according to ref. [10].
Power Adjustment
The power balancing adjustment shall be superimposed on the inner loop power control adjustment (see ref. [10]) if activated. The power balancing adjustment shall be such that:
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 with an accuracy of ±0.5 dB

where the sum is performed over an adjustment period corresponding to a number of frames equal to the value of the Adjustment Period IE, Pref is the value of the DL Reference Power IE, PP-CPICH is the power used on the primary CPICH, Pinit is the code power of the last slot of the previous adjustment period and r is given by the Adjustment Ratio IE. If the last slot of the previous adjustment period is within a transmission gap due to compressed mode, Pinit shall be set to the same value as the code power of the slot just before the transmission gap.

The adjustment within one adjustment period shall in any case be performed with the constraints given by the Max Adjustment Step IE and the DL TX power range set by the CRNC.

The power adjustments shall be started at the first slot of a frame with CFN modulo the value of Adjustment Period IE equal to 0 and shall be repeated for every adjustment period and shall be restarted at the first slot of a frame with CFN=0, until a new DL POWER CONTROL REQUEST message is received or the RL is deleted.

8.3.7.3
Abnormal Conditions

-

8.3.8
Dedicated Measurement Initiation

8.3.8.1
General

This procedure is used by a CRNC to request the initiation of measurements on dedicated resources in a Node B.

The Dedicated Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1 except when the Node B Communication Context ID IE in the DEDICATED MEASUREMENT INITIATION REQUEST message is set to the reserved value "All NBCC".

If the Node B Communication Context ID IE in the DEDICATED MEASUREMENT INITIATION REQUEST message is set to the reserved value "All NBCC", the Dedicated Measurement Initiation procedure may be initiated by the CRNC at any time when the Node B Communication Context exists.
8.3.8.2
Successful Operation
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Figure 38: Dedicated Measurement Initiation procedure, Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the Node B Communication Context.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the DEDICATED MEASUREMENT INITIATION REQUEST message. Unless specified below the meaning of the parameters are given in other specifications.

If the Node B Communication Context ID IE equals the reserved value "All NBCC", this measurement request shall apply for all current and future Node B Communication Contexts controlled via the Communication Control Port on which the DEDICATED MEASUREMENT INITIATION REQUEST message was received. Otherwise, this measurement request shall apply for the requested Node B Communication Context ID only.

If the Node B Communication Context ID IE equals the reserved value "All NBCC", the measurement request shall be treated as a single measurement, despite applying to multiple contexts. This means that it may only be terminated or failed on "All NBCC".

If the Node B Communication Context ID IE equals the reserved value "All NBCC", the measurement shall be initiated only for those Node B Communication Contexts handling a mode (FDD, 3.84Mcps TDD, 7.68Mcps TDD or 1.28Mcps TDD) for which the concerned measurement is specified in [4] and [5]. The initiation of the measurement for a Node B Communication Context may be delayed until the Reconfiguration CFN has elapsed if either a Prepared Reconfiguration exists or a Prepared Reconfiguration no longer exists but the Reconfiguration CFN has not yet elapsed.

If the Dedicated Measurement Object Type is indicated as being "RL" in the DEDICATED MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for all indicated Radio Links.

[FDD - If the Dedicated Measurement Object Type is indicated as being "RLS" in the DEDICATED MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for all indicated Radio Link Sets.]

[FDD - If the Dedicated Measurement Object Type is indicated as being "ALL RL" in the DEDICATED MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for all current and future Radio Links within the Node B Communication Context.]

[TDD - If the Dedicated Measurement Object Type is indicated as being "ALL RL" in the DEDICATED MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for one existing DPCH per CCTrCH in each used time slot of current and future Radio Links within the Node B Communication Context, provided the measurement type is applicable to the respective DPCH.]

[FDD - If the Dedicated Measurement Object Type is indicated as being "ALL RLS" in the DEDICATED MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for all existing and future Radio Link Sets within the Node B Communication Context.]

[TDD - If the DPCH ID IE or DPCH ID 7.68Mcps IE is provided within the RL Information, the measurement request shall apply for the requested physical channel individually. If no DPCH ID IE, HS-SICH ID IE, DPCH ID 7.68Mcps IE and no PUSCH Information IE is provided within the RL Information, the measurement request shall apply for one existing physical channel per CCTrCH in each used time slot of the Radio Link, provided the measurement type is applicable to this physical channel.]

[TDD - If the PUSCH Information IE is provided within the RL Information, the measurement request shall apply for the requested physical channel individually.]

[TDD - If the HS-SICH Information IE is provided within the RL Information, the measurement request shall apply for the requested physical channel individually.] 

[TDD - If the Dedicated Measurement Type IE is set to "HS-SICH reception quality ", the Node B shall initiate measurements of the failed, missed and total HS-SICH transmissions on all of the HS-SICH assigned to this Node B Communication Context. If either the failed or missed HS-SICH transmission satisfies the requested report characteristics, the Node B shall report the result of both failed and missed transmission measurements along with the total number of transmissions.]

If the CFN Reporting Indicator IE is set to "FN Reporting Required", the CFN IE shall be included in the DEDICATED MEASUREMENT REPORT message or in the DEDICATED MEASUREMENT INITIATION RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand". The reported CFN shall be the CFN at the time when the measurement value was reported by the layer 3 filter, referred to as point C in the measurement model [25].

[FDD - If the Number Of Reported Cell Portions IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message, the value shall be used to determine how many Cell Portion ID IEs and SIR Value IEs shall be included in Best Cell Portions IE in the DEDICATED MEASUREMENT REPORT message or in the DEDICATED MEASUREMENT INITIATION RESPONSE message.]

Report characteristics 
The Report Characteristics IE indicates how the reporting of the measurement shall be performed. See also Annex B.

If the Report Characteristics IE is set to "On Demand" and if the CFN IE is not provided, the Node B shall return the result of the measurement immediately. If the CFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Periodic", the Node B shall periodically initiate the Dedicated Measurement Report procedure for this measurement, with the requested report frequency. If the CFN IE is provided, it indicates the frame for which the first measurement value of a periodic reporting shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Event A", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to "Event B", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to "Event C", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity rises by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next C event reporting for the same measurement cannot be initiated before the rising time specified by the Measurement Change Time IE has elapsed since the previous event reporting.

If the Report Characteristics IE is set to "Event D", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity falls by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next D event reporting for the same measurement cannot be initiated before the falling time specified by the Measurement Change Time IE has elapsed since the previous event reporting.

If the Report Characteristics IE is set to "Event E", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the Node B shall also initiate the Dedicated Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Dedicated Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to "Event F", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the Node B shall also initiate the Dedicated Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Dedicated Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is not set to "On Demand", the Node B is required to perform reporting for a dedicated measurement object, in accordance with the conditions provided in the DEDICATED MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no dedicated measurement object for which a measurement is defined exists anymore, the Node B shall terminate the measurement locally, i.e. without reporting this to the CRNC.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate the Dedicated Measurement Reporting procedure immediately, and then continue with the measurements as specified in the DEDICATED MEASUREMENT INITIATION REQUEST message.

Higher layer filtering 
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result


Mn is the latest received measurement result from physical layer measurements, the unit used for Mn is the same unit as the reported unit in the DEDICATED MEASUREMENT INITIATION RESPONSE, DEDICATED MEASUREMENT REPORT messages or the unit used in the event evaluation (i.e. same unit as for Fn)

a = 1/2(k/2) , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering)

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

Measurement Recovery Behavior:
If the Measurement Recovery Behavior IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message, the Node B shall, if Measurement Recovery Behavior is supported, include the Measurement Recovery Support Indicator IE in the DEDICATED MEASUREMENT INITIATION RESPONSE message and perform the Measurement Recovery Behavior as described in subclause 8.3.9.2.
Response message
If the Node B was able to initiate the measurement requested by the CRNC, it shall respond with the DEDICATED MEASUREMENT INITIATION RESPONSE message using the Communication Control Port assigned to the Node B Communication Context. The message shall include the same Measurement ID that was used in the measurement request. The DEDICATED MEASUREMENT INITIATION RESPONSE message shall be sent even if the initiation is delayed for some Node B Communication Contexts due to an existing Prepared Reconfiguration or that the Reconfiguration CFN has not yet elapsed.

Only in the case where the Report Characteristics IE is set to "On Demand", the DEDICATED MEASUREMENT INITIATION RESPONSE message shall include the Dedicated Measurement Object Type IE containing the measurement result. [TDD - In the case that the measurement was performed on a particular HS-SICH, the Node B shall include the HS-SICH ID IE that indicates which HS-SICH was measured.]

In the case where the Node B Communication Context ID IE is set to "All NBCC", the CRNC Communication Context ID IE in the DEDICATED MEASUREMENT INITIATION RESPONSE shall be set to the value "All CRNCCC", which is reserved for this purpose.

[FDD - If the Alternative Format Reporting Indicator IE is set to "Alternative format is allowed" in the DEDICATED MEASUREMENT INITIATION REQUEST message, the Node B may include the Extended Round Trip Time IE in the DEDICATED MEASUREMENT INITIATION RESPONSE message.]

Interaction with Reset Procedure:

If a measurement has been requested with the Node B Communication Context ID IE set to "All NBCC", the Node B shall terminate the measurement locally if either the CRNC or the Node B initiates the Reset procedure for the relevant Communication Control Port or the entire Node B.

8.3.8.3
Unsuccessful Operation
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Figure 39: Dedicated Measurement Initiation procedure: Unsuccessful Operation

If the requested measurement cannot be initiated, the Node B shall send a DEDICATED MEASUREMENT INITIATION FAILURE message using the Communication Control Port assigned to the Node B Communication Context. The message shall include the same Measurement ID that was used in the DEDICATED MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.

In the case where the Node B Communication Context ID IE is set to "All NBCC" the CRNC Communication Context ID IE in the DEDICATED MEASUREMENT INITIATION FAILURE shall be set to the value "All CRNCCC", which is reserved for this purpose.

Typical cause values are as follows:

Radio Network Layer cause

-
Measurement not supported for the object

-
Measurement Temporarily not Available
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.8.4
Abnormal Conditions

The allowed combinations of the Dedicated Measurement Type and Report Characteristics Type are shown in the table below marked with "X". For not allowed combinations, the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

Table 4: Allowed Dedicated Measurement Type and Report Characteristics Type combinations

	Dedicated Measurement Type
	Report Characteristics Type

	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	SIR
	X
	X
	X
	X
	X
	X
	X
	X
	

	SIR Error
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Code Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	RSCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation
	X
	X
	X
	X
	
	
	X
	X
	

	Round Trip Time
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation LCR
	X
	X
	X
	X
	
	
	X
	X
	

	HS-SICH reception quality
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions
	X
	X
	
	
	
	
	
	
	

	Angle Of Arrival LCR
	X
	X
	
	
	
	
	
	
	

	Rx Timing Deviation 7.68Mcps
	X
	X
	X
	X
	
	
	X
	X
	

	Rx Timing Deviation 3.84Mcps Extended
	X
	X
	X
	X
	
	
	X
	X
	


If the Dedicated Measurement Type received in the Dedicated Measurement Type IE is not defined in ref. [4] or [5] to be measured on the Dedicated Measurement Object Type received in the DEDICATED MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Dedicated Measurement Initiation procedure as failed. 

If the CFN IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message and the Report Characteristics IE is other than "Periodic" or "On Demand", the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

8.3.9
Dedicated Measurement Reporting

8.3.9.1
General

This procedure is used by the Node B to report the result of measurements requested by the CRNC with the Dedicated Measurement Initiation procedure. The Node B may initiate the Dedicated Measurement Reporting procedure at any time after establishing a Radio Link, as long as the Node B Communication Context exists.

8.3.9.2
Successful Operation
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Figure 40: Dedicated Measurement Reporting procedure, Successful Operation

If the requested measurement reporting criteria are met, the Node B shall initiate the Dedicated Measurement Reporting procedure. The DEDICATED MEASUREMENT REPORT message shall use the Communication Control Port assigned to the Node B Communication Context. If the measurement was initiated (by the Dedicated Measurement Initiation procedure) for multiple dedicated measurement objects, the Node B may include measurement values for multiple objects in the DEDICATED MEASUREMENT REPORT message. Unless specified below, the meaning of the parameters are given in other specifications.

The Measurement ID IE shall be set to the Measurement ID provided by the CRNC when initiating the measurement with the Dedicated Measurement Initiation procedure.

[TDD - In the case that the measurement was performed on a particular HS-SICH, the Node B shall include the HS-SICH ID IE that indicates which HS-SICH was measured.]

If the achieved measurement accuracy does not fulfil the given accuracy requirement (see ref.[22] and [23]) or the measurement is temporarily not available in case Measurement Recovery Behavior is supported, the Measurement not available shall be reported. If the Node B was configured to perform the Measurement Recovery Behavior, the Node B shall indicate Measurement Available to the CRNC when the achieved measurement accuracy again fulfils the given accuracy requirement (see ref. [22] and [23]) and include the Measurement Recovery Report Indicator IE in the DEDICATED MEASUREMENT REPORT message if the requested measurement reporting criteria are not met.

[FDD - If the Alternative Format Reporting Indicator IE was set to "Alternative format is allowed" in the DEDICATED MEASUREMENT INITIATION REQUEST message setting up the measurement to be reported, the Node B may include the Extended Round Trip Time IE in the DEDICATED MEASUREMENT REPORT message.]

8.3.9.3
Abnormal Conditions

-

8.3.10
Dedicated Measurement Termination

8.3.10.1
General

This procedure is used by the CRNC to terminate a measurement previously requested by the Dedicated Measurement Initiation procedure.

The Dedicated Measurement Termination procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1 except if the measurement was initiated by the Dedicated Measurement Initiation procedure using the reserved value "All NBCC".

If the measurement was initiated by the Dedicated Measurement Initiation procedure using the reserved value "All NBCC", the Dedicated Measurement Termination procedure may be initiated by the CRNC at any time.
8.3.10.2
Successful Operation
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Figure 41: Dedicated Measurement Termination procedure, Successful Operation

This procedure is initiated with a DEDICATED MEASUREMENT TERMINATION REQUEST message, sent from the CRNC to the Node B using the Communication Control Port assigned to the Node B Communication Context.

Upon reception, the Node B shall terminate reporting of dedicated measurements corresponding to the received Measurement ID IE.

8.3.10.3
Abnormal Conditions

-

8.3.11
Dedicated Measurement Failure

8.3.11.1
General

This procedure is used by the Node B to notify the CRNC that a measurement previously requested by the Dedicated Measurement Initiation procedure can no longer be reported. The Node B is allowed to initiate the DEDICATED MEASUREMENT FAILURE INDICATION message at any time after having sent the RADIO LINK SETUP RESPONSE message, as long as the Node B Communication Context exists.

8.3.11.2
Successful Operation
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Figure 42: Dedicated Measurement Failure procedure, Successful Operation

This procedure is initiated with a DEDICATED MEASUREMENT FAILURE INDICATION message, sent from the Node B to the CRNC using the Communication Control Port assigned to the Node B Communication Context, to inform the CRNC that a previously requested measurement can no longer be reported. The Node B has locally terminated the indicated measurement.

If the failed measurement was initiated with the Node B Communication Context ID IE set to the reserved value "All NBCC" and the Node B has terminated the measurement reporting of the measurement corresponding to the Measurement ID indicated in the DEDICATED MEASUREMENT FAILURE INDICATION message, the CRNC Communication Context ID IE shall be set to the value "All CRNCCC".

8.3.11.3
Abnormal Conditions

-

8.3.12
Radio Link Failure

8.3.12.1
General

This procedure is used by the Node B to indicate a failure in one or more Radio Links [FDD - or Radio Link Sets][TDD or CCTrCHs within a Radio Link].

The Node B may initiate the Radio Link Failure procedure at any time after establishing a Radio Link.

8.3.12.2
Successful Operation
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Figure 43: Radio Link Failure procedure, Successful Operation

When the Node B detects that one or more Radio Link(s) [FDD - or Radio Link Set(s)] [TDD - or CCTrCHs within a Radio Link] are no longer available, it sends the RADIO LINK FAILURE INDICATION message to the CRNC indicating the failed Radio Link(s) or Radio Link Set(s) or CCTrCHs with the most appropriate cause values in the Cause IE. The message shall use the Communication Control Port assigned to the concerned Node B Communication Context.

If the failure concerns one or more individual Radio Link(s), the Node B shall indicate the affected Radio Link(s) using the RL Information IE. [FDD - If the failure concerns one or more Radio Link Set(s), the Node B shall indicate the affected Radio Link Set(s) using the RL Set Information IE.] [TDD - If the failure concerns only the failure of one or more CCTrCHs within a radio link, the Node B shall indicate the affected CCTrCHs using the CCTrCH ID IE.]

When the Radio Link Failure procedure is used to notify the loss of UL synchronisation of a [FDD - Radio Link Set] [TDD - Radio Link or CCTrCHs within a Radio Link] on the Uu interface, the RADIO LINK FAILURE INDICATION message shall be sent, with the Cause IE set to "Synchronisation Failure", when indicated by the UL out-of-sync algorithm defined in [10] and [21]. [FDD - The algorithms in [10] shall use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE, and the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set.]
[FDD - When the Radio Link Failure procedure is used to indicate permanent failure in one or more Radio Link(s) / Radio Link Set(s) due to the occurrence of an UL or DL frame with more than one transmission gap caused by one or more compressed mode pattern sequences, the DL transmission shall be stopped and the RADIO LINK FAILURE INDICATION message shall be sent with the cause value "Invalid CM Settings". After sending the RADIO LINK FAILURE INDICATION message to notify the permanent failure, the Node B shall not remove the Radio Link(s)/Radio Link Set(s) from the Node B Communication Context or the Node B Communication Context itself.]

[FDD - When the Radio Link Failure Procedure is used to indicate E-DCH non serving cell processing issue, the RADIO LINK FAILURE INDICATION shall be sent, with the Cause IE set to "Not enough user plane processing resources".]

In the other cases, the Radio Link Failure procedure is used to indicate that one or more Radio Link(s)/Radio Link Set(s) are permanently unavailable and cannot be restored. After sending the RADIO LINK FAILURE INDICATION message to notify the permanent failure, the Node B shall not remove the Radio Link/Radio Link Set from the Node B Communication Context or the Node B Communication Context itself. When applicable, the retention priorities associated with the transport channels shall be used by the Node B to prioritise which Radio Link(s)/Radio Link Set(s) to indicate as unavailable to the CRNC.

Typical cause values are:

Radio Network Layer Causes:

-
Synchronisation Failure

-
Invalid CM settings

Transport Layer Causes:

-
Transport Resources Unavailable

Miscellaneous Causes:

-
Control Processing Overload

-
HW Failure

-
O&M Intervention

-
Not enough user plane processing resources
8.3.12.3
Abnormal Conditions

-

8.3.13
Radio Link Restoration

8.3.13.1
General

This procedure is used by the Node B to notify the achievement and re-achievement of uplink synchronisation of one or more [FDD - Radio Link Sets][TDD - Radio Links or CCTrCHs within a Radio Link] on the Uu interface.

The Node B may initiate the Radio Link Restoration procedure at any time after establishing a Radio Link.

8.3.13.2
Successful Operation
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Figure 44: Radio Link Restoration procedure, Successful Operation

The Node B shall send the RADIO LINK RESTORE INDICATION message to the CRNC when indicated by the UL synchronisation detection algorithm defined in ref. [10] and [21] [FDD -, or when the Fast Reconfiguration Mode IE has been included in the RADIO LINK RECONFIGURATION COMMIT message and the Node B has detected that the UE has changed to the new configuration. The algorithm in ref. [10] shall use the minimum value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL Set.] The message shall use the Communication Control Port assigned to the concerned Node B Communication Context.

[TDD - If the re-established Uu synchronisation concerns one or more individual Radio Links, the Node B shall indicate the affected Radio Link(s) using the RL Information IE.] [TDD - If the re-established Uu synchronisation concerns one or more individual CCTrCHs within a radio link, the Node B shall indicate the affected CCTrCHs using the CCTrCH ID IE.] [FDD - If the re-established Uu synchronisation concerns one or more Radio Link Set(s), the Node B shall indicate the affected Radio Link Set(s) using the RL Set Information IE.]

[FDD - The Node B shall send the RADIO LINK RESTORE INDICATION message when the E-DCH processing issue condition has ceased.]

8.3.13.3
Abnormal Condition

-

8.3.14
Compressed Mode Command [FDD]

8.3.14.1
General

The Compressed Mode Command procedure is used to activate or deactivate the compressed mode in the Node B for one Node B Communication Context.

The Compressed Mode Command procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.14.2
Successful Operation
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Figure 47: Compressed Mode Command procedure, Successful Operation

The procedure is initiated by the CRNC sending a COMPRESSED MODE COMMAND message to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

The Node B shall deactivate all the ongoing Transmission Gap Pattern Sequences at the CM Configuration Change CFN IE requested by the CRNC when receiving the COMPRESSED MODE COMMAND message from the CRNC. From that moment on, all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) shall be started when the indicated TGCFN IE elapses. The CM Configuration Change CFN IE in the Active Pattern Sequence Information IE and TGCFN IE for each sequence refer to the next coming CFN with that value.
If the values of the CM Configuration Change CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CM Configuration Change CFN IE.

If the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing..

8.3.14.3
Abnormal Conditions

[FDD – If the concerned Node B Communication Context is not configured to use F-DPCH in the downlink and if a transmission gap pattern sequence is activated with an SF/2 downlink compressed mode method and for any Radio Link the transmission gap pattern sequence code information is not available, the NodeB shall trigger the Radio Link Failure procedure with the cause value "Invalid CM Settings”.]

8.3.15
Downlink Power Timeslot Control [TDD]

8.3.15.1
General

The purpose of this procedure is to enable the Node B to use the indicated DL Timeslot ISCP values when deciding the DL TX Power for each timeslot.

The Downlink Power Timeslot Control procedure can be initiated by the CRNC at any time when the Node B Communication Context exists, irrespective of other ongoing CRNC initiated dedicated NBAP procedures towards this Node B Communication Context. The only exception occurs when the CRNC has requested the deletion of the last RL via this Node B, in which case the Downlink Power Timeslot Control procedure shall no longer be initiated.

8.3.15.2
Successful Operation
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Figure 47A: Downlink Power Timeslot Control procedure, Successful Operation

The procedure is initiated by the CRNC sending a DL POWER TIMESLOT CONTROL REQUEST message to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall use the indicated DL Timeslot ISCP value when deciding the DL TX Power for each timeslot as specified in ref. [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged.

If the Primary CCPCH RSCP Delta IE is included, the Node B shall assume that the reported value for Primary CCPCH RSCP is in the negative range as per [23], and the value is equal to the Primary CCPCH RSCP Delta IE. If the Primary CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is included, the Node B shall assume that the reported value is in the non-negative range as per [23], and the value is equal to the Primary CCPCH RSCP IE. The Node B should use the indicated value for HS-DSCH scheduling and transmit power adjustment.

8.3.15.3
Abnormal Conditions

-

8.3.16
Radio Link Pre-emption

8.3.16.1
General

This procedure is started by the Node B when resources need to be freed.

The Node B may initiate the Radio Link Pre-emption procedure at any time after establishing a Radio Link.

8.3.16.2
Successful Operation
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Figure 47B: Radio Link Pre-emption procedure, Successful Operation

When the Node B detects that a one or more Radio Links should be pre-empted (see Annex A), it shall send the RADIO LINK PREEMPTION REQUIRED INDICATION message to the CRNC using the Communication Control Port assigned to the concerned Node B Communication Context.

If all Radio Links for a CRNC Communication Context ID should be pre-empted, the RL Information IE shall be omitted. If one or several but not all Radio Links should be pre-empted for a CRNC Communication Context, the Radio Links that should be pre-empted shall be indicated in the RL Information IE. The Radio Link(s) that should be pre-empted should be deleted by the CRNC.

8.3.16.3
Abnormal Conditions

-

8.3.17
Bearer Re-arrangement

8.3.17.1
General

This procedure is started by the Node B when Bearers for the Node B Communication Context need to be rearranged.

The Node B may initiate the Bearer Rearrangement procedure at any time after establishing a Radio Link.

8.3.17.2
Successful Operation
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Figure 47C: Bearer Re-arrangement Indication, Successful Operation

When the Node B detects that a signaling bearer or a transport bearer or both need to be re-arranged for the Node B Communication Context, it shall send the BEARER REARRANGEMENT INDICATION message to the CRNC. The message shall use the Communication Control Port assigned for this Node B Communication Context.

If the signaling bearer for the control of the Node B Communication Context needs to be rearranged,  the Signalling Bearer Requested Indicator IE shall be included in the BEARER REARRANGEMENT INDICATION message.

If the transport bearer for a transport channel needs to be rearranged, the ID of the transport channel for which a new transport bearer is required, shall be included in the BEARER REARRANGEMENT INDICATION message.
[FDD - If the separate Iub transportr bearer mode is used and the transport bearer for an E-DCH MAC-d flow needs to be rearranged, the Additional E-DCH Cell Information Bearer Rearrangement IE shall be included in the BEARER REARRANGEMENT INDICATION message.]

8.3.17.3
Abnormal Conditions

-

8.3.18
Radio Link Activation

8.3.18.1
General

This procedure is used to activate or de-activate the DL transmission on the Uu interface regarding selected RLs. 

8.3.18.2
Successful Operation
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Figure 47D: Radio Link Activation procedure

This procedure is initiated by sending the RADIO LINK ACTIVATION COMMAND message from the CRNC to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context. Upon reception, the Node B shall for each concerned RL:

-
if the Delayed Activation Update IE indicates "Activate":

-
if the Activation Type IE equals "Unsynchronised":

-
[FDD - start transmission on the new RL after synchronisation is achieved in the DL user plane as specified in [16].]

-
[TDD - start transmission on the new RL immediately as specified in [16].]

-
if the Activation Type IE equals "Synchronised":

-
[FDD - start transmission on the new RL after synchronisation is achieved in the DL user plane as specified in [16], however never before the CFN indicated in the Activation CFN IE.]

-
[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in [16].]

-
[FDD - the Node B shall apply the power level indicated in the Initial DL Tx Power IE to the transmission on each DL DPCH or on the F-DPCH of the RL when starting transmission until either UL synchronisation on the Uu interface is achieved for the RLS or power balancing is activated. During this period no inner loop power control shall be performed and, unless activated by the DL POWER CONTROL REQUEST message, no power balancing shall be performed. The DL power shall then vary according to the inner loop power control (see ref.[10], subclause 5.2.1.2) and downlink power balancing adjustments (see subclause 8.3.7).]
-
[TDD - the Node B shall apply the power level indicated in the Initial DL Tx Power IE to the transmission on each DL DPCH and on each Time Slot of the RL when starting transmission until the UL synchronisation on the Uu interface is achieved for the RL. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[22], subclause 4.2.3.3).]

-
[FDD - if the Propagation Delay IE and optionally the Extended Propagation Delay IE are included, the Node B may use this information to speed up the detection of UL synchronisation on the Uu interface.]
-
[FDD - if the First RLS Indicator IE is included, it indicates if the concerned RL shall be considered part of the first RLS established towards this UE. The First RLS Indicator IE shall be used by the Node B together with the value of the DL TPC Pattern 01 Count IE which the Node B has received in the Cell Setup procedure, to determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.]
-
if the Delayed Activation Update IE indicates "Deactivate":

-
stop DL transmission immediately, if the Deactivation Type IE equals "Unsynchronised", or at the CFN indicated by the Deactivation CFN IE, if the Deactivation Type IE equals "Synchronised".

8.3.18.3
Abnormal Conditions 

[FDD - If the Delayed Activation Update IE is included in the RADIO LINK ACTIVATION COMMAND message, it indicates "Activate" and the First RLS Indicator IE is not included, the Node B shall initiate the Error Indication procedure.]

8.3.19
Radio Link Parameter Update 

8.3.19.1
General

The Radio Link Parameter Update procedure is excuted by the Node B when the update of HS-DSCH [FDD - or E-DCH] related radio link parameter values are needed on the Node B side. With this procedure, Node B can suggest some HS-DSCH [FDD - or E-DCH] related Radio Link Parameter values to RNC. 
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.19.2
Successful Operation
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Figure 48: Radio Link Parameter Update Indication, Successful Operartion

The Node B initiates the Radio Link Parameter Update procedure by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the CRNC. The message contains suggested value(s) of the HS-DSCH [FDD - or E-DCH] related parameter(s) that should be reconfigured on the radio link(s). 

If the Node B needs to update HS-DSCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD Update Information IE].

If the Node B needs to allocate new HS-SCCH Codes, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.
[FDD - If the Node B needs to allocate new HS-PDSCH Codes, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-PDSCH Code Change Indicator IE.]
[FDD - If the Node B needs to update the CQI Feedback Cycle k, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.]

[FDD - If the Node B needs to update Secondary Serving HS-DSCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional HS Cell Information RL Param Upd IE.]

-
[FDD - If the Node B needs to allocate new secondary serving HS-SCCH Codes, the Node B shall include the HS-SCCH Code Change Indicator IE in the HS-DSCH FDD Secondary Serving Update Information IE.]
 [TDD - If the Node B needs to update the TDD ACK-NACK Power Offset the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including TDD ACK-NACK Power Offset IE.]

[FDD - If the Node B needs to update E-DCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the E-DCH FDD Update Information IE.]

[FDD - If the Node B needs to update the HARQ process allocation for non-scheduled transmission and/or HARQ process allocation for scheduled Transmission, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE for the concerned MAC-d Flows and/or HARQ Process Allocation For 2ms Scheduled Transmission Grant IE.]

[FDD - If the Node B needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including E-DCH DL Control Channel Change Information IE.]
[FDD - If the Node B needs to update Additional E-DCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH Cell Information RL Param Upd IE.]

· [FDD - If the Node B needs to update the HARQ process allocation for scheduled Transmission, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For Non-Scheduled Transmission Grant IE for the concerned MAC-d Flows.]
· [FDD - If the Node B needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH DL Control Channel Change Information IE.]
8.3.19.3
Abnormal Conditions

-
#Partially Omitted
9.1.36
RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.59
	
	–
	

	>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	M
	
	9.2.1.58
	For UL
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	>Diversity Mode
	M
	
	9.2.2.9
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DPC Mode
	O
	
	9.2.2.13C
	
	YES
	reject

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.58
	For DL
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	Power offset for the TPC bits
	–
	

	>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCH Information
	M
	
	DCH FDD Information9.2.2.4D
	
	YES
	reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.35
	
	–
	

	>Diversity Control Field
	C-NotFirstRL
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	Common Physical Channel ID 9.2.1.13
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>Extended Propagation Delay
	O
	
	9.2.2.35A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	> HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	DL Power Balancing Information
	O
	
	9.2.2.12B
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	–
	

	>E-RNTI
	O
	
	9.2.1.75
	
	YES
	reject

	>Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.4F
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	YES
	reject

	Additional HS Cell Information RL Setup
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCH Cell Information RL Setup Req
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>Multicell E-DCH Transport Bearer Mode


	M
	
	9.2.2.xx1
	
	–
	

	>Additional E-DCH Cell Information Setup 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.xx2
	
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code Length IE equals to 4.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not set to "none".

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.37
RADIO LINK SETUP RESPONSE

9.1.37.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	ignore

	Communication Control Port ID
	M
	
	9.2.1.15
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	
	

	>>>RL ID
	M
	
	9.2.1.53
	Reference RL ID for the combining
	–
	

	>>Non Combining or First RL
	
	
	
	
	
	

	>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db 
	
	YES
	ignore

	>Not Used
	O
	
	NULL
	
	–
	

	>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response 9.2.2.18E
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	
	–
	

	Additional E-DCH Cell Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release 
	EACH
	ignore

	>Additional E-DCH FDD  Information Response
	M
	
	9.2.2.xx4
	
	–
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.38
RADIO LINK SETUP FAILURE

9.1.38.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	Node B Communication Context ID
	C-Success
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used
	YES
	ignore

	Communication Control Port ID
	O
	
	9.2.1.15
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	
	

	>>Cause
	M
	
	9.2.1.6
	
	–
	

	>RL Specific
	
	
	
	
	
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>Cause
	M
	
	9.2.1.6
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs>
	
	Note: There will never be maxnoofRLs repetitions of this sequence.
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	
	

	>>>>>RL ID
	M
	
	9.2.1.53
	Reference RL ID for the combining
	–
	

	>>>>Non Combining or First RL
	
	
	
	
	
	

	>>>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>>>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.18E
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	
	YES
	ignore

	>>Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>>>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>>>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	
	–
	

	>>Additional E-DCH Cell Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release
	EACH
	ignore

	>>>Additional E-DCH FDD Information Response
	M
	
	9.2.2.xx4
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore


	Condition
	Explanation

	Success
	The IE shall be present if at least one of the radio links has been successfully set up.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Compressed Mode Deactivation Flag
	O
	
	9.2.2.3A
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.18Eb
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	YES
	reject

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Additional HS Cell Information RL Addition
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCHCell Information RL Add Req
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B. 
	YES
	ignore

	>CHOICE Setup Or Addition Of E-DCH On Secondary UL Frequency

	M
	
	
	Used when RLs on the secondary UL frequency is not configured in the current Node B Communication Context
	YES
	ignore

	>>Setup
	
	
	
	
	–
	

	>>>Multicell E-DCH Transport Bearer Mode


	M
	
	9.2.2.xx1
	
	–
	

	>>>Additional E-DCH Cell Information Setup 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.xx2
	
	–
	

	>>Addition
	
	
	
	
	–
	

	>>>E-DCH Secondary RL Specific Information
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH RL Specific Information To Add
	M
	
	9.2.2.xx3A
	
	–
	


	Condition
	Explanation

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.40
RADIO LINK ADDITION RESPONSE

9.1.40.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	
	

	>>>RL ID
	M
	
	9.2.1.53
	Reference RL
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	
	

	>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ec
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ed
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.18Eca
	
	–
	

	Additional E-DCH Cell Change Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	EACH
	ignore

	> Additional E-DCH FDD  Information Response
	O
	
	9.2.2.xx4
	
	
	

	>Additional E-DCH Serving Cell Change Information Response
	O
	
	E-DCH Serving Cell Change Information Response
9.2.2.18Ed
	
	
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.41
RADIO LINK ADDITION FAILURE

9.1.41.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	
	

	>>Cause
	M
	
	9.2.1.6
	
	–
	

	>RL Specific
	
	
	
	
	
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>Cause
	M
	
	9.2.1.6
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	
	

	>>>>>RL ID
	M
	
	9.2.1.53
	Reference RL
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	
	

	>>>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>>>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ec
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ed
	
	YES
	ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.18Eca
	
	–
	

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Additional E-DCH Cell Change Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.. 
	EACH
	ignore

	>Additional E-DCH FDD  Information Response
	O
	
	9.2.2.xx4
	
	
	

	>Additional E-DCH Secondary Serving Cell Change Information Response
	O
	
	E-DCH Serving Cell Change Information Response
9.2.2.18Ed
	
	
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.42
RADIO LINK RECONFIGURATION PREPARE

9.1.42.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	
	–
	

	>Min UL Channelistion Code Length
	O
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.57
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.9
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.29
	Power offset for the pilot bits
	_
	

	>>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>DL DPCH Timing Adjustment
	O
	
	9.2.2.10A
	Required RL Timing Adjustment 
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information Change
	O
	
	9.2.2.43A
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES 
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Fast Reconfiguration Mode
	O
	
	9.2.2.62
	
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	_
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	Additional HS Cell Information RL Reconf Prep
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify
	O
	
	9.2.2.18EB
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCH Cell Information RL Reconf Prep
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>CHOICE Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency

	M
	
	
	
	YES
	reject

	>>Setup
	
	
	
	
	–
	

	>>> MultiCell E-DCH Transport Bearer Mode


	M
	
	9.2.2.xx1
	
	–
	

	>>>Additional E-DCH　Cell Information Setup　 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.xx2
	
	–
	

	>>Configuration Change
	
	
	
	
	–
	

	>>>Additional E-DCH Cell Information Configuration Change 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>> Additional E-DCH Configuration Change Information
	M
	
	9.2.2.xx6
	
	–
	

	>>Removal
	
	
	
	
	–
	

	>>>Additional E-DCH Cell Information Removal
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>RL on Secondary UL Frequency
	M
	
	ENUMERATED (Remove, ...)
	Removal of all RL on secondary UL frequency
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present if the Min UL Channelisation Code Length IE is equals to 4.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if the Diversity Mode IE is present in the UL DPCH Information IEand is not set to "none".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.43
RADIO LINK RECONFIGURATION READY

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DSCH Information Response
	O
	
	9.2.3.5b
	TDD only
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	TDD only
	YES
	ignore

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12D
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Target Communication Control Port ID
	O
	
	Communication Control Port ID 9.2.1.15
	
	YES
	ignore

	HS-DSCH FDD Information Response
	O
	
	9.2.2.18E
	FDD only
	YES
	ignore

	HS-DSCH TDD Information Response
	O
	
	9.2.3.5G
	TDD only
	YES
	ignore

	E-DCH TDD Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	TDD only
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Fast Reconfiguration Permission
	O
	
	9.2.2.63
	FDD only
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	FDD only
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	FDD only
	–
	

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	Additional E-DCHCell Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release. 
	EACH
	ignore

	>Additional E-DCH FDD Information Response
	M
	
	9.2.2.xx4
	
	–
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the UL.
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	Radio Link Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>DL Code Information
	C-SF/2
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information 
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH FDD MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	No of Target Cell HS-SCCH Order  
	O
	
	INTEGER (1..30)
	
	YES
	ignore

	Additional HS Cell Information RL Reconf Req
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
	O
	
	9.2.2.18EC
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCHCell Information RL Reconf Req
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>CHOICE Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency

	M
	
	
	
	YES
	reject

	>>Setup
	
	
	
	
	–
	

	>>> MultiCell E-DCH Transport Bearer Mode


	M
	
	9.2.2.xx1
	
	–
	

	>>>Additional E-DCH　Cell Information Setup　 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.xx2
	
	–
	

	>>Configuration Change
	
	
	
	
	–
	

	>>>Additional E-DCH Cell Information Configuration Change 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>> Additional E-DCH Configuration Change Information
	M
	
	9.2.2.xx6
	
	–
	

	>>Removal
	
	
	
	
	–
	

	>>>Additional E-DCH Cell Information Removal
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>RL on Secondary UL Frequency
	M
	
	ENUMERATED (Remove, ...)
	Removal of all RL on secondary UL frequency
	–
	


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


	Condition
	Explanation

	SF/2
	The IE shall be present if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


#Partially Omitted
9.1.48
RADIO LINK RECONFIGURATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12D
	FDD only
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Target Communication Control Port ID
	O
	
	Communication Control Port ID 9.2.1.15
	
	YES
	ignore

	HS-DSCH FDD Information Response
	O
	
	9.2.2.18E
	FDD only
	YES
	ignore

	HS-DSCH TDD Information Response
	O
	
	9.2.3.5G
	TDD only
	YES
	ignore

	E-DCH TDD Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	TDD only
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	FDD only
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	FDD only
	–
	

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	Additional E-DCH Cell Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release. 
	EACH
	ignore

	>Additional E-DCH FDD Information Response
	M
	
	9.2.2.xx4
	
	–
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.87
BEARER REARRANGEMENT INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	ignore

	DCHs To Re-arrange
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	ignore

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	DSCHs To Re-arrange
	
	0..<maxnoofDSCHs>
	
	TDD only
	GLOBAL
	ignore

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	USCHs To Re-arrange
	
	0..<maxnoofUSCHs>
	
	TDD only
	GLOBAL
	ignore

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	HS-DSCHs MAC-d Flow To Re-arrange
	
	0..<maxnoofMACdFlows>
	
	
	GLOBAL
	ignore

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	E-DCHs MAC-d Flow To Re-arrange
	
	0..<maxnoofEDCHMACdFlows>
	
	
	GLOBAL
	ignore

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.29ad
	
	–
	

	>Additional E-DCH Cell Information Bearer Rearrangement
	
	0..<maxnoofEDCH-1
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	EACH
	ignore

	>>Transport Bearer Rearrangement Indicator for Secondary E-DCH Separate Mode 
	M
	
	Enumerated ENUMERATED (bearer for primary carrier, bearer for secondary carrier, bearers for both primary and secondary carriers)
	
	–
	


	Range bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofDSCHs
	Maximum number of DSCHs for a UE

	maxnoofUSCHs
	Maximum number of USCHs for a UE

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.1.89
RADIO LINK PARAMETER UPDATE INDICATION 

9.1.89.1
FDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	HS-DSCH FDD Update Information
	O
	
	9.2.2.18Ea
	
	YES
	ignore

	E-DCH FDD Update Information
	O
	
	9.2.2.13DA
	
	YES
	ignore

	Additional HS Cell Information RL Param Upd
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Update Information
	M
	
	9.2.2.18Eaa
	
	–
	

	Additional E-DCH Cell Information RL Param Upd
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release. 
	EACH
	ignore

	>>Additional E-DCH FDD  Update Information
	M
	
	9.2.2.xx9
	
	–
	


	Range Bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


#Partially Omitted
9.2.1.6
Cause

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED (

unknown C-ID,

Cell not available,

Power level not supported, 

DL radio resources not available,

UL radio resources not available,

RL Already Activated/allocated,

Node B Resources Unavailable,

Measurement not supported for the object,

Combining Resources not available,

Requested configuration not supported,

Synchronization failure,

Priority transport channel established, 

SIB Origination in Node B not Supported,

Requested Tx Diversity Mode not supported,

Unspecified,

BCCH scheduling error,

Measurement Temporarily not Available,

Invalid CM Setting, Reconfiguration CFN not elapsed, 

Number of DL codes not supported, 

S-CPICH not supported,

Combining not supported,

UL SF not supported,

DL SF not supported,

Common Transport Channel Type not supported,

Dedicated Transport Channel Type not supported,

Downlink Shared Channel Type not supported,

Uplink Shared Channel Type not supported,

CM not supported,

Tx diversity no longer supported,

Unknown Local Cell ID,

…,

Number of UL codes not supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell Synchronisation not supported,

Cell Synchronisation Adjustment not supported,

DPC Mode Change not Supported,

IPDL already activated,

IPDL not supported,

IPDL parameters not available,

Frequency Acquisition not supported,

Power Balancing status not compatible,

Requested type of Bearer Re-arrangement not supported, Signalling Bearer Re-arrangement not supported,

Bearer Re-arrangement needed,

Delayed Activation not Supported,

RL Timing Adjustment not supported,

MICH not supported,

F-DPCH Not Supported,

Modification Period not available,
PLCCH not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available,
E-DCH MAC-d PDU Size Format  not available, 

Multi Cell operation not available) 

Semi-Persistent scheduling not supported,

Continuous Packet Connectivity DRX not supported,

Continuous Packet Connectivity DRX not available, SixtyfourQAM DL and MIMO Combined not available,

S-CPICH power offset support not available,

TX diversity for MIMO UE on DL Control Channels not available, Single Stream MIMO not available, Multi Cell operation with MIMO not available, Multi Cell E-DCH operation not available)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED (

Transport resource unavailable,

Unspecified,

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED (

Transfer syntax error,

Abstract syntax error (reject),

Abstract syntax error (ignore and notify),

Message not compatible with receiver state,

Semantic error,

Unspecified, 

Abstract syntax error (falsely constructed message),

…)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED (

Control processing overload

Hardware failure,

O&M intervention,

Not enough user plane processing resources,

Unspecified,

…)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	BCCH scheduling error
	The Node B has detected an illegal BCCH schedule update (see subclause 8.2.16.3).

	Bearer Re-arrangement needed
	The Node B cannot perform the requested Radio Link Reconfiguration without bearer re-arrangement.

	Cell not Available
	The concerned cell or local cell is not available.

	Cell Synchronisation not supported
	The concerned cell(s) do not support Cell Synchronisation.

	Combining not supported
	The Node B does not support RL combining for the concerned cells.

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the Node B cannot perform the requested combining.

	CM not supported
	The concerned cell(s) do not support Compressed Mode.

	Common Transport Channel Type not supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type.

	Continuous Packet Connectivity  DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type.

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs.

	DL Radio Resources not Available
	The Node B does not have sufficient DL radio resources available.

	DL SF not supported
	The concerned cell(s) do not support the requested DL SF.

	DL Shared Channel Type not supported
	The concerned cell(s) do not support the Downlink Shared Channel Type.

	DPC Mode Change not Supported
	The concerned cells do not support DPC mode changes.

	E-DCH MAC-d PDU Size Format  not available
	The selected E-DCH MAC-d PDU Size Format is not available in the concerned cell(s).

	Frequency Acquisition not supported
	The concerned cell(s) do not support Frequency Acquisition.

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	Information Provision not supported for the object
	The requested information provision is not supported for the concerned object types.

	Information temporarily not available
	The requested information can temporarily not be provided.

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid.

	IPDL already activated
	The concerned cell(s) have already active IPDL ongoing.

	IPDL not supported
	The concerned cell(s) do not support the IPDL.

	IPDL parameters not available
	The concerned cell(s) do not have IPDL parameters defining IPDL to be applied.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type.

	Measurement Temporarily not Available
	The Node B can temporarily not provide the requested measurement value.

	MICH not supported
	The concerned cell does not support MICH.

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	Modificaton Period  not available
	The Node B does not have modification period available.

	Multi Cell operation not available
	Multi Cell operation resources not available in the concerned cell(s)

	Multi Cell operation with MIMO not available
	Multi Cell operation resources with MIMO not available in the concerned cell(s)

	Multi Cell E-DCH operation not available
	Multi Cell E-DCH operation resources not available in the concerned cell(s)

	Node B resources unavailable
	The Node B does not have sufficient resources available.

	Number of DL codes not supported
	The concerned cell(s) do not support the requested number of DL codes.

	Number of UL codes not supported
	The concerned cell(s) do not support the requested number of UL codes.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support.

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the Node B.

	PLCCH not supported
	The concerned cell does not support PLCCH.

	Priority transport channel established
	The CRNC cannot perform the requested blocking since a transport channel with a high priority is present.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing.

	Reconfiguration CFN not elapsed
	The requested action cannot be performed due to that a RADIO LINK RECONFIGURATION COMMIT message was received previously, but the concerned CFN has not yet elapsed.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters.

	Requested Type of Bearer Re-arrangement not supported
	The Node B does not support the requested type of bearer re-arrangement.

	Requested Tx Diversity mode not supported
	The concerned cell(s) do not support the requested transmit diversity mode.

	RL already Activated/ allocated
	The Node B has already allocated an RL with the requested RL-id for this UE context.

	S-CPICH not supported
	The concerned cell(s) do not support S-CPICH.

	S-CPICH power offset support not available
	The support for setting up the desired power offset on S-CPICH with respect to P-CPICH is not available

	SIB Orgination in Node B not Supported
	The Node B does not support the origination of the requested SIB for the concerned cell.

	Signalling Bearer Re-arrangement not supported
	The Node B does not support the Signalling bearer re-arrangement.

	Single Stream MIMO not available
	Single Stream MIMO resources not available in the concerned cell(s).

	SixtyfourQAM DL and MIMO Combined not available
	SixtyfourQAM DL and MIMO Combined not available in the concerned cell(s).

	Synchronisation Failure
	Loss of UL Uu synchronisation.

	Cell Synchronisation Adjustment not supported
	The concerned cell(s) do not support Cell Synchronisation Adjustment.

	TX diversity for MIMO UE on DL Control Channels not available
	The Node B does not have sufficient radio resources available to support transmit diversity on downlink control channels when the UE is configured in MIMO mode with P-CPICH & S-CPICH as phase references [7]

	Tx diversity no longer supported
	Tx diversity can no longer be supported in the concerned cell.

	UL Radio Resources not Available
	The Node B does not have sufficient UL radio resources available.

	UL SF not supported
	The concerned cell(s) do not support the requested minimum UL SF.

	UL Shared Channel Type not supported
	The concerned cell(s) do not support the Uplink Shared Channel Type.

	Unknown C-ID
	The Node B is not aware of a cell with the provided C-ID.

	Unknown Local Cell ID
	The Node B is not aware of a local cell with the provided Local Cell ID

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.

	Semi-Persistent scheduling not supported
	The concerned cell(s) do not support the Semi-Persistent scheduling operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not supported
	The concerned cell(s) do not support the Continuous Packet Connectivity DRX operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not available
	HSPA resources for DRX operation not available in the concerned cell(s). (for 1.28Mcps TDD only)


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Node B control processing overload.

	Hardware Failure
	Node B hardware failure.

	Not enough User Plane Processing Resources
	Node B has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to Node B equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


#Partially Omitted
9.2.2.111
HS-DSCH Preconfiguration Info

The HS-DSCH Preconfiguration Info IE provides information of the target cell preconfiguration in the Node B as defined in [18].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Sets of HS-SCCH Codes
	
	1…<maxnoofHSDSCH>
	
	Index 1 refers to the serving HS-DSCH cell

Index 2…<maxnoofHSDSCH> refer to secondary serving HS-DSCH cells in the order as listed in 9.2.2.112 HS-DSCH Preconfiguration Setup. Max index is 2 in this 3GPP release.
	–
	

	> HS-SCCH Preconfigured Codes
	
	1..<maxnoofHSSCCHcodes>
	
	
	–
	

	>> Code Number
	M
	
	INTEGER (0..127)
	
	–
	

	> SixtyfourQAM DL Usage Indicator
	O
	
	9.2.2.74B
	
	–
	

	> HS-DSCH TB Size Table Indicator
	O
	
	9.2.2.18Ee
	
	–
	

	> MIMO N/M Ratio
	O
	
	9.2.2.96
	Applicable for multicarrier mode of operation.
	YES
	ignore

	> HARQ Memory Partitioning
	C-HARQCellSpecific
	
	9.2.1.102
	
	YES
	ignore

	HARQ Memory Partitioning
	M
	
	9.2.1.102
	Shall be ignored if the Cell specific HARQ Memory Partitioning IE is set to true
	–
	

	E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	For the primary UL frequency in Dual-cell E-DCH mode of operation.
	–
	

	HARQ Preamble Mode Activation Indicator
	O
	
	9.2.2.18b
	
	–
	

	MIMO N/M Ratio
	O
	
	9.2.2.96
	Only applicable for MIMO in singe carrier mode of operation. Shall be ignored in multicarrier mode of operation.
	–
	

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	
	–
	

	Cell specific HARQ Memory Partitioning
	O
	
	BOOLEAN
	True = cell specific HARQ memory partitioning in multicarrier mode of operation

False = non cell specific  HARQ memory partitioning in multicarrier mode of operation 

If not present default value is False

In single carrier mode of operation this IE shall not be present.
	YES
	ignore

	Additional Modified E-DCH RL Information Response
	
	0..<maxnoofEDCH-1>
	
	For E-DCH on multiple frequencies in this Node B.

E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	EACH
	ignore

	>E-DCH FDD DL Control Channel Information
	M
	
	9.2.2.13Dc
	For the secondary  UL frequency In Dual-cell E-DCH mode of operation.
	–
	


	Condition
	Explanation

	HARQCellSpecific
	The IE shall be present if the Cell Specific HARQ Memory Partitioning IE is set to TRUE.


	Range bound
	Explanation

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes

	maxnoofHSDSCH
	Maximum number of Primary Serving plus Secondary Serving HS-DSCH cells for one UE


9.2.2.112
HS-DSCH Preconfiguration Setup

The HS-DSCH Preconfiguration Setup IE indicates that the Node B shall preconfigure set(s) of HS-SCCH codes and may contain a list of secondary serving HS-DSCH cells to be preconfigured for Enhanced Service Cell Change. The Cell Change procedure for Dual Cell operation is described in [49]

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	MAC-hs/ehs reset scheme 
	M
	
	ENUMERATED (Always, Inter NodeB Change) 
	MAC-hs/ehs reset handling at enhanced HS serving cell change:

"Always" means always reset 

"Inter Node B Change" means  Only reset at Inter NodeB cell change
	–
	

	HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.38Ab
	
	–
	

	Secondary Cells 
	
	0…<maxnoofHSDSCH-1>
	
	Preconfigured secondary serving HS-DSCH cell. maxnoofHSDSCH-1 is max 1 in this 3GPP release.
	–
	

	> Secondary C-ID
	M
	
	9.2.1.9
	C-ID of the preconfigured secondary serving HS-DSCH cell
	–
	

	> Num Secondary HS-SCCH Codes
	O
	
	INTEGER (1.. maxnoofHSSCCHcodes)
	For the secondary serving HS-DSCH cell
	–
	

	>Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For the secondary serving HS-DSCH cell
	–
	

	>MIMO Activation Indicator
	O
	
	9.2.1.119
	For the secondary serving HS-DSCH cell
	YES
	ignore

	Num Primary HS-SCCH Codes
	O
	
	INTEGER (1.. maxnoofHSSCCHcodes)
	For the primary serving HS-DSCH cell
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	
	–
	

	MIMO Activation Indicator
	O
	
	9.2.1.119
	In multicarrier mode of operation the IE is for the serving HS-DSCH cell
	–
	

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	If not present, "Indexed MAC-d PDU Size" shall be assumed.
	–
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For the serving HS-DSCH cell
	–
	

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	–
	

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	–
	

	UE Support Indicator Extension
	O
	
	9.2.2.117
	
	YES
	ignore

	HS-DSCH MAC-ehs Format
	O
	
	9.2.2.127
	If not present, "Normal Window Size" shall be used.
	YES
	ignore


	Range bound
	Explanation

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


9.2.2.113
Multi Cell Capability Info

This parameter defines the Multi Cell capability information for a Local Cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Multi Cell Capability
	M
	
	ENUMERATED (Multi Cell Capable, Multi Cell non Capable)
	

	Possible Secondary Serving Cell List
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. In Rel-8, secondary cells are subject to the adjacency requirement [22]

	>Possible Secondary Serving Cell
	M
	
	Local Cell ID

9.2.1.38
	

	Multi Cell E-DCH Capability
	O
	
	ENUMERATED (Multi Cell E-DCH Capable, Multi Cell E-DCH non Capable)
	Shall be ignore if the Multi Cell Capability IE set to “Multi Cell non Capable”.

	Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing Capability
	O
	
	9.2.2.xx
	Shall be ignore if the Multi Cell E-DCH Capability IE set to “Multi Cell E-DCH non Capable”


	Condition
	Explanation

	MultiEDCHCapable
	The IE shall be present if the Multi Cell E-DCH Capability IE is set to “Multi Cell E-DCH Capable”.


	Range bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially Omitted
9.2.2.xx

Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing Capability

This parameter defines the capability in Node B for multiplexing of the E-DCH flows received in cells of different frequencies on a same Iub transport bearer for a Local Cell and the capability of mapping these flows on different Iub transport bearers.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Separate Iub Transport Bearer and Multicell E-DCH UL Multiplexing Capability
	M
	
	ENUMERATED (Separate Iub Transport Bearer  Capable, E-DCH UL Flow Multiplexing Capable, Separate Iub  and UL Flow Multiplexing Capable)
	Value = "Separate Iub Transport Bearer Capable", the Node B is capable of using separate transporte bearers for each carrier (and MAC-d flow),

Value = "E-DCH UL Flow Multiplexing Capable", the Node B is capable of multiplexing the flows from the cells of different frequensies to the same Iub transport bearer (for a MAC-d flow),

Value = "Separate Iub  and UL Flow Multiplexing Capable",

Node B is capable of both functions above


9.2.2.xx1
Multicell E-DCH Transport Bearer Mode

This parameter indicates the Multicell E-DCH Transport Bearer Mode.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Multicell E-DCH Transport Bearer Mode
	
	
	ENUMERATED (Separate Iub Transport Bearer Mode, UL Flow Multiplexing Mode)
	


9.2.2.xx2
Additional E-DCH FDD Setup Information
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL DPCH Information
	
	1
	
	

	>UL Scrambling Code
	M
	
	9.2.2.5
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	

	Additional E-DCH RL Specific Information To Setup
	M
	
	9.2.2.xx3
	

	DL Power Balancing Information
	O
	
	9.2.2.12B
	

	Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	

	Additional E-DCH FDD Information
	M
	
	9.2.2.xx7
	

	Secondary UL Frequency Activation State
	O
	
	ENUMERATED (Activated, Deactivated,...)
	Activation state signalled to Node B at setup of RL on secondary UL frequency

	DPCCH Power offset for secondary UL frequency
	M
	
	FFS
	In dB
The power offset between the initial DPCCH power level on secondary UL frequency when it is activated and the current DPCCH power level on primary UL frequency.

	F-DPCH Information
	
	1
	
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	


9.2.2.xx3
Additional E-DCH RL Specific Information To Setup
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Additional RL Specific Information
	
	1..<maxnoofEDCHRLs>
	
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.53
	

	>C-ID
	M
	
	9.2.1.9
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	

	>Propagation Delay
	O
	
	9.2.2.35
	

	>Extended Propagation Delay
	O
	
	9.2.2.35A
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	

	>Secondary CPICH Information
	O
	
	Common Physical Channel ID 9.2.1.13
	

	>E-AGCH Power Offset
	O
	
	9.2.2.13Id
	

	>E-RGCH Power Offset
	O
	
	9.2.2.13Ie
	

	>E-HICH Power Offset
	O
	
	9.2.2.13If
	

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	

	>E-RNTI 
	O
	
	9.2.1.75
	


	Range bound
	Explanation

	maxnoofEDCHRLs
	Maximum number of E-DCH RLs for one UE


9.2.2.xx3A
Additional E-DCH RL Specific Information To Add

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Additional RL Specific Information To Add
	
	1..<maxnoofEDCHRLs>
	
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.53
	

	>C-ID
	M
	
	9.2.1.9
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH or on
F-DPCH

	>E-AGCH Power Offset
	O
	
	9.2.2.13Id
	

	>E-RGCH Power Offset
	O
	
	9.2.2.13Ie
	

	>E-HICH Power Offset
	O
	
	9.2.2.13If
	

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	


	Range bound
	Explanation

	maxnoofEDCHRLs
	Maximum number of E-DCH RLs for one UE


9.2.2.xx3B
Additional E-DCH RL Specific Information To Modify

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Addiional RL Specific Information
	
	1..<maxnoofEDCHRLs>
	
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.53
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH or on
F-DPCH

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	

	>Secondary CPICH Information Change
	O
	
	9.2.2.43A
	

	>E-AGCH Power Offset
	O
	
	9.2.2.13Id
	

	>E-RGCH Power Offset
	O
	
	9.2.2.13Ie
	

	>E-HICH Power Offset
	O
	
	9.2.2.13If
	

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	

	>E-DCH DL Control Channel Grant
	O
	
	NULL
	


	Range bound
	Explanation

	maxnoofEDCHRLs
	Maximum number of E-DCH RLs for one UE


9.2.2.xx4
Additional E-DCH FDD Information Response
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Additional RL Specific Information Response
	
	0..<maxnoofEDCHRLs>
	
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.53
	

	>Received Total Wide Band Power
	O
	
	9.2.2.39A
	

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12C
	

	>RL Set ID
	O
	
	9.2.2.39
	

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	

	Additiona E-DCH MAC-d Flow Specific Information Response
	
	0..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	


	Range bound
	Explanation

	maxnoofEDCHRLs
	Maximum number of E-DCH RLs for one UE

	maxnoofEDCHMACdFlows
	Maximum number of MAC-d flows.


9.2.2.xx6
Additional E-DCH Configuration Change Information
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL DPCH Information
	
	0..1
	
	

	>UL Scrambling Code
	O
	
	9.2.2.5
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	

	Additional E-DCH RL Specific Information To Add
	O
	
	9.2.2.xx3A
	

	Additional E-DCH RL Specific Information To Modify 
	O
	
	9.2.2.xx3B
	

	Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	

	Additional E-DCH FDD Information To Modify
	O
	
	Additional E-DCH FDD Information 9.2.2.xx7
	

	F-DPCH Information
	
	0..1
	
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	


9.2.2.xx7
Additional E-DCH FDD Information

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Additional E-DCH MAC-d Flows Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	

	>Binding ID 
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.13T
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.79
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of MAC-d flows.


9.2.2.xx9
Additional E-DCH FDD Update Information
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	

	Additional E-DCH DL Control Channel Change Information
	
	0..<maxnoofEDCHRLs>
	
	

	>E-DCH Additional RL ID 
	M
	
	RL ID
9.2.1.53
	


	Range bound
	Explanation

	maxnoofEDCHRLs
	Maximum number of E-DCH RLs for one UE
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