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-------------------- Start of change ----------------------
8.2.13
Cell Reconfiguration

8.2.13.1
General

This procedure is used to reconfigure a cell in the Node B.

8.2.13.2
Successful Operation
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Figure 18: Cell Reconfiguration procedure, Successful Operation

The procedure is initiated with a CELL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port. Upon Reception, the Node B shall reconfigure the cell according to the parameters given in the message.

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Primary SCH Information IE, the Node B shall reconfigure the Primary SCH power in the cell according to Primary SCH Power IE value.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Secondary SCH Information IE, the Node B shall reconfigure the Secondary SCH power in the cell according to the Secondary SCH Power IE value.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Primary CPICH Information IE, the Node B shall reconfigure the Primary CPICH power in the cell according to the Primary CPICH Power IE value. The Node B shall adjust all the transmitted power levels relative to the Primary CPICH power according to the new value.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes one or more Secondary CPICH Information IE, the Node B shall reconfigure the power for each Secondary CPICH in the cell according to their Secondary CPICH Power IE value.]

[3.84Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the SCH Information IE, the Node B shall reconfigure the SCH power in the cell according to the SCH Power IE value.]

[7.68Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the SCH Information 7.68Mcps IE, the Node B shall reconfigure the SCH power in the cell according to the SCH Power IE value.]

[TDD - If the CELL RECONFIGURATION REQUEST message includes the Timing Advance Applied IE, the Node B shall apply the necessary functions for Timing Advance in that cell including reporting of the Rx Timing Deviation measurement, according to the Timing Advance Applied IE value.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Primary CCPCH Information IE, the Node B shall reconfigure the BCH power in the cell according to the BCH Power IE value.]

[1.28Mcps TDD and 3.84Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the PCCPCH Information IE, the Node B shall reconfigure the P-CCPCH power in the cell according to the PCCPCH Power IE value. The Node B shall adjust all the transmitted power levels relative to the Primary CCPCH power according to the new value.]

[7.68Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the PCCPCH Information 7.68Mcps IE, the Node B shall reconfigure the P-CCPCH power in the cell according to the PCCPCH Power IE value. The Node B shall adjust all the transmitted power levels relative to the Primary CCPCH power according to the new value.]

If the CELL RECONFIGURATION REQUEST message includes the Maximum Transmission Power IE, the value shall be stored in the Node B and at any instance of time the total maximum output power in the cell shall not be above this value.

[3.84Mcps TDD and  7.68Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the Time Slot Configuration IE, the Node B shall reconfigure switching-point structure in the cell according to the Time Slot IE value.]

[1.28Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the Time Slot Configuration LCR IE, the Node B shall reconfigure switching-point structure in the cell according to the Time Slot LCR IE value.]

[TDD - If the CELL RECONFIGURATION REQUEST message includes any of the DPCH/PUSCH/PRACH Constant Value IEs, the Node B shall ignore them]

[1.28Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the DwPCH Information IE, the Node B shall reconfigure the DwPCH power in the Cell according to the DwPCH Power IE.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes the IPDL Parameter Information IE with the IPDL Indicator IE set to the value "Active" the Node B shall apply the IPDL in that cell according to the latest received parameters defined by the IPDL FDD Parameters IE. If the Burst Mode Parameters IE is included in the IPDL FDD Parameters IE, the IPDL shall be operated in burst mode according to ref [10].]

[3.84Mcps TDD and 7.68Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the IPDL Parameter Information IE with the IPDL Indicator IE set to the value "Active", the Node B shall apply the IPDL in that cell according to the latest received parameters defined by the IPDL TDD Parameters IE. If the Burst Mode Parameters IE is included in the IPDL TDD Parameters IE, the IPDL shall be operated in burst mode according to ref [21].]

[1.28Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the IPDL Parameter Information LCR IE with the IPDL Indicator IE set to the value "Active", the Node B shall apply the IPDL in that cell according to the latest received parameters defined by the IPDL TDD Parameters LCR IE. If the Burst Mode Parameters IE is included in the IPDL TDD Parameters LCR IE, the IPDL shall be operated in burst mode according to ref [21].]
If the CELL RECONFIGURATION REQUEST message includes the IPDL Parameter Information IE with the IPDL Indicator IE set to the value "Inactive", the Node B shall deactivate the ongoing IPDL.
When the cell is successfully reconfigured, the Node B shall store the new Configuration Generation ID IE value and send a CELL RECONFIGURATION RESPONSE message as a response.

If the CELL RECONFIGURATION REQUEST message includes the Synchronisation Configuration IE, the Node B shall reconfigure the indicated parameters in the cell according to the value of the N_INSYNC_IND, N_OUTSYNC_IND and T_RLFAILURE IEs. When the parameters in the Synchronisation Configuration IE affect the thresholds applied to a RL set, the Node B shall immediately apply the new thresholds. When applying the new thresholds, the Node B shall not change the state or value of any of the timers and counters for which the new thresholds apply.

[FDD - If the CELL RECONFIGURATION REQUEST message includes Cell Portion Information IE, the Maximum Transmission Power for Cell Portion IE value shall be stored in the Node B and at any instance of time the total maximum output power in the cell portion indicated by Cell Portion ID IE shall not be above this value.]

[FDD - If the MIMO Pilot Configuration IE is included in the CELL RECONFIGURATION REQUEST message, then the parameters defining the pilot configuration for MIMO shall be stored in the Node B and applied when MIMO mode is used according to [10].]

[3.84Mcps TDD and 7.68Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the MBSFN Cell Parameter ID IE, then the Node B shall configure the associated timeslot to operate in MBSFN mode using the scrambling code and midamble dictated by the MBSFN Cell Parameter ID IE.]
[1.28Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the UARFCN Information To Add LCR IE, the Node B shall reserve the necessary resource and add a secondary frequency to the cell according to the information indicated in the UARFCN Information To Add LCR IE.]
[1.28Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the UARFCN Information To Modify LCR IE, the Node B shall reconfigure the configuration of the secondary frequency within the cell according to the information indicated in the UARFCN Information To Modify LCR IE.]
[1.28Mcps TDD - If the CELL RECONFIGURATION REQUEST message includes the UARFCN Information To Delete LCR IE, the Node B shall remove the secondary frequency from the cell and any remaining dedicated channels on the secondary frequency according to the frequency information given in the UARFCN Information To Delete LCR IE. The states for the frequency within the cell shall be set to "Not existing". The Node B shall remove all Radio Links and all Node B Communication Contexts related to the secondary frequency within the cell. The Node B shall also initiate the release of the user plane transport bearers for the removed dedicated channels on the secondary frequency within the cell.]

[1.28 Mcps TDD - If the cell is operating in MBSFN only mode, the PCCPCH shall be deployed on the MBSFN Special Time Slot [19].]

[FDD - If the MIMO Pilot Configuration Extension IE is included in CELL RECONFIGURATION REQUEST, then the parameters extending the pilot information for MIMO shall be stored in the Node B and applied when MIMO mode is used according to [10] ]
[FDD - If the CELL RECONFIGURATION REQUEST message includes the Energy Saving Indicator IE, the Node B shall start energy saving action according to the Energy Saving Indicator IE value. ]

8.2.13.3
Unsuccessful Operation
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Figure 19: Cell Reconfiguration procedure: Unsuccessful Operation

If the Node B cannot reconfigure the cell according to the information given in CELL RECONFIGURATION REQUEST message, the CELL RECONFIGURATION FAILURE message shall be sent to the CRNC.

In this case, the Node B shall keep the old configuration of the cell and the Configuration Generation ID shall not be changed in the Node B.

The Cause IE shall be set to an appropriate value.

Typical cause values are as follows:

Radio Network Layer Cause:

-
Power level not supported

-
Node B Resources unavailable

-
IPDL not supported

-
[FDD - S-CPICH power offset support not available]

Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure

8.2.13.4
Abnormal Conditions

If the IPDL Indicator IE set to the value "Active" is included in the CELL RECONFIGURATION REQUEST message and there is active IPDL ongoing in the Node B, the Node B shall respond with the CELL RECONFIGURATION FAILURE message with the cause value "IPDL already activated".

If the IPDL Indicator IE set to the value "Active" is included in the CELL RECONFIGURATION REQUEST message and there is no IPDL stored in the Node B defining the IPDL, the Node B shall respond with the CELL RECONFIGURATION FAILURE message with the cause value "IPDL parameters not available".
If the Local Cell on which the cell is mapped does not belong to of a Power Local Cell Group and the requested maximum transmission power indicated by the Maximum Transmission Power IE exceeds the Maximum DL Power Capability of the Local Cell, the Node B shall consider the procedure as having failed and send a CELL RECONFIGURATION FAILURE message to the CRNC.

If the Local Cell on which the cell is mapped belongs to a Power Local Cell Group and the requested maximum transmission power indicated by Maximum Transmission Power IE exceeds the Maximum DL Power Capability of the Power Local Cell Group, the Node B shall consider the procedure as having failed and send a CELL RECONFIGURATION FAILURE message to the CRNC.

-------------------- End of change ----------------------

-------------------- Start of change ----------------------

9.1.27
CELL RECONFIGURATION REQUEST

9.1.27.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	Maximum Transmission Power
	O
	
	9.2.1.40
	
	YES
	reject

	Synchronisation Configuration
	
	0..1
	
	
	YES
	reject

	>N_INSYNC_IND
	M
	
	9.2.1.47A
	
	–
	

	>N_OUTSYNC_IND
	M
	
	9.2.1.47B
	
	–
	

	>T_RLFAILURE
	M
	
	9.2.1.56A
	
	–
	

	Primary SCH Information
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Primary SCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Secondary SCH Information
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Secondary SCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Primary CPICH Information
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Primary CPICH Power
	M
	
	9.2.2.33
	
	–
	

	Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	
	EACH
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Secondary CPICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Primary CCPCH Information
	
	0..1
	
	
	YES
	reject

	>BCH Information
	
	1
	
	
	–
	

	>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>BCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	IPDL Parameter Information
	
	0..1
	
	
	YES
	reject

	>IPDL FDD Parameters
	O
	
	9.2.2.18C
	
	–
	

	>IPDL Indicator
	M
	
	9.2.1.36F
	
	–
	

	Cell Portion Information
	
	0..<maxnoofCellPortions>
	
	
	EACH
	reject

	>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>Maximum Transmission Power for Cell Portion
	M
	
	Maximum Transmission Power

9.2.1.40
	
	–
	

	MIMO Pilot Configuration
	O
	
	9.2.2.73
	
	YES
	reject

	MIMO Pilot Configuration Extension
	O
	
	9.2.2.120
	
	YES
	reject

	Energy Saving Indicator 
	O
	
	9.2.2.x
	
	YES
	reject


	Range Bound
	Explanation

	maxSCPICHCell
	Maximum number of Secondary CPICH that can be defined in a Cell.


-------------------- End of change ----------------------

-------------------- Start of change ----------------------

9.2.2.127
HS-DSCH MAC-ehs Format
The HS-DSCH MAC-ehs Format IE provides information about the type of MAC-ehs format used for the HS-DSCH. The extended format of MAC-ehs allows a larger window size for MAC-ehs PDU retransmission as the TSN in the MAC-ehs header is extended [32]. The value "Normal Window Size" indicates that the MAC-ehs window size shall be less than or equal to 32 for all priority queues of the HS-DSCH Radio Link. The value "Extended Window Size" indicates that the window size is extended to allow a window size up to 128. The IE MAC-hs Window Size defines the window size for a priority queue.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH MAC-ehs Format
	
	
	ENUMERATED (Normal Window Size, Extended Window Size,...)
	


9.2.2.x


Energy Saving Indicator

The Energy Saving Indicator IE provides information to the NodeB on energy saving action to take. The value “Start Power Save” indicates to the NodeB to start decreasing the Tx power in the cell. The value “Enter Dormant Cell” indicates to the NodeB to switch off the Tx power in the cell. The value “Exit Dormant Cell” indicates to the NodeB to turn on Tx power in the cell and increase the power level to the configured settings.   
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Energy Saving Indicator
	
	
	ENUMERATED (Start Power Save, Enter Dormant Cell, Exit Dormant Cell)
	


9.2.3
TDD specific Parameters

9.2.3.1
Block STTD Indicator

Void.

9.2.3.2
Burst Type

Void.

-------------------- End of change ----------------------

-------------------- Start of change ----------------------

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

Lots of unchanged parts in 9.3.3 not shown


UE-AggregateMaximumBitRate,

HSSICH-ReferenceSignal-InformationModifyLCR,


TimeSlotMeasurementValueListLCR,

MIMO-PowerOffsetForS-CPICHCapability,


MIMO-PilotConfigurationExtension,


TxDiversityOnDLControlChannelsByMIMOUECapability,

Single-Stream-MIMO-Capability,

Multi-Cell-MIMO-Capability,


EnergySavingIndicator
FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,


id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD,

Lots of unchanged parts in 9.3.3 not shown


id-HSSICH-ReferenceSignal-InformationModifyLCR,


id-TimeSlotMeasurementValueListLCR,


id-MIMO-Power-Offset-For-S-CPICH-Capability,


id-MIMO-PilotConfigurationExtension,


id-TxDiversityOnDLControlChannelsByMIMOUECapability,

id-UE-AggregateMaximumBitRate,

id-Single-Stream-MIMO-Capability,

id-Multi-Cell-MIMO-Capability,

id-EnergySavingIndicator,

maxNrOfCCTrCHs,


maxNrOfCellSyncBursts,


maxNrOfCodes,

Lots of unchanged parts in 9.3.3 not shown


maxNrOfEHICHsLCR,

maxNrOfHSDSCH-1

FROM NBAP-Constants;

Lots of unchanged parts in 9.3.3 not shown

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CellReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CellReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestFDD-Extensions}} 

OPTIONAL,


...

}

CellReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY reject
TYPE C-ID











PRESENCE mandatory }|


{ ID
id-ConfigurationGenerationID






CRITICALITY reject
TYPE ConfigurationGenerationID








PRESENCE mandatory }|


{ ID
id-MaximumTransmissionPower







CRITICALITY reject
TYPE MaximumTransmissionPower








PRESENCE optional }|


{ ID
id-Synchronisation-Configuration-Cell-ReconfRqst

CRITICALITY reject
TYPE Synchronisation-Configuration-Cell-ReconfRqst

PRESENCE optional }|


{ ID
id-PrimarySCH-Information-Cell-ReconfRqstFDD


CRITICALITY reject
TYPE PrimarySCH-Information-Cell-ReconfRqstFDD


PRESENCE optional }|


{ ID
id-SecondarySCH-Information-Cell-ReconfRqstFDD


CRITICALITY reject
TYPE SecondarySCH-Information-Cell-ReconfRqstFDD


PRESENCE optional }|


{ ID
id-PrimaryCPICH-Information-Cell-ReconfRqstFDD


CRITICALITY reject
TYPE PrimaryCPICH-Information-Cell-ReconfRqstFDD


PRESENCE optional }|


{ ID
id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD
CRITICALITY reject
TYPE SecondaryCPICH-InformationList-Cell-ReconfRqstFDD

PRESENCE optional }|


{ ID
id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD


CRITICALITY reject
TYPE PrimaryCCPCH-Information-Cell-ReconfRqstFDD


PRESENCE optional },


...

}

CellReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-IPDLParameter-Information-Cell-ReconfRqstFDD
CRITICALITY reject
EXTENSION IPDLParameter-Information-Cell-ReconfRqstFDD




PRESENCE optional }|


{ ID id-CellPortion-InformationList-Cell-ReconfRqstFDD
CRITICALITY reject
EXTENSION CellPortion-InformationList-Cell-ReconfRqstFDD


PRESENCE optional }|


{ ID id-MIMO-PilotConfiguration






CRITICALITY reject
EXTENSION MIMO-PilotConfiguration









PRESENCE optional }|


{ ID id-MIMO-PilotConfigurationExtension



CRITICALITY reject
EXTENSION MIMO-PilotConfigurationExtension









PRESENCE optional }|


{ ID id-EnergySavingIndicator






CRITICALITY reject
EXTENSION EnergySavingIndicator

PRESENCE optional },


...

}

Synchronisation-Configuration-Cell-ReconfRqst ::= SEQUENCE {


n-INSYNC-IND


N-INSYNC-IND,

 
n-OUTSYNC-IND


N-OUTSYNC-IND,

 
t-RLFAILURE



T-RLFAILURE,


iE-Extensions


ProtocolExtensionContainer { { Synchronisation-Configuration-Cell-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Synchronisation-Configuration-Cell-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimarySCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
primarySCH-Power





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PrimarySCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

PrimarySCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarySCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
secondarySCH-Power





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { SecondarySCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

SecondarySCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCPICH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,


primaryCPICH-Power





PrimaryCPICH-Power,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCPICH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

PrimaryCPICH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryCPICH-InformationList-Cell-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container{{ SecondaryCPICH-InformationItemIE-Cell-ReconfRqstFDD }}

SecondaryCPICH-InformationItemIE-Cell-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD
CRITICALITY reject
TYPE
SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD

PRESENCE mandatory }

}

SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
secondaryCPICH-Power




DL-Power,


iE-Extensions






ProtocolExtensionContainer { { SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCCPCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
bCH-information






BCH-information-Cell-ReconfRqstFDD,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCCPCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

PrimaryCCPCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonTransportChannelID



CommonTransportChannelID,

 
bCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { BCH-information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

BCH-information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

IPDLParameter-Information-Cell-ReconfRqstFDD::= SEQUENCE {


iPDL-FDD-Parameters






IPDL-FDD-Parameters

OPTIONAL,


iPDL-Indicator







IPDL-Indicator,


iE-Extensions






ProtocolExtensionContainer { { IPDLParameter-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

IPDLParameter-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CellPortion-InformationList-Cell-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCell)) OF ProtocolIE-Single-Container{{ CellPortion-InformationItemIE-Cell-ReconfRqstFDD }}

CellPortion-InformationItemIE-Cell-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CellPortion-InformationItem-Cell-ReconfRqstFDD
CRITICALITY reject
TYPE CellPortion-InformationItem-Cell-ReconfRqstFDD




PRESENCE
mandatory}

}

CellPortion-InformationItem-Cell-ReconfRqstFDD::= SEQUENCE {


cellPortionID






CellPortionID,


maximumTransmissionPowerforCellPortion
MaximumTransmissionPower,


iE-Extensions






ProtocolExtensionContainer { { CellPortion-InformationItem-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CellPortion-InformationItem-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CellReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CellReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CellReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID










CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-ConfigurationGenerationID





CRITICALITY reject
TYPE ConfigurationGenerationID



PRESENCE mandatory }|


{ ID id-Synchronisation-Configuration-Cell-ReconfRqst
CRITICALITY reject
TYPE Synchronisation-Configuration-Cell-ReconfRqst

PRESENCE optional }|


{ ID id-TimingAdvanceApplied






CRITICALITY reject
TYPE TimingAdvanceApplied



PRESENCE optional }|


{ ID id-SCH-Information-Cell-ReconfRqstTDD



CRITICALITY reject
TYPE SCH-Information-Cell-ReconfRqstTDD

PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only


{ ID id-PCCPCH-Information-Cell-ReconfRqstTDD


CRITICALITY reject
TYPE PCCPCH-Information-Cell-ReconfRqstTDD
PRESENCE optional }|

-- Not applicable to 7.68Mcps TDD only. For 1.28 Mcps TDD, if the cell is operating in MBSFN only mode, PCCPCH is deployed on the MBSFN Special Time Slot [19].

{ ID id-MaximumTransmissionPower





CRITICALITY reject
TYPE MaximumTransmissionPower



PRESENCE optional }|


{ ID id-DPCHConstant








CRITICALITY reject
TYPE ConstantValue



PRESENCE optional }|


-- This IE shall be ignored by the Node B.


{ ID id-PUSCHConstant








CRITICALITY reject
TYPE ConstantValue



PRESENCE optional }|


-- This IE shall be ignored by the Node B.


{ ID id-PRACHConstant








CRITICALITY reject
TYPE ConstantValue



PRESENCE optional }|


-- This IE shall be ignored by the Node B.


{ ID id-TimeSlotConfigurationList-Cell-ReconfRqstTDD
CRITICALITY reject
TYPE TimeSlotConfigurationList-Cell-ReconfRqstTDD

PRESENCE optional },


-- Mandatory for 3.84Mcps TDD and 7.68Mcps TDD only. Not Applicable to 1.28Mcps TDD.


...

}

CellReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD
CRITICALITY reject
EXTENSION TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD
PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only, If multiple frequencies exist within the cell indicated by C-ID, this IE indicates the Time Slot reconfiguration of Primary frequency 


{ ID
id-DwPCH-LCR-Information-Cell-ReconfRqstTDD


CRITICALITY reject
EXTENSION DwPCH-LCR-Information-Cell-ReconfRqstTDD


PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only

{ ID
id-IPDLParameter-Information-Cell-ReconfRqstTDD

CRITICALITY reject
EXTENSION IPDLParameter-Information-Cell-ReconfRqstTDD

PRESENCE optional }|
-- Applicable to 3.84Mcps TDD and 7.68Mcps TDD only


{ ID
id-IPDLParameter-Information-LCR-Cell-ReconfRqstTDD
CRITICALITY reject
EXTENSION IPDLParameter-Information-LCR-Cell-ReconfRqstTDD
PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-SCH-768-Information-Cell-ReconfRqstTDD



CRITICALITY reject
EXTENSION SCH-768-Information-Cell-ReconfRqstTDD



PRESENCE optional }|
-- Applicable to 7.68Mcps TDD only


{ ID id-PCCPCH-768-Information-Cell-ReconfRqstTDD


CRITICALITY reject
EXTENSION PCCPCH-768-Information-Cell-ReconfRqstTDD


PRESENCE optional }|
-- Applicable to 7.68Mcps TDD only

{ ID id-UARFCN-Adjustment








CRITICALITY reject
EXTENSION UARFCN-Adjustment









PRESENCE optional },
-- Applicable to 1.28Mcps TDD when using multiple frequencies


...

}

SCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


sCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PSCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

Lots of unchanged parts in 9.3.3 not shown

END

9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

Lots of unchanged parts in 9.3.4 not shown

E-DCH-LCR-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Enabling-Delay ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128}

-- Unit of radio frames

EnergySavingIndicator::= ENUMERATED {

start-power-save,  


enter-dormat-cell,


exit-dormat-cell
}

Enhanced-FACH-Capability ::= ENUMERATED {

enhanced-FACH-capable,


enhanced-FACH-non-capable

}

EnhancedHSServingCC-Abort ::= ENUMERATED {abortEnhancedHSServingCC,...}
Enhanced-PCH-Capability ::= ENUMERATED {

enhanced-PCH-capable,


enhanced-PCH-non-capable

}

Lots of unchanged parts in 9.3.4 not shown

END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Lots of unchanged parts in 9.3.6 not shown

id-SRB-Indicator












ProtocolIE-ID ::= 1093

id-Multi-Cell-MIMO-Capability









ProtocolIE-ID ::= 1096

id-HSDSCH-MACehsFormat











ProtocolIE-ID ::= 1098
id-CellSpecificHARQMemoryPartitioning







ProtocolIE-ID ::= 1099
id-HARQ-MemoryPartitioning










ProtocolIE-ID ::= 1100

id-MIMO-Power-Offset-For-S-CPICH-Capability






ProtocolIE-ID ::= 1101
id-MIMO-PilotConfigurationExtension








ProtocolIE-ID ::= 1102
id-TxDiversityOnDLControlChannelsByMIMOUECapability




ProtocolIE-ID ::= 1103
id-EnergySavingIndicator










ProtocolIE-ID ::= xxx1
END

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1041675522.doc


CRNC







Node B







CELL RECONFIGURATION REQUEST







CELL RECONFIGURATION RESPONSE




















_1041675737.doc


CRNC







Node B







CELL RECONFIGURATION REQUEST







CELL RECONFIGURATION FAILURE




















