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22.4.1
Support for Mobility Load Balancing

22.4.1.1
General

The objective of load balancing is to distribute cell load evenly among cells or to transfer part of the traffic from congested cells. This is done by the means of self-optimisation of mobility parameters or handover actions.

Self-optimisation of the intra-LTE and inter-RAT mobility parameters to the current load in the cell and in the adjacent cells can improve the system capacity compared to static/non-optimised cell reselection/handover parameters. Such optimisation can also minimize human intervention in the network management and optimization tasks.

Support for mobility load balancing consists of one or more of following functions:

-
Load reporting;

-
Load balancing action based on handovers;

-
Adapting handover and/or reselection configuration.

Triggering of each of these functions is optional and depends on implementation. Functional architecture is presented in Figure 22.4.1.1-1.
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Figure 22.4.1.1-1: Functional architecture of SON load balancing

22.4.1.2
Load reporting

The load reporting function is executed by exchanging cell specific load information between neighbour eNBs over the X2 interface (intra-LTE scenario) or S1 (inter-RAT scenario). The load information consists in case of Inter RAT Load Balancing of:

-
radio resource usage (UL/DL GBR PRB usage, UL/DL non-GBR PRB usage, UL/DL total PRB usage),

-
HW load indicator (UL/DL HW load: low, mid, high, overload),

-
TNL load indicator (UL/DL TNL load: low, mid, high, overload),

-
cell capacity class value (UL/DL relative capacity indicator: the same scale shall apply to E-UTRAN, UTRAN and GERAN cells when mapping cell capacities on this value),

-
Available capacity value (UL/DL available capacity for load balancing as percentage of total cell capacity),


NOTE 1: the available load value is expressed in available E-UTRAN resources.


NOTE 2: a cell is expected to accept traffic corresponding to the indicated available capacity.
In case of Intra LTE Load Balancing:

-
radio resource usage (UL/DL GBR PRB usage, UL/DL non-GBR PRB usage, UL/DL total PRB usage),

-
HW load indicator (UL/DL HW load: low, mid, high, overload),

-
TNL load indicator (UL/DL TNL load: low, mid, high, overload),

Available capacity value (UL/DL available capacity for load balancing as percentage of cell capacity known from X2 setup),

Load information shall be provided in a procedure separated from existing active mode mobility procedures.

22.4.1.3
Load balancing action based on handovers

The source cell may initiate handover due to load (see sub-clauses 10.1.2 and 10.2.2). The target cell performs admission control for the load balancing handovers. A handover preparation related to a mobility load balancing action shall be distinguishable from other handovers, so that the target cell is able to apply appropriate admission control. 
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