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8.2.2
Successful Operation
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Figure 1: HNB Register Procedure: Successful Operation

The HNB shall initiate this procedure by sending a HNB REGISTER REQUEST message whenever it needs to commence operations and requiring service from the HNB-GW.

If the HNB is CSG capable it shall provide the CSG-ID IE within the HNB REGISTER REQUEST message.
If the registration is successful, the HNB-GW will respond with a HNB REGISTER ACCEPT message indicating acceptance and registration
If the HNB-GW is capable of de-multiplexing, then the MuxPortNumber IE may be included in the HNB REGISTER ACCEPT message. 
// omitted
End of 1st change
Start of 2nd change
9.1.4
HNB REGISTER ACCEPT

This message is sent by the HNB-GW to the HNB as a successful response to a HNB REGISTER REQUEST message.

Direction: HNB-GW ( HNB

	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	RNC-ID
	M
	
	9.2.26
	
	YES
	reject

	Mux Port Number
	O
	
	9.2.xx
	The mux port number at which HNB-GW expects to receive multiplexed packets.
	YES
	Ignore


// omitted
End of 2nd change
Start of 3rd change
// omitted
9.2.xx
Mux Port Number
The mux port number on which the HNB-GW expects the multiplexed packets from the HNB
	Information Element/Group name
	Presence
	Range
	Type and reference
	Semantics description

	Mux port number
	
	
	INTEGER (1024..65535)
	


// omitted
End of 3rd change
Start of 4th change
// omitted
9.3.3
PDU Definitions

-- Editor notes - new OID needed.

-- **************************************************************

--

-- PDU definitions for HNBAP.

--

-- **************************************************************

HNBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(0) version1 (1) hnbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


HNB-Location-Information,


HNB-Identity,


Context-ID,


UE-Identity,


LAC,


RAC,


SAC,


CN-DomainIndicator,


IP-Address,


Registration-Cause,


UE-Capabilities,


PLMNidentity,


CellIdentity,


RNC-ID,


CSG-ID,


BackoffTimer,

MuxPortNumber

// omitted
FROM HNBAP-IEs


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


PrivateIE-Container{},


HNBAP-PRIVATE-IES,


HNBAP-PROTOCOL-EXTENSION,


HNBAP-PROTOCOL-IES

FROM HNBAP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-HNB-Location-Information,


id-HNB-Identity,


id-Context-ID,


id-PLMNidentity,


id-UE-Identity,


id-LAC,


id-RAC,


id-SAC,


id-UE-Capabilities,


id-Registration-Cause,


id-CellIdentity,


id-RNC-ID,


id-CSG-ID,


id-BackoffTimer,


id-HNB-Internet-Information,


id-MuxPortNumber

// omitted
-- **************************************************************

--

-- HNB Register Accept

--

-- **************************************************************

HNBRegisterAccept ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBRegisterResponseIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBRegisterResponseExtensions} } 
OPTIONAL,


...

}

HNBRegisterResponseExtensions HNBAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 9 to support CS Multiplexing --
    {ID id-MuxPortNumber           CRITICALITY ignore
EXTENSION MuxPortNumber      PRESENCE optional},

...

}

// omitted
9.3.4
Information Element Definitions
-- Editor notes - new OID needed.

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

HNBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(0) version1 (1) hnbap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxUEs

FROM HNBAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM HNBAP-CommonDataTypes


ProtocolExtensionContainer{},


HNBAP-PROTOCOL-EXTENSION

FROM HNBAP-Containers;

--L

LAC


::= OCTET STRING(SIZE(2))

LAI


::= SEQUENCE {


pLMNID

PLMNidentity,


lAC


LAC,


...




}

-- M

MacroCoverageInformation
::= SEQUENCE {



cellIdentity

MacroCellID,



iE-Extensions

ProtocolExtensionContainer { { MacroCoverageInformation-ExtIEs } }

OPTIONAL,



...

}

MacroCoverageInformation-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

MacroCellID ::= CHOICE {


uTRANCellID


UTRANCellID, 


gERANCellID


CGI,


...

}

MuxPortNumber ::= INTEGER (1024..65535)

--N

--O

--P

9.3.6
Constant Definitions

-- Editor notes - new OID needed.

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

HNBAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(0) version1 (1) hnbap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM HNBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

id-HNBRegister





ProcedureCode ::= 1

id-HNBDe-Register




ProcedureCode ::= 2

id-UERegister





ProcedureCode ::= 3

id-UEDe-Register




ProcedureCode ::= 4

id-ErrorIndication




ProcedureCode ::= 5

id-privateMessage




ProcedureCode ::= 6

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors





INTEGER ::= 256

maxUEs







INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Context-ID








ProtocolIE-ID ::= 4

id-UE-Identity








ProtocolIE-ID ::= 5

id-LAC










ProtocolIE-ID ::= 6

id-RAC










ProtocolIE-ID ::= 7

id-HNB-Location-Information





ProtocolIE-ID ::= 8

id-PLMNidentity








ProtocolIE-ID ::= 9

id-SAC










ProtocolIE-ID ::= 10

id-CellIdentity








ProtocolIE-ID ::= 11

id-Registration-Cause






ProtocolIE-ID ::= 12

id-UE-Capabilities







ProtocolIE-ID ::= 13

id-RNC-ID









ProtocolIE-ID ::= 14

id-CSG-ID









ProtocolIE-ID ::= 15
id-BackoffTimer








ProtocolIE-ID ::= 16

id-HNB-Internet-Information






 ProtocolIE-ID ::= 17
id-MuxPortNumber                                ProtocolIE-ID ::= 19
END
// omitted
End of 4th change
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