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1
Introduction 

This text proposal intends to capture the result of the discussion on version 1.0.0 at RAN3 #66 after the email checking with the following content:

· Remove the blank page 2.
· Modify the text in Section 1 about Remove “for” and insert an “and” in the sentence “This includes also a description of the general aspects, assumptions, principles guiding for the architecture and interface.”.
· Modify the section 3.3 change TR 21.905 [x] to TR 21.905 [1]. 

· Simply the figure 4-1 to keep only one eNB in EUTRAN and clarify that MCE can located in eNB.
· In section 6.3.2 remove the text “once a service context is available in the eNB”.

· In section 6.3.3 modify the text about the SCTP and its context identifiers.

· In section 6.4 modify the text as “The eNBs accept uses the MBMS Scheduling information in order to avoid de-synchronisation of synchronize the MCCH transmission in the MBSFN area”.

· In section 6.4 remove the “optimal” in “The MCE allocates the optimal amount of resources to multiplexed services, using service related information”
· Change the section title of section 6.5 and 6.6.

· Remove the section 7.2 about M3 Setup.
· Modify the text in section 7.3.1 “The release of the M3 context is triggered by the MME directly or following a request received from the MCE (optional)”.
· In first paragraph of 7.3.1, remove the "security context because AS ciphering is not supported in Rel-9 MBMS.

· Modify the text in section 7.3.2 “The release of E-UTRAN resources is triggered by the MME either directly or following a request received from the MCE (optional)”.
· Section 8.1 change “M3 Application Part” into “M3 Application Protocol” and “M2 Application Part” into “M2 Application Protocol”
· Delete the figure 8.2-1 in Section 8.2 and modify the text as "The protocol stack structure for M1 interface is defined in TS36.445 section 5.1 [6]."to clarify the reference to 36.445.

· Delete the figure 8.3-1 in Section 8.3 and modify the text as "The protocol stack structure for M2 interface is defined in TS36.442 section 4.1.1 [3]." to clarify the reference to 36.442.

· Delete the figure 8.4-1 in Section 8.4 and modify the text as "The protocol stack structure for M3 interface is defined in TS36.442 section 5.1.1 [3]." to clarify the reference to 36.442.
2
Proposal

It is proposed that RAN3 agrees to the attached proposed version 1.0.0 of 36.440. 
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