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[First modified section]
8.1
List of M2AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	MBMS Session Start
	MBMS SESSION START REQUEST
	MBMS SESSION START RESPONSE
	MBMS SESSION START FAILURE

	MBMS Session Stop
	MBMS SESSION STOP REQUEST
	MBMS SESSION STOP RESPONSE
	

	MBMS Scheduling Information
	MBMS SCHEDULING INFORMATION REQUEST
	MBMS SCHEDULING INFORMATION RESPONSE
	

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	M2 Setup
	M2 SETUP REQUEST
	M2 SETUP RESPONSE
	M2 SETUP FAILURE

	eNB Configuration Update
	ENB CONFIGURATION UPDATE
	ENB CONFIGURATION UPDATE ACKNOWLEDGE
	ENB CONFIGURATION UPDATE FAILURE

	MCE Configuration Update
	MCE CONFIGURATION UPDATE
	MCE CONFIGURATION UPDATE ACKNOWLEDGE
	MCE CONFIGURATION UPDATE FAILUREE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION


The following applies concerning interference between Elementary Procedures:

-
The Reset procedure takes precedence over all other EPs.

[Second modified section]
8.2.3
Unsuccessful Operation


[image: image1.emf] 
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Figure 8.2.3-1. MBMS Session Start procedure. Unsuccessful operation.

If the eNB is not capable of correctly processing the request (e.g. there is no cell in this MBMS Service Area), the MCE shall be informed by the MBMS SESSION START FAILURE message.

[Third modified section]
9.1.2
MBMS SESSION START REQUEST
This message is sent by the MCE to establish an MBMS-service-associated logical M2-connection and allocate resources for an MBMS E-RAB.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCE MBMS M2AP ID
	M
	
	9.2.3.1
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS E-RAB QoS parameters
	M
	
	9.2.1.3
	
	YES
	reject

	MBMS Session Duration
	M
	
	9.2.3.5
	
	YES
	reject

	MBMS Service Area
	M
	
	9.2.3.6
	
	YES
	reject

	TNL Information
	M
	
	
	
	YES
	reject

	>IP Multicast Address
	M
	
	IP Address

9.2.2.1
	
	-
	

	>IP Source Address
	M
	
	IP Address

9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP-TEID
9.2.2.2
	
	-
	


[Fourth modified section]
9.1.7
MBMS SCHEDULING INFORMATION

This message is sent by the MCE to provide MCCH related information to the eNB.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCCH Update Time
	M
	
	9.2.1.19
	
	YES
	reject

	MBSFN Area Configuration List
	M
	
	
	
	YES
	reject

	>MBSFN Area Configuration Item IEs
	
	1 to <maxnoofMBSFNareas>
	
	
	EACH 
	reject

	>>MBSFN Area Id
	M
	
	9.2.1.14
	
	YES
	reject

	>>PMCH Configuration List
	M
	
	
	
	YES
	reject

	>>>PMCH Configuration Item IEs
	
	1 to <maxnoofPMCHsperMBSFNarea>
	
	
	EACH 
	reject

	>>>>PMCH Configuration
	M
	
	9.2.1.8
	
	-
	

	>>>>MBMS Session List per PMCH
	M
	
	9.2.1.9
	
	-
	

	>>Subframes Configuration List
	M
	
	
	
	YES
	reject

	>>>Subframes Configuration Item IEs
	
	1 to <maxnoofMBSFNallocations>
	
	
	EACH 
	reject

	>>>>MBSFN Subframe Configuration
	M
	
	9.2.1.17
	
	-
	

	>>PMCH Subframe Allocation Period
	M
	
	9.2.1.18
	
	YES
	reject


	Range bound
	Explanation

	maxnoofMBSFNareas
	Maximum no. of MBSFN areas served by a single eNB. The value for maxnoofMBSFNareas is 256. [FFS]

	maxnoofPMCHsperMBSFNarea
	Maximum no. of PMCHs possible per MBSFN .The value for maxnoofMCHsperMBSFNarea is 16.

	maxnoofMBSFNallocations
	Maximum no. of MBSFN frame allocations with different offset. The value for maxnoofMBSFNallocations is 8.


[Fifth modified section]
9.1.17
MCE CONFIGURATION UPDATE

This message is sent by the MCE to indicate that application level configuration data has changed in the MCE.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Global MCE ID
	O
	
	9.2.1.16
	
	YES
	reject

	MCE Name
	O
	
	Printable String (1..150,...)
	
	YES
	ignore

	MCCH related BCCH Configuration data per MBSFN area
	M
	
	
	
	YES
	reject

	> MCCH related BCCH Configuration data Item IEs
	
	1 to <maxnoofMBSFNareas>
	
	
	EACH 
	reject

	>> MCCH related BCCH Configuration Item
	M
	
	9.2.1.13
	
	-
	


	Range bound
	Explanation

	maxnoofMBSFNareas
	Maximum no. of MBSFN areas served by a single eNB. The value for maxnoofMBSFNareas is 256. [FFS]


 [Sixth modified section]
9.2.1.13
MCCH related BCCH Configuration Item

This information element provides MCCH related BCCH configuration information to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBSFN Area Id
	M
	
	9.2.1.14
	

	
	
	
	

	

	Notification Indicator
	M
	
	INTEGER

(0..7)
	The same encoding as the notificationIndicator in mcch-Config as secified in [11]

	Repetition Period 
	M
	
	ENUMERATED (rf32, rf64, rf128, rf256)
	The same encoding as the repetitionPeriod in mcch-Config as specified in [11]

	Offset
	M
	
	INTEGER (0..10)
	The same encoding as the offset in mcch-Config as specified in [11]

	Modification Period
	M
	
	ENUMERATED (ms5120, ms10240)
	The same encoding as the modificationPeriod in mcch-Config as specified in [11]

	Subframe Allocation Info
	M
	
	BIT STRING (SIZE(6))
	The same encoding as the sf-AllocInfo specified in [11]

	Modulation and Coding Scheme
	M
	
	ENUMERATED (n2, n7, n13, n19)
	The same encoding as the signallingMCS specified in [11]

	MBSFN Subframe Configuration
	M
	
	9.2.1.17
	


[Seventh modified section]
9.2.1.18
PMCH Subframe Allocation Period

This IE defines the period during which allocated subframes are divided between PMCHs configured for the MBSFN area, see [11].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PMCH Subframe Allocation Period
	M
	
	ENUMERATED (rf4, rf8, rf6, rf32, rf64, rf128, rf256)
	The same encoding as the commonSF-AllocPeriod as specified in [11]


[Eighth modified section]
9.2.2.1
IP Address

This information element is an IP address. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Layer Address
	M
	
	OCTET STRING (4..16)
	The Radio Network Layer is not supposed to interpret the address information. It should pass it to the transport layer for interpretation.

For details on the Transport Layer Address, see ref. [13].
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