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15.7
Procedures
15.7.1
Procedures for Broadcast mode

15.7.1.1
Session Start procedure
The purpose of the MBMS Session Start procedure is to request the E-UTRAN to notify UEs about an upcoming MBMS Session of a given MBMS Bearer Service and to establish an MBMS E-RAB for this MBMS Session. The MBMS Session Start procedure is triggered by the EPC.
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Figure 15.7.1.1-1. Session Start procedure

1.
The MME sends MBMS session start request message to the MCE(s) controlling eNBs in the targeted MBMS service area. The message includes the IP multicast address and session attributes.

2.
MCE confirms the reception of the MBMS Session Start request to the MME. It is FFS whether this message is transmitted after message 4.

3.
MCE sends the MBMS Session Start message to the eNBs in the targeted MBMS service area. 
4.
eNB confirms the reception of the MBMS Session Start message.
5.
eNB sends the MBMS Session Start message to UEs. The location of the message is FFS, other positions are after messages 6 or 7. The message details are FFS.
6.
eNB joins the IP multicast group to receive the MBMS User Plane data.
7.
eNB sends the MBMS data to radio interface at the determined time.

15.7.1.2
Session Stop procedure

The MBMS Session Stop procedure is to request the E-UTRAN to notify UEs about the end of a given MBMS Session and to release the corresponding MBMS E-RAB this MBMS Session. The MBMS Session Stop procedure is triggered by the EPC.
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Figure 15.7.1.2-1. Session Stop procedure

1.
The MME sends MBMS session stop request message to the MCE(s) controlling eNBs in the targeted MBMS service area.

2.
MCE confirms the reception of the MBMS Session stop request to the MME.

3.
MCE forwards the MBMS Session stop message to the eNBs in the targeted MBMS service area.

4.
eNB confirms the reception of the MBMS Session stop message.

5.
eNB sends the MBMS Session stop message to UEs. The message details are FFS.

6.
The corresponding E-RAB is released, and eNB leaves the the IP multicast group.
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