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9.1.1
Messages for Location Information Transfer Procedures

9.1.1.1
E-CID MEASUREMENT INITIATION REQUEST

This message is sent by E-SMLC to eNB to initiate and report E-CID measurements.

Direction: E-SMLC (  eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	LPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	E-SMLC UE Measurement ID
	
	
	INTEGER(1..15,…)
	
	YES
	reject

	Report   Characteristics
	M
	
	ENUMERATED(OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED(120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…)
	
	YES
	reject

	Measured Quantities
	
	1 to <maxnoMeas>
	
	
	EACH
	reject

	 > Measured Quantities Item
	M
	
	ENUMERATED (Cell-ID, Angle of Arrival, Timing Advance Type 1, Timing Advance Type 2, RSRP, RSRQ,…)
	
	-
	-


	Range bound
	Explanation

	maxnoofMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.


	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value “Periodic”.


*******************   NEXT CHANGE   ***************************

9.1.1.4
E-CID MEASUREMENT FAILURE INDICATION

This message is sent by eNB to indicate that the previously requested E-CID measurement can no longer be reported.

Direction: eNB (  E-SMLC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	LPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	E-SMLC UE Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject

	eNB UE Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject

	Cause
	M
	
	9.2.1
	
	YES
	ignore

	
	
	
	
	
	
	


9.1.1.5
E-CID MEASUREMENT REPORT

This message is sent by eNB to report the results of the requested E-CID measurement.

Direction: eNB (  E-SMLC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	LPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	E-SMLC UE Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject

	eNB UE Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject

	E-CID Measurement Result
	M
	
	9.2.5
	
	YES
	ignore


9.1.1.6
E-CID MEASUREMENT TERMINATION COMMAND

This message is sent by E-SMLC to indicate that the eNB shall stop reporting a previously requested E-CID measurement..

Direction: E-SMLC (  eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	LPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	E-SMLC UE Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject

	eNB UE Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject


*******************   NEXT CHANGE   ***************************

9.2.1
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED

(Unspecified, Measurement not Supported, Measurement Temporarily not Available, 

...

)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,

Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Unspecified,

...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related

	Measurement not Supported
	The eNB does not support the requested measurement object.

	Measurement Temporarily not Available
	The eNB can temporarily not provide the requested measurement object.


*******************   NEXT CHANGE   ***************************

9.2.5
E-CID Measurement Result

The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Serving Cell ID
	M
	
	ECGI

9.2.6
	E-UTRAN Cell Identifier of the serving cell

	Serving Cell TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code of the serving cell

	Measured Results
	
	  0 to <maxnoMeas>
	
	

	  > CHOICE Result Measurement Quantity 
	M
	
	
	

	    >> Value Angle of Arrival
	M
	
	INTEGER
	

	   >> Value Timing Advance Type 1
	M
	
	INTEGER
	

	   >> Value Timing Advance Type 2
	M
	
	INTEGER
	

	  >> Result RSRP
	
	1 to maxCellReport
	
	

	     >>> PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	     >>> EARFCN
	M
	
	INTEGER (0..65535)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. [5]

	     >>> ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	     >>> Value RSRP
	M
	
	INTEGER(0..97, …)
	

	  >> Result RSRQ
	M
	1 to maxCellReport
	
	

	     >>> PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	     >>> EARFCN
	M
	
	INTEGER (0..65535)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. [5]

	     >>> ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	     >>> Value RSRQ
	M
	
	INTEGER(0..34, …)
	


*******************   NEXT CHANGE   ***************************

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for LPPa.

--

-- **************************************************************

LPPA-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lppa (2) version1 (1) lppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS




Cause,


CriticalityDiagnostics,


E-CID-MeasurementResult,


OTDOACells,

OTDOAInformationType,


Measurement-ID,


MeasurementPeriodicity,


MeasurementQuantities,


ReportCharacteristics


FROM LPPA-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


LPPA-PRIVATE-IES,


LPPA-PROTOCOL-EXTENSION,


LPPA-PROTOCOL-IES,


LPPA-PROTOCOL-IES-PAIR

FROM LPPA-Containers


id-Cause,


id-CriticalityDiagnostics,


id-E-SMLC-UE-Measurement-ID,


id-OTDOACells,

id-OTDOAInformationType,

id-ReportCharacteristics,


id-MeasurementPeriodicity,


id-MeasurementQuantities,


id-eNB-UE-Measurement-ID,


id-E-CID-MeasurementResult
FROM LPPA-Constants;

-- **************************************************************

--

-- E-CID MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

E-CIDMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{E-CIDMeasurementInitiationRequest-IEs}},


...

}

E-CIDMeasurementInitiationRequest-IEs LPPA-PROTOCOL-IES ::= {


{ ID id-E-SMLC-UE-Measurement-ID
CRITICALITY reject
TYPE Measurement-ID




PRESENCE mandatory}|


{ ID id-ReportCharacteristics

CRITICALITY reject
TYPE ReportCharacteristics


PRESENCE mandatory}|


{ ID id-MeasurementPeriodicity

CRITICALITY reject
TYPE MeasurementPeriodicity


PRESENCE conditional} -- The IE shall be present if the Report Characteritics IE is set to “periodic” -- |


{ ID id-MeasurementQuantities

CRITICALITY reject
TYPE MeasurementQuantities


PRESENCE mandatory},


...

}

*******************   NEXT CHANGE   ***************************

-- **************************************************************

--

-- E-CID MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

E-CIDMeasurementFailureIndication ::= SEQUENCE {


protocolIEs





ProtocolIE-Container

{{E-CIDMeasurementFailureIndication-IEs}},


...

}

E-CIDMeasurementFailureIndication-IEs LPPA-PROTOCOL-IES ::= {


{ ID id-E-SMLC-UE-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID



PRESENCE mandatory}|


{ ID id-eNB-UE-Measurement-ID


CRITICALITY reject
TYPE Measurement-ID



PRESENCE mandatory}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause





PRESENCE mandatory}
,


...

}

*******************   NEXT CHANGE   ***************************

-- **************************************************************

--

-- OTDOA INFORMATION REQUEST

--

-- **************************************************************

OTDOAInformationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{OTDOAInformationRequest-IEs}},


...

}

OTDOAInformationRequest-IEs LPPA-PROTOCOL-IES ::= {

{ ID id-OTDOAInformationType


CRITICALITY reject
TYPE OTDOAInformationType
 PRESENCE mandatory },

...

}

*******************   NEXT CHANGE   ***************************

9.3.5 Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

LPPA-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lppa (2) version1 (1) lppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCellineNB,

maxNrOfErrors,


maxnoMeas,

maxnoOTDOAtypes
FROM LPPA-Constants

******   skip unchanged text in this section  ********

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,


...

}
CPLength :== ENUMERATED {

normal,


extended,


...

}
CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


lppatransactionID



LPPATransactionID




OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }
OPTIONAL,


...

}

******   skip unchanged text in this section  ********

-- M

Measurement-ID ::= INTEGER (1..15, ...)

MeasurementPeriodicity ::= ENUMERATED {


ms120,


ms240,


ms480,


ms640,


ms1024,


ms2048,


ms5120,


ms10240,


min1,


min6,


min12,


min30,


min60,

...

}

MeasurementQuantities ::= SEQUENCE (SIZE(1.. maxnoMeas)) OF MeasurementQuantitiesItem

MeasurementQuantitiesItem ::= ENUMERATED {


cell-ID,


angleOfArrival,


timingAdvanceType1,


timingAdvanceType2,


rSRP,


rSRQ,


...

}

******   skip unchanged text in this section  ********

-- O

OTDOACells ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF SEQUENCE {


oTDOACellInfo




OTDOACell-Information,


iE-Extensions




ProtocolExtensionContainer { {OTDOACell-ExtIEs} } OPTIONAL,


...

}

OTDOACell-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {


...

}

OTDOACell-Information ::= SEQUENCE {


pCI






PCI,


cellId





ECGI,


tAC






TAC,


eARFCN





EARFCN,


pRS-Bandwidth



PRS-Bandwidth,


pRS-ConfigurationIndex

PRS-Configuration-Index,

cPLength




CPLength,

numberOfDlFrames


NumberOfDlFrames,


numberOfAntennaPorts

NumberOfAntennaPorts,


sFNInitialisationTime

SFNInitialisationTime,


iE-Extensions



ProtocolExtensionContainer { {OTDOACell-Information-ExtIEs} } OPTIONAL,


...

}

OTDOACell-Information-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {


...

}

OTDOAInformationType ::= SEQUENCE (SIZE(1.. maxnoOTDOAtypes)) OF OTDOAInformationTypeItem

OTDOAInformationTypeItem ::= ENUMERATED {


pCI,

cellID,


tAC,


eARFCN,


pRSBandwidth,


pRS-ConfigurationIndex,


cPLength,


numberofDlFrames,


numberofAntennaPorts,


sFNINitialisationTime,


...

}

-- P

PCI ::= INTEGER (0..503, ...)

PLMN-Identity ::= OCTET STRING (SIZE(3))



PRS-Bandwidth ::= ENUMERATED {



bw6,


 
bw15,



bw25,


 
bw50,



bw75,



bw100,



...

}

PRS-Configuration-Index ::= INTEGER (0..4095, ...)

*******************   NEXT CHANGE   ***************************

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

LPPA-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lppa (2) version1 (1) lppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM LPPA-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-errorIndication











ProcedureCode ::= 0

id-privateMessage











ProcedureCode ::= 1

id-e-CIDMeasurementInitiation








ProcedureCode ::= 2

id-e-CIDMeasurementFailureIndication






ProcedureCode ::= 3

id-e-CIDMeasurementReport









ProcedureCode ::= 4

id-e-CIDMeasurementTermination








ProcedureCode ::= 5

id-oTDOAInformationExchange









ProcedureCode ::= 6

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors







INTEGER ::= 256

maxCellineNB







INTEGER ::= 256


maxnoMeas








INTEGER ::= 63
maxnoOTDOAtypes







INTEGER ::= 63



-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause
















ProtocolIE-ID ::= 0

id-CriticalityDiagnostics












ProtocolIE-ID ::= 1

id-E-SMLC-UE-Measurement-ID












ProtocolIE-ID ::= 2

id-ReportCharacteristics












ProtocolIE-ID ::= 3

id-MeasurementPeriodicity












ProtocolIE-ID ::= 4

id-MeasurementQuantities












ProtocolIE-ID ::= 5

id-eNB-UE-Measurement-ID












ProtocolIE-ID ::= 6

id-E-CID-MeasurementResult












ProtocolIE-ID ::= 7

id-OTDOACells















ProtocolIE-ID ::= 8
id-OTDOAInformationType













ProtocolIE-ID ::= xx
END
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