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	Other comments:
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	The IMSI IE was used in previous versions of this standard for the LMU CONNECTION REQUEST message.  Refer to 3GPP TS 09.31 version 8.x.x for details, specifically sections 10.2 and 10.11.


First modified section

9.1.3
Position Calculation RequestTable 6

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Initial UE Position Estimate
	O
	
	Geographical Area
9.2.2.6
	
	YES
	reject

	IMSI
	O
	
	9.2.2.133
	
	YES
	reject

	IMEI
	O
	
	9.2.2.134
	
	YES
	reject

	GPS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	>GPS Measured Results
	M
	
	9.2.2.12
	
	–
	

	Cell-ID Measured Results Sets
	
	0..<maxNoOfMeasurements>
	
	
	GLOBAL
	reject

	>Cell-ID Measured Results Info List
	M
	
	9.2.2.31
	
	–
	

	OTDOA Measurement Group
	
	0..1
	
	
	YES
	reject

	>OTDOA Reference Cell Info
	M
	
	9.2.2.34
	
	–
	

	>OTDOA Neighbour Cell Info List
	
	1..<maxNoOfMeasNCell>
	
	
	–
	

	>>OTDOA Neighbour Cell Info
	M
	
	9.2.2.33
	
	–
	

	>OTDOA Measured Results Sets
	
	1..<maxNoOfMeasurements>
	
	
	–
	

	>>OTDOA Measured Results Info List
	M
	
	9.2.2.32
	
	–
	

	Horizontal Accuracy Code
	O
	
	9.2.2.38
	
	YES
	ignore

	Vertical Accuracy Code
	O
	
	9.2.2.39
	
	YES
	ignore

	UTDOA Group
	O
	
	9.2.2.74
	
	YES
	reject

	SAS Response Time
	O
	
	Positioning Response Time
9.2.2.69
	Indicates the interval allowed for a SAS response for U-TDOA positioning.
	YES
	ignore

	Include Velocity
	O
	
	9.2.2.97
	
	YES
	ignore

	Periodic Position Calculation Info
	O
	
	9.2.2.106
	
	YES
	ignore

	GANSS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	>GANSS Measured Results
	M
	
	9.2.2.117
	
	–
	


Next modified section

9.1.13
POSITION INITIATION REQUEST
Table 17a

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Request Type
	M
	
	9.2.2.50
	
	YES
	reject

	IMSI 
	O
	
	9.2.2.133
	
	YES
	reject

	IMEI 
	O
	
	9.2.2.134
	
	YES
	reject

	UE Positioning Capability
	M
	
	9.2.2.51
	
	YES
	reject

	UTRAN Cell Identifier
	M
	
	9.2.2.37
	
	YES
	reject

	Vertical Accuracy Code
	O
	
	9.2.2.39
	
	YES
	ignore

	Response Time
	O
	
	9.2.2.52
	
	YES
	ignore

	Positioning Priority
	O
	
	9.2.2.53
	
	YES
	ignore

	Client Type
	O
	
	9.2.2.54
	
	YES
	ignore

	Include Velocity
	O
	
	9.2.2.97
	
	YES
	ignore

	Periodic Location Info
	O
	
	9.2.2.107
	
	YES
	ignore


New section

9.2.2.81
IMSI

This information element identifies the International Mobile Subscriber Identity of the target MS (see 3GPP TS 23.003).

Table 189

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	IMEI 
	O
	6 to 21
	
	The first element contains the

first IMSI digit, the second

element the second IMSI digit

and so on.

Although normally upto 15

digits are used for this IE, a

bigger length is used to

support future extension.

	>IMEI digit
	O
	
	INTEGER(0-9)
	


New section

9.2.2.82
IMEI

This information element identifies the International Mobile Station Equipment Identity of the target MS (see 3GPP TS 23.003 )

Table 190

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	IMSI 
	O
	15
	
	The first element contains the

first IMEI digit, the second

element the second IMEI digit

and so on.

	>IMSI digit 
	O
	
	INTEGER(0-15)
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