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[First modified section]
8.X
MBMS RAB release
8.X.1
General

The purpose of the MBMS RAB Release procedure is to enable the E-UTRAN to request the release of an MBMS RAB. 

The procedure uses connection oriented signalling.
8.X.2
Successful Operation
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Figure 8.X.2-1. MBMS RAB RELEASE Procedure,  Successful operation.

The MCE initiates the procedure by generating a MBMS RAB RELEASE REQUEST message towards the CN. The MBMS RAB RELEASE REQUEST message is sent on the M3AP connection related to the MBMS RAB to be released. The included cause value indicates the reason for the release, e.g. "RAB pre-empted", "Release due to E-UTRAN Generated Reason", "MBMS - No Data Bearer Necessary".

The CN should according to the MBMS RAB RELEASE REQUEST message initiate the release of all MBMS resources related to the M3 connection.

The MCE may at reception of MBMS RAB RELEASE COMMAND initiate release of the related MBMS bearer resources.

For MBMS Broadcast service the CN may initiate the appropriate release procedure for the MBMS Session related to the M3AP connection and invoke the MBMS Session Stop procedure.

8.X.3 Unsuccessful Operation
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Figure 8.X.3-1. MBMS RAB RELEASE Procedure,  unSuccessful operation

If the CN node is not capable of correctly processing the request, the MCE shall be informed by the MBMS RAB RELEASE FAILURE message.

The MBMS RAB RELEASE FAILURE message shall inform the MCE about the reason for the unsuccessful operation with an appropriate cause value
8.X.4  Abnormal Conditions

Not applicable.

9.1.X
MBMS RAB RELEASE REQUEST
This message is sent by MCE to request the CN node to release the MBMS RAB.
Direction: MCE ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME MBMS M3AP ID
	M
	
	9.2.3.2
	
	YES
	ignore

	MCE MBMS M3AP ID
	M
	
	9.2.3.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.7
	
	YES
	ignore


9.1.X
MBMS RAB RELEASE COMMAND
This message is sent by MME to release the MBMS RAB in MCE.

Direction: MME ( MCE 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME MBMS M3AP ID
	M
	
	9.2.3.2
	
	YES
	ignore

	MCE MBMS M3AP ID
	M
	
	9.2.3.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.7
	
	YES
	ignore


9.1.X
MBMS RAB RELEASE FAILURE
This message is sent by MME to indicate the failure of release the MBMS RAB to MCE.

Direction: MME ( MCE 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME MBMS M3AP ID
	M
	
	9.2.3.2
	
	YES
	ignore

	MCE MBMS M3AP ID
	M
	
	9.2.3.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.7
	
	YES
	ignore


[Second modified section]
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM M3AP-CommonDataTypes


MBMSSessionStartRequest,

MBMSSessionStartResponse,


MBMSSessionStartFailure,


MBMSSessionStopRequest,


MBMSSessionStopResponse,


ErrorIndication,


Reset,


ResetAcknowledge,

MBMSRABReleaseRequest,

MBMSRABReleaseCommand,


MBMSRABReleaseFailure,

PrivateMessage

FROM M3AP-PDU-Contents


id-mBMSsessionStart,


id-mBMSsessionStop,


id-errorIndication,


id-Reset,

id-mBMSRABRelease,

id-privateMessage

FROM M3AP-Constants;

[Third modified section]
-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

M3AP-ELEMENTARY-PROCEDURES M3AP-ELEMENTARY-PROCEDURE ::= {


M3AP-ELEMENTARY-PROCEDURES-CLASS-1


|


M3AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

M3AP-ELEMENTARY-PROCEDURES-CLASS-1 M3AP-ELEMENTARY-PROCEDURE ::= {


mBMSsessionStart










|


mBMSsessionStop











|


reset













|

mBMSRABRelease





,


...
}

M3AP-ELEMENTARY-PROCEDURES-CLASS-2 M3AP-ELEMENTARY-PROCEDURE ::= {


errorIndication






|


privateMessage






,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

mBMSsessionStart M3AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MBMSSessionStartRequest


SUCCESSFUL OUTCOME

MBMSSessionStartResponse


UNSUCCESSFUL OUTCOME
MBMSSessionStartFailure


PROCEDURE CODE


id-mBMSsessionStart


CRITICALITY



reject

}
mBMSsessionStop M3AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MBMSSessionStopRequest


SUCCESSFUL OUTCOME

MBMSSessionStopResponse


PROCEDURE CODE


id-mBMSsessionStop


CRITICALITY



reject

}

errorIndication M3AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-errorIndication


CRITICALITY



ignore

}

reset M3AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Reset


SUCCESSFUL OUTCOME
ResetAcknowledge


PROCEDURE CODE

id-Reset


CRITICALITY


reject
}

mBMSRABRelease M3AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MBMSRABReleaseRequest


SUCCESSFUL OUTCOME

MBMSRABReleaseCommand

UNSUCCESSFUL OUTCOME
MBMSRABReleaseFailure


PROCEDURE CODE


id-mBMSRABRelease

CRITICALITY



reject

}
privateMessage


M3AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

[Fourth modified section]
-- **************************************************************

--

-- MBMS SESSION START REQUEST
--

-- **************************************************************

MBMSSessionStartRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{MBMSSessionStartRequest-IEs}},


...

}

MBMSSessionStartRequest-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY reject
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 





PRESENCE mandatory } |


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional } |


{ ID id-MBMS-E-RAB-QoS-Parameters


CRITICALITY reject
TYPE MBMS-E-RAB-QoS-Parameters

PRESENCE mandatory } |


{ ID id-MBMS-Session-Duration



CRITICALITY reject
TYPE MBMS-Session-Duration



PRESENCE mandatory } |


{ ID id-MBMS-Service-Area




CRITICALITY reject
TYPE MBMS-Service-Area




PRESENCE mandatory } |


{ ID id-MinimumTimeToMBMSDataTransfer

CRITICALITY reject
TYPE MinimumTimeToMBMSDataTransfer



PRESENCE mandatory } |

{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information




PRESENCE mandatory } ,


...

}
-- **************************************************************

--

-- MBMS SESSION START RESPONSE

--

-- **************************************************************

MBMSSessionStartResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionStartResponse-IEs}},


...

}

MBMSSessionStartResponse-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

-- **************************************************************

--

-- MBMS SESSION START FAILURE

--

-- **************************************************************

MBMSSessionStartFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionStartFailure-IEs}},


...

}

MBMSSessionStartFailure-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-Cause







CRITICALITY ignore
TYPE Cause







PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

-- **************************************************************

--

-- MBMS SESSION STOP REQUEST

--

-- **************************************************************

MBMSSessionStopRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{MBMSSessionStopRequest-IEs}},


...

}

MBMSSessionStopRequest-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } ,


...

}

-- **************************************************************

--

-- MBMS SESSION STOP RESPONSE

--

-- **************************************************************

MBMSSessionStopResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionStopResponse-IEs}},


...

}

MBMSSessionStopResponse-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  } ,


...

}

-- **************************************************************

--

-- MBMS RAB RELEASE REQUEST
--

-- **************************************************************

MBMSRABReleaseRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSRABReleaseRequest-IEs}},


...

}

MBMSRABReleaseRequest-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  } ,


...

}

-- **************************************************************

--

-- MBMS RAB RELEASE COMMAND
--

-- **************************************************************

MBMSRABReleaseCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSRABReleaseCommand-IEs}},


...

}

MBMSRABReleaseCommand-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  } ,


...

}

-- **************************************************************

--

-- MBMS RAB RELEASE FAILURE
--

-- **************************************************************

MBMSRABReleaseFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSRABReleaseFailure-IEs}},


...

}

MBMSRABReleaseFailure-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  } ,


...

}
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-mBMSsessionStart












ProcedureCode ::= 0

id-mBMSsessionStop












ProcedureCode ::= 1

id-errorIndication











ProcedureCode ::= 2
id-privateMessage











ProcedureCode ::= 3
id-Reset













ProcedureCode ::= 4

id-mBMSRABRelease











ProcedureCode ::= xxx
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