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	< start of change >


9.1.3
RADIO LINK SETUP REQUEST
	< Partially omitted >


9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	UL Physical Channel Information
	
	1
	
	
	YES
	reject

	>Maximum Number of Timeslots
	M
	
	9.2.3.3A
	For the UL
	–
	

	>Minimum Spreading Factor
	M
	
	9.2.3.4A
	For the UL
	–
	

	>Maximum Number of UL Physical Channels per Timeslot
	M
	
	9.2.3.3B
	
	–
	

	>Support of 8PSK
	O
	
	9.2.3.7H
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Minimum Spreading Factor 7.68Mcps
	O
	
	9.2.3.19
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	DL Physical Channel Information
	
	1
	
	
	YES
	reject

	>Maximum Number of Timeslots
	M
	
	9.2.3.3A
	For the DL
	–
	

	>Minimum Spreading Factor
	M
	
	9.2.3.4A
	For the DL
	–
	

	>Maximum Number of DL Physical Channels
	M
	
	9.2.3.3C
	
	–
	

	>Maximum Number of DL Physical Channels per Timeslot 
	O
	
	9.2.3.3D
	
	YES
	ignore

	>Support of 8PSK
	O
	
	9.2.3.7H
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Support of PLCCH
	O
	
	9.2.3.16
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Minimum Spreading Factor 7.68Mcps
	O
	
	9.2.3.19
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>Maximum Number of DL Physical Channels 7.68Mcps
	O
	
	9.2.3.20
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>Maximum Number of DL Physical Channels per Timeslot 7.68Mcps
	O
	
	9.2.3.21
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH and USCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH and DSCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TDD TPC Downlink Step Size
	M
	
	9.2.3.10
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	DCH Information
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information

9.2.3.3a
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.15
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.7D
	
	–
	

	>Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>TSTD Support Indicator
	O
	
	9.2.3.13F
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	

	>Primary CCPCH RSCP Delta
	O
	
	9.2.3.5a
	
	YES
	ignore

	>Idle Interval Configuration Indicator
	O
	
	NULL
	TDD only
	YES
	ignore

	>Cell Portion LCR ID 
	O
	
	9.2.3.73
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.3aa
	
	YES
	reject

	HS-PDSCH RL ID
	C - InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.49
	
	YES
	ignore

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.40
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.49
	TDD only
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.51
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.36a
	
	–
	

	>E-TFCS Information TDD 
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.40a
	
	–
	

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.61
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.64
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.66
	1.28 Mcps TDD only
	YES
	reject

	Measurement occasion Information LCR
	O
	
	9.2.3.XXX
	
	YES
	ignore


	< Partially omitted >


9.1.6
RADIO LINK ADDITION REQUEST

	< Partially omitted >


9.1.6.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	   >Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	

	 > Primary CCPCH RSCP Delta
	O
	
	9.2.3.5a
	
	YES
	ignore

	> Idle Interval Configuration Indicator
	O
	
	NULL
	TDD only
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	UL CCTrCH Information
	
	0..< maxnoofCCTrCHs >
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Applicable to 1.28Mcps TDD only
	–
	

	DL CCTrCH Information
	
	0..< maxnoofCCTrCHs >
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TDD TPC Downlink Step Size
	O
	
	9.2.3.10
	
	–
	

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.3aa
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.36
	
	–
	

	>E-TFCS  Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.40
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.49
	3.84Mcps TDD only
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.51
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>E-PUCH Information LCR 
	M
	
	9.2.3.36a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.40a
	
	–
	

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.61
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.64
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.66
	1.28 Mcps TDD only
	YES
	reject

	Measurement occasion Information LCR
	O
	
	9.2.3.XXX
	
	YES
	ignore


	< Partially omitted >


9.1.11
RADIO LINK RECONFIGURATION PREPARE

	< Partially omitted >


9.1.11.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	For DCH and USCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Mandatory for 1.28Mcps TDD; not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	O
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	For DCH and DSCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	>TDD TPC Downlink Step Size
	O
	
	9.2.3.10
	
	YES
	reject

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	O
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	>TDD TPC Downlink Step Size
	O
	
	9.2.3.10
	
	YES
	reject

	DL CCTrCH to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs To Modify
	O
	
	TDD DCHs To Modify

9.2.3.8B
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information
9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	DSCHs To Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.2
	DL CCTrCH in which the DSCH is mapped.
	–
	

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>BLER 
	O
	
	9.2.1.4
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	YES
	ignore

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	DSCHs To Add
	O
	
	DSCH TDD Information

9.2.3.3a
	
	YES
	reject

	DSCHs to Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	USCHs To Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.2
	UL CCTrCH in which the USCH is mapped.
	–
	

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>BLER 
	O
	
	9.2.1.4
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>RB Info
	
	0..<maxnoofRB>
	
	All Radio Bearers using this USCH
	–
	

	>>RB Identity
	M
	
	9.2.3.5B
	
	–
	

	>Traffic class
	O
	
	9.2.1.58A
	
	YES
	ignore

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.56A
	
	YES
	ignore

	USCHs To Add
	O
	
	USCH Information

9.2.3.15
	
	YES
	reject

	USCHs to Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.14
	
	–
	

	Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	YES
	ignore

	DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	YES
	ignore

	DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information9.2.3.3aa
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.30Q
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information9.2.1.30OA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.49
	
	YES
	ignore

	UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	

	RL Information
	
	0..<maxnoofRLs.
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	Primary CCPCH RSCP Delta
	O
	
	9.2.3.5a
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.36
	
	–
	

	>E-TFCS  Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.40
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.49
	3.84Mcps TDD only
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.51
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.36a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.40a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	Need for Idle Interval
	O
	
	ENUMERATED (True, False)
	TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.61
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.62
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.64
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.65
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.70
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.66
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.67
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.71
	
	_
	

	Measurement occasion Information LCR
	O
	
	9.2.3.XXX
	
	YES
	ignore


	< Partially omitted >


9.1.16
RADIO LINK RECONFIGURATION REQUEST

	< Partially omitted >


9.1.16.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS 
	O
	
	9.2.1.63
	
	–
	

	   >UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Applicable to

1.28Mcps TDD only
	YES
	reject

	UL CCTrCH Information to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH Information To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	
	–
	

	DL CCTrCH Information to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs To Modify
	O
	
	TDD DCHs To Modify

9.2.3.8B
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	ignore

	>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information9.2.3.3aa
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.30NA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.30OA
	
	YES
	reject



	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.36
	
	–
	

	>E-TFCS  Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.40
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.49
	3.84Mcps TDD only
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.51
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.36a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.40a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	Need for Idle Interval
	O
	
	ENUMERATED (True, False)
	TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.61
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.62
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.64
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.65
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.70
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.66
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.67
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.71
	
	_
	

	Measurement occasion Information LCR
	O
	
	9.2.3.XXX
	
	YES
	ignore


	< Partially omitted >


9.2.3.XXX
Measurement occasion Information LCR
The Measurement occasion Information LCR IE defines the parameters used for TS0 Measurement occasion for 1.28 Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement Occasion Pattern Sequence
	
	0..< maxnoofMeasurementOccasionPatternSequences>
	
	

	>Pattern sequence identifier
	M
	
	Integer(0.. maxnoofMeasurementOccasionPatternSequences -1)
	

	>Status Flag
	M
	
	Enumerated(activate, deactivate)
	This flag indicates whether the measurement occasion pattern sequence shall be activated or deactivated.

	>Measurement Occasion pattern sequence parameters
	
	0..1
	
	

	>>k
	M
	
	Integer(1..9)
	measurement occasion cycle length coefficient. The actual measurement occasion period equal to 2k radio frames. Value 0 indicates continuous allocation.

	>>Offset
	M
	
	Integer(0..511)
	In frames. The measurement occasion position in the measurement period

	>>M_Length
	M
	
	Integer(0..512)
	The measurement occasion length in frames starting from the Offset

	>>Timeslot Bitmap
	O
	
	BIT STRING(7)
	Bitmap indicating which of the timeslot(s) is/are allocated for measurement. 

Bit 0 is for timeslot 0. 
Bit 1 is for timeslot 1. 
Bit 2 is for timeslot 2. 
Bit 3 is for timeslot 3. 
Bit 4 is for timeslot 4. 
Bit 5 is for timeslot 5. 
Bit 6 is for timeslot 6.

The value 0 of a bit means the corresponding timeslot is not used for measurement. The value 1 of a bit means the corresponding timeslot is used for measurement.

Bit 0 is the first/leftmost bit of the bit string.

Absence of this IE means all the timeslots can be used for measurement.


	< Partially omitted >



Additional-EDCH-Cell-Information-To-Add-List,


Additional-EDCH-Cell-Information-Response-RLReconf-List,

Measurement-Occasion-InfomatiomLCR
FROM NBAP-Ies
	< Partially omitted >



id-Additional-EDCH-Cell-Information-RL-Param-Upd,


id-Additional-EDCH-Cell-Information-ResponseRLReconf,

id-Measurement-Occasion-InfomatiomLCR,
	< Partially omitted >


RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity

CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity
PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information

CRITICALITY reject
EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSPDSCH-RL-ID

CRITICALITY reject
EXTENSION RL-ID
PRESENCE conditional
}|


-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-PDSCH-RL-ID

CRITICALITY ignore
EXTENSION RL-ID
PRESENCE optional }|


{ ID id-MBMS-Bearer-Service-List

CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List
PRESENCE optional}|


{ ID id-E-DCH-Information

CRITICALITY reject
EXTENSION E-DCH-Information
PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID

CRITICALITY reject
EXTENSION RL-ID

PRESENCE optional
}|


{ ID id-E-DCH-768-Information

CRITICALITY reject
EXTENSION E-DCH-768-Information
PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information

CRITICALITY reject
EXTENSION E-DCH-LCR-Information
PRESENCE optional
}|


{ ID id-Extended-SRNC-ID

CRITICALITY reject
EXTENSION Extended-RNC-ID
PRESENCE optional }|


{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR
CRITICALITY reject
EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR
CRITICALITY reject
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR
CRITICALITY reject
EXTENSION E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-Measurement-Occasion-InfomatiomLCR


CRITICALITY ignore

EXTENSION Measurement-Occasion-InfomatiomLCR





PRESENCE optional
},


...

}

	< Partially omitted >


RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
}|


{ ID id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY notify
EXTENSION UL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY notify
EXTENSION DL-CCTrCH-InformationList-RL-AdditionRqstTDD 
PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information






CRITICALITY reject

EXTENSION HSDSCH-TDD-Information


PRESENCE optional
}|


{ ID id-HSPDSCH-RL-ID








CRITICALITY reject

EXTENSION RL-ID








PRESENCE optional
}|


{ ID id-E-DCH-Information







CRITICALITY reject

EXTENSION E-DCH-Information



PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID







CRITICALITY reject

EXTENSION RL-ID



PRESENCE optional
}|


{ ID id-E-DCH-768-Information






CRITICALITY reject

EXTENSION E-DCH-768-Information



PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information






CRITICALITY reject

EXTENSION E-DCH-LCR-Information



PRESENCE optional
}|


{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR



CRITICALITY reject

EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR


CRITICALITY reject

EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR



CRITICALITY reject

EXTENSION E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-Measurement-Occasion-InfomatiomLCR


CRITICALITY ignore

EXTENSION Measurement-Occasion-InfomatiomLCR





PRESENCE optional
},


...

}

	< Partially omitted >


RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD




CRITICALITY ignore

EXTENSION 
PrimaryCCPCH-RSCP
PRESENCE optional
}|


{ ID id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD



CRITICALITY ignore

EXTENSION 
DL-TimeSlot-ISCP-Info
PRESENCE optional
}|


{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD
CRITICALITY ignore

EXTENSION 
DL-TimeSlot-ISCP-LCR-Information
PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information







CRITICALITY reject

EXTENSION HSDSCH-TDD-Information

PRESENCE optional}|

{ ID id-HSDSCH-Information-to-Modify





CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify

PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-to-Delete
PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID





CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional}|

{ ID id-PDSCH-RL-ID



CRITICALITY ignore


EXTENSION RL-ID

PRESENCE optional }|


{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY
ignore

EXTENSION 
UL-Synchronisation-Parameters-LCR

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-RL-Information-RL-ReconfPrepTDD

CRITICALITY
ignore

EXTENSION 
RL-Information-RL-ReconfPrepTDD

PRESENCE 
optional
}|


{ ID id-PrimaryCCPCH-RSCP-Delta

CRITICALITY
ignore

EXTENSION 
PrimaryCCPCH-RSCP-Delta

PRESENCE 
optional
}|

{ ID id-E-DCH-Information-Reconfig


CRITICALITY reject

EXTENSION E-DCH-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional
}|


{ ID id-NeedforIdleInterval






CRITICALITY ignore
EXTENSION
NeedforIdleInterval



PRESENCE optional }|


{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID id-Measurement-Occasion-InfomatiomLCR


CRITICALITY ignore

EXTENSION Measurement-Occasion-InfomatiomLCR





PRESENCE optional
},


...

}

	< Partially omitted >


RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-RL-ReconfigurationRequestTDD-RL-Information
CRITICALITY
ignore

EXTENSION 
Multiple-RL-ReconfigurationRequestTDD-RL-Information

PRESENCE 
optional}|


{ ID id-HSDSCH-TDD-Information



CRITICALITY reject

EXTENSION HSDSCH-TDD-Information

PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify-Unsynchronised
PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-to-Delete

PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID





CRITICALITY reject

EXTENSION RL-ID










PRESENCE optional}|

{ ID id-E-DCH-Information-Reconfig


CRITICALITY reject

EXTENSION E-DCH-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional
}|


{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID id-Measurement-Occasion-InfomatiomLCR


CRITICALITY ignore

EXTENSION Measurement-Occasion-InfomatiomLCR





PRESENCE optional
},


...

}

	< Partially omitted >


MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,


...,


extension-MeasurementIncreaseDecreaseThreshold

Extension-MeasurementIncreaseDecreaseThreshold
}
Extension-MeasurementIncreaseDecreaseThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementIncreaseDecreaseThresholdIE }}
Extension-MeasurementIncreaseDecreaseThresholdIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-Received-Total-Wideband-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-UL-Timeslot-ISCP-Value-IncrDecrThres
CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-RT-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE RT-Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-NRT-Load-Information-Value-IncrDecrThres
CRITICALITY reject
TYPE NRT-Load-Information-Value-IncrDecrThres
PRESENCE mandatory }|


{ ID id-UpPTSInterferenceValue

CRITICALITY reject
TYPE 
UpPTSInterferenceValue

PRESENCE mandatory }
}

Measurement-Occasion-InfomatiomLCR ::= SEQUENCE (SIZE (1..maxNrOfMeasurementOccasionPatternSequences)) OF Measurement-Occasion-InfomatiomLCR-Item
Measurement-Occasion-InfomatiomLCR-Item ::= SEQUENCE {


patternSequenceIdentifier



Integer(0.. maxNrOfMeasurementOccasionPatternSequences-1),

statusFlag







ENUMERATED {activate,deactivate},

measurementOccasionPatternSequence

MeasurementOccasionPatternSequence

optional,

iE-Extensions






ProtocolExtensionContainer { { Measurement-Occasion-InfomatiomLCR-Item-ExtIEs } }

OPTIONAL,


...

}

Measurement-Occasion-InfomatiomLCR-Item-ExtIEs ::= {


...

}
MeasurementOccasionPatternSequence ::= SEQUENCE {


k





Integer(0.. 9),

offset




Integer(0.. 511),

mLength




Integer(0.. 512),

timeslotBitmap


BIT STRING(7),

iE-Extensions


ProtocolExtensionContainer { { MeasurementOccasionPatternSequence-ExtIEs } }

OPTIONAL,


...

}

MeasurementOccasionPatternSequence-ExtIEs ::= {


...

}
	< Partially omitted >


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH
INTEGER ::= 4
maxNrOfEDCH-1






INTEGER ::= 32

maxNrOfMeasurementOccasionPatternSequences

INTEGER ::= 5

maxNrOfMeasurementOccasionPatternSequences-1

INTEGER ::= 4

	< Partially omitted >


id-Measurement-Occasion-InfomatiomLCR








ProtocolIE-ID ::= xxxx
	< end of change >
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