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	Reason for change:
(

	In TS 25.435, the FACH Indicator (FI)IE in the HS-DSCH frame type 2 is used to indicate whether an H-RNTI and a RACH Measurement Result are present(i.e. whether UE in CELL_FACH), and FI is set to 1 means both H-RNTI and RACH Measurement Result are present. But for 1.28Mcps TDD, UE with dedicate H-RNTI in CELL_FACH state may not have a RACH Measurement Result, which means according to the current description in the specification, NodeB can not know whether the RACH Measurement Result is valid or not.

	
	

	Summary of change:
(

	Add some description in 6.2.7.36 and 6.2.7.38 to descrbe that whether the RACH Measurement Result is valid will be indicated by the Bit 7 of the RACH Measurement Result field.
Impact assessment towards the previous release of the specification: 


This CR is a correction to the E-FACH function, which is a Rel8 feature, and has no impact towards the Rel7 and former release. 
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release) because it uses a compatible way to reuse the reserved bit in the measurement result on RACH IE in HS-DSCH frame type2 for 1.28Mcps TDD.
If the CR is only accepted by NodeB, NodeB still can not know whether the RACH Measurement Result is valid.

If the CR is only accepted by RNC, NodeB will still treat every RACH Measurement Result as valid result.
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not approved:
	If not approved, the NodeB will still have no idear whether the RACH Measurement Result is valid or not.
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	6.2.7.36,6.2.7.38
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//omitted//
6.2.7.36
FACH Indicator (FI) [FDD and 1.28Mcps TDD]

Description: Indicates whether an H-RNTI and a RACH Measurement Result are present (i.e. whether UE in CELL_FACH). 

Value range: {0 = H-RNTI and RACH Measurement Result not present, 1= H-RNTI and RACH Measurement Result present}.
Field length: 1 bit.
NOTE: for 1.28Mcps TDD, whether the RACH Measurement Result is valid will be indicated by the Bit 7 of the RACH Measurement Result field.
//omitted//
6.2.7.38
RACH Measurement Result [FDD and 1.28Mcps TDD]

Description: [FDD - This filed indicates the values received in RACH Measurement. The type of the measured value in the field is configured via NBAP [6]]. [1.28Mcps TDD - This field indicats the pathloss value based on the measurement result on RACH.]

Value range: [FDD - {0-158}]

[1.28Mcps TDD - {0-91}]

Field length: [FDD - 8 bits]. 
[1.28Mcps TDD - 8 bits (Bit 7 of the RACH Measurement Result field indicate whether the RACH Measurement Result is valid: 0 = the RACH Measurement Result is invalid ; 1 = the RACH Measurement Result is valid)].
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