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------------------------ Start of  First change ---------------------------------------
10.1.2.1.1
C-plane handling

The HO procedure is performed without EPC involvement, i.e. preparation messages are directly exchanged between the eNBs. The release of the resources at the source side during the HO completion phase is triggered by the eNB. The figure below depicts the basic handover scenario where neither MME nor Serving Gateway changes:
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Figure 10.1.2.1.1-1: Intra-MME/Serving Gateway HO

Below is a more detailed description of the intra-MME/Serving Gateway HO procedure:

0
The UE context within the source eNB contains information regarding roaming restrictions which where provided either at connection establishment or at the last TA update.

1
The source eNB configures the UE measurement procedures according to the area restriction information. Measurements provided by the source eNB may assist the function controlling the UE's connection mobility.

2
UE is triggered to send MEASUREMENT REPORT by the rules set by i.e. system information, specification etc. 

3
Source eNB makes decision based on MEASUREMENT REPORT and RRM information to hand off UE.

4
The source eNB issues a HANDOVER REQUEST message to the target eNB passing necessary information to prepare the HO at the target side (UE X2 signalling context reference at source eNB, UE S1 EPC signalling context reference, target cell ID, KeNB*, RRC context including the C-RNTI of the UE in the source eNB, AS-configuration, E-RAB context and physical layer ID of the source cell + MAC for possible RLF recovery). UE X2 / UE S1 signalling references enable the target eNB to address the source eNB and the EPC. The E-RAB context includes necessary RNL and TNL addressing information, and QoS profiles of the E-RABs.

5
Admission Control may be performed by the target eNB dependent on the received E-RAB QoS information to increase the likelihood of a successful HO, if the resources can be granted by target eNB. The target eNB configures the required resources according to the received E-RAB QoS information and reserves a C-RNTI and optionally a RACH preamble. The AS-configuration to be used in the target cell can either be specified independently (i.e. an "establishment") or as a delta compared to the AS-configuration used in the source cell (i.e. a "reconfiguration").
6
Target eNB prepares HO with L1/L2 and sends the HANDOVER REQUEST ACKNOWLEDGE to the source eNB. The HANDOVER REQUEST ACKNOWLEDGE message includes a transparent container to be sent to the UE as an RRC message to perform the handover. The container includes a new C-RNTI, target eNB security algorithm identifiers for the selected security algorithms, may include a dedicated RACH preamble, and possibly some other parameters i.e. access parameters, SIBs, etc. The HANDOVER REQUEST ACKNOWLEDGE message may also include RNL/TNL information for the forwarding tunnels, if necessary.

NOTE:
As soon as the source eNB receives the HANDOVER REQUEST ACKNOWLEDGE, or as soon as the transmission of the handover command is initiated in the downlink, data forwarding may be initiated.

Steps 7 to 16 provide means to avoid data loss during HO and are further detailed in 10.1.2.1.2 and 10.1.2.3.

7
The target eNB generates the RRC message to perform the handover, i.e RRCConnectionReconfiguration message including the mobilityControlInformation, to be sent by the source eNB towards the UE. The source eNB performs the necessary integrity protection and ciphering of the message. The UE receives the RRCConnectionReconfiguration message with necessary parameters (i.e. new C-RNTI, target eNB security algorithm identifiers, and optionally dedicated RACH preamble, target eNB SIBs, etc.) and is commanded by the source eNB to perform the HO. The UE does not need to delay the handover execution for delivering the HARQ/ARQ responses to source eNB.

8
The source eNB sends the SN STATUS TRANSFER message to the target eNB to convey the uplink PDCP SN receiver status and the downlink PDCP SN transmitter status of E-RABs for which PDCP status preservation applies (i.e. for RLC AM). The uplink PDCP SN receiver status includes at least the PDCP SN of the first missing UL SDU and may include a bit map of the receive status of the out of sequence UL SDUs that the UE needs to retransmit in the target cell, if there are any such SDUs. The downlink PDCP SN transmitter status indicates the next PDCP SN that the target eNB shall assign to new SDUs, not having a PDCP SN yet. The source eNB may omit sending this message if none of the E-RABs of the UE shall be treated with PDCP status preservation.

9
After receiving the RRCConnectionReconfiguration message including the mobilityControlInformation , UE performs synchronisation to target eNB and accesses the target cell via RACH, following a contention-free procedure if a dedicated RACH preamble was indicated in the mobilityControlInformation, or following a contention-based procedure if no dedicated preamble was indicated. UE derives target eNB specific keys and configures the selected security algorithms to be used in the target cell.

10
The target eNB responds with UL allocation and timing advance.

11
When the UE has successfully accessed the target cell, the UE sends the RRCConnectionReconfigurationComplete message (C-RNTI) to confirm the handover, along with an uplink Buffer Status Report, whenever possible, to the target eNB to indicate that the handover procedure is completed for the UE. The target eNB verifies the C-RNTI sent in the RRCConnectionReconfigurationComplete message. The target eNB can now begin sending data to the UE.

12
The target eNB sends a PATH SWITCH message to MME to inform that the UE has changed cell.
13
The MME sends an UPDATE USER PLANE REQUEST message to the Serving Gateway.

14
The Serving Gateway switches the downlink data path to the target side. The Serving gateway sends one or more "end marker" packets on the old path to the source eNB and then can release any U-plane/TNL resources towards the source eNB.
15
Serving Gateway sends an UPDATE USER PLANE RESPONSE message to MME.

16
The MME confirms the PATH SWITCH message with the PATH SWITCH ACKNOWLEDGE message.

17
By sending UE CONTEXT RELEASE, the target eNB informs success of HO to source eNB and triggers the release of resources by the source eNB. The target eNB sends this message after the PATH SWITCH ACKNOWLEDGE message is received from the MME.

18
Upon reception of the UE CONTEXT RELEASE message, the source eNB can release radio and C-plane related resources associated to the UE context. Any ongoing data forwarding may continue, e.g. if the source eNB has not received the “end marker” at step 17.

------------------------ Start of  Second change ---------------------------------------
10.1.2.2
Path Switch

After the downlink path is switched at the Serving GW downlink packets on the forwarding path and on the new direct path may arrive interchanged at the target eNB. The target eNodeB should first deliver all forwarded packets to the UE before delivering any of the packets received on the new direct path. The method employed in the target eNB to enforce the correct delivery order of packets is outside the scope of the standard.

In order to assist the reordering function in the target eNB, the Serving GW shall send one or more "end marker" packets on the old path immediately after switching the path for each E-RAB of the UE. The "end marker" packet shall not contain user data. The "end marker" is indicated in the GTP header. After completing the sending of the tagged packets the GW shall not send any further user data packets via the old path.
Upon receiving one or more "end marker" packets, the source eNB shall, if forwarding is activated for that bearer, forward the one or more "end marker" packets toward the target eNB.
On detection of an "end marker" the target eNB shall discard the end marker packet and use it to indicate the ending  of delivery of user data forwarded over X2 interface. User data forwarded over the X2 interface is processed and transmitted to the UE before user data received from the serving GW over S1 as a result of the path switch.

On detection of the "end marker", the target eNB may also initiate the release of the data forwarding resource. However, the release of the data forwarding resource is implementation dependent and could also be based on other mechanisms (e.g. timer-based mechanism).

EPC may change the uplink end-point of the tunnels with Path Switch procedure. However, the EPC should keep the old GTP tunnel end-point(s) sufficiently long time in order to minimise the probability of packet losses and avoid unintentional release of respective E-RAB(s).
------------------------ Start of  Second change ---------------------------------------
19.2.2
S1 Interface Signalling Procedures

Note:
The following list of S1 procedures reflects the status of agreements in RAN3, might be extended in forthcoming meetings. 

-
E-RAB signalling procedures:

-
E-RAB Setup procedure;
-

E-RAB Modification procedure;
-
E-RAB Release procedure;

-
E-RAB Release Indication procedure.

-
Handover signalling procedures;
-
Handover Preparation procedure;

-
Handover Resource Allocation procedure;

-
Handover Notification procedure;

-
Handover Cancellation procedure;


Path Switch Procedure
-
Paging procedure;

-
NAS transport procedure:

-
UL direction (Initial UE Message);

-
UL direction (Uplink NAS transport);

-
DL direction (Downlink NAS transport).
-
LPPa Transport procedures:

-
Downlink UE Associated LPPa Transport procedure;

-
Uplink UE Associated LPPa Transport procedure;

-
Downlink Non UE Associated LPPa Transport procedure;

-
Uplink Non UE Associated LPPa Transport procedure.
-
Error Indication procedure:

-
eNB initiated error indication procedure;

-
MME initiated error indication procedure.

-
Reset procedure:

-
eNB initiated Reset procedure;

-
MME initiated Reset procedure.

-
Initial Context Setup procedure;

-
UE Context Modification procedure;

-
S1 Setup procedure;

-
eNB Configuration Update procedure;

-
MME Configuration Update procedure;

-
Location Reporting procedures:

-
Location Reporting Control procedure;

-
Location Report procedure;

-
Location Report Failure Indication procedure.
-
Overload Start procedure;

-
Overload Stop procedure;
-
Write Replace Warning procedure;
-
Kill procedure
-
Direct Information Transfer procedures

-
eNB Direct Information Transfer procedure;
-
MME Direct Information Transfer procedures.
-
eNB Configuration Transfer procedure;

-
MME Configuration Transfer procedure.
-
S1 CDMA2000 Tunnelling procedure:

-
Downlink S1 CDMA2000 Tunnelling procedure;

-
Uplink S1 CDMA2000 Tunnelling procedure
------------------------ Start of  third change ---------------------------------------
19.2.2.3
Initial Context Setup procedure
The Initial Context Setup procedure establishes the necessary overall initial UE context in the eNB in case of an Idle-to Active transition. The Initial Context Setup procedure is initiated by the MME.
The Initial Context Setup procedure comprises the following steps:

-
The MME initiates the Initial Context Setup procedure by sending INITIAL CONTEXT SETUP REQUEST to the eNB. This message may include general UE Context (e.g. security context, roaming restrictions, UE capability information, UE S1 signalling connection ID, etc.), E-RAB context (Serving GW TEID, QoS information), and may be piggy-backed with the corresponding NAS messages. When there are multiple NAS messages in the INITIAL CONTEXT SETUP REQUEST message, the MME shall ensure that the NAS messages in the E-RAB to be Setup List are aligned in the order of reception from the NAS layer to ensure the in-sequence delivery of the NAS messages.

-
Upon receipt of INITIAL CONTEXT SETUP REQUEST, the eNB setup the context of the associated UE, and perform the necessary RRC signalling towards the UE, e.g. Radio Bearer Setup procedure. When there are multiple NAS messages to be sent  in the RRC message, the order of the NAS messages in the RRC message shall be kept the same as that in the INITIAL CONTEXT SETUP REQUEST message.

-
The eNB responds with INITIAL CONTEXT SETUP RESPONSE to inform a successful operation, and with INITIAL CONTEXT SETUP FAILURE to inform an unsuccessful operation.
Note:
In case of failure, eNB and MME behaviours are not mandated. Both implicit release (local release at each node) and explicit release (MME-initiated UE Context Release procedure) may in principle be adopted. The eNB should ensure that no hanging resources remain at the eNB.
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Figure 19.2.2.3-1: Initial Context Setup procedure (highlighted in blue) in Idle-to-Active procedure
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