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Figure 8.12.1.2-1: Write-Replace Warning procedure. Successful operation.
The MME initiates the procedure by sending a WRITE-REPLACE WARNING REQUEST message to the eNB.

Upon receipt of the WRITE-REPLACE WARNING REQUEST, eNB shall prioritise its resources to process the warning message.

If, in a certain area, broadcast of a warning message is already ongoing and the eNB receives a WRITE-REPLACE WARNING REQUEST message with Message Identifier IE and/or Serial Number IE which are different from those in the warning message being broadcast, the eNB shall replace the warning message being broadcast with the newly received one for that area.
If the eNB receives two or more WRITE-REPLACE WARNING REQUEST messages with the same Message Identifier IE and Serial Number IE, the eNB shall broadcast only one of the warning message.

If Warning Area List IE is not included in the WRITE-REPLACE WARNING REQUEST message, the eNB shall broadcast the indicated message in all of the cells within the eNB.

If Warning Type IE is included in WRITE-REPLACE WARNING REQUEST message, the eNB shall broadcast the Primary Notification the same way as if the Repetition Period IE is set as "0" and the Number of Broadcasts Requested IE is set as "1", and process it according to [16].

If the Warning Security Information IE is included in the WRITE-REPLACE WARNING REQUEST message, the eNB shall send this IE together with the Warning Type IE in the Primary Notification.

If the Data Coding Scheme IE and the Warning Message Contents IE are both included in the WRITE-REPLACE WARNING REQUEST message, the eNB shall broadcast the Secondary Notification according to the value of the Repetition Period IE and Number of Broadcasts Requested IE and process the Secondary Notification according to [16].

The eNB ends the procedure by sending a WRITE-REPLACE WARNING RESPONSE to the MME.

If the Broadcast Completed Area List IE is not included in WRITE-REPLACE WARNING RESPONSE, the MME shall consider that the broadcast is unsuccessful in all the cells within the eNB.

8.12.1.3
Abnormal Conditions

If a value "0" is received in the Number of Broadcast Requested IE, the eNB shall not broadcast the received warning message.
If a value "0" is received in the Repetition Period IE, the eNB shall not broadcast the received warning message except if the Number of Broadcast Requested IE is set to “1”.
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9.2.1.49
Number of Broadcasts Requested

The Number of Broadcast Requested IE indicates the number of times a message is to be broadcast.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Number of Broadcasts Requested
	M
	
	INTEGER (0..65535)
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