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	In RAN3#65, it was agreed that [R3-092084] for stage3:

· Whenever an emergency call is ongoing, the eNB shall consider that no roaming area nor access restriction applies to the UE
RAN2 and SA2 also agreed the special handling of handover for emergency call and they conluded that roaming/area restrictions in ECM-CONNECTED shall not be executed for an emergency all in eNB [R2-092930, S2-094699].

We propose to align stage 2 specification according to the previous decision.
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	Rev1:

· Change the Reference 36.413 [11] in favour of 23.401 [17].
Capture the special handling of roaming/area restrications for emergency call into TS 36.300 with the reference to 36.413.
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release).

This CR has no impact under functional and protocol point of view.
The impact can be considered isolated because it only make some correction.
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not approved:
	The special handling of handover for emerngency call is still missing in TS 36.300.
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10.4
Area Restrictions

Information on which area restrictions to be applied during ECM-CONNECTED state is provided by the MME at context setup over the S1 interface. 

The eNB shall store the UE restriction information and use it to determine whether the UE has access to radio resources in the E-UTRAN. The source eNB should apply restriction handling when selecting a target eNB, if applicable [17].
The available UE restriction information shall be propagated by the source eNB over X2 at intra E-UTRAN handover.
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