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	< Start of Change>


8.2.18
Physical Shared Channel Reconfiguration

8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation

	< Partially Omitted >


[1.28Mcps TDD - Enhanced Cell_FACH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information LCR IE, then the Node B shall: 

-
If the HS-DSCH Common Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH LCR IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information LCR IE, then the Node B shall use this information for MAC-hs scheduling decisions. 

-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response LCR IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message. 
-
For a multi-frequency cell, if the HARQ Memory Partitioning IE is included in the HS-DSCH Common System Information Response LCR IE, the Node B shall include the UARFCN IE in the HS-DSCH Common System Information Response LCR IE to indicate the frequency of the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response LCR IE.
-
For a multi-frequency cell, the Node B can include the HARQ Memory Partitioning Per UARFCN IE in the HS-DSCH Common System Information Response LCR IE to indicate the HARQ Memory Partitioning infomation on the frequency indicated by the UARFCN IE in the HARQ Memory Partitioning Per UARFCN IE.
-
If the Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the common MAC flow indicated by the Common MAC Flow ID LCR IE exsits in the NodeB, then the NodeB shall apply the parameters to modify this common MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in [24]. 

-
If the Common MAC Flow Priority Queue Information LCR IE is included in the Common MAC Flow Specific Information LCR IE, the Node B shall use the information for configuring HSDPA Priority Queues.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.]
[1.28Mcps TDD - If the Physical Channel ID for Common E-RNTI Requested Indicator IE in the Common E-DCH System Information LCR IE, if supported, the Node B shall included the Associated Phsical Channel ID IE in the Common E-RNTI Information LCR IE in the Common E-DCH System Information Response LCR IE to indicate the E-RUCCH associated with the related common E-RNTI group.]
[1.28Mcps TDD - Enhanced Cell/URA_PCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Paging System Information LCR IE, then the Node B shall: 

-
If the Paging MAC flow indicated by the Paging MAC Flow ID IE exsits in the NodeB, then the NodeB shall apply the parameters to modify this Paging MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the Paging MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Paging MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Paging MAC flow or Paging MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Paging MAC flows. When a Paging MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete LCR IE requesting the deletion of all remaining Paging MAC flows, then the Node B shall delete the HS-DSCH paging system configuration and release the resources for enhanced PCH.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information LCR IE, and the Scheduling Priority Indicator IE is present in the Common E-DCH Logical Channel information IE in the Common E-DCH MAC-d Flow Specific Information LCR IE, the Node B may use this IE to do the related scheduling operation.

	< Partially Omitted >


9.2.3.79
Common E-DCH System Information LCR

The Common E-DCH System Information LCR IE provides information for E-DCH configured for UE in Cell_FACH and Idle state.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UL Common MAC Flow Specific Information LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID LCR

9.2.3.76
	
	
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	
	
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	
	

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	
	

	>Payload CRC Presence Indicator
	O
	
	9.2.1.49
	
	
	

	>Common E-DCH MAC-d Flow Specific Information LCR
	O
	
	9.2.3.81
	
	
	

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.
	
	

	Common E-PUCH Information LCR
	O
	
	9.2.3.83
	
	
	

	E-TFCS Information TDD
	O
	
	9.2.3.46
	
	
	

	Maximum Number of Retransmission for Scheduling Info LCR
	O
	
	Maximum Number of Retransmissions for E-DCH 

9.2.1.81
	
	
	

	E-DCH Retransmission timer for Scheduling Info LCR
	O
	
	E-DCH MAC-d Flow Retransmission Timer

9.2.3.61a
	
	
	

	Physical Channel ID for Common E-RNTI Requested Indicator
	O
	
	Enumerated(requested)
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows


	<Partially Omitted >


9.2.3.84
Common E-RNTI Information LCR
The Common E-RNTI Information LCR IE provides parameters to configure the common E-RNTI used in enhanced CELL_FACH and Idle mode. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Common E-RNTI Information LCR
	
	1..<maxnoofERUCCHsLCR>
	
	
	
	

	>Starting E-RNTI
	M
	
	9.2.1.75
	
	
	

	>Number of group
	M
	
	INTEGER (1..32)
	
	
	

	>Number of E-RNTI per group
	M
	
	INTEGER (1..7)
	
	
	

	>Associated Phsical Channel ID
	O
	
	Common Physical Channel ID 
9.2.1.13
	
	YES
	reject


	Range bound
	Explanation

	maxnoofERUCCHsLCR
	Maximum number of E-RUCCH that can be defined in a Cell


	<Partially Omitted >


9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,


maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,


maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,


maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,


maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,


maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,


maxNrOfE-RGCHs-E-HICHs,


maxNrofSigSeqRGHI-1,

maxNoOfLogicalChannels,

maxNrOfEAGCHs,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCH-TBSs,


maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,

maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,


maxNrOfpagingMACQueues,


maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,

maxCellinNodeB,


maxERNTItoRelease,

maxNrOfCommonEDCH,


maxFrequencyinCell-1,

maxNrOfCommonMACFlowsLCR,

maxNrOfCommonMACFlowsLCR-1,

maxNrOfHSSCCHsLCR,


maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,


maxnrofERUCCHsLCR,


maxNrOfHSPDSCHs,


maxFrequencyinCell,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,


maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH,


maxMBMSServiceSelect,

maxNoOfCommonH-RNTI,

maxNrOfCommonMACFlowsLCRExt,

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

id-Angle-Of-Arrival-Value-LCR,

id-SyncDLCodeIdThreInfoLCR,


id-neighbouringTDDCellMeasurementInformationLCR,


id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,


id-Initial-DL-Power-TimeslotLCR-InformationItem,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,


id-Received-total-wide-band-power-For-CellPortion,


id-Received-total-wide-band-power-For-CellPortion-Value,


id-Transmitted-Carrier-Power-For-CellPortion,


id-Transmitted-Carrier-Power-For-CellPortion-Value,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortion,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue,


id-HS-DSCHRequiredPowerValueInformation,


id-HS-DSCHProvidedBitRateValueInformation,


id-HS-DSCHRequiredPowerValue,


id-HS-DSCHRequiredPowerValue-For-Cell-Portion,


id-HS-DSCHRequiredPowerValueInformation-For-CellPortion,


id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion,


id-HSDSCH-MACdPDUSizeFormat,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,


id-Best-Cell-Portions-Value,


id-Unidirectional-DCH-Indicator,


id-SAT-Info-Almanac-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-HARQ-Preamble-Mode,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-DLTransmissionBranchLoadValue,


id-E-DCHProvidedBitRateValueInformation,


id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue,


id-HSSICH-SIRTarget,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-neighbouringTDDCellMeasurementInformation768,


id-Rx-Timing-Deviation-Value-768,


id-hsSCCH-Specific-Information-ResponseTDD768,


id-Rx-Timing-Deviation-Value-384-ext,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-HSSICH-TPC-StepSize,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-ContinuousPacketConnectivityHS-SCCH-less-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


id-MIMO-ActivationIndicator,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-Additional-failed-HS-SICH,

id-Additional-missed-HS-SICH,

id-Additional-total-HS-SICH,

id-Additional-HS-SICH-Reception-Quality-Measurement-Value,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-SixteenQAM-UL-Operation-Indicator,


id-E-AGCH-Table-Choice,


id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,

id-MaximumMACdPDU-SizeExtended,


id-GANSS-Common-Data,


id-GANSS-Information,

id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,


id-TUTRANGANSSMeasurementValueInformation,


id-Extended-RNC-ID,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,

id-UARFCNforNt,


id-number-Of-Supported-Carriers,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-tSN-Length,


id-multicarrier-number,


id-Extended-HS-SICH-ID,


id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-IPMulticastDataBearerIndication,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator,

id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDUSizeFormat,


id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD,


id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD,


id-E-PUCH-PowerControlGAP,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-with-enhanced-HS-SCCH-support-indicator,


id-TransportBearerRequestIndicator,

id-EnhancedHSServingCC-Abort,

id-GANSS-Time-ID,


id-GANSS-AddIonoModelReq,


id-GANSS-EarthOrientParaReq,


id-GANSS-AddNavigationModelsReq,


id-GANSS-AddUTCModelsReq,


id-GANSS-AuxInfoReq,


id-GANSS-SBAS-ID,


id-GANSS-ID,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,


id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,


id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,

id-GANSS-alm-keplerianNAVAlmanac,

id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-EDCH-RACH-Report-Value,


id-EDCH-RACH-Report-IncrDecrThres,


id-EDCH-RACH-Report-ThresholdInformation,


id-MACes-Maximum-Bitrate-LCR,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,


id-MultiCarrier-HSDSCH-Physical-Layer-Category,

id-MIMO-ReferenceSignal-InformationListLCR,


id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-DL-RLC-PDU-Size-Format,


id-schedulingPriorityIndicator,

id-UE-SupportIndicatorExtension,


id-MultipleFreq-HARQ-MemoryPartitioning-InformationList,


id-HS-DSCH-SPS-Reservation-Indicator,


id-E-DCH-SPS-Reservation-Indicator,


id-Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext,


id-RepetitionPeriodIndex,
 
id-MidambleShiftLCR,


id-DiversityMode,


id-TransmitDiversityIndicator,


id-NonCellSpecificTxDiversity,

id-AssociatedPhsicalChannelID,

id-PhysicalChannelID-for-CommonERNTI-RequestedIndicator
FROM NBAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

	<Partially Omitted >


Common-EDCH-System-InformationLCR ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InformationLCR


Ul-common-E-DCH-MACflow-Specific-InfoListLCR




OPTIONAL,


common-E-PUCH-InformationLCR






Common-E-PUCH-InformationLCR






OPTIONAL,


e-TFCS-Information-TDD








E-TFCS-Information-TDD








OPTIONAL,


maximum-Number-of-Retransmissions-For-SchedulingInfo



Maximum-Number-of-Retransmissions-For-E-DCH




OPTIONAL,


eDCH-Retransmission-Timer-SchedulingInfo





E-DCH-MACdFlow-Retransmission-Timer





OPTIONAL,

iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-InformationLCR-ExtIEs } }

OPTIONAL,


...

}

Common-EDCH-System-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PhysicalChannelID-for-CommonERNTI-RequestedIndicator
CRITICALITY ignore

EXTENSION
PhysicalChannelID-for-CommonERNTI-RequestedIndicator
PRESENCE optional},
...

}

Common-E-PUCH-InformationLCR ::= SEQUENCE {


minCR









CodeRate,


maxCR









CodeRate,


harqInfo








HARQ-Info-for-E-DCH,


pRXdes-base-perURAFCN





PRXdes-base-perURAFCN



OPTIONAL,

e-PUCH-TPC-StepSize






TDD-TPC-UplinkStepSize-LCR


OPTIONAL,

e-AGCH-TPC-StepSize






TDD-TPC-DownlinkStepSize


OPTIONAL,

e-PUCH-PowerControlGAP





ControlGAP






OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Common-E-PUCH-InformationLCR-ExtIEs } }

OPTIONAL,


...

}

Common-E-PUCH-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRXdes-base-perURAFCN ::= SEQUENCE (SIZE (1.. maxFrequencyinCell)) OF PRXdes-base-Item
PRXdes-base-Item ::= SEQUENCE {


pRXdes-base








PRXdes-base,

uARFCN









UARFCN










OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { PRXdes-base-Item-ExtIEs} }

OPTIONAL,


...

}

PRXdes-base-Item-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Ul-common-E-DCH-MACflow-Specific-InfoListLCR ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR

Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR

 ::= SEQUENCE {


ul-Common-MACFlowIDLCR







Common-MACFlow-ID-LCR,


transportBearerRequestIndicator





TransportBearerRequestIndicator




OPTIONAL,


bindingID










BindingID









OPTIONAL,


transportLayerAddress







TransportLayerAddress






OPTIONAL, 


tnlQos











TnlQos










OPTIONAL,


payloadCRC-PresenceIndicator





PayloadCRC-PresenceIndicator




OPTIONAL,


common-E-DCH-MACdFlow-Specific-InformationLCR

Common-E-DCH-MACdFlow-Specific-InfoListLCR

OPTIONAL,

uARFCN











UARFCN










OPTIONAL,


iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR-ExtIEs} }




OPTIONAL,


...

}

Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-DCH-MACdFlow-Specific-InfoListLCR ::= SEQUENCE (SIZE (1.. maxNrOfEDCHMACdFlowsLCR)) OF Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR

Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR

 ::= SEQUENCE {


common-e-DCH-MACdFlow-ID





E-DCH-MACdFlow-ID-LCR,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH


OPTIONAL,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List










OPTIONAL,


common-E-DCHLogicalChannelInformation


Common-E-DCH-LogicalChannel-InfoList



OPTIONAL,

eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD














OPTIONAL,

eDCH-MACdFlow-Retransmission-Timer



E-DCH-MACdFlow-Retransmission-Timer




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-EDCH-System-Information-ResponseLCR ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InfoResponseLCR


Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR

OPTIONAL,


common-E-AGCH-ListLCR









Common-E-AGCH-ListLCR





OPTIONAL,

common-E-HICH-ListLCR









Common-E-HICH-ListLCR





OPTIONAL,

common-E-RNTI-Info-LCR









Common-E-RNTI-Info-LCR





OPTIONAL,

iE-Extensions











ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseLCR-ExtIEs} }




OPTIONAL,


...

}

Common-EDCH-System-Information-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext 
CRITICALITY ignore
 EXTENSION Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext 
PRESENCE optional},


...

}

Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR

Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlowsLCRExt)) OF Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR

Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR ::= SEQUENCE {


ul-Common-MACFlowID-LCR







Common-MACFlow-ID-LCR,


bindingID










BindingID









OPTIONAL,


transportLayerAddress







TransportLayerAddress






OPTIONAL, 


uARFCN











UARFCN










OPTIONAL,

-- the IE is not used.


iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR-ExtIEs} }




OPTIONAL,


...

}

Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-AGCH-ListLCR ::= SEQUENCE (SIZE (1.. maxNrOfEAGCHsLCR)) OF Common-E-AGCH-ItemLCR
Common-E-AGCH-ItemLCR ::= SEQUENCE {


e-AGCH-ID








E-AGCH-Id,


uARFCN









UARFCN










OPTIONAL,


-- the IE is not used.

iE-Extensions






ProtocolExtensionContainer { { Common-E-AGCH-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-AGCH-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-HICH-ListLCR ::= SEQUENCE (SIZE (1.. maxNrOfEHICHsLCR)) OF Common-E-HICH-ItemLCR
Common-E-HICH-ItemLCR ::= SEQUENCE {


eI









EI,


e-HICH-ID







E-HICH-ID-LCR,


iE-Extensions






ProtocolExtensionContainer { { Common-E-HICH-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-HICH-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-RNTI-Info-LCR ::= SEQUENCE (SIZE (1.. maxnrofERUCCHsLCR)) OF Common-E-RNTI-Info-ItemLCR

Common-E-RNTI-Info-ItemLCR ::= SEQUENCE {


starting-E-RNTI






E-RNTI,


number-of-Group






INTEGER(1..32),


number-of-e-E-RNTI-perGroup



INTEGER(1..7),


iE-Extensions






ProtocolExtensionContainer { { Common-E-RNTI-Info-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-RNTI-Info-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-MACFlows-to-DeleteLCR ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlowsLCR)) OF Common-MACFlows-to-DeleteLCR-Item

Common-MACFlows-to-DeleteLCR-Item ::= SEQUENCE {


common-MACFlow-ID-LCR






Common-MACFlow-ID-LCR,


iE-Extensions








ProtocolExtensionContainer { { Common-MACFlows-to-DeleteLCR-Item-ExtIEs} }




OPTIONAL,


...

}

Common-MACFlows-to-DeleteLCR-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-MACFlow-ID-LCR ::= INTEGER (0..maxNrOfCommonMACFlowsLCR-1)

CommonMACFlow-Specific-InfoListLCR ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlowsLCR)) OF CommonMACFlow-Specific-InfoItemLCR

CommonMACFlow-Specific-InfoItemLCR ::= SEQUENCE {


common-MACFlow-ID-LCR






Common-MACFlow-ID-LCR,


bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,


tnl-qos










TnlQos









OPTIONAL,


common-MACFlow-PriorityQueue-InformationLCR

Common-MACFlow-PriorityQueue-Information
OPTIONAL,


transportBearerRequestIndicator




TransportBearerRequestIndicator



OPTIONAL,


uARFCN










UARFCN









OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItemLCR-ExtIEs } }

OPTIONAL,


...

}

CommonMACFlow-Specific-InfoItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-RNTI-Info-LCR ::= SEQUENCE (SIZE (1.. maxnrofERUCCHsLCR)) OF Common-E-RNTI-Info-ItemLCR

Common-E-RNTI-Info-ItemLCR ::= SEQUENCE {


starting-E-RNTI






E-RNTI,


number-of-Group






INTEGER(1..32),


number-of-e-E-RNTI-perGroup



INTEGER(1..7),


iE-Extensions






ProtocolExtensionContainer { { Common-E-RNTI-Info-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-RNTI-Info-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-AssociatedPhsicalChannelID
CRITICALITY reject

EXTENSION
CommonPhysicalChannelID
PRESENCE optional},

...

}
	<Partially Omitted >


-- ==========================================

--
P

-- ==========================================

PhysicalChannelID-for-CommonERNTI-RequestedIndicator ::= ENUMERATED {

requested
}
9.3.6
Constant Definitions

id-AssociatedPhsicalChannelID









ProtocolIE-ID ::=
1168
id-PhysicalChannelID-for-CommonERNTI-RequestedIndicator




ProtocolIE-ID ::=

1170
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