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* * * First Change * * * *

4.2
Functional split

The UTRAN functions in the HNB are supported by RANAP, whereas the HNB specific functions  are supported by the Home NodeB Application Protocol (HNBAP) between the HNB and the HNB GW. The HNB GW provides a concentration function for the control plane and may provide a concentration function for the user plane. 

This sub-clause defines the functional split between the core network and the UMTS radio access network.  The functional split is shown in table 4.2-1 and 4.2-2

Table 4.2-1.  Functional split for UTRAN function in the HNB access.

	Function
	HNB
	HNB GW
	CN

	RAB management functions:
	
	
	

	RAB establishment, modification and release
	X
	FFS
	X

	RAB characteristics mapping Iu transmission bearers
	X
	X
	

	RAB characteristics mapping Uu bearers
	X
	
	

	RAB queuing, pre-emption and priority
	X
	
	X

	Radio Resource Management functions:
	
	
	

	Radio Resource admission control
	X
	
	

	Broadcast Information
	X
	X Note 5
	X

	Iu link Management functions:
	
	
	

	Iu signalling link management
	X
	X
	X

	ATM VC management
	
	X
	X

	AAL2 establish and release
	
	X
	X

	AAL5 management
	
	X
	X

	GTP-U Tunnels management
	X
	X
	X

	TCP Management
	X (FFS)
	(X)Note 1
	X

	Buffer Management
	X
	X
	

	Iu U-plane (RNL) Management:
	
	
	

	Iu U-plane frame protocol management
	
	
	X

	Iu U-plane frame protocol initialization
	X
	
	

	Mobility management functions:
	
	
	

	Location information reporting
	X
	
	X

	Handover and Relocation
	
	
	

	  Inter RNC hard HO, Iur not used or not available
	X
	FFSNote 3
	X

	  Serving RNS Relocation (intra/inter MSC)
	X (FFS)
	
	X

	  Inter system hard HO (UMTS-GSM)
	X
	FFSNote 3
	X

	Inter system Change (UMTS-GSM)
	X
	FFS
	X

	Paging Triggering
	X
	
	X

	Paging Optimization
	
	X
	

	GERAN System Information Retrieval
	X
	
	X

	Security Functions:
	
	
	

	Data confidentiality
	
	
	

	   Radio interface ciphering
	X
	
	

	   Ciphering key management
	
	
	X

	   User identity confidentiality
	X
	
	X

	Data integrity
	
	
	

	   Integrity checking
	X
	
	

	   Integrity key management
	
	
	X

	Service and Network Access functions:
	
	
	

	CN Signalling data
	X
	
	X

	Data Volume Reporting
	X
	
	

	UE Tracing
	X
	
	X

	Location reporting
	X
	FFSNote 2
	X

	Iu Co-ordination functions:
	
	
	

	Paging co-ordination
	X
	
	X

	NAS Node Selection Function
	
	X
	

	MOCN Rerouting Function
	
	X Note 3
	X

	Note 1: 
If TCP is terminated for Iu-BC in the HNB GW

Note 2:
Whether it is possible (and may be necessary) to provide location information from the HNB GW (e.g. GW may have logic to derive location based on the public IP address of the HNB GW, etc). is FFS

Note 3: 
Support for relocation from the macro network to HNB is FFS.

Note 4:
Support for MOCN feature is FFS. 

Note 5:   HNB GW is able to perform the filtering of SABP messages i.e. determines from the SAI list to which HNB the SABP message needs to be sent and then distributes the SABP messages to the appropriate HNBs. This is an optional function in HNB GW.


Table 4.2-2.  Functional split for HNB function in the HNB access.

	Function
	HNB
	HNB GW
	CN

	HNB Registration Note 1
	
	
	

	HNB Registration Function
	X
	X
	

	HNB-GW Discovery Function
	X
	
	

	HNB de-registration Function
	X
	X
	

	
	
	
	

	UE Registration for HNB Note 1
	
	
	

	UE Registration Function for HNB
	X
	X
	

	UE de-registration Function for HNB
	X
	X
	

	
	
	
	

	Iuh user-plane Management functions
	
	
	

	Iuh User plane transport bearer handling
	X
	X
	

	Functions for multiplexing CS user plane on the Uplink
	X
	X
	

	
	
	
	

	Enhanced Interference Management
	
	
	

	Mitigation of Interference from HNB to Macro
	X
	
	

	
	
	
	

	UE Access Control
	
	
	

	IDLE mode access control
	XNote2
	X
	X

	Connected mode Access Control  (inbound relocation to HNB cells)
	
	X
	X

	CSG ID validation 
	X
	X
	

	CSG Subscription Expiry
	X
	X
	X

	Note 1: 
Protocol support for this group of functions is provided by the HNB Application Protocol. 

Note 2:      Access control at the HNB is optional.


Second Change * * * *

5.x
CSG Subscription Expiry
Case of CSG UEs:

-   The CN signals the expiration of a CSG membership to the serving HNB.
-   If the UE is served by a CSG cell, and is no longer a member of the CSG cell, the HNB may initiate a handover to another cell. If the UE is not handed over, or handover is not initated, the HNB should request the release of Iu connection (s). 
-   If the UE is served by a Hybrid cell, and is no longer a CSG member of the hybrid cell, the HNB may provide the QoS for the UE as a non CSG member. 
Case of non-CSG UEs:
If the HNB GW has signalled CSG membership expiry to the HNB:

· If the UE is served by a CSG cell, and is no longer a member of the CSG cell, the HNB may initiate a handover to another cell. If the UE is not handed over, or handover is not initated, the HNB should request the release of Iu connection (s).  The HNB-GW shall initiates UE De-Registration after a configurable time, if the UE is not handed over or released by the serving HNB. If the CSG subscription expires for a UE with ongoing emergency bearer services, no indication that the CSG membership of the UE has expired is sent to the HNB.
-   If the UE is served by a Hybrid cell, and is no longer a CSG member of the hybrid cell, the HNB may provide the QoS for the UE as a non CSG member. 
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