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9.2.3.74
HS-DSCH Common System Information Response LCR

The HS-DSCH Common System Information Response LCR IE provides information for HS-DSCH configured for UE not in Cell_DCH that have been established or modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Specific Information Response LCR
	
	0..<maxNoOfHSSCCHsLCR>
	
	
	-
	

	>HS SCCH ID LCR
	M
	
	9.2.3.88
	The HS-SCCH ID of the HS-SCCH used for the BCCH specific H-RNTI should be the minimum on each frequency.
	-
	

	HARQ Memory Partitioning 
	O
	
	9.2.1.102
	
	-
	

	Common MAC Flow

Specific Information Response LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	
	-
	

	>Common MAC Flow ID LCR
	M
	
	9.2.3.76
	
	-
	

	>Binding ID
	O
	
	9.2.1.4
	
	-
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	-
	

	>HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.31Ha
	
	-
	

	UARFCN
	O
	
	9.2.1.65
	Applicable to 1.28Mcps TDD when using multiple frequencies. This is the UARFCN for the first Frequency repetition
	YES
	reject

	HARQ Memory Partitioning Per UARFCN
	
	0..<maxHSDPAFrequency>
	
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.
	GLOBAL
	reject

	>HARQ Memory Partitioning 
	M
	
	9.2.1.102
	
	-
	

	>UARFCN
	M
	
	9.2.1.65
	
	-
	


	Range Bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows for 1.28Mcps TDD

	maxNoOfHSSCCHsLCR
	Maximum number of HS-SCCH codes for 1.28Mcps TDD
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