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9.2.1.60
Allocation and Retention Priority

This IE specifies the relative importance compared to other E-RABs for allocation and retention of the E-UTRAN Radio Access Bearer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Allocation/Retention Priority
	
	
	
	

	>Priority Level
	M
	
	INTEGER (0..15)
	Desc.: This IE should be understood as “priority of allocation and retention” (see [11]).

Usage:

Value 15 means “no priority”.

Values between 1 and 14 are ordered in decreasing order of priority, i.e. 1 is the highest and 14 the lowest.

Value 0 shall be treated as a logical error if received.

	>Pre-emption Capability
	M
	
	ENUMERATED(shall not trigger pre-emption, may trigger pre-emption)
	Descr.: This IE indicates the pre-emption capability of the request on other E-RABs

Usage: 

The E-RAB shall not pre-empt other E-RABs or, the E-RAB may pre-empt other E-RABs

The Pre-emption Capability indicator applies to the allocation of resources for an E-RAB and as such it provides the trigger to the pre-emption procedures/processes of the eNB.
Note: The MME may exchange the order of the ENUMERATED definitions due to the reason that they have reverse meaning on the S1 and S11(between MME and Serving GW) interfaces[xx].

	>Pre-emption Vulnerability
	M
	
	ENUMERATED(not pre-emptable, pre-emptable)
	Desc.: This IE indicates the vulnerability of the E-RAB to preemption of other E-RABs.

Usage:

The E-RAB shall not be pre-empted by other E-RABs or the E-RAB may be pre-empted by other RABs.

Pre-emption Vulnerability indicator applies for the entire duration of the E-RAB, unless modified and as such indicates whether the E-RAB is a target of the pre-emption procedures/processes of the eNB
Note: The MME may exchange the order of the ENUMERATED definitions due to the reason that they have reverse meaning on the S1 and S11(between MME and Serving GW) interfaces [xx].
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