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Report characteristics 
The Report Characteristics IE indicates how the reporting of the measurement shall be performed. See also Annex B.

If the Report Characteristics IE is set to "On Demand" and if the CFN IE is not provided, the Node B shall return the result of the measurement immediately. If the CFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Periodic", the Node B shall periodically initiate the Dedicated Measurement Report procedure for this measurement, with the requested report frequency. If the CFN IE is provided, it indicates the frame for which the first measurement value of a periodic reporting shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Event A", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to "Event B", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to "Event C", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity rises by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next C event reporting for the same measurement cannot be initiated before the rising time specified by the Measurement Change Time IE has elapsed since the previous event reporting.

If the Report Characteristics IE is set to "Event D", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity falls by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next D event reporting for the same measurement cannot be initiated before the falling time specified by the Measurement Change Time IE has elapsed since the previous event reporting.

If the Report Characteristics IE is set to "Event E", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the Node B shall also initiate the Dedicated Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Dedicated Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to "Event F", the Node B shall initiate the Dedicated Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the Node B shall also initiate the Dedicated Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Dedicated Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B.
If the Report Characteristics IE is set to "On Modification" and if the SFN IE is not provided, the Node B shall report the result of the requested measurement immediately. If the SFN IE is provided, it indicates the frame for which the measurement value shall be provided. Then, the Node B shall initiate the Dedicated Measurement Reporting procedure in accordance to the following conditions:

1. If the Dedicated Measurement Type IE is set to "Best Cell Portions LCR":
-
The Node B shall initiate the Dedicated Measurement Reporting procedure when the Dedicated Measurement Value "Best Cell Portions LCR" changes.
If the Report Characteristics IE is not set to "On Demand", the Node B is required to perform reporting for a dedicated measurement object, in accordance with the conditions provided in the DEDICATED MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no dedicated measurement object for which a measurement is defined exists anymore, the Node B shall terminate the measurement locally, i.e. without reporting this to the CRNC.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate the Dedicated Measurement Reporting procedure immediately, and then continue with the measurements as specified in the DEDICATED MEASUREMENT INITIATION REQUEST message.

8.3.8.4
Abnormal Conditions

The allowed combinations of the Dedicated Measurement Type and Report Characteristics Type are shown in the table below marked with "X". For not allowed combinations, the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

Table 4: Allowed Dedicated Measurement Type and Report Characteristics Type combinations

	Dedicated Measurement Type
	Report Characteristics Type

	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	SIR
	X
	X
	X
	X
	X
	X
	X
	X
	

	SIR Error
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Code Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	RSCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation
	X
	X
	X
	X
	
	
	X
	X
	

	Round Trip Time
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation LCR
	X
	X
	X
	X
	
	
	X
	X
	

	HS-SICH reception quality
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions
	X
	X
	
	
	
	
	
	
	

	Angle Of Arrival LCR
	X
	X
	
	
	
	
	
	
	

	Rx Timing Deviation 7.68Mcps
	X
	X
	X
	X
	
	
	X
	X
	

	Rx Timing Deviation 3.84Mcps Extended
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions LCR
	X
	X
	
	
	
	
	
	
	X


If the Dedicated Measurement Type received in the Dedicated Measurement Type IE is not defined in ref. [4] or [5] to be measured on the Dedicated Measurement Object Type received in the DEDICATED MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Dedicated Measurement Initiation procedure as failed. 

If the CFN IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message and the Report Characteristics IE is other than "Periodic" or "On Demand", the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

9.2.1.51
Report Characteristics

The report characteristics define how the reporting shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Report Characteristics
	M
	
	
	
	–
	

	>On Demand
	
	
	NULL
	
	
	

	>Periodic
	
	
	
	
	
	

	>>Report Periodicity
	M
	
	9.2.1.51a
	The frequency with which the Node B shall send measurement reports.
	–
	

	>Event A
	
	
	
	
	
	

	>>Measurement Threshold
	M
	
	9.2.1.44
	The threshold for which the Node B shall trigger a measurement report.
	–
	

	>>Measurement Hysteresis Time
	O
	
	9.2.1.41A
	
	–
	

	>Event B
	
	
	
	
	
	

	>>Measurement Threshold
	M
	
	9.2.1.44
	The threshold for which the Node B shall trigger a measurement report.
	–
	

	>>Measurement Hysteresis Time
	O
	
	9.2.1.41A
	
	–
	

	>Event C
	
	
	
	
	
	

	>>Measurement Increase/Decrease Threshold
	M
	
	9.2.1.43
	
	–
	

	>>Measurement Change Time
	M
	
	9.2.1.40B
	The time the measurement entity shall rise on (in ms), in order to trigger a measurement report.
	–
	

	>Event D
	
	
	
	
	
	

	>>Measurement Increase/Decrease Threshold
	M
	
	9.2.1.43
	
	–
	

	>>Measurement Change Time
	M
	
	9.2.1.40B
	The time the measurement entity shall fall (in ms), in order to trigger a measurement report.
	–
	

	>Event E
	
	
	
	
	
	

	>>Measurement Threshold 1
	M
	
	Measurement Threshold

9.2.1.44
	
	–
	

	>>Measurement Threshold 2
	O
	
	Measurement Threshold

9.2.1.44
	
	–
	

	>>Measurement Hysteresis Time 
	O
	
	9.2.1.41A
	
	–
	

	>>Report Periodicity
	O
	
	9.2.1.51a
	The frequency with which the Node B shall send measurement reports.
	–
	

	>Event F
	
	
	
	
	
	

	>>Measurement Threshold 1
	M
	
	Measurement Threshold

9.2.1.44
	
	–
	

	>>Measurement Threshold 2
	O
	
	Measurement Threshold

9.2.1.44
	
	–
	

	>>Measurement Hysteresis Time 
	O
	
	9.2.1.41A
	
	–
	

	>>Report Periodicity
	O
	
	9.2.1.51a
	The frequency with which the Node B shall send measurement reports.
	–
	

	>Additional Report Characteristics
	
	
	
	See Note 1
	
	

	>>On Modification
	
	
	
	
	
	

	>>>On Modification
	
	1
	
	
	YES
	reject

	>>>>Measurement Threshold
	M
	
	9.2.1.44
	The IE shall be ignored if the Dedicated Measurement Type is set to "Best Cell Portions LCR"
	–
	

	Note 1:
This information element is a simplified representation of the ASN.1. The choice is performed through the use of a ProtocolIE-Single-Container and a ProtocolExtensionContainer within the ASN.1.
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