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1. Overall Description:

RAN3 would like to ask kindly RAN2 to extend the RLF reporting solution so that the RLF report may be provided from UE also after fresh RRC connection setup. Additionally, in order to enable the needed MRO functionality, RAN3 would like to ask kindly RAN2 to enable failure reporting after fresh connection setup. The report shall contain following information:

· Information defined for RLF report in R9

· Either E-CGI (1) of the last cell that served the UE (where the RLF happened), (*)

· or PCI (1) and frequency band of the cell that the HO was initialised toward; (*)

· E-CGI (2) of the cell that the first re-establishment attempt was made at (if unsuccessful);
· E-CGI (3) of the cell that served the UE at the last HO initialisation; (**)

· State (running, expired) of a new UE timer for MRO (***). In the case such timer may not be introduced in Rel-10 time-frame, time elapsed since the last HO initialisation (**) until connection failure.
(*)
Depending on the conditions, only one of the two identifiers is needed: if the type of the connection failure is Radio Link Failure (RLF), UE shall include ECGI (1); if the type is HO failure (HOF), UE shall report PCI (1).

(**)
HO initialisation is considered as the moment when message 7 (RRC Conn. Reconf.) was received at the UE, as presented in Figure 10.1.2.1.1-1 of TS 36.300. 
(***) Timer duration, provided by the target cell, could be sent in message 7 (RRC Conn. Reconf) referenced above.
Furthermore, in order to provide integrity of the MRO solution, it would be beneficial if the same time information is added to the RLF report that may be provided from the UE after successful RRC connection re-establishment:

· Information defined for RLF report in R9

· State (running, expired) of the new UE timer for MRO described above. In the case such timer may not be introduced in Rel-10 time-frame, time elapsed since the last HO initialisation (**) until connection failure. 
In R9, according to TS 36.300, the RLF report from the UE may be provided only in case of RLF. In order to complete the solution, it would be beneficial to enable such possibility also in case of HO failure.
Details of the considered solution, as information for RAN2, can be found in the included approved discussion paper [1].
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2. Actions:

To RAN2 group.

ACTION: 

RAN3 kindly asks RAN2 to analyse the requested features and to define the functionality. RAN3 kindly asks RAN2 to provide a reply describing the RRC mechanism.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #70-bis 
17th – 21st January 2011
Dublin, Ireland
TSG-RAN WG3 Meeting #71 
21st – 25th February 2011
Taipei, Taiwan
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