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*** Start of change ***
//**first change
2
References

//**unchanged omitted
     [xx]                     3GPP TS 23.003: “Technical Specification Group Core Network and Terminals; Numbering, addressing and identification”.
//**Second change
8.3.3
X2 Setup 

8.3.3.1
General

The purpose of the X2 Setup procedure is to exchange application level configuration data needed for two eNBs to interoperate correctly over the X2 interface. This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also resets the X2 interface like a Reset procedure would do.
The procedure uses non UE-associated signalling.

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: X2 Setup, successful operation

An eNB1 initiates the procedure by sending the X2 SETUP REQUEST message to a candidate eNB2. The candidate eNB2 replies with the X2 SETUP RESPONSE message. The initiating eNB1 transfers the complete list of its served cells and, if available, a list of supported GU Group Ids to the candidate eNB2. The candidate eNB2 replies with the complete list of its served cells and shall include, if available, a list of supported GU Group Ids in the reply. 

If a cell is switched off for energy savings reasons, it should be activated before initiating or responding to the X2 Setup procedure and shall still be included in the list of served cells.

The initiating eNB1 may include the Neighbour Information IE in the X2 SETUP REQUEST message. The candidate eNB2 may also include the Neighbour Information IE in the X2 SETUP RESPONSE message. The Neighbour Information IE shall only include E-UTRAN cells that are direct neighbours of cells in the reporting eNB2. A direct neighbour of one cell of eNB2 may be any cell belonging to an eNB that is a neighbour of that eNB2 cell e.g. even if the cell has not been reported by a UE.  

The initiating eNB1 may include the Number of Antenna Ports IE in the X2 SETUP REQUEST message. The candidate eNB2 may also include the Number of Antenna Ports IE in the X2 SETUP RESPONSE message. The eNB receiving the IE may use it according to [9]. 
The initiating eNB1 may include the PRACH Configuration IE in the X2 SETUP REQUEST message. The candidate eNB2 may also include the PRACH Configuration IE in the X2 SETUP RESPONSE message. The eNB receiving the IE may use this information for RACH optimisation.

The initiating eNB1 may include the MBSFN Subframe Info IE in the X2 SETUP REQUEST message. The candidate eNB2 may also include the MBSFN Subframe Info IE in the X2 SETUP RESPONSE message. The eNB receiving the IE may use it according to [9].

The initiating eNB1 shall include the CSG Id IE in the Served Cell Information IE of the X2 SETUP REQUEST message if a serving cell is a CSG cell or a hybrid cell. The candidate eNB2 shall also include the CSG Id IE in the Served Cell Information IE of the X2 SETUP RESPONSE message if a serving cell is a CSG cell or a hybrid cell.

//**unchanged omitted
//**Third change
8.3.5
eNB Configuration Update 

8.3.5.1
General

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for two eNBs to interoperate correctly over the X2 interface.

The procedure uses non UE-associated signalling.

8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: eNB Configuration Update, successful operation

An eNB1 initiates the procedure by sending an ENB CONFIGURATION UPDATE message to a peer eNB2 . Such message shall include an appropriate set of up-to-date configuration data, including, but not limited to, the complete lists of added, modified and deleted served cells, that eNB1 has just taken into operational use. 

Upon reception of an ENB CONFIGURATION UPDATE message, eNB2 shall update the information for eNB1 as follows: 

Update of Served Cell Information: 

-
If Served Cells To Add IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add cell information according to the information in the Served Cell Information IE. 

-
If Number of Antenna Ports IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, eNB2 may use this information according to [9]. 
-
If the PRACH Configuration IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, the eNB receiving the IE may use this information for RACH optimisation.
-
If the CSG Id IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, the eNB receiving the IE may use it for deciding whether the hybrid/closed HeNBs have the identical CSG ID.
-
If Served Cells To Modify IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall modify information of cell indicated by Old ECGI IE according to the information in the Served Cell Information IE. 
-
If MBSFN Subframe Info IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, eNB2 may use this information according to [9].

When either served cell information or neighbour information of an existing served cell in eNB1 need to be updated, the whole list of neighbouring cells, if any, shall be contained in the Neighbour Information IE. 

If the Deactivation Indication IE is contained in Served Cells To Modify IE, it indicates that the concerned cell was switched off to lower energy consumption.

The eNB2 shall overwrite the served cell information and the whole list of neighbour cell information for the affected served cell.

· If Served Cells To Delete IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall delete information of cell indicated by Old ECGI IE. 
//**unchanged omitted
//**Fourth change
9.2.8
Served Cell Information

This IE contains cell configuration information of a cell that a neighbour eNB may need for the X2 AP interface. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID
	–
	–

	Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE EUTRA-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	–

	>>>UL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NUL in ref. [16]
	–
	–

	>>>DL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NDL in ref. [16]
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	Same as UL Transmission Bandwidth in this release.
	–
	–

	>TDD
	
	
	
	
	–
	–

	>>TDD Info
	
	1
	
	
	–
	–

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in ref. [16]
	–
	–

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configurationinformation defined in ref. [10].
	–
	–

	>>>Special Subframe Info
	
	1
	
	Special subframe configurationinformation defined in ref. [10].
	–
	–

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	Number of Antenna Ports
	O
	
	9.2.43
	
	YES
	ignore

	PRACH Configuration
	O
	
	PRACH Configuration

9.2.50
	
	YES
	ignore

	MBSFN Subframe Info
	
	0 to maxnoofMBSFN
	
	MBSFN subframe configration information defined in ref. [9]
	GLOBAL
	ignore

	>Radioframe Allocation Period
	M
	
	ENUMERATED(n1, n2, n4, n8, n16, n32, …)
	
	–
	–

	>Radioframe Allocation Offset
	M
	
	INTEGER (0..7, ...)
	
	–
	–

	>Subframe Allocation
	M
	
	9.2.51
	
	–
	–

	CSG Id
	O
	
	9.2.X
	
	YES
	reject


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofMBSFN
	Maximum no. of MBSFN frame allocation with different offset. Value is 8.


//**Fifth change
9.2.X
CSG Id

This information element indicates the identifier of the Closed Subscriber Group, as defined in [xx].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSG Id
	M
	
	BIT STRING (SIZE (27))
	


//**unchanged omitted
//**Sixth change
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
//**unchanged omitted
IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports, 

id-MBSFN-Subframe-Info,

id-PRACH-Configuration,

    id-CSG-Id,


maxnoofBearers,



maxCellineNB,


maxEARFCN,

maxInterfaces,

maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools,


maxnoofMBSFN
//**unchanged omitted
-- C

//**unchanged omitted
CSG-Id ::= BIT STRING (SIZE (27))
//**unchanged omitted
-- S
//**unchanged omitted
ServedCells ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF SEQUENCE {


servedCellInfo




ServedCell-Information,


neighbour-Info




Neighbour-Information


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {ServedCell-ExtIEs} } OPTIONAL,


...

}

ServedCell-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ServedCell-Information ::= SEQUENCE {


pCI




PCI,


cellId



ECGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


eUTRA-Mode-Info

EUTRA-Mode-Info,

iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,


...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-Number-of-Antennaports

CRITICALITY ignore
EXTENSION Number-of-Antennaports


PRESENCE optional }|


{ ID id-PRACH-Configuration


CRITICALITY ignore
EXTENSION PRACH-Configuration



PRESENCE optional }|


{ ID id-MBSFN-Subframe-Info


CRITICALITY ignore
EXTENSION MBSFN-Subframe-Infolist


PRESENCE optional }|
    { ID id-CSG-Id                      CRITICALITY reject  EXTENSION CSG-Id PRESENCE optional },

...

}
//**unchanged omitted
//**Seventh change
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

//**unchanged omitted
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= 41

id-CompositeAvailableCapacityGroup










ProtocolIE-ID ::= 42

id-ENB1-Cell-ID















ProtocolIE-ID ::= 43
id-ENB2-Cell-ID















ProtocolIE-ID ::= 44
id-ENB2-Proposed-Mobility-Parameters









ProtocolIE-ID ::= 45
id-ENB1-Mobility-Parameters












ProtocolIE-ID ::= 46
id-ENB2-Mobility-Parameters-Modification-Range







ProtocolIE-ID ::= 47
id-FailureCellPCI














ProtocolIE-ID ::= 48

id-Re-establishmentCellECGI












ProtocolIE-ID ::= 49

id-FailureCellCRNTI














ProtocolIE-ID ::= 50

id-ShortMAC-I















ProtocolIE-ID ::= 51

id-SourceCellECGI














ProtocolIE-ID ::= 52

id-FailureCellECGI














ProtocolIE-ID ::= 53

id-HandoverReportType













ProtocolIE-ID ::= 54

id-PRACH-Configuration













ProtocolIE-ID ::= 55
id-MBSFN-Subframe-Info













ProtocolIE-ID ::= 56
id-ServedCellsToActivate












ProtocolIE-ID ::= 57

id-ActivatedCellList













ProtocolIE-ID ::= 58

id-DeactivationIndication












ProtocolIE-ID ::= 59

id-UE-RLF-Report-Container












ProtocolIE-ID ::= 60
id-CSG-Id                                                                   ProtocolIe-id ::= yy
END
*** End of change ***
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