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8.5.6
Information Exchange Initiation

8.5.6.1
General

This procedure is used by an RNC to request the initiation of an information exchange with another RNC.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.6.2
Successful Operation
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Figure 30F: Information Exchange Initiation procedure, Successful Operation

The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from RNC1 to RNC2.

Upon receipt, the RNC2 shall provide the requested information according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

If the Information Exchange Object Type is set to “MBMS Bearer Service” and the Information Type Item IE is set to “MBMS Bearer Service Full Address”, the RNC2 shall report for each TMGI included in the received MBMS Bearer Service Identifiers List IE, the Access Point Name and the IP Multicast Address corresponding to this TMGI in the MBMS Bearer Service Identifiers List IE in the INFORMATION EXCHANGE INITIATION RESPONSE message.

[FDD – If the Information Exchange Object Type is set to “MBMS Bearer Service in MBMS Cell” and the Information Type Item IE is set to “MBMS Counting Information”, the RNC2 shall perform counting in cells as defined in [50] and report in the Counting Result IE for each TMGI included in the received MBMS Bearer Service Identifiers List IE for each cell included in the received MBMS Cell List IE either the counting information or, if relevant counting information is not available in RNC2 [50], the value “0” in the INFORMATION EXCHANGE INITIATION RESPONSE message.]

[FDD – If the Information Exchange Object Type is set to “MBMS Bearer Service in MBMS Cell” and the Information Type Item IE is set to “MBMS Transmission Mode”, the RNC2 shall report for each TMGI included in the received MBMS Bearer Service Identifiers List IE for each cell included in the received MBMS Cell List IE, the transmission mode for each TMGI in the cells of RNC2 that have a neighbour relation to the cells received in MBMS Cell List IE as defined in [50] in the INFORMATION EXCHANGE INITIATION RESPONSE message. If no cells of RNC2 have a neighbour relation to a cell received in MBMS Cell List IE for a TMGI the value “Not Provided” shall be used]

 [FDD – If the Information Exchange Object Type is set to “MBMS Cell” and the Information Type Item IE is set to “MBMS Neighbouring Cell Information”, the RNC2 shall report for each cell included in the received MBMS Cell List IE, the MBMS radio bearer information for each cells in the INFORMATION EXCHANGE INITIATION RESPONSE message.]

[FDD – If the Information Exchange Object Type is set to “MBMS Bearer Service in MBMS Cell” and the Information Type Item IE is set to “MBMS RLC Sequence Number”, the RNC2 shall report for each TMGI included in the received MBMS Bearer Service Identifiers List IE for each cell included in the received MBMS Cell List IE, the RLC sequence number for each TMGI for the indicated cells in the INFORMATION EXCHANGE INITIATION RESPONSE message.]
If the Information Type IE contains a GANSS Generic Data IE, at least one of the GANSS Navigation Model And Time Recovery, GANSS Time Model GNSS-GNSS, GANSS UTC Model, GANSS Almanac, GANSS Real Time Integrity, GANSS Data Bit Assistance, GANSS Additional Navigation Models And Time Recovery, GANSS Additional UTC Models, GANSS Auxiliary Information IEs shall be present in the GANSS Generic Data IE.

-
If the GANSS Generic Data IE does not contain the GANSS ID IE, the RNC2 shall assume that the corresponding GANSS is “Galileo”.
If the Information Exchange Object Type is set to “ANR Cell” and the Information Type Item IE is set to “Neighbouring Cell Information”, the RNC2 shall report for each Cell included in the received Cell List IE, the Neighbouring Cell Information for the indicated cells in the INFORMATION EXCHANGE INITIATION RESPONSE message. If RNC1 wants to request the neighbouring cell information of all the cells in RNC2, the Requested Cell Num IE is set to the maximum value, the RNC2 shall report  all the neighbouring cell information of  its cells in the INFORMATION EXCHANGE INITIATION RESPONSE message regardless of the received Cell List IE. RNC1 may use it  for automatic neighbour relation optimization.

Information Report Characteristics:
The Information Report Characteristics IE indicates how the reporting of the information shall be performed.

If the Information Report Characteristics IE is set to “On Demand”, the RNC2 shall report the requested information immediately.

If the Information Report Characteristics IE is set to “Periodic”, the RNC2 shall report the requested information immediately and then shall periodically initiate the Information Reporting procedure for all the requested information, with the report frequency indicated by the Information Report Periodicity IE.

If the Information Report Characteristics IE is set to “On Modification”, the RNC2 shall report the requested information immediately if available. If the requested information is not available at the moment of receiving the INFORMATION EXCHANGE INITIATION REQUEST message, but expected to become available after some acquisition time, the RNC2 shall initiate the Information Reporting procedure when the requested information becomes available. The RNC2 shall then initiate the Information Reporting procedure in accordance to the following conditions:

-
If the Information Type Item IE is set to “IPDL Parameters”, the RNC2 shall initiate the Information Reporting procedure when any change in the parameters occurs.

-
If the Information Type Item IE is set to “DGPS Corrections”, the RNC2 shall initiate the Information Reporting procedure for this specific Information Type when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has occurred in the IODE.

-
If the Information Type Item IE is set to “GPS Information” and the GPS Information Item IE includes “GPS Navigation Model & Recovery Assistance”, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when a change has occurred regarding either the IODC or the list of visible satellites, identified by the Sat ID IEs.

-
If the Information Type Item IE is set to “GPS Information” and the GPS Information Item IE includes “GPS Ionospheric Model”, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when any change has occurred.

-
If the Information Type Item IE is set to “GPS Information” and the GPS Information Item IE includes “GPS UTC Model”, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when a change has occurred in the tot or WNt parameter.

-
If the Information Type Item IE is set to “GPS Information” and the GPS Information Item IE includes “GPS Almanac”, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when a change in the toa or WNa parameter has occurred.

-
If the Information Type Item IE is set to “GPS Information” and the GPS Information Item IE includes “GPS Real-Time Integrity”, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when any change has occurred.

-
If the Information Type IE is set to “Cell Capacity Class”, the RNC2 shall initiate the Information Reporting procedure for uplink and downlink cell capacity class when any change has occurred. If either uplink or downlink cell capacity class satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink cell capacity information.

-
If any of the above Information Type IEs becomes temporarily unavailable, the RNC2 shall initiate the Information Reporting procedure for this specific Information Item by indicating “Information Not Available” in the Requested Data Value Information IE. If the Information becomes available again, the RNC2 shall initiate the Information Reporting procedure for this specific Information.

-
If the Information Type IE is set to “NACC related data”, the RNC2 shall initiate the Information Reporting procedure for NACC related data if any change has occurred.
-
If the Information Type IE is set to “Inter-frequency Cell Information”, the RNC2 shall initiate the Information Reporting procedure for this specific Information Item when any change has occurred to the inter-frequency cell information broadcasted in the SIB11 or SIB12.

-
If the Information Type Item IE is set to “DGANSS Corrections”, the RNC2 shall initiate the Information Reporting procedure for this specific Information Type when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has occurred in the IODE.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Navigation Model And Time Recovery IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change has occurred regarding either the IOD or the list of visible satellites, identified by the Sat ID IEs.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Ionospheric Model IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS UTC Model IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change has occurred in the tot or WNt parameter.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Almanac IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change in the Toa, IODa, or Week Number parameter has occurred.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Real Time Integrity IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Data Bit Assistance IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

-
If the Information Type Item IE is set to “MBMS Transmission Mode”, the RNC2 shall initiate the Information Reporting procedure when any change in the parameter occurs.

-
If the Information Type Item IE is set to “MBMS Neighbouring Cell Information”, the RNC2 shall initiate the Information Reporting procedure when any change in the parameters occurs.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Additional Navigation Models And Time Recovery IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred regarding either the IOD or the list of visible satellites, identified by the Sat ID IEs.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Additional Ionospheric Model IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when any change has occurred.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Additional UTC Models IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred in the tot,WNot, WNt, or NA parameter.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Earth Orientation Parameters IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred in the tEOP parameter.

-
If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Auxiliary Information IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred in the Signals Available or Channel Number IE parameter.
-
If the Information Type Item IE is set to “Neighbouring Cell Information”, the RNC2 shall initiate the Information Reporting procedure for this specific Neighbouring Cell Information Item when any change has occurred.
Response message:

If the RNC2 is able to determine the information requested by the RNC1, it shall respond with the INFORMATION EXCHANGE INITIATION RESPONSE message. The message shall include the Information Exchange ID IE set to the same value that was included in the INFORMATION EXCHANGE INITIATION REQUEST message. When the Report Characteristics IE is set to or “On Modification” or “Periodic”, the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE if the data are available. When the Report Characteristics IE is set to “On Demand”, the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE.

If the Requested DataValue IE contains the GANSS Common Data IE, at least one of the GANSS Ionospheric Model, GANSS RX Pos, GANSS Additional Ionospheric Model, or GANSS Earth Orientation Parameters IEs shall be present.

Any GANSS Generic Data IE associated with a given GANSS included in the Requested DataValue IE shall contain at least one of the DGANSS Corrections, GANSS Navigation Model And Time Recovery, GANSS Time Model, GANSS UTC Model, GANSS Almanac, GANSS Real Time Integrity, GANSS Data Bit Assistance, GANSS Additional Time Models, GANSS Additional Navigation Models And Time Recovery, GANSS Additional UTC Models, or GANSS Auxiliary Information IEs.

-
If the GANSS Generic Data IE does not contain the GANSS ID IE, the corresponding GANSS is “Galileo”.

-
The DGANSS Corrections IE contains one or several DGANSS Information IE(s), each of them associated with a GANSS Signal. A DGANSS Information IE for a particular GANSS that does not contain the GANSS Signal ID IE is by default associated with the default signal defined in [16], clause 10.3.3.45a.

-
The GANSS Real Time Integrity IE contains one or several Satellite Information IEs, each of them associated with a satellite and a GANSS Signal. A Satellite Information IE for a particular GANSS that does not contain the Bad GANSS Signal ID IE is by default associated with all the signals of the corresponding satellite (see [53, 55, 56, 57, 58, 59, 60]).

If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Time Model GNSS-GNSS IE with exactly one bit set to value “1”, the RNC2 shall include the GANSS Time Model IE in the Requested Data Value IE with the requested time information.

If the Information Type Item IE is set to “GANSS Information” and the GANSS Information IE includes the GANSS Time Model GNSS-GNSS IE with more than one bit set to value “1”, the RNC2 shall include the GANSS Additional Time Models IE in Requested Data Value IE with the requested time information for each GANSS. 
If the Information Type Item IE is set to “DGPS Corrections”, the RNC2 shall include the DGPS Corrections IE in Requested Data Value IE with the DGNSS Validity Period IE included, if available.
If the Information Type Item IE is set to “DGANSS Corrections”, the Node B shall include the DGANSS Corrections IE in Requested Data Value IE with the DGNSS Validity Period IE included, if available.
If the Information Type Item IE is set to “Neighbouring Cell Information”, the RNC2 shall include  “Neighbouring UMTS Cell Information” in Requested Data Value IE , if available.
If the Information Type Item IE is set to “Neighbouring Cell Information”, the RNC2 shall include  “Neighbouring GSM Cell Information” in Requested Data Value IE , if available.
If the Information Type Item IE is set to “Neighbouring Cell Information”, the RNC2 shall include  “Neighbouring E-UTRA Cell Information” in Requested Data Value IE , if available.
8.5.6.2.1
Successful Operation for Iur-g

The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from BSS1 to BSS2/RNC2 or by RNC1 to BSS2.

Upon receipt, the BSS2/RNC2 shall provide the requested information according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

Information Report Characteristics on Iur-g:
If the Information Type Item IE is set to “Cell Capacity Class”, the RNC2/BSS2 shall initiate measurements and report results as described in section 8.5.6.2.

The Information Report Characteristics IE indicates how the reporting of the information shall be performed. This IE is used as described in section 8.5.6.2.

8.5.6.3
Unsuccessful Operation
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Figure 30G: Information Exchange Initiation procedure, Unsuccessful Operation

If the requested Information Type received in the Information Type IE indicates a type of information that RNC2 cannot provide, the RNC2 shall reject the Information Exchange Initiation procedure.

If the requested information provision cannot be accessed, the RNC2 shall reject the procedure and shall send the INFORMATION EXCHANGE INITIATION FAILURE message. 

The message shall include the Information Exchange ID IE set to the same value that was used in the INFORMATION EXCHANGE INITIATION REQUEST message and the Cause IE set to an appropriate value.

Typical cause values are as follows:

Radio Network Layer Cause:

-
Information temporarily not available.

-
Information Provision not supported for the object.

8.5.6.4
Abnormal Conditions

If the Information Report Characteristics IE is set to “On Modification”, and the Information Type Item IE is set to “DGPS Corrections”, but the Information Threshold IE is not received in the INFORMATION EXCHANGE INITIATION REQUEST message, the RNC2 shall reject the Information Exchange Initiation procedure and shall send the INFORMATION EXCHANGE INITIATION FAILURE message.

If the Information Exchange Object Type IE is set to a value other than “GSM Cell” and the Information Type Item IE set to “NACC related data” the RNC2 shall reject the Information Exchange Initiation procedure and shall send the INFORMATION EXCHANGE INITIATION FAILURE message.

If the Information Type Item IE is set to the value “MBMS Bearer Service Full Address” and the Information Exchange Object Type IE is not set to “MBMS Bearer Service”, the RNC2 shall reject the Information Exchange Initiation procedure and shall send the INFORMATION EXCHANGE INITIATION FAILURE message.

The allowed combinations of the Information type and Information Report Characteristics type are shown in the table below marked with “X”. For not allowed combinations, the RNC2 shall reject the Information Exchange Initiation procedure using the INFORMATION EXCHANGE INITIATION FAILURE message.

Table 6a: Allowed Information Type and Information Report Characteristics type combinations

	Type
	Information Report Characteristics Type

	
	On Demand
	Periodic
	On Modification

	UTRAN Access Point Position with Altitude Information
	X
	
	

	UTRAN Access Point Position
	X
	
	

	IPDL Parameters
	X
	X
	X

	GPS Information
	X
	X
	X

	DGPS Corrections
	X
	X
	X

	GPS RX Pos
	X
	
	

	SFN-SFN Measurement Reference Point Position
	X
	
	

	Cell Capacity Class
	X
	
	X

	NACC related data
	X
	
	X

	MBMS Bearer Service Full Address
	X
	
	

	Inter-frequency Cell Information
	X
	
	X

	GANSS Information
	X
	X
	X

	DGANSS Corrections
	X
	X
	X

	GANSS RX Pos
	X
	
	

	MBMS Counting Information [FDD only]
	X
	
	

	MBMS Transmission Mode [FDD only]
	
	
	X

	MBMS Neighbouring Cell Information [FDD only]
	X
	
	X

	MBMS RLC Sequence Number

[FDD only]
	X
	
	

	Neighbouring Cell Information
	X
	
	X


8.5.6.4.1
Abnormal Conditions for Iur-g

The information types that can be requested on the Iur and Iur-g interfaces are shown in the table below marked with “X”. For information types that are not applicable on the Iur-g interface, the BSS shall reject the Information Exchange Initiation procedure.

Table 7: Allowed Information types on Iur and Iur-g interfaces

	Information Type
	Interface

	
	Iur
	Iur-g

	UTRAN Access Point Position with Altitude Information
	X
	

	UTRAN Access Point Position
	X
	

	IPDL Parameters 
	X
	

	DGPS Corrections
	X
	

	GPS Information
	X
	

	GPS RX Pos
	X
	

	SFN-SFN Measurement Reference Point Position
	X
	

	Cell Capacity Class
	X
	X

	NACC related data
	X
	

	MBMS Bearer Service Full Address
	X
	

	Inter-frequency Cell Information
	X
	

	DGANSS Corrections
	X
	

	GANSS Information
	X
	

	GANSS RX Pos
	X
	

	MBMS Counting Information [FDD only]
	X
	

	MBMS Transmission Mode [FDD only]
	X
	

	MBMS Neighbouring Cell Information [FDD only]
	X
	

	MBMS RLC Sequence Number [FDD only]
	X
	

	Neighbouring Cell Information
	X
	X


8.5.7
Information Reporting

8.5.7.1
General

This procedure is used by a RNC to report the result of information requested by another RNC using the Information Exchange Initiation.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.7.2
Successful Operation
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Figure 30H: Information Reporting procedure, Successful Operation

If the requested information reporting criteria are met, the RNC2 shall initiate an Information Reporting procedure. Unless specified below, the meaning of the parameters are given in other specifications.

The Information Exchange ID IE shall be set to the Information Exchange ID provided by the RNC1 when initiating the information exchange with the Information Exchange Initiation procedure.

The Requested Data Value IE shall include at least one IE containing the data to be reported.

9.1.49
INFORMATION EXCHANGE INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	reject

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	–
	

	>>C-ID
	M
	
	9.2.1.6
	May be a GERAN cell identifier
	–
	

	>Additional Information Exchange Object Types
	
	
	
	
	–
	

	>>GSM Cell
	
	
	
	
	–
	

	>>>CGI
	M
	
	9.2.1.5D
	
	–
	

	>>MBMS Bearer Service
	
	
	
	
	–
	

	>>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	GLOBAL
	reject

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>MBMS Bearer Service in MBMS Cell
	
	
	
	FDD only
	GLOBAL
	reject

	>>>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in  RNC initiating Information Exchange Initiation procedure
	–
	

	>>>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	–
	

	>>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>MBMS Cell
	
	
	
	FDD only
	GLOBAL
	reject

	>>>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in receiving RNC not initiating Information Exchange Initiation procedure
	–
	

	>>ANR Cell
	
	
	
	
	GLOBAL
	reject

	>>>Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in  RNC for ANR
	–
	

	Information Type
	M
	
	9.2.1.31E
	
	YES
	reject

	Information Report Characteristics
	M
	
	9.2.1.31C
	
	YES
	reject


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.

	Maxnoofcell
	Maximum number of cells that can be indicated in the corresponding IE.


9.1.50
INFORMATION EXCHANGE INITIATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	O
	
	
	
	YES
	ignore

	>Cell
	
	
	
	
	-
	

	>>Requested Data Value 
	M
	
	9.2.1.48A
	
	-
	

	>Additional Information Exchange Object Types
	
	
	
	
	–
	

	>>MBMS Bearer Service
	
	
	
	
	–
	

	>>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Requested Data Value
	M
	
	9.2.1.48A
	
	–
	

	>>MBMS Bearer Service in MBMS Cell
	
	
	
	FDD only
	GLOBAL
	ignore

	>>>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in RNC initiating Information Exchange Initiation procedure
	–
	

	>>>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	–
	

	>>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>>Requested Data Value
	M
	
	9.2.1.48A
	
	–
	

	>>MBMS Cell
	
	
	
	FDD only
	GLOBAL
	ignore

	>>>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in sending RNC not initiating Information Exchange Initiation procedure
	–
	

	>>>>Requested Data Value
	M
	
	9.2.1.48A
	
	–
	

	>>ANR Cell
	
	
	
	
	GLOBAL
	reject

	>>>Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>Served Cell Information
	M
	
	9.2.1.41A
	Cell which is requested in  RNC initiating Information Exchange Initiation procedure
	–
	

	>>>>Requested Data Value
	M
	
	9.2.1.48A
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.

	Maxnoofcell
	Maximum number of cells that can be indicated in the corresponding IE.


9.1.52
INFORMATION REPORT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	ignore

	>Cell
	
	
	
	
	–
	

	>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	–
	

	>Additional Information Exchange Object Types
	
	
	
	
	–
	

	>>MBMS Bearer Service in MBMS Cell
	
	
	
	FDD only
	GLOBAL
	ignore

	>>>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in receiving RNC initiating Information Exchange Initiation procedure
	–
	

	>>>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	–
	

	>>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	–
	

	>>MBMS Cell
	
	
	
	FDD only
	GLOBAL
	ignore

	>>>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in sending RNC not initiating Information Exchange Initiation procedure
	–
	

	>>>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	–
	

	>>ANR Cell
	
	
	
	
	GLOBAL
	ignore

	>>>Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>Served Cell Information
	M
	
	9.2.1.41A
	Cell which is requested in  RNC initiating Information Exchange Initiation procedure
	–
	

	>>>>Requested Data Value
	M
	
	9.2.1.48A
	
	
	


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.

	Maxnoofcell
	Maximum number of cells that can be indicated in the corresponding IE.


9.2.1.31E
Information Type

The Information Type indicates which kind of information the RNS shall provide.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Information Type Item
	M
	
	ENUMERATED

(UTRAN Access Point Position with Altitude, UTRAN Access Point Position,

IPDL Parameters,

GPS Information,

DGPS Corrections,

GPS RX Pos, SFN-SFN Measurement Reference Point Position,…, Cell Capacity Class, NACC Related Data, MBMS Bearer Service Full Address, Inter-frequency Cell Information, GANSS Information, DGANSS Corrections, GANSS RX Pos, MBMS Counting Information, MBMS Transmission Mode, MBMS Neighbouring Cell Information, MBMS RLC Sequence Number, Neighbouring Cell Information)
	For information exchange on the Iur-g interface, only the Cell Capacity Class is used.

MBMS Counting Information, MBMS Transmission Mode, MBMS Neighbouring Cell Information and MBMS RLC Sequence Numbe shall only be used by FDD.


	–
	

	GPS Information
	C-GPS
	1..<maxnoofGPSTypes>
	
	
	–
	

	>GPS Information Item
	
	
	ENUMERATED

(GPS Navigation Model and Time Recovery,

GPS Ionospheric Model,

GPS UTC Model,

GPS Almanac,

GPS Real-Time Integrity,

…)
	
	–
	

	GANSS Information
	C-GANSS
	
	
	
	YES
	Ignore

	>GANSS Common Data
	
	0..1
	
	
	–
	

	>>Ionospheric Model
	O
	
	BOOLEAN
	True means requested
	–
	

	>>Additional Ionospheric Model
	O
	
	Additional Ionospheric Model Request

9.2.1.122d
	Presence means requested. 
	YES
	Ignore

	>>Earth Orientation Parameters
	O
	
	Earth Orientation Parameters Request 9.2.1.122e
	
	YES
	Ignore

	>GANSS Generic Data
	
	0..<maxnoofGANSS>
	
	
	–
	

	>>GANSS ID
	O
	
	9.2.1.119
	
	–
	

	>>GANSS Navigation Model And Time Recovery
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Time Model GNSS-GNSS
	O
	
	BIT STRING(9)
	Defines the time model required. 

Bit 1 is the MSB and bit 9 is the LSB (see section 9.2.0).

Bit 1:GPS,

Bit 2:Galileo,

Bit 3:QZSS,

Bit 4:GLONASS.

Other bits are reserved.
	–
	

	>>GANSS UTC Model
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Almanac
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Real Time Integrity
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Data Bit Assistance
	
	0..1
	
	
	–
	

	>>>GANSS TOD
	M
	
	INTEGER (0..86399)
	The GANSS Time Of Day for which the data bits are requested
	–
	

	>>>Data Bit Assistance
	
	1
	
	
	–
	

	>>>>DGANSS Signal ID
	M
	
	BIT STRING(8)
	Defined in [16]
	–
	

	>>>>GANSS Data Bit Interval
	M
	
	INTEGER (0..15)
	Defined in [16]
	–
	

	>>>>Satellite Information
	
	0..<maxGANSSSat>
	
	
	–
	

	>>>>Sat ID
	M
	
	INTEGER(0..63)
	Identifies the satellite and is equal to (SV ID No – 1)
	–
	

	>>GANSS Additional Navigation Models And Time Recovery
	O
	
	GANSS Additional Navigation Models And Time Recovery Request 9.2.1.122f
	
	YES
	Ignore

	>>GANSS Additional UTC Models
	O
	
	GANSS Additional UTC Models Request 9.2.1.122g
	
	YES
	Ignore

	>>GANSS Auxiliary Information
	O
	
	GANSS Auxiliary Information Request 

9.2.1.122h
	
	YES
	Ignore

	>>SBAS ID
	C-GANSS-ID
	
	9.2.1.122b
	
	YES
	Ignore

	DGANSS Corrections Req
	C-DGANSSCorrections
	1
	
	
	YES
	ignore

	>DGANSS Signal ID
	M
	
	BIT STRING(8)
	Defined in [16]
	–
	

	>GANSS ID
	O
	
	9.2.1.119
	
	YES
	Ignore

	MBMS RLC Sequence Number Information
	C- MBMSRLCSequenceNumber
	
	
	FDD only
	YES
	Ignore

	>MBMS Cell List
	
	1..<maxnoofcell>
	
	
	–
	

	>>C-ID
	M
	
	9.2.1.6
	
	–
	

	>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	–
	

	>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>Time Stamp
	M
	
	9.2.2.98
	
	–
	

	Neighbouring Cell Number Information
	C- NeighbouringCellInformation
	
	
	
	YES
	Ignore

	>Requested Cell Num
	O
	
	INTEGER(0..65535)
	
	
	


	Condition
	Explanation

	DGANSSCorrections
	The IE shall be present if the Information Type Item IE indicates “DGANSS Corrections”.

	GPS
	This IE shall be present if the Information Type Item IE indicates “GPS Information”.

	GANSS
	This IE shall be present if the Information Type Item IE indicates “GANSS Information”.

	GANSS-ID
	This IE shall be present if the GANSS ID IE indicates “SBAS”.

	MBMSRLCSequenceNumber
	This IE shall be present if the Information Type Item IE indicates “ MBMS RLC Sequence Number “.

	NeighbouringCellNumberInformation
	The IE shall be present if the Information Type Item IE indicates “Neighbouring Cell Information”.


	Range Bound
	Explanation

	maxGANSSSat
	Maximum number of satellites for which data is included in the IE

	maxnoofGPSTypes
	Maximum number of GPS Information Types supported in one Information Exchange.

	maxnoofGANSS
	Maximum number of GANSS Systems.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.

	Maxnoofcell
	Maximum number of cells that can be indicated in the corresponding IE.


9.2.1.41A
Neighbouring UMTS Cell Information

The Neighbouring UMTS Cell Information IE provides information for UMTS Cells that are neighbouring cells to a cell in the DRNC or the other RAT. The neighbouring cell information is provided for each RNC (including the DRNC) that has cells that are neighbouring cells to the cell in the DRNC or the other RAT.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring UMTS Cell Information
	
	1..<maxnoofneighbouringRNCs>
	
	
	EACH
	ignore

	>RNC-ID
	M
	
	9.2.1.50
	If the Extended RNC-ID IE is included in the Neighbouring UMTS Cell Information IE, the RNC-ID IE shall be ignored.
	–
	

	>CN PS Domain Identifier
	O
	
	9.2.1.12
	
	–
	

	>CN CS Domain Identifier
	O
	
	9.2.1.11
	
	–
	

	>Neighbouring FDD Cell Information
	O
	
	9.2.1.41B
	
	–
	

	>Neighbouring TDD Cell Information
	O
	
	9.2.1.41D
	
	–
	

	>Neighbouring TDD Cell Information LCR
	O
	
	9.2.1.72
	
	YES
	ignore

	>Extended RNC-ID
	O
	
	9.2.1.50a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofneighbouringRNCs
	Maximum number of neighbouring RNCs.


9.2.1.41B
Neighbouring FDD Cell Information

The Neighbouring FDD Cell Information IE provides information for FDD cells that are neighbouring cells to a cell in the DRNC or the other RAT.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring FDD Cell Information
	
	1..<maxnoofFDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	>Primary CPICH Power
	O
	
	9.2.1.44
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>Tx Diversity Indicator
	M
	
	9.2.2.50
	
	
	

	>STTD Support Indicator
	O
	
	9.2.2.45
	
	–
	

	>Closed Loop Mode1 Support Indicator
	O
	
	9.2.2.2
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container FDD
	O
	
	9.2.2.D
	
	YES
	ignore

	>SNA Information
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Frequency Band Indicator
	O
	
	9.2.2.59
	
	YES
	ignore

	>Max UE DTX Cycle
	C-CPC-DTX-DRXCapable
	
	9.2.2.87
	
	YES
	ignore

	>Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore

	>Secondary Serving Cell List
	C-MC-Capable
	
	9.2.2.101
	
	YES
	ignore

	>Dual Band Secondary Serving Cell List
	C-DB-Capable
	
	Secondary Serving Cell List 9.2.2.101
	
	YES
	ignore

	>Cell Capability Container Extension FDD
	O
	
	9.2.2.123
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofFDDneighbours
	Maximum number of neighbouring FDD cell for one cell.


	Condition
	Explanation

	CPC-DTX-DRXCapable
	The IE shall be present if the the fifteenth bit Continuous Packet Connectivity DTX-DRX Support Indicator in the Cell Capability Container FDD IE is set to the value “1”.

	MC-Capable
	The IE shall be present if the the Multi Cell Support Indicator in the Cell Capability Container FDD IE is set to the value “1”.

	DB-Capable
	The IE shall be present if the the Dual Band Support Indicator in the Cell Capability Container FDD IE is set to the value “1”.


9.2.1.41C
Neighbouring GSM Cell Information

The Neighbouring GSM Cell Information IE provides information for all GSM Cells that are a neighbouring cell to a cell in the DRNC or the other RAT.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring GSM Cell Information
	
	1..<maxnoofGSMneighbours>
	
	
	GLOBAL
	ignore

	>CGI
	
	1
	
	Cell Global Identity as defined in ref. [1].
	–
	

	>>LAI
	
	1
	
	
	–
	

	>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed
	–
	

	>>CI
	M
	
	OCTET STRING (2)
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	The Cell Individual Offset to be used for Ues using DCHs. If the Extended GSM Cell Individual Offset IE is present, the Cell Individual Offset IE shall be set to 

a) –10dB if the Extended GSM Cell Individual Offset IE is < ‑10dB 

and

b) 10dB if the Extended GSM Cell Individual Offset IE is > 10dB.
	–
	

	>BSIC
	
	1
	
	Base Station Identity Code as defined in ref. [1].
	–
	

	>>NCC
	M
	
	BIT STRING(3)
	Network Colour Code.
	–
	

	>>BCC
	M
	
	BIT STRING(3)
	Base Station Colour Code.
	–
	

	>Band Indicator
	M
	
	ENUMERATED(DCS 1800 band, PCS 1900 band, …)
	Indicates whether or not the BCCH ARFCN belongs to the 1800 band or 1900 band of GSM frequencies.
	–
	

	>BCCH ARFCN
	M
	
	INTEGER(0..1023)
	BCCH Frequency as defined in ref. [29].
	–
	

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	> SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>GERAN Cell Capability
	O
	
	9.2.1.30Fa
	
	YES
	ignore

	>GERAN Classmark
	O
	
	9.2.1.30Fb
	
	YES
	ignore

	>Extended GSM Cell Individual Offset
	O
	
	9.2.1.26Bb
	The Extended GSM Cell Individual Offset to be used for Ues using DCHs, for values that exceed the range of the Cell Individual Offset IE.
	YES
	ignore


	Range bound
	Explanation

	maxnoofGSMneighbours
	Maximum number of neighbouring GSM cells for one cell.


9.2.1.41D
Neighbouring TDD Cell Information

The Neighbouring TDD Cell Information IE provides information for 3.84Mcps TDD or 7.68Mcps TDD cells that are neighbouring cells to a cell in the DRNC or the other RAT.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring TDD Cell Information
	
	1..<maxnoofTDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Cell Parameter ID
	M
	
	9.2.1.8
	
	–
	

	>Sync Case
	M
	
	9.2.1.54
	
	–
	

	>Time Slot For SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	–
	

	>SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	>SCTD Indicator
	M
	
	9.2.1.78
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>DPCH Constant Value
	O
	
	9.2.1.23
	
	–
	

	>PCCPCH Power
	O
	
	9.2.1.43
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container TDD
	O
	
	9.2.3.1a
	
	YES
	ignore

	>Cell Capability Container 7.68Mcps TDD
	O
	
	9.2.3.31
	
	YES
	ignore

	> SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore


	Condition
	Explanation

	Case1
	The IE shall be present if the Sync Case IE is set to “Case1”.

	Case2
	The IE shall be present if the Sync Case IE is set to “Case2”.


	Range bound
	Explanation

	maxnoofTDDneighbours
	Maximum number of neighbouring 3.84Mcps TDD or 7.68Mcps TDD cell for one cell.


9.2.1.41De
Neighbouring E-UTRA Cell Information

The Neighbouring E-UTRA Cell Information IE provides information for all E-UTRA Cells that are a neighbouring cell to a cell in the DRNC or the other RAT.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring E-UTRA Cell Information
	
	1..<maxnoofEUTRAneighbours>
	
	
	–
	

	>ECGI
	
	1
	
	EUTRAN Cell Global Identity as defined in ref. [61].
	–
	

	>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	>>E-UTRAN Cell Identifier
	M
	
	BIT STRING (28)
	The leftmost bits of the E-UTRAN Cell Identifier IE value correspond to the value of the eNB ID.
	–
	

	>CHOICE EARFCN Information
	M
	
	
	
	–
	

	>>FDD
	
	
	
	
	
	

	>>>EARFCN-FDD
	
	1
	
	
	
	

	>>>UL EARFCN
	M
	
	9.2.1.41Df

EARFCN
	Corresponds to NuL in [62]
	–
	

	>>>DL EARFCN
	M
	
	9.2.1.41Df

EARFCN
	Corresponds to NdL in [62]
	–
	

	>>TDD
	
	
	
	
	
	

	>>> EARFCN
	M
	
	9.2.1.41Df

EARFCN
	Corresponds to NdL in [62]
	–
	


	Range bound
	Explanation

	maxnoofLTEneighbours
	Maximum number of neighbouring LTE cells for one cell.


9.2.1.41Df
EARFCN

The EARFCN (E-UTRA Absolute Radio Frequency Channel Number) defines the carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	
	
	INTEGER (0..maxEARFCN)
	Defined in [62].


9.2.1.48A
Requested Data Value

The Requested Data Value contains the relevant data concerned the ongoing information exchange. Requested Data Value IE shall include at least one of the following IE. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UTRAN Access Point Position with Altitude
	O
	
	9.2.1.75
	
	–
	

	IPDL Parameters
	O
	
	9.2.1.31F
	
	–
	

	DGPS Corrections
	O
	
	9.2.1.19B
	
	–
	

	GPS Navigation Model and Time Recovery
	O
	
	9.2.1.30I
	
	–
	

	GPS Ionospheric Model
	O
	
	9.2.1.30H
	
	–
	

	GPS UTC Model
	O
	
	9.2.1.30L
	
	–
	

	GPS Almanac
	O
	
	9.2.1.30G
	
	–
	

	GPS Real-Time Integrity
	O
	
	9.2.1.30J
	
	–
	

	GPS RX Pos
	O
	
	9.2.1.30K
	
	–
	

	SFN-SFN Measurement Reference Point Position
	O
	
	9.2.1.74
	
	–
	

	Cell Capacity Class Value
	O
	
	9.2.1.5C
	
	YES
	ignore

	NACC Related Data
	O
	
	9.2.1.41a
	
	YES
	ignore

	MBMS Bearer Service Full Address
	O
	
	9.2.1.84
	
	YES
	ignore

	Inter-frequency Cell Information
	O
	
	9.2.1.31G
	
	YES
	ignore

	GANSS Common Data
	
	0..1
	
	
	YES
	ignore

	>GANSS Ionospheric Model
	O
	
	9.2.1.105
	
	–
	

	>GANSS RX Pos
	O
	
	9.2.1.109
	
	–
	

	>GANSS Additional Ionospheric Model
	O
	
	9.2.1.105a
	
	YES
	Ignore

	>GANSS Earth Orientation Parameters
	O
	
	9.2.1.122a
	
	YES
	Ignore

	GANSS Generic Data
	
	0..<maxnoofGANSS>
	
	
	GLOBAL
	ignore

	>GANSS ID
	O
	
	9.2.1.119
	
	–
	

	>DGANSS Corrections
	O
	
	9.2.1.102
	
	–
	

	>GANSS Navigation Model And Time Recovery
	O
	
	9.2.1.120
	
	–
	

	>GANSS Time Model
	O
	
	9.2.1.110
	
	–
	

	>GANSS UTC Model
	O
	
	9.2.1.111
	
	–
	

	>GANSS Almanac
	O
	
	9.2.1.103
	
	–
	

	>GANSS Real Time Integrity
	O
	
	9.2.1.108
	
	–
	

	>GANSS Data Bit Assistance
	O
	
	9.2.1.118
	
	–
	

	>GANSS Additional Time Models
	O
	
	9.2.1.110a
	
	YES
	Ignore

	>GANSS Additional Navigation Models And Time Recovery
	O
	
	9.2.1.120a
	
	YES
	Ignore

	>GANSS Additional UTC Models
	O
	
	9.2.1.111a
	
	YES
	Ignore

	>GANSS Auxiliary Information
	O
	
	9.2.1.122c
	
	YES
	Ignore

	>SBAS ID
	C-GANSS-ID
	
	9.2.1.122b
	
	YES
	Ignore

	Counting Information 
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	Transmission Mode Information
	O
	
	9.2.2.95
	FDD only
	YES
	ignore

	MBMS Neighbouring Cell Information
	O
	
	9.2.2.96
	FDD only
	YES
	ignore

	RLC Sequene Number
	O
	
	9.2.2.97
	FDD only
	YES
	ignore

	Neighbouring Cell Information
	
	0.. maxnoofcell >
	
	
	GLOBAL
	ignore

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	YES
	ignore

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore
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